1997 ford f150 starter location

A bad starter relay on your Ford vehicle will prevent the necessary electrical power from
reaching the starter motor; fail to cut off power; or keep the motor from starting at all.
Fortunately, all Ford models have a remote relay near the battery, which makes it easy and
convenient for troubleshooting. This guide will help you determine whether the starter relay on
your Ford has gone bad, using a jumper wire and a multimeter. Disable the ignition system. If
your Ford comes equipped with a distributor, unplug the ignition coil from the distributor, and
ground it to the engine with a jumper wire. If your vehicle is not equipped with a distributor, you
can remove the fuel pump relay or fuse for these tests. Have a helper turn the ignition key to
"Start. If not, make sure there is a good connection at the control circuit wire on the relay; this
is the small wire on the terminal marked with an "S. If you hear a good click, skip to Step 4.
Connect a jumper wire from the positive battery terminal to the "S" terminal on the relay. Ask
your assistant to turn the ignition key to "Start. If there is a weak or chattering click, or no
sound at all, make sure all the connections on the relay are clean and tight. The relay mounting
bracket should make good contact with the vehicle body. If all the connections are clean and
tight, yet the starter relay still does not work, then replace the relay. Check the voltage drop on
each cable connection at the starter relay. Touch the probes of a multimeter on both sides of
the same connection at the relay. The positive probe on your meter should always be on the
side of the connection leading to the positive side of the electrical current. Ask your helper to
again turn the ignition key to "Start. If you still read a high voltage drop, replace the relay.
Unplug the wire at the "S" terminal on the relay. Check the resistance between the terminal and
the relay mounting bracket using the multimeter. If there is more than 5 ohms between these
two points, clean the mounting bracket. If you still read a high resistance, replace the relay.
Check for incoming voltage at the relay "S" terminal. Connect the red probe of your multimeter
to the relay terminal and the black probe to a good ground such as a metal bracket or bolt
attached to the engine block or cylinder head. Ask your helper to turn the ignition key to "Start.
If your voltmeter still registers no voltage, replace the relay. Since Dan Ferrell has contributed
general and consumer-oriented news to television and the Web. His work has appeared in
Texas, New Mexico and Miami and on various websites. Step 1 Disable the ignition system. Step
2 Have a helper turn the ignition key to "Start. Step 3 Connect a jumper wire from the positive
battery terminal to the "S" terminal on the relay. Step 4 Check the voltage drop on each cable
connection at the starter relay. Step 5 Unplug the wire at the "S" terminal on the relay. Haynes;
Jumper wire An assistant Multimeter. When you turn the ignition key to the start position, it
closes an electronic circuit, which turns on the starter. The motor ejects a gear from the nose
cone, which spins the flywheel on the engine. If all else is working properly, the engine will start
and stay running. If you hear a whirring noise or a grind when you turn the key or no sound at
all, odds are you have a faulty starter motor. Anyone with basic automotive repair experience
can replace a starter in about an hour. Raise the front end of the F off the ground with the floor
jack. Open the hood and disconnect the negative battery cable end from the battery using the
battery wrench. Climb under the front passenger side of the F with the socket set. Locate the
starter, which bolts to the side of the engine, where the transmission bell housing meets the
back side of the engine block. Hold the body of the starter with one hand while removing the
two starter mounting bolts with the other, using a socket set to do so. Never let the weight of
the starter bear down on the loose bolts. Pull the starter out by hand once you have removed
both of the mounting bolts. Compare the old starter to your replacement, making sure they are
physically identical before proceeding with the installation of the replacement unit. Hold the
replacement starter in position and thread the mounting bolts through the starter flange and
into their mounts. Tighten them down with the socket set. Remember to never let the weight of
the starter hang on the loose bolts. Lower the F off the jack stands with the floor jack and then
reconnect the negative battery cable using the battery wrench. Allen Moore's career includes
awards in poetry and creative fiction, published lyrics, fiction books and nonfiction articles as
well as a master certification in automotive service from the Ford Motor Company. Moore is a
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set. Truck repair engine repair engine rebuild headache rack trucks. I have a Ford F 5. I went to.
Video on how to replace the starter on a ford f pickup with the 46 engine. Make sure all cables
are clean and tight. Discover ideas about truck repair. Need wiring diagram for a ford f pu 4wd
the field wire to the starter has a small eyelet connector that connects to the small terminal on
the starter solenoid sometimes marked s. Auto repair tips from the experts of the road. A wiring
diagram is a simplified traditional photographic representation of an electric circuit. Whether
youre a novice ford f enthusiast an expert ford f mobile electronics installer or a ford f fan with a
ford f a remote start wiring diagram can save yourself a lot of time. At this time we are pleased
to declare we have found a very interesting niche to be reviewed that is ford f 46 engine
diagram. You can also find other images like ford wiring diagram ford parts diagram ford

replacement parts ford electrical diagram ford repair manuals ford engine diagram ford engine
scheme diagram ford wiring harness. Image result for ford f starter solenoid wiring diagram. It
reveals the components of the circuit as streamlined shapes and the power as well as signal
connections between the devices. Also make use of a multi meter to trace the power and to.
Variety of ford f stereo wiring diagram. The automotive wiring harness in a ford f is becoming
increasing more complicated and more difficult to identify read more read more. Most people
searching for information about ford f 46 engine diagram and of course one of these is you. I
have a ford f with a 4. Ignition System Wiring Diagram 4. I find an engine wiring diagram for a
ford f 4. Neutral Safety Switch?? Ford f starter wiring diagram. It won't start - School Bus
Conversion Resources. I have a 97 Ford F and the driver side window quit going. I went to start
my ford ranger 4 cyl. Image result for ford f starter solenoid wiring. Posting Komentar. I went to
When one takes a look at a wiring diagram for ford f starter one will see battery cables. Bagikan
Artikel ini. Langganan: Posting Komentar Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan
Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Do you have the
same problem? Please let us know if you need anything else to get the problem fixed. How
many bolts do I need to take off to remove the starter? Do you. Here is a guide to help you step
by step with instructions in the diagrams below to show you how on your car. Was this answer.
What are the steps to removing the starter. First disconect the negative battery terminal. Then
you will need to get under the vehicle and remove the wires on the back of the starter.
Remember which wires go where if more than two. Next remove the ataching bolts, should be
two, one on either side of the front end of the starter. Then the starter should come out. Reverse
the prcedure to reinstall. My truck shut off while I was sitting in a drive thru, put it in park to
start it back up and got nothing. One click every time I turn the ignition. Tried jumping and still
the same. Stuck a screw drive to the firewall and got sparks but still wouldn't start the engine.
Any suggestions? Good afternoon, The click, is it coming from the starter motor? I attached a
wiring diagram for you. Do you have a test light for testing? Roy Images Click to enlarge. I do
not have light. You need to get one so we can do some testing. Roy Was this answer. Truck died
all I heard was a click I cleaned wires it rolled over but slow then the starter caught fire. I put
new starter in it it started but starter stayed engaged and started smoking shut the truck off
would not start could here starter spinning but thats all changed solonoid and another starter
same thing Was this answer. Check for a sticky starter relay Image Click to enlarge. Raise and
support vehicle. Remove starter solenoid terminal cover. Disconnect starter solenoid wire
connections. On all engines, remove starter motor mounting bolts. Remove starter motor. To
install, reverse removal procedure. Ensure negative battery cable is installed in proper location.
Tighten fasteners to specification. Suspect starter solenoid is bad as I tried to start truck no
clicking from solenoid or other sound could be heard. Engine would not start retried to start got
1 click from solenoid. Hello, I'm Danny. Yes, it sounds like you are having an issue with the
starter solenoid on the starter motor. Hope this helps and thanks for using 2CarPros. Images
Click to enlarge. I just replaced the starter on my truck and when I went to start it, it sounds like
its hung up. It wont crank over like its in a bind or spinning the wrong way Was this answer.
Ensure it was installed correctly. Were there any shims between starter and flywheel originally?
It may need some shims, especially if you didn't buy the dealer brand starter. On my f I was able
to get all the bolts off my starter besides the one on the top. It seems impossible to reach and
there must be a tool for getting to that bolt, but im not sure what it is. If you have any tips or
pointers thatd be great. Thanks alot! Ryan Was this answer. How many bolts have you
removed? Have you tried to access it through the inner fender? There are only two bolts that
hold it on. Are you sure the starter is bad? Here is a way to test it: The battery must be in good
condition and fully charged prior to performing this test. Disable the ignition system. Verify that
the vehicle will not start. If voltage reads 0. If the voltage reading is ok proceed to the next step.
Connect a voltmeter between the positive terminal of the battery and the starter M circuit. Repair
or replace the starter as necessary. Also, here is a picture of the two bolts that hold the starter
in place. Also, have you removed the starter terminal cover? Let me know if this helps or if you
have other questions. Joe Was this answer. No problems starting until last night. It would click
once. The lights etc, stayed bright while trying it. Tried hammer trick. No good. Cleaned
connectors n battery terminals. No change. Pressed brake while going from park to neutral.
Tried but no start with the one cluck. Click is from top of starter solenoid? Cables look good.
Little wire bare. Is that normal? Jumped the starter finally started. Today no start again. Must
add that I did notice yesterday that shifter seemed more difficult or different when shifting it.
Automatic transmission. If you could help we would truly appreciate it. Thank you Also. Now
tonight we did the bypass thing and it did not work. Weather has been really cold snowy and 50
mph wind gusts here. I don't know if that would cause problems or not. Hi and thanks for using
2CarPros. Truly, it sounds like a bad starter. What I need you to do is follow this link. It shows

how to determine if the starter is bad. If you could upload a picture, it would be helpful. The
attached pictures correlate with these directions. Make sure protective caps are in place when
maintenance is complete. Picture 1 1. Disconnect the battery ground cable. Raise and support
the vehicle. Warning: the electrical power to the air suspension system must be shut off prior to
hoisting, jacking or towing an air suspension vehicle. This can be accomplished by turning off
the air suspension switch located in the rh kick panel area. Failure to do so may result in
unexpected inflation or deflation of the air springs which may result in shifting of the vehicle
during these operations. Picture 2 3. Remove the starter motor solenoid terminal cover The 4.
Disconnect the starter motor electrical connections. The 4. Remove the A starter motor ground
cable nut and the B starter motor ground cable. Remove the starter. Install the starter motor.
Connect the A starter motor ground cable and install the B starter motor ground cable nut.
Connect the starter motor electrical connect
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ions. Picture 9 4. Install the starter motor solenoid terminal cover. Lower the vehicle. NOTE: If
equipped with air suspension, reactivate the system by turning on the air suspension switch.
Connect the battery ground cable. NOTE: When the battery is disconnected and reconnected,
some abnormal drive symptoms may occur while the vehicle relearns its adaptive strategy. The
vehicle may need to be driven 16 km 10 miles or more to relearn the strategy. Take care, Joe
Images Click to enlarge. I am trying to remove my starter on my truck and am having a hard time
removing the bolts that hold it in place, I cannot access them. Any ideas on how to easily
remove the starter bolts without all the hassle of removing the exhaust manifold? Please login
or register to post a reply. Starter Replacement Ford Windstar Easy step by step guide on how
to replace a starter and solenoid, though appearances may vary, the process is the similar for
most vehicles. Sponsored links. Ask a Car Question. It's Free!

