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Disconnect the crankcase ventilation tube from the air cleaner outlet tube 9B Disconnect the
electrical connector from the mass airflow MAF sensor 12B Disconnect the electrical connector
from the intake air temperature IAT sensor 12A Disconnect the harness locator from the air
cleaner outlet tube. Loosen the accessory drive belt and remove from the generator pulley Ford
motor company ford contour owner's guide 16 pages. Ford motor company ford e owner's
guide pages. Ford motor company ford f owner's guide pages. Automobile Ford Escort Manual
pages. Ford motor company ford crown owner's guide pages. Ford motor company ford
expedition owner's guide pages. Disconnect the battery ground cable. Refer to Section Drain
the cooling system. Page 2 Ranger Workshop Manual 1. Loosen tensioner. Remove belt.
Remove the upper radiator hose Disconnect the heater hoses from the intake manifold and the
thermostat housing. Position the hoses out of the way. WARNING: Fuel supply lines on vehicles
equipped with fuel injected engines remain pressurized for long periods of time after engine
shut down. Fuel system pressure must be relieved prior to fuel system repair to prevent
possible injury. Page 3 Ranger Workshop Manual Disconnect the electrical connector from the
radio noise suppressor. Disconnect the electrical connector form the engine vacuum regulator
EVR solenoid. Disconnect the vacuum hose from the EVR. Disconnect the RH side spark plugs
and locators. Page 4 Ranger Workshop Manual Disconnect the electrical connector from the
differential pressure feedback EGR system 9J Disconnect the electrical connector from the idle
air control IAC valve 9F Disconnect the electrical connector from the throttle position TP sensor
9B Page 5 Ranger Workshop Manual Disconnect the vacuum hose from the EGR valve 9D
Disconnect the vacuum hose from the power brake booster. Disconnect the vacuum hose from
the fuel pressure regulator 9C Disconnect the heater control. Page 6 Ranger Workshop Manual
Disconnect the positive crankcase ventilation PCV valve. Remove the upper intake manifold and
gasket, and tape the lower intake openings. Disconnect the LH side spark plug wires from the
spark plugs and from the locators. Page 7 Ranger Workshop Manual Disconnect the electrical
connector from the oil pressure sender Disconnect the electrical connector from the rear heated
oxygen HO2S sensors 9F Disconnect the electrical connector from the CID sensor. Disconnect
the two pin electrical connectors and locator. Position the harness aside. Page 8 Remove the
lower intake manifold, gasket and seals. Installation 1. NOTE: Apply a drop of silicone gasket
and sealant at the four cylinder block to cylinder head seams. Page 9 Install a new gasket and
the LH valve cover Install the RH push rods and the rocker arms in their correct positions. Page
10 Ranger Workshop Manual Connect the rear heated oxygen HO2S sensors 9F Connect the oil
pressure sender Connect the fuel injectors 9F Connect the camshaft position CMP sensor 6B
Connect the pin connector to the bracket. Page 11 Ranger Workshop Manual Remove the
protective caps and connect the fuel lines to the fuel rail and install the safety clips. NOTE:
Tighten the bolts in sequence and in two steps. Install the upper intake manifold and gasket.
Page 12 Ranger Workshop Manual Connect the vacuum hose at the fuel pressure regulator 9C
Install the coil bracket support. Install the coil bracket and the coil to the support. Connect the
RH spark plug wires to the locators and the spark plugs. Page 13 Ranger Workshop Manual
Connect the radio noise suppressor. Connect the coil connector. Connect the lower radiator
bypass hose to the thermostat housing. Connect the heater hoses to the intake manifold and
the thermostat housing. Page 14 Ranger Workshop Manual Connect the vacuum hoses to the
differential pressure feedback EGR system 9J Connect the electrical connector to the
differential pressure feedback EGR system. Connect the electrical connector to the throttle
position TP sensor 9B Page 15 Ranger Workshop Manual Connect the canister purge hose and
locator to the accelerator control bracket. Install the accelerator control splash shield 9E Raise
and support the vehicle. Drain engine oil. Lower the vehicle. Page 16 Ranger Workshop Manual
Connect harness locator to the air cleaner outlet tube. Fill the engine with clean engine oil. Fill
the cooling system. NOTE: When the battery is disconnected and reconnected, some abnormal
drive symptoms may occur while the vehicle relearns its adaptive strategy. The vehicle may
need to be driven 16 km 10 miles or more to relearn the strategy. Print page 1 Print document 16
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Throughout these years, it held a considerable market share and
rack up respectable sales figures of over 7 million units sold. This story, just like many other
things in the automotive industry, starts with a crisis. During the 70s, frequent conflicts in the
Middle East hampered supply of crude oil and caused fuel shortages. This made buyers turn
their focus from big, gas-thirsty vehicles to smaller and more efficient variants. This situation
caught the Big Three off-guard, as they had only several models aligned with market demands
of that time. When it comes to pickup trucks, only Japanese manufacturers were prepared for
this environment. Vehicles like Datsun and the original Toyota Hilux started gaining popularity.
As a countermeasure, Ford resorted to stop-gap solutions, just like GM and Chrysler, who
partnered up with Isuzu and Mitsubishi. The first compact pickup truck with blue oval emblem,

called Courier, was a rebranded Mazda B-Series truck. Being designed and manufactured by
Mazda itself, this was a textbook example of badge engineering. These two models shared
chassis, engines, gearboxes and most of the body work. Only noticeable differences were the
front grille, which resembled larger F-series and large single headlights that did away with the
small double ones on the Japanese sibling. Alongside with the Courier, which was a temporary
solution from the start, Ford started developing their own compact pickup truck. Starting in
under the codename Yuma, this project was crucial for Ford and their future role in the
light-truck market. With the upcoming years bringing strict fuel economy and emission
standards, all manufacturers faced challenges of downsizing. This called for lighter vehicles
and smaller engines. To meet these goals, the focus of project Yuma was on flexibility, quality
and overall efficiency. After several years of development, and a considerable amount of
money, the first American compact pickup truck was ready for production. The newly designed
truck, now named Ranger instead of Yuma, featured many improvements and innovations,
making it anything but F-series little brother. Thanks to extensive wind tunnel testing, this truck
had a drag coefficient lower than most family cars of that time. In addition, the use of
lightweight materials such as aluminum and magnesium helped keep the weight down. Another
notable innovation was the twin-beam front suspension, which offered improved road comfort
and driving dynamics than a live axle while keeping the sturdiness for off-road use. Unveiled in
the spring of , the first ever Ranger hit the showroom floors several months ahead of schedule
as to beat the upcoming Chevrolet S to the punch. While the technology underneath it was
ahead of its time, the outer design was quite conservative. Ranger featured body lines that
mimicked those of larger F-series trucks and a flagship LTD, later known as Crown Victoria.
With flat surfaces and straight edges mated to a characteristic front grille and headlight design,
it looked as a scaled-down F The design and general layout of the interior focused on potential
buyers who wanted more than just a work truck. Plenty of space with enough legroom and
headroom, comfortable seats and various other details were some requirements it had to meet.
Ranger was available only as a two-door version, with an extended cab coming as an option.
Cargo bed, although smaller than those of full-size competitors, could still carry a four-foot wide
sheet of material, which is an unofficial industry standard for measuring trunk space. During its
lengthy production run, Ranger offered several engine choices in many variants. There was a
four-cylinder Pinto engine, which came with carburetors or fuel-injection. More powerful models
used a famous Cologne V6 engine, available in several sizes and power outputs. During the last
two years, all-new Vulcan V6 became a standard. There was also a diesel option, first in the
form of the Mazda-sourced engine and the latter as a more powerful unit from Mitsubishi.
Transmission options included four-speed manuals and three-speed auto, with the five-speed
manual and four-speed variants coming in later years. Because of strong competition and
conservative appearance, initial sales of the new Ranger were slow. As time went by, with
additional trim levels and hidden virtues becoming a well known fact, and sales picked up.
Towards the end of the decade, the Ranger became the best selling compact pickup truck in the
US. Following the success of the previous generation, the new Ranger used the same basic
recipe. With most of the chassis and mechanical underpinnings carried over from the old truck,
the focus was on the outer design. Box-like shapes were a thing of the past, as the new car
featured sleek and rounded body lines, with individual design elements that distinguish it from
larger Ford models. Special addition to the lineup was Ranger Splash, which featured
retro-styled step-side bed, chromed wheels and other visual improvements. There was more
space inside the cab, mostly because of a wider cab, which again came in a pair of two-door
variants. Other than redesigned seats and some minor upgrades, the interior saw limited
modifications. There was a focus on safety, with updates including anti-lock brakes, side impact
guard beams and airbags for both driver and passenger. There were no significant changes
under the skin, as the engine range comprised familiar units. Besides a four-cylinder Pinto and
Cologne V6, there was also a newly developed Vulcan V6 engine that offered improved
performance and fuel economy. Being more of a sport truck than a work-horse, this generation
had no diesel option. Besides the five-speed manual and four-speed automatic transmission
options, this generation was the first to offer a five-speed automatic. Just like in the previous
generation, the rear-wheel drive configuration was standard, with an all-wheel drive as an
option. In its third iteration, the Ranger received only a mild visual update, with outer design
being similar to the old version. Notable modifications were lower the hood line, redesigned
fenders, and grille similar to the F of that time. The biggest change was the Super Cab variant,
which was the first truck in this segment to use rear-hinged doors. Just like with body design,
the interior was very similar to that of the previous generation. Unlike conservative exterior and
interior updates, the chassis and drivetrain in general received major improvements. At the
front, a double wishbone suspension replaced the long-running Twin I-Beam setup. Coupled

with rack-and-pinion steering instead of recirculating-ball assembly, this improved both
handling and ride comfort. There was a significant frame redesign, as box sections replaced
C-channel construction for increased structural rigidity. During the beginning several years,
engine options were like those of the previous generation, with a four-cylinder Pinto and several
V6 units. Later during the production, a Mazda sourced four-cylinder engine replaced the aging
Pinto. Similar to the previous generation, transmission choices included both five-speed
manual and automatic, with rear-wheel drive or all-wheel drive variants available. Despite the
huge success achieved throughout all three generations, the sale figures for the Ranger
declined during the s. This was in part because of the increasing competition from both
domestic and import rivals. Another contributing factor was the arrival of SUVs and crossovers,
which targeted similar buyers. While Ford was planning to unveil the fourth generation, the
recession of put a stop to these efforts. Instead, they have dropped the Ranger and focused on
F-series trucks only. Following an 8 year pause, during which it was available in the rest of the
world, the Ranger has returned to North America at the end of The current truck, now positioned
in the mid-size pickup truck segment, uses the Ford T6 truck platform as a base. When
compared, the American version has modified chassis to meet crash standards and increase
payload capacity. On the outside, the new Ranger has a unique body line with a recognizable
front fascia. Unlike previous generations, it shares no design features and elements with bigger
F-series trucks. By combining aggressive headlights with a sleek bumper and grille, designers
achieved an eye-catching sporty look. Cabs come in two four-door variants, while the two-door
option is not available at this time. Further design elements include contrasting fender flares
and a tailgate spoiler for improved aerodynamics. The situation under the hood is
straightforward, with only one power-train combination being available. Although the engine is
only a four-cylinder, it uses a twin-scroll turbocharger combined with direct fuel injection and
multi-valve technology. Thanks to these innovative technical solutions, it develops hp and lb-ft,
making it the most powerful Ranger ever. This engine comes with a speed automatic
transmission, which allows agile performance and improved fuel economy. As with previous
trucks, there are rear-wheel or all-wheel drive variants. I'd love to be emailed when a new, high
quality document is available for my Ford Ranger. My email address is:. By using this website,
you automatically accept that we use cookies. What for? Toggle navigation. Home Workshop
Manuals Ford Ranger. First generation â€” Unveiled in the spring of , the first ever Ranger hit
the showroom floors several months ahead of schedule as to beat the upcoming Chevrolet S to
the punch. Second generation â€” Following the success of the previous generation, the new
Ranger used the same basic recipe. Third generation â€” In its third iteration, the Ranger
received only a mild visual update, with outer design being similar to the old version. Fourth
generation present Following an 8 year pause, during which it was available in the rest of the
world, the Ranger has returned to North America at the end of Get notified for new files? We'll
send you a quick email when a new Ford Ranger document is added. Ford Ranger Workshop
Manual. Ford Ranger Owners Manual. Ford Ranger Misc Document. Related Models. Ford
Official Website. Never miss out: Get notified when new Ford Ranger documents are added.
About Manuals. Connect with us. This manual is specific to a Ford Ranger. RepairSurge is
compatible with any internet-enabled computer, laptop, smartphone or tablet device. It is very
easy to use and support is always free. We wish we could just show you the entire manual
before you buy, but our publishing agreement with the auto manufacturers prevents this. We
know this sounds crazy. It's a stupid rule in our opinion, but they authorize our manuals and
that's what their lawyers require. Here are some of the comments we have received from users
of RepairSurge. These customers have agreed to allow us to publicly display their testimonials.
We know buying anything online is a risk. Once again, we wish we could just show you the
entire manual before you buy, but our publishing agreement with the auto manufacturers
prevents this. We'll get you the repair information you need, every time, or your money back.
Manufacturer: Ford. Model: Ranger. Production Year: Step by Step Instructions. Comprehensive
Diagrams. Diagnostic Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step
factory recommended repair instructions. Unlimited access to personal support reps who are
always available to assist you. We can answer your questions about using the software or help
you find the specific information you need for your Ford Ranger. Free real-time updates! Your
manual is updated with revised information as soon as it is released. Access on your terms.
Unlimited access to your Ford Ranger manual on a yearly basis. We'll get you the repair
information you need, every time, or we'll refund your purchase in full. Can I see what the
manual looks like? See our guarantee below. You are protected in case the manual turns out to
not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised, quick and
easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online transaction
is protected by safe and secure SSL encryption technology. Quick Links. See also: Workshop

Manual. Table of Contents. Before driving. Controls And Features. Seating And Safety
Restraints. Starting and driving. Roadside Emergencies. Maintenance And Care. Capacities And
Specifications. Reporting Safety Defects. All rights reserved. Reproduction by any means,
electronic or mechanical. Ford motor company ford contour owner's guide 16 pages. Ford
motor company ford e owner's guide pages. Ford motor company ford f owner's guide pages.
Automobile Ford Escort Manual pages. Ford motor company ford crown owner's guide pages.
Ford motor company ford expedition owner's guide pages. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. Copyright Ford Motor Company Page 2: Introduction 1 miles. Ford
may change the contents without notice and without incurring obligation. Page 3 Do not use
this vehicle for snowplowing. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation package. Page
4: Instrumentation Instrumentation Headlamp control pg. Page 5 Instrumentation Auxiliary
power point Electronic sound system; pg. Page 7 The Check Engine indicator light illuminates
when the ignition is first turned to the ON position to check the bulb. The light may illuminate
without a driveability concern being noted. For more information, refer to Fuel pump shut-off
switch in the Roadside emergencies chapter. Air bag readiness Momentarily illuminates when
the ignition is turned ON. Page 9 Instrumentation Turn signal Illuminates when the left or right
turn signal or the hazard lights are turned on. If one or both of the indicators stay on
continuously, check for a burned-out turn signal bulb. Refer to Exterior bulbs in the
Maintenance and care chapter. High beams Illuminates when the high beam headlamps are
turned on. Page 10 Instrumentation Check gage if equipped Illuminates when the key is in the
ON position and the engine coolant temperature is high, the engine oil pressure is low or the
fuel level is near empty. Refer to Engine coolant temperature gauge, Engine oil pressure gauge
or Fuel gauge in this chapter for more information. For information on the safety belt warning
chime, refer to the Seating and safety restraints chapter. The fuel gauge may vary slightly when
the vehicle is in motion. The ignition should be in the OFF position while the vehicle is being
refueled. Page 13 Engine coolant temperature gauge Indicates the temperature of the engine
coolant. If it enters the red section, the engine is overheating. Stop the vehicle as soon as safely
possible, switch off the engine immediately and let the engine cool. Odometer Registers the
total kilometers miles of the vehicle. Trip odometer Registers the kilometers miles of individual
journeys. To reset, depress the control. Page 15 Instrumentation Engine oil pressure gauge This
shows the engine oil pressure in the system. If the gauge indicates low pressure, stop the
vehicle as soon as safely possible and switch off the engine immediately. Rotate to the second
position to also turn on the headlamps. Foglamp control if equipped Turn on the low-beam
headlamps and press the foglamp control to activate the foglamps. Page 17 Flash to pass Pull
toward you to activate and release to deactivate. Rotate up to brighten. Rotate down to dim.
Page 18 Controls and features Temperature control knob Controls the temperature of the airflow
inside the vehicle. On heater-only systems, the air cannot be cooled below the outside
temperature. Mode selector control Controls the direction of the airflow to the inside of the
vehicle. Vent -Distributes outside air through the instrument panel registers. Page 19 Remove
any snow, ice or leaves from the air intake area at the bottom of the windshield under the hood.
When placing objects on top of your instrument panel, be careful to not place them over the
defroster outlets. These objects can block airflow and reduce your ability to see through your
windshield. Page 20 Controls and features Mode selector control Controls the direction of the
airflow to the inside of the vehicle. The air conditioning compressor will operate in all modes
except. Since the air conditioner removes considerable moisture from the air during operation,
it is normal if clear water drips on the ground under the air conditioner drain while the system is
working and even after you Page 21 Controls and features Floor -Allows for maximum heating
by distributing outside air through the floor ducts. However, the air will not be cooled below the
outside temperature because the air conditioning does not operate in this mode. Floor and
defrost -Distributes outside air through the windshield defroster ducts and the floor ducts. Page
22 Controls and features When placing objects on top of your instrument panel, be careful to
not place them over the defroster outlets. Also, avoid placing small objects on top of your
instrument panel. These objects can fall down into the defroster outlets and block airflow and
possibly damage your climate control system. This outlet should be used in place of the
cigarette lighter for optional electrical accessories. Push up to activate the right turn signal.
Once speed control is switched off, the previously programmed set speed will be erased. Each
press will increase the set speed by 1. Page 27 To disengage speed control Depress the brake
pedal or Depress the clutch pedal if equipped. Disengaging the speed control will not erase the
previously programmed set speed. Pressing OFF will erase the previously programmed set

speed. Controls and features Tip the steering wheel to the desired position, then pull the control
back into place to lock the steering wheel in position. Press the top portion of the rocker switch
to close. Press the bottom portion of the rocker switch to open. Select to adjust the left mirror
or 2. Page 32 Controls and features Use only soft cups in the cupholder. Hard objects can injure
you in a collision. The remote entry features only operate with the ignition in the OFF position.
Page 33 Sounding a panic alarm Press this control to activate the alarm. Reprogramming
transmitters To reprogram all transmitters, place the key in the ignition and switch from OFF to
ON eight times in a row within 10 seconds. When unauthorized entry occurs, the system will
flash the parking lamps and the theft indicator lamp, and chirp the horn. The system is ready to
arm whenever the ignition is turned OFF. Any of the following actions will prearm the alarm
system: Press the remote entry lock control Page 36 Controls and features Disarming the
system You can disarm the system by any of the following actions: Unlock the doors by using
your remote entry transmitter. Unlock the doors with a key. Turn the key full travel toward the
front of the vehicle to make sure the alarm disarms. Do not pile cargo higher than the seatbacks
to avoid injuring people in a collision or sudden stop. Always drive and ride with your seatback
upright and the lap belt snug and low across the hips. Page 38 Seating and safety restraints Pull
lever up to adjust seatback. Using the manual lumbar support Turn the lumbar support control
clockwise to increase firmness. Turn the lumbar support control counterclockwise to increase
softness. Page 39 Center facing jump seat 4 door SuperCab if equipped To open, lift handle and
pull seat assembly down, then raise seatback. To stow the seat, fold seat back down and raise
seat assembly to the fully upright position. Do not install a child seat in a center facing jump
seat. Page 40 Seating and safety restraints Each seating position in your vehicle has a specific
safety belt assembly which is made up of one buckle and one tongue that are designed to be
used as a pair. Page 41 Vehicle sensitive mode The vehicle sensitive mode is the normal
retractor mode, allowing free shoulder belt length adjustment to your movements and locking in
response to vehicle movement. Page 42 Seating and safety restraints Grasp the shoulder
portion and pull downward until the entire belt is extracted. Allow the belt to retract. As the belt
retracts, you will hear a clicking sound. This indicates the safety belt is now in the automatic
locking mode. Page 43 2â€”door SuperCab 4â€”door SuperCab To lower the shoulder belt
height, push the button and slide the height control down. To raise the height of the shoulder
belt, slide the height adjuster up. Pull down on the height adjustment assembly to make sure it
is locked in place. Page 44 Seating and safety restraints Lap belts Adjusting the front center
seat lap belt if equipped The lap belt does not adjust automatically. Adjust to fit snugly and as
low as possible around your hips. Do not wear the lap belt around your waist. Insert the tongue
into the correct buckle. Page 45 Adjusting the rear center facing jump seat lap belt if equipped
The lap belts for rear center facing jump seat occupants have automatic retractors for the belt
tongue and a fixed position buckle. To fasten the belt, pull the belt all the way across your hips
and insert the tongue into the buckle on your rear door until you hear a snap and Page 46 if
equipped , shoulder belt height adjusters if equipped , child safety seat tether bracket
assemblies if equipped , and attaching hardware, should be inspected after a collision. Ford
recommends that all safety belt assemblies used in vehicles involved in a collision be replaced.
See your Ford or Lincoln-Mercury dealer. Children and air bags For additional important safety
information, read all information on safety restraints in this guide. Page 49 The air bags inflate
and deflate rapidly upon activation. After air bag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
to lubricate the bag or sodium compounds e. Page 50 Seating and safety restraints The SRS
consists of: driver and passenger air bag modules which include the inflators and air bags one
or more impact and safing sensors, passenger air bag deactivation switch and diagnostic
monitor RCM a readiness light and tone and the electrical wiring which connects the
components. Page 51 If the light fails to illuminate when the passenger air bag switch is in the
OFF position and the ignition switch is in ON, have the passenger air bag switch serviced at
your Ford or Lincoln-Mercury dealer immediately. In order to avoid inadvertent deployment of
the passenger air bag, always remove the ignition key from the passenger air bag deactivate
switch. Page 52 If the light is illuminated when the passenger air bag switch is in the ON
position and the ignition switch is in ON, have the passenger air bag switch serviced at your
Ford or Lincoln-Mercury dealer immediately. Keep the passenger air bag turned on unless there
is a child seat installed in the front seat. Page 53 To improve the fit of lap and shoulder belts on
children who have outgrown child safety seats, Ford recommends use of a belt-positioning
booster seat that is labelled as conforming to all Federal motor vehicle safety standards.
Belt-positioning booster seats raise the child and provide a shorter, firmer seating cushion that
encourages safer seating posture and better fit of lap and shoulder belts on the child. Page 54
Put the safety belt in the automatic locking mode. Refer to Automatic locking mode. Ford

recommends the use of a child safety seat having a top tether strap. Install the child safety seat
in a seating position which is capable of providing a tether anchorage. Page 55 1. Position the
child safety seat in a seat with a combination lap and shoulder belt. Air bag can kill or injure a
child in a child seat. If you must use a forward-facing child seat in the front seat, move seat all
the way back. Page 56 Seating and safety restraints 3. Be sure the belt webbing is not twisted.
Insert the belt tongue into the proper buckle for that seating position until you hear and feel the
latch engage. Page 57 Seating and safety restraints 7. Pull the lap belt portion across the child
seat toward the buckle and pull up on the shoulder belt while pushing down with knee on the
child seat. Allow the safety belt to retract to remove any slack in the belt. Page 58 Do not install
a child seat in a center facing jump seat. Tether anchorage hardware Tether anchorage
hardware kits part number D74 including instructions, may be obtained at no charge from any
Ford or Lincoln-Mercury dealer. Tighten the anchor according to specifications. Otherwise, the
safety seat may not be properly secured and the child may be injured in a sudden stop or
collision. This system meets all Canadian Interference-Causing Equipment standard
requirements regulating the impulse electrical field strength of radio noise. When starting a
fuel-injected engine, avoid pressing the accelerator before or during starting. Page 60 Starting
2. Make sure the headlamps and vehicle accessories are off. If starting a vehicle with an
automatic transmission: Make sure the parking brake is set. Make sure the gearshift is in P
Park. If starting a vehicle with a manual transmission: Make sure the parking brake is set. If a
light fails to illuminate, have the vehicle serviced. Page 62 Starting 2. If the engine does not start
within five seconds, wait ten seconds and try again. Page 63 Guarding against exhaust fumes
Although odorless and colorless, carbon monoxide is present in exhaust fumes. Take
precautions to avoid its dangerous effects. If you ever smell exhaust fumes of any kind inside
your vehicle, have your dealer inspect and fix your vehicle immediately. Do not drive if you
smell exhaust fumes. In normal operation, automotive brake systems may emit occasional or
intermittent squeal or groan noises when the brakes are applied. Have your vehicle serviced as
soon as possible. Page 66 Driving ABS warning lamp warning lamp in the instrument cluster
illuminates for about five seconds when starting the vehicle. If an ABS fault is detected, the light
will remain on and your vehicle should be serviced as soon as possible. Page 67 Always set the
parking brake fully and make sure that the gearshift is securely latched in P Park automatic
transmission or in 1 First manual transmission. The parking brake is not designed to stop a
moving vehicle. However, if the normal brakes fail, the parking brake can be used to stop your
vehicle in an emergency. Page 68 Driving Do not drive your vehicle until you verify that the
brakelamps are working. If your vehicle gets stuck in mud or snow it may be rocked out by
shifting between forward and reverse gears in a steady pattern. Press lightly on the accelerator
in each gear. Hold the brake pedal down while in this gear. Overdrive The normal driving
position for the best fuel economy. Transmission operates in gears one through four. Overdrive
can be deactivated by pressing the transmission control switch on the end of the gearshift Page
70 Driving 2 Second Use 2 Second to start-up on slippery roads or to provide additional engine
braking on downgrades. Upshifts can be made by shifting to 2 Second or to Overdrive.
Transmission operates in gears one through five. Page 72 Driving 2 Second Use 2 Second to
start-up on slippery roads or to provide additional engine braking on downgrades.
Transmission operates in third gear. Page 73 Recommended shift speeds Upshifts when
accelerating for best fuel economy Shift from: 1 - 2 2 - 3 3 - 4 4 - 5 Overdrive Upshifts when
cruising recommended for best fuel economy Shift from: 1 - 2 2 - 3 3 - 4 4 - 5 Overdrive Shift
from Page 74 Driving 2. Engage the parking brake. Shift into 1 First. Turn the ignition to Off. Do
not park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1 First gear
and set the parking brake fully. Page 75 Utility and four-wheel drive vehicles are not designed
for cornering at speeds as high as passenger cars any more than low-slung sports cars are
designed to perform satisfactorily under off-road conditions. Avoid sharp turns or abrupt
maneuvers in these vehicles. Page 77 Driving off-road with 4WD Your vehicle is specially
equipped for driving on sand, snow, mud and rough terrain and has operating characteristics
that are somewhat different from conventional vehicles, both on and off the road. Maintain
steering wheel control at all times, especially in rough terrain. Since sudden changes in terrain
can result in abrupt steering wheel motion, make sure you grip the steering wheel from the
outside. Page 78 Driving Mud and water If you must drive through high water, drive slowly.
Traction or brake capability may be limited. When driving through water, determine the depth;
avoid water higher than the bottom of the hubs if possible and proceed slowly. If the ignition
system gets wet, the vehicle may stall. Automatic transmissions may shift frequently while
driving up steep grades. Eliminate frequent shifting by shifting out of D Drive. Page 80 Driving
Payload : Combined maximum allowable weight of cargo, passengers and optional equipment.
The payload equals the gross vehicle weight rating minus base curb weight. The GVW is not a

limit or a specification. Use the Safety Compliance Certification Label to find the axle code
number and engine type for your vehicle. Page 84 Driving Trailer tow table 4x4 manual
transmission 3. Preparing to tow Use the proper equipment for towing a trailer, and make sure it
is properly attached to your vehicle. Your vehicle may not have enough braking power and your
chances of having a collision greatly increase. Page 89 Trailer towing tips Practice turning,
stopping and backing up in an area before starting on a trip to get the feel of the vehicle trailer
combination. When turning, make wider turns so the trailer wheels will clear curbs and other
obstacles. Maximum distance is 80 km 50 miles. Page 91 driveshaft and axle flanges to ensure
proper position when reconnecting the driveshaft. The hazard flashers can be operated when
the ignition is off. The hazard lights control is located on top of the steering column. Depress
hazard lights control to activate all hazard flashers simultaneously. Blown fuses are identified
by a broken wire within the fuse. Page 95 Standard fuse amperage rating and color Fuse rating 5
amp 7. Instead, gradually decrease your speed. Hold the steering wheel firmly and slowly move
to a safe place on the side of the road. Temporary spare tire information Your vehicle may have
a temporary or full-size spare tire. Page Roadside emergencies Location of the spare tire and
tools The spare tire and tools for your vehicle are stowed in the following locations: Tool Spare
tire Under the vehicle, just forward of the rear bumper Jack, jack Regular Cab: behind seats and
underneath the jack handle, wheel and tools cover nut wrench Page Roadside emergencies 2.
Insert the straight end of the jack handle into the rear access hole located just above the rear
bumper and below the tailgate. Forward motion will stop and resistance to turning will be felt
when properly engaged. Page Roadside emergencies 3. Block the diagonally opposite wheel.
Insert tapered end of the lug wrench behind hub caps and twist them off. Loosen each wheel lug
nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. Page Rear Never use the differential as a jacking point. Remove the wheel lug nuts with
the lug wrench. Replace the flat tire with the spare tire, making sure the valve stem is facing
outward. Reinstall the lug nuts until the wheel is snug against the hub. An explosion could
result in injury or vehicle damage. Do not push start your vehicle. You could damage the
catalytic converter. Page Connecting the jumper cables 1. Position the vehicles so that they do
not touch one another. Switch off the engine. Switch off any unnecessary electrical equipment.
Page Roadside emergencies Removing the jumper cables 1. Remove the jumper cables in
reverse order. Take the cable off the metallic surface 1 first, followed by the cable on the
negative - booster battery terminal 2. Page When calling for a tow truck, tell the operator what
kind of vehicle you have. A towing manual is available from Ford Motor Company for all
authorized tow truck operators. Have your tow truck driver refer to this If your vehicle requires
professional service, your dealership can provide necessary parts and service. Page 3. Turn off
the engine and remove the key. Block the wheels to prevent the vehicle from moving
unexpectedly. Working with the engine on Automatic transmission: 1. Set the parking brake and
ensure the gearshift is securely latched in P Park. Engine coolant reservoir 2. Windshield
washer fluid reservoir 3. Transmission fluid dipstick automatic transmission 4. Engine oil
dipstick 5. Brake fluid reservoir 6. Clutch fluid reservoir manual transmission 7. Page
Maintenance and care 3. Engine oil filler cap 4. Transmission fluid dipstick automatic
transmission 5. Engine oil dipstick 6. Brake fluid reservoir 7. Clutch fluid reservoir 8. Battery 9.
Page Maintenance and care 4. Windshield washer fluid reservoir 2. Engine oil filler cap 3. Power
steering fluid reservoir 6. Clutch fluid reservoir manual transmission 8. Make sure the vehicle is
on level ground. Turn the engine off and wait a few minutes for the oil to drain into the oil pan.
Wipe the indicator clean. Insert the indicator fully, then remove it again. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications, startup
engine noises or knock may be experienced. Page During normal operation, the fluid level in the
clutch reservoir will slowly rise. If the fluid level drops, maintain the fluid level at the step in the
reservoir. Use only a DOT 3 brake fluid designed to meet Ford specifications. Refer to
Capacities and specifications. Clean the reservoir cap before removal to prevent dirt and water
from entering the reservoir. The reservoir is highlighted with a If the level is low, add enough
fluid to fill the reservoir. In very cold weather, do not fill the reservoir all the way. Be sure to
read and understand Precautions when servicing your vehicle in this chapter. If the engine
coolant has not been checked at the above recommended interval, the engine coolant reservoir
may become empty. Ford Premium Engine Coolant is an optimized formula that will protect all
metals and rubber elastomers used in Ford cooling systems for four years or 80, km 50, miles.
Do not use alcohol or methanol antifreeze or any engine coolants mixed with alcohol or
methanol antifreeze. Have your dealer check the engine cooling system for leaks if you have to
add more than 1. Check the fluid level on the dipstick. Do not add fluid if the level is within this
range. If your vehicle has been operated for an extended period at high speeds, in city traffic

during hot weather or pulling a trailer, the vehicle should be turned off for about 30 minutes to
allow the fluid to cool before checking. Page 4. Add enough fluid through the filler opening so
that the fluid level is at the bottom of the opening. Install and tighten the fill plug. Use only fluid
that meets Ford specifications. Refer to the Capacities and specifications chapter. Page Use
only fluid that meets Ford specifications. If the original equipment battery needs replacing, it
may be replaced with a low-maintenance battery. The low-maintenance battery normally does
not require additional water during its life of service. If the electrolyte level in the battery is low,
you can add plain tap water to the battery, as long as you do not The relearning process will
automatically complete as you drive the vehicle. If you do not allow the engine to relearn its idle,
the idle quality of your vehicle may be adversely affected until the idle is eventually relearned. If
the battery has been disconnected or a new battery has been installed, the clock and the preset
radio stations must be reset once the battery is reconnected. Page 10 to 12 inches or limited
production tires as defined in Title 49 Code of Federal Regulations Part Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Treadwear The treadwear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Check the tire
pressure when tires are cold, after the vehicle has been parked for at least one hour or has been
driven less than 5 km 3 miles. Page If you do not follow these precautions, your vehicle may not
drive properly and safely. Make sure that all replacement tires are of the same size, type,
load-carrying capacity and tread design e. Maintenance and care Page Maintenance and care
Failure to follow these precautions may adversely affect the handling of the vehicle and make it
easier to lose control and roll over. The pressure in an overfilled tank may cause leakage and
lead to fuel spray and fire. If you do not use the proper fuel cap, the pressure in the fuel tank
can damage the fuel system or cause it to work improperly in a collision. Breathing gasoline
vapors or skin contact could cause an adverse reaction. Consult a physician immediately. Page
It should not be necessary to add any aftermarket products to your fuel tank if you continue to
use a high-quality fuel. Page If other than Ford, Motorcraft or Ford authorized parts are used for
maintenance replacements or for service of components affecting emission control such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Do not make any unauthorized changes to your vehicle or engine. By law,
vehicle owners and anyone who manufactures, repairs, services, sells, leases, trades vehicles,
or supervises a fleet of vehicles are not permitted to intentionally remove an emission control
device or prevent it from working. Page Maintenance and care turn signals license plate lamp
tail lamps back-up lamps Do not remove lamp bulbs unless they can be replaced immediately
with new ones. If a bulb is removed for an extended period of time, contaminants may enter the
lamp housings and affect lamp performance. Page 5. Remove the old bulb from its socket by
gently pulling it straight back out of the socket. Do not turn the bulb while removing it. To install
the new bulb: 1. The headlamp beams are pointed substantially away from a slightly down and
to the right position. Washing your vehicle Wash your vehicle regularly with cold or lukewarm
water. Page Repairing paint chips Minor scratches or paint damage from road debris may be
repaired with touch-up paint, repair foil or aerosol paint spray from the Ford accessory line.
Observe the application instructions on the products. Remove particles such as bird droppings,
tree sap, insect remains, tar spots, road salt and industrial fallout immediately. Page 2. Cleaning
plastic exterior parts Use vinyl cleaner for routine cleaning. Clean with a tar remover if
necessary. D
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o not clean plastic parts with thinners, solvents or petroleum-based cleaners. Page
Maintenance and care Cleaning the instrument panel Clean with a damp cloth, then dry with a
dry cloth. Avoid cleaner or polish that increases the gloss of the upper portion of the instrument
panel. The dull finish in this area helps protect the driver from undesirable windshield reflection.
Page Windshield Washer Concentrate Add ml 4 oz. Page Vehicle Identification Number The
engine number the last eight numbers of the vehicle identification number is stamped on the
engine block, transmission, frame and transfer case if equipped. Page Index Index Aiming
headlamps Page Hazard flashers Page Index canceling a set speed Page Filling Station
Information Page Filling station information Ensure correct automatic transmission fluid is used
for a specific application. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

