2000 nissan sentra alternator removal

Occasionally the Nissan Altima alternator will wear out from usage or faulty parts, requiring it
be replaced for the vehicle to operate properly. Replacing the alternator in the Altima is a job
that can be done in about an hour. The engine on the Nissan Altima sits sideways in the engine
compartment with the alternator just behind the front grill on the passenger side of the engine,
allowing for easy access. You can replace the alternator yourself, saving time and money.
Unfasten the negative battery cable of the Nissan Altima from the battery post with an open-end
wrench. Locate the alternator near the front of the engine compartment on the passenger side.
Loosen the bolts that are securing the alternator to the engine and bracket with a socket wrench
just enough to be able to move the alternator on the bracket. Slide the alternator forward on the
bracket and remove the alternator belt from the pulley. Detach the electrical wiring plug from the
alternator socket, pulling it straight up by hand. Unfasten the ground wire and electrical wiring
connector from the alternator, detaching the nuts securing the wires to the alternator using a
nut driver. Unfasten the bolts securing the alternator to the engine with a socket wrench and
slide them out by hand. Lift the alternator off the bracket and remove it from the engine
compartment. Place the new alternator on the bracket and secure it with the bolts, tightening
them just enough so the alternator can still move on the bracket. Connect the electrical wiring
plug into the alternator socket by hand and attach the ground wire and electrical wiring
connector to the alternator with nuts. Plut the alternator belt over the pulley and pull back on
the alternator with a small prybar to add tension to the belt. Tighten the bolts on the alternator
with the socket wrench while applying tension to the belt. Reattach the negative battery cable to
the Nissan Altima battery post with an open-end wrench. Carl Pruit has been a freelance writer
since , specializing in service journalism and travel. His work has appeared on various
websites. Step 1 Unfasten the negative battery cable of the Nissan Altima from the battery post
with an open-end wrench. Step 2 Loosen the bolts that are securing the alternator to the engine
and bracket with a socket wrench just enough to be able to move the alternator on the bracket.
Step 3 Detach the electrical wiring plug from the alternator socket, pulling it straight up by hand.
Step 4 Unfasten the bolts securing the alternator to the engine with a socket wrench and slide
them out by hand. Step 5 Place the new alternator on the bracket and secure it with the bolts,
tightening them just enough so the alternator can still move on the bracket. Step 6 Plut the
alternator belt over the pulley and pull back on the alternator with a small prybar to add tension
to the belt. Open-end wrench Socket wrench set Nut driver Small prybar. Always unfasten the
negative battery cable from the Nissan Altima battery post before attempting to replace the
alternator. The most recently reported issues are listed below. Please also check out the
statistics and reliability analysis of the Nissan Sentra based on all problems reported for the
Sentra. My engine and check brake lights came on and check vehicle light, came on and stayed
on. My alternator discharged and my car cut off in traffic, several times. I had to replace the
alternator. I believe this electrical problem caused my alternator to go bad. Consumer states
that she would like compensation for all the money she has had to put out for repairs. The
consumer stated the entire electrical system failed, a new trunk lock was needed, the rear
engine seal was leaking oil on the clutch. The engine light illuminated and the drivers side
window was inoperative. The regulator and radiator were replaced. Car Problems. Other
Electrical System related problems of the Nissan Sentra. Electrical System problems 7.
Electrical System problems. Ignition Module problems. Wiring problems. Crankshaft Position
Sensor problems. Dash Wiring problems. Ignition Coils Failure problems. Mass Air Flow Sensor
problems. Ignition problems. Underhood Wiring problems. Instrument Panel problems. Horn
Assembly problems. Many vehicles have a main drive belt or serpentine belt, but Nissan Sentra
models may have two main belts that the manufacturer suggests checking for wear every miles
or 6 months and replacing as necessary. A single belt runs the alternator and air conditioning
compressor, and the power steering has its own belt. Loosen the adjustment bolt by turning it
counter-clockwise until you can get the old belt off. The alternator has an adjustment bolt for
the alternator belt, and the power steering component will have another adjustment bolt for its
belt. The alternator adjustment bolt is often underneath the water pump hose. Install the new
belt by putting it onto the pulleys in the same way that you got the old belt off. Nissan generally
includes a belt routing diagram on a decal under the hood. This article was written by a
professional writer, copy edited and fact checked through a multi-point auditing system, in
efforts to ensure our readers only receive the best information. To submit your questions or
ideas, or to simply learn more, see our about us page: link below. Step 1 Find the lock nut and
loosen it with the wrench. Step 2 Loosen the adjustment bolt by turning it counter-clockwise
until you can get the old belt off. Step 3 Install the new belt by putting it onto the pulleys in the
same way that you got the old belt off. Step 4 Turn the adjusting bolt clockwise to get tension
back on the belt. Step 5 Make sure the belt is seated correctly on each pulley. Tighten the lock
nut. Tips Because of the way the Nissan Sentra's two drive belts share the crankshaft, it can be

necessary to remove one to replace the other. That's why some mechanics recommend
replacing both of the drive belts at the same time. Wrench set for adjusting bolts size may vary
for a specific model Replacement belts. This guide refers to a limited set of model years for the
Nissan Sentra: from - Although most recent Nissan Sentra models have similar systems, check
your specific owner's documentation for any changes to the serpentine belt setup or settings.
This listing is for part or sub-assembly number given below only. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who
viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your
vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast
shipping, and easy returns. Learn more - Top Rated Plus - opens in new window or tab. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Contact seller. Visit store. See other items More See all. Item Information
Condition:. Sign in to check out Check out as guest. Add to Watchlist Remove from watch list.
Watch list is full. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab. Item location:. Burbank, California, United States. Ships to:. United States and many other
countries See details. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. Estimated between Wed. Delivery times may vary, especially
during peak periods. Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Sponsored items from this seller. Showing Slide 1 of 2 Carousel. Add to cart to save with this special offer. If you Buy It Now, you'll only be purchasing
this item. If you'd like to get the additional items you've selected to qualify for this offer, close
this window and add these items to your cart. Buy only this item Close this window. Report item
- opens in a new window or tab. This translation tool is for your convenience only. The accuracy
and accessibility of the resulting translation is not guaranteed. Note: The accuracy and
accessibility of the resulting translation is not guaranteed. Seller assumes all responsibility for
this listing. My Garage. Go to My Garage. Please wait. We were unable to complete your request.
Please try again later. This part is not compatible with this. Compatibility information is not
available for this item. Oops, something went wrong. This part is compatible with below vehicle
s. This part is compatible with below vehicle s matching this. A quantity of 2 is recommended.
Search within store. Items On Sale. These charges are the buyer's responsibility. Shipping and
handling. This item will ship to Ukraine , but the seller has not specified shipping options.
Contact the seller - opens in a new window or tab and request a shipping method to your
location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. No additional
import charges at delivery! This item will be shipped through the Global Shipping Program and
includes international tracking. Learn more - opens in a new window or tab. There are 77 items
available. Please enter a number less than or equal to Select a valid country. Please enter 5 or 9
numbers for the ZIP Code. Domestic handling time. Taxes may be applicable at checkout. Learn
more. Return policy. No returns or exchanges, but item is covered by the eBay Money Back
Guarantee - opens in a new window or tab. Payment details. Payment methods. This is a private
listing and your identity will not be disclosed to anyone except the seller. Back to home page
Return to top. Back to home page. Listed in category:. Email to friends Share on Facebook opens in a new window or tab Share on Twitter - opens in a new window or tab Share on
Pinterest - opens in a new window or tab Add to Watchlist. Image not available Photos not
available for this variation. International Priority Shipping. Created on: Watch this video to learn
how to fix battery charging problems. The experts at 1A Auto show how to replace the alternator
on your Nissan Altima. Brought to you by 1AAuto. Hi, I'm Don from 1A Auto. I hope this how-to
video helps you out, and next time you need parts for your vehicle, think of 1AAuto. In this
video we're going to show you how to replace the alternator on this Nissan Altima with the 2.
This is the same process and part on the Altimas and Centras from to The items you'll need for
this are a new alternator from 1AAuto. Using a 10mm socket and ratchet, you just want to
disconnect your negative battery cable. Now, you want to just remove this engine cover. It's
held in by four 5mm Allen bolts. Just go ahead and remove those. On your alternator, you'll see
there's one 10mm bolt right here and another 10mm bolt right here. You want to just go ahead
and remove those. Disconnect your alternator harness. Just press the tab and pull it free. Under
this cap here, you'll see there's a 12mm bolt. Just go ahead and remove that. Now use a 14mm

wrench and just place it onto the tensioner right here. Now when you press down on this
wrench, it's going to loosen the belt. Pull the belt off the alternator. Try and keep it on the other
pulleys and then slowly release the tension on the wrench. The alternator is secured by two
14mm bolts right here. We'll fast forward as Don removes those. With the lower bolt, you're
going to realize it's very long 14mm bolt so we actually have to lift up the fuse box so that we
have better access. You want to pull off that cap and then you want to remove this 10mm bolt
right here. He did actually need some penetrating oil for that and then you just want to lift it up
just enough so you can get that lower bolt out the rest of the way. We just actually push it down
with a pry bar and it pulls right out. Now take the pry bar and pry your alternator out. On the left
is the old alternator. On the right is the new one from 1AAuto. You can see they are identical
and will mount exactly the same. Now, take your alternator and put it into place and you want to
put it into place with that lower bolt. Again just do it from underneath the fuse box. You can
leave that bolt a little bit loose. Now replace the upper bolt and once you hand thread that in
then tighten both those bolts up. Now you just want to replace these two 10mm bolts along the
top here. Make sure that you have that wire in place as you do that. Be sure to put this bracket
back in place properly. Reconnect your alternator harness and put the battery wire back on and
tighten up that nut. Now you just want to replace that 10mm bolt that secures the fuse box in
place and replace the fuse box cover. Take your 14mm wrench, get it down on the belt
tensioner, push it down and pull the belt on and you can see here we get it part way up and then
we reposition the wrench and get the belt all the way on. Reconnect the negative battery cable.
Put the engine cover back into place and replace those four 5mm Allen bolts. We hope this
video helps you out. Brought to you by Please feel free to call us toll-free, We're the company
that's here for you on the Internet and in person. Orders ship same day when ordered by 2pm
ET. Need your part faster? Choose expedited shipping at checkout. Providing you the highest
quality, direct fit replacement auto parts enforced to the strictest product standards. Exceeding
customers' expectations every day, our team of passionate auto enthusiasts are here to help.
Thousands of how-to auto repair videos specific to year, make and model guide you
step-by-step through your repair. Our how-to videos have helped repair over million vehicles.
Track Order. Free Shipping My Cart. Proceed To Checkout. Video Library. Share on:. Copy URL.
Remove the four 5mm Allen bolts from the engine cover Remove the engine cover. Remove the
two 10mm bolts from the alternator Disconnect the alternator wiring harness Remove the 12mm
bolt from the alternator Attach a 14mm wrench to the serpentine belt tensioner Use the wrench
to loosen the belt Pull the serpentine belt off the alternator Release the tensioner Remove the
upper of the two 14mm bolts from the alternator Pull off the fuse box cover Remove the 10mm
bolt from the fuse box Lift the fuse box and pull it aside Remove the lower of the two 14mm
bolts from the alternator Pry out your alternator with a pry bar. Put the new alternator into place
Start the lower 14mm bolt into the alternator Insert the upper 14mm bolt into the alternator
Tighten the lower 14mm bolt Insert the two 10mm bolts into the alternator Put the alternator
bracket into place Connect the alternator wiring harness Reconnect the wire from the battery to
the alternator and tighten its nut Move the fuse box into place Insert the 10mm bolt into the fuse
box Push on the fuse box cover Attach a 14mm wrench to the belt tensioner Loosen the
tensioner Pull the belt onto the alternator Release the tensioner. Put the engine cover into place
Insert the four 5mm Allen bolts into the engine cover. Watch video. Tools needed for
replacement: Hex Wrenches 5mm Hex Wrench. Wrenches - Metric 14mm Wrench. Shop
Products. This 1A video will show you how! Search 1A Auto videos for your car repair. Year
Save this video to my 1A Auto Account. Guaranteed To Fit Providing you the highest quality,
direct fit replacement auto parts enforced to the strictest product standards. USA Customer
Support Exceeding customers' expectations every day, our team of passionate auto enthusiasts
are here to help. Instructional Video Library Thousands of how-to auto repair videos specific to
year, make and model guide you step-by-step through your repair. Terms of Use Privacy Policy.
Some things are often misunderstood about recalls and technical service bulletins TSBs. Plus a
disclaimer. There can be errors in the text. If you sign up for notifications in My Garage, we will
try to get these to do, but for various reasons some beyond our control cannot guarantee you
will receive them. When in doubt about a recall or TSB, contact the dealer. Technical Service
Bulletins. NHTSA's feed only includes summaries. Click here now! Looking for a warranty? Get
a quote. See all recalls for the Nissan Sentra. See reliability data for the Nissan Sentra. Recalls
do not have to be issued only because something is prone to failure. NHTSA a government
agency can only require a recall if a failure will affect safety,
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emissions, fuel economy, or compliance with some other regulation or law. Manufacturers can
voluntarily recall cars for problems that do not affect these, though. Recalls often apply to only
some cars of a specific model year, rather than all of them. You should receive a letter from the
manufacturer if your car has been recalled. You can also check with the dealer, which will know
which if any recalls pertain to your car. The primary purpose of TSBs is to inform dealers about
known problems with a car and how to fix them. They are not the same as recalls. As with
recalls, TSBs often only apply to some cars, not the entire model year. Dealers often will not
provide a preventive repair just because a problem described in a TSB might happen to your
car. They'll usually want to observe symptoms that the problem is already affecting your car.
Even if there are symptoms, a manufacturer doesn't have to pick up the cost of a TSB repair if
the car is out of warranty, though sometimes they do.

