2001 chevy impala o2 sensor

Oxygen sensors play a vital role in both engine management and emissions control. Your
Impala can exhibit symptoms when the Oxygen sensor has gone bad. Or, it may exhibit none at
all. Often enough, the only sign of the problem at all is the service engine soon light being on.
Most of the time, the check engine light will come on. The trouble codes associated with the
OBDII scan will reveal which sensor is at fault and why it is bad at least what the computer
thinks is wrong. It is very rare for there to be a problem with an oxygen sensor, and not have the
check engine light come on. More often than not, when an oxygen sensor in your Impala goes
bad, it will throw a diagnostic trouble code. There are many oxygen sensor related codes. For
instance, an oxygen sensor at bank 1 â€” sensor 1 would be:. A bad oxygen sensor can affect
the mixture greatly. There could also potentially be raw fuel that enters the exhaust. This fuel
can hurt the catalytic converter. One of the most common symptoms that an oxygen sensor has
gone bad is exhaust that does not smell good. This is especially true if the mixture ends up too
lean. While a rough running engine can be a sign of a bad oxygen sensor, it is often a sign of a
misfire as well. Without a check engine light, it can be tough to lock down exactly what would
cause the vehicle to fail, but oxygen sensors are one of the more common causes. It is smart to
use a scan tool to determine whether or not there is an OBDII trouble code associated with any
of the sensors. Good luck diagnosing your Impala! This means that you need to look up the
firing order for your particular model year and engine. Bad Smelling Exhaust One of the most
common symptoms that an oxygen sensor has gone bad is exhaust that does not smell good.
An oxygen sensor, or O2 sensor as it is also called, is a small device that your vehicle's
onboard computer uses to monitor and adjust the air-to-fuel ratio that gets pumped into your
engine. It does this by monitoring emissions flowing out of your car's exhaust and making the
appropriate adjustments electronically. When an oxygen sensor goes bad, it often causes an
imbalance in the air-to-fuel ratio, which results in increased emissions. That can be a true
headache when time for a smog check rolls around. Fortunately, the O2 sensor on a Chevrolet
Impala is not especially difficult--or particularly expensive--to replace. Locate the oxygen
sensor. The Chevy Impala has two of them, immediately behind and just in front of the catalytic
converter on the exhaust manifold. Look for an object that appears to be a golden or brass peg
with wires coming out of the tip. Disconnect the wires that run from the O2 sensor into the
Chevy's electrical system from the electrical socket on your car. Take care; damaging the
electrical socket may cause the new O2 sensor to not draw power correctly. Use a ratchet and
22 mm socket or a 22 mm wrench to unscrew the O2 sensor from where it is mounted on the
exhaust manifold. You may need to use significant force, as the O2 sensor's location on the
manifold, near the high heat and proximity to your car's emissions, often causes the sensor to
get stuck. Coat the threads of the new O2 sensor with WD or a similar lubricant, then do the
same to the threads in the hole where you just removed the old sensor. Screw in the new O2
sensor and tighten it securely in place on the Impala. Plug the new sensor's wires back into the
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