2001 honda civic belt diagram

Serpentine belts are an essential part of your Honda Civic's engine. These belts connect various
parts of your car's internal works, such as the engine block and the alternator, allowing the
force created by the engine to be used in different tasks. When these belts wear out, they need
to be replaced with new ones, which can be difficult if you have never worked on an engine
before. Removing the belt is actually quite a simple task as long as you know what to look for.
Locate the belt tension bolt in your Honda Civic's engine bay. This can be found on the bottom
left of the alternator, right next to a section of the belt. Place the belt tensioner on the bolt inside
the engine bay then turn it counterclockwise to loosen the belt. Continue turning it until you can
easily move the belt by hand. Place the new belt, grooved side down, onto the pulleys that the
old belt was running along. Tighten the belt tension bolt by turning it clockwise with the belt
tensioner tool. Refer to the owner's manual for your year Honda Civic for the exact pound feet
of torque that your Civic's belt needs to be tightened to. Step 1 Locate the belt tension bolt in
your Honda Civic's engine bay. Step 2 Place the belt tensioner on the bolt inside the engine bay
then turn it counterclockwise to loosen the belt. Step 3 Pull the old belt off of the engine pulleys
manually then discard it. Step 4 Place the new belt, grooved side down, onto the pulleys that the
old belt was running along. Whenever working on a car's engine, make sure you have given it
adequate time to cool. Parts of the engine bay can remain dangerously hot for more than an
hour after it has been off. Table of Contents. Your selection of a Honda Civic was a wise. It will
give you years of driving pleasure. One of the best ways to enhance the enjoyment of your new
Honda is to. In it, you will learn how to operate its driving controls and. Afterwards, keep this
owner's manual in your car so you. Several warranties protect your new Honda. Read the
warranty booklet. Maintaining your car according to the schedules given in this manual helps.
Honda dealer is dedicated to your satisfaction and will be pleased to answer. This product
contains or emits chemicals known to the State of. California to cause cancer and birth defects
or other reproductive harm. Summary of Contents for Honda Civic Page 1 This One of the best
ways to enhance the enjoyment of your new Honda is to information is intended to help you
read this manual. In it, you will learn how to operate its driving controls and avoid damage to
your Honda, other convenience items. And operating this including: car safely is an important
responsibility. Page 3: Table Of Contents The Maintenance Schedule shows A summary of the
warranties to protect children with child you when you need to take your covering your new
Honda, and restraints. There is also a how to contact us for any reason. Adjust the Front Seats
Adjust the Seat-Backs Some safety features do not require any action on your part. These
include a strong steel framework that forms a safety cage around the passenger compartment;
But in most cases, seat belts Not wearing a seat belt properly can reduce your risk of serious
increases the chance of serious Airbags Airbags offer no protection in rear impacts, rollovers,
or minor frontal or side collisions. Airbags can pose serious hazards. To do their job, airbags
must inflate with tremendous force and speed. It also increases the chance effectiveness and
you can be of sliding under the belt in a crash seriously injured in a crash. Page Adjust The
Steering Wheel Anyone using a seat belt that is not working properly can be seriously injured or
killed. Have your Honda dealer check the belt as soon as possible. See page for additional
information about your seat belt system and how to take care of your belts. For After all
occupants have adjusted example, if an occupant slouches, Sitting improperly or out of their
seats and put on seat belts, it is lies down, turns sideways, sits position can result in serious
very important that they continue to Page 29 However, Honda is confident that Your car has
lower anchorages one or more child seat models can fit installed for use with Child Restraint
Small children: Not recommended, due to the front airbag hazard. After selecting a proper child
seat, driving maneuvers as well as during Make sure the child is properly and a good position to
install the seat, a collision, we recommend that strapped in the child seat there are three main
steps in For proper protection, an infant must ride in a reclined, or semi-reclined position.
Devices intended to improve needs to use a booster seat. A Administration and Transport child
of this height should be tall Canada recommend that all children And If you decide that a child
can safely Supervise the child. Even mature while age may be one indicator of ride up front, be
sure to: children sometimes need to be when a child can safely ride in the reminded to fasten
the seat belts front, there are other important Your car has three tether anchorage To use the
anchorage point, pivot its points under the rear window for cover up. Make sure there are no
foreign objects around the anchorages. Push and pull the child seat forward and from side to
side to verify that it is secure enough to The belt belts to help hold the occupants in will retract,
but it will not allow the place. Page Seat Belt Maintenance U. Models Honda provides a lifetime
warranty on seat belts. Honda will repair or replace any seat belt component that fails to
function properly during normal use. Please see your A belt that has been worn during a crash
may not provide the same level of protection in a subsequent crash. Your airbag provides a of a
second, so fast that most cushion to help restrain and protect occupants are not aware that the

your head and chest. Owners: If you ever have a moderate to How Your Side Airbags Work For
additional information on how Only on models equipped with side severe side impact, the
sensors will your airbags work, see the booklet detect rapid deceleration and signal airbags.
Driver and Passenger Safety Page Additional Safety Precautions Do not expose the front
seat-backs If rain or spilled water or replace any airbag by yourself. This must be done by a
Honda soaks into a seat-back, it can dealer or a knowledgeable body prevent the side airbag
system shop. Page Safety Labels U. Read these labels carefully. If a label comes off or becomes
hard to read, contact your Honda dealer for a replacement. All the essential Temperature Gauge
Differences for the Canadian models are noted in the text. Instruments and Controls This
indicator lights when you turn the ignition switch ON II. If it airbags Seat Belt Reminder Light
comes on at any other time, it Canada U. See page not closed tightly. Turn Signal and
information on the headlight Hazard Warning controls. Page 67 Your dealer will reset this
indicator after completing the scheduled maintenance. If this maintenance is done by someone
other than your Honda dealer, reset the indicator as follows. Turn off the engine. To protect the
engine from damage, never drive with the tachometer needle in the red zone. There are two trip
meters: Trip A and Trip B. During normal operation, the pointer should rise from the bottom
white mark to about the middle of the gauge. In severe driving conditions, such as very hot
weather or a long period of uphill driving, the pointer may rise to the upper zone. The left lever
controls the turn signals, headlights, and high beams. The right lever controls the windshield
washers and wipers. The rotating switch on the left lever To flash the high beams, pull the
controls the lights. The lever will return to the center position as soon as you release it. In low
speed and high speed, the wipers run continu- ously. To operate the wipers in mist mode, To
clean the windshield, pull back on push the control lever up from the the wiper control lever.
The defogger and antenna wires on the inside of the rear window can be accidentally damaged.
If your speed increases speed in any of these ways: going down a hill, use the brakes to slow
down to the desired speed. The master key fits all the locks on They will not remote
transmitters; see page your car from theft. A properly- work to start the engine if the an
explanation of their operation. Page 83 Operation is subject to the following two recognize the
coding of your key, conditions: 1 this device may not cause contact your Honda dealer. The
switch and the accessory power socket. When activated, the horn will sound, and the exterior
lights will flash, for about 30 seconds. Any other Operation is subject to the following two
transmitters you have will also need conditions: 1 this device may not cause to be
reprogrammed. For more information about child safety, see page As a safety feature, your car
has a release lever on the trunk latch so the trunk can be opened from the inside. Make all seat
adjustments before you start driving. Page Driver's Seat Height. The front head restraints help
protect you and your passenger from whiplash and other injuries. Each side folds down
separately. With only half the seat folded, you can still carry a passenger in the back seat. To
slide the moonroof back, push If you try to open the moonroof in switch. Hold it until the below-f
reezing temperatures, or when moonroof reaches the desired it is covered with snow or ice, you
can position, then release the switch. On Canadian Si model To apply the parking brake, pull the
The outside mirrors are heated to re- lever up fully. Always keep the glove box closed while
driving. Open the glove box by squeezing the handle. On EX model in the U. A spilled liquid that
A beverage holder for rear seat models in Canada is very hot can scald you or your passengers
is in the back of the The hooks on the floor of the cargo On EX models in the U. Close it with a
firm push. If you do not open a door, the light stays on, then fades out in about 10 seconds.
Turn on the spotlight by pushing the Your car also has a courtesy light in in Canada Turn on the
spotlight by pushing the lens. Page What Each Control Does If your car does not have air
conditioning, it can be installed at any time. Please contact your dealer for more information.
Some air will flow from the dashboard vents in all modes. Air flows from the center and corner
vents in the dashboard. Air flow is divided between the vents in the dashboard and the floor
vents. The engine must be running for the heater and air conditioning to generate hot and cold
air. Switch to Recirculation mode when you are driving through smoky or dusty conditions, then
switch back to Fresh Air mode when the condition The light in the button comes on when a fan
speed is selected. Make sure the temperature control dial is all the way to the left. Select If the
outside air is humid, select Recirculation mode. Operating the Radio Each button will store one
frequency on the AM band, and two frequencies on the FM band. To activate Auto Select, press
the A. You select which of these you want to adjust by pressing the TUNE knob. The audio
system illuminates when the parking lights are on, even if the radio is turned off. Digital Clock
The audio system also displays the time. To re- wind the tape, push the REW button. You will
see REW in the display. When the system reaches the end of the song or passage currently
playing, it will automatically go into rewind. It holds up to six discs, providing several hours of
continuous entertainment. You operate the CD changer with the same controls used for the

radio. Your dealer also has an accessory in- dash single CD player available that is operated by
the radio controls. Push the disc from the player. The the disc in halfway, the drive will pull
system will start to play the first it in the rest of the way. Digital Clock The audio system usually
shows the time when the ignition switch is in You operate the CD changer with the same
controls used for the radio and cassette player. Digital Clock The display of your audio system
usually shows the time when the Page Radio Frequencies You can quickly set the time to the
Stations must use these exact Radio Frequencies nearest hour. It is fairly common for before
the half hour, the clock is set complete AM and FM bands. Radio signals, especially on the FM
Radio reception can be affected by band, are deflected by large objects Push the disc in
halfway, the drive will pull it in the rest of the way and begin to play. Contamination it in its case
to protect it from dust inner and outer edges. Do not try to force the disc out of the player. High
temperature. Will disappear when the temperature returns to normal. If the code does not Honda
dealer. Make sure the tape opening on the cassette is facing to the right, then insert the cassette
most of the way into the slot. To find the beginning of song or passage. Never try to insert a
warped or dealer. If you should happen to lose the card, you must obtain the code number from
your Honda dealer. Comfort and Convenience Features If you use such gasolines, extra
attention to how you drive octane number of 86 or higher. Filling the Fuel Tank You may hear a
hissing sound as pressure inside the tank escapes. Gasoline is highly flammable and explosive.
You can be burned or seriously injured Stop filling the tank after the fuel nozzle automatically
clicks off. If you do not properly tighten the cap, the Malfunction Indicator Lamp may come on
see page Push the fuel fill door closed until it latches. Wait a few cloth or paper towel. Remove
the dipstick again and Look at the coolant level in the check the level. It should be radiator
reserve tank. It is not necessary to important things that affect the fuel driving moderately. Page
Accessories And Modifications Accessories or killed. Before installing any accessory: Your
dealer has Genuine Honda accessories that allow you to Make sure the accessory does not
Follow all instructions in this personalize your car. Page Modifications could make the outside
edge of a front seat-back. Covering the outside edge of a front seat-back, with a non-Honda
Such modifications can adversely Additional Safety Precaution seat cover for example, could
affect handling, and interfere with The glove box, and the pockets in the front doors and
seat-back, are designed for small, lightweight items. The trunk is intended for larger, heavier
items. Store or secure all items that could Overloading or improper be thrown around and hurt
loading can affect handling and This figure includes the total weight stability and cause a crash
in someone during a crash. Page Please contact your Honda as far forward as possible. If you
fold down the back seat, tie Check that and adjustments every day before carrying with you
inside are stored your passengers have fastened you drive your car. If the engine does not start
within meters adds to the problem. You can damage the extra braking from the engine by
transmission by trying to shift into shifting to a lower gear. This extra Reverse with the car
moving. You may feel what seems like another shift when the converter locks. R to P N to R
Press the release button. If you need to use the Shift Lock Release, it means your car is
developing a problem. Have the car checked by your Honda dealer. If it flashes the accelerator
pedal. Avoid rapid acceler- ation and have the transmission checked by an authorized Honda
dealer as soon as possible. Use Park whenever you are turning press the release button. The
transmis- the release button on the front of the under Park. The indicator on front wheels away
from the curb. If Make sure the moonroof and the the instrument panel shows that the you have
a manual transmission, put windows are closed. The brakes on the rear when going down a
long hill builds The front disc brakes on all models wheels are drum. EX model has an Anti-lock
brake pedal, this defeats the the brakes has two separate circuits. On dry ABS does not reduce
the time or longer distance to stop on loose or pavement, you will need to press on distance it
takes to stop the car, uneven surfaces, such as gravel or If anything goes wrong, the ABS
indicator on the instrument panel comes on see page. This means the anti-lock function of the
braking system has shut down. The brakes still work like a conventional system without antilock, providing normal stopping ability. It takes your car longer to visible to other drivers are
important react, even in conditions that may in all weather conditions. Both are important in
trailer. Page Maintenance. See Transmission Fluid Page Maintenance Safety It will also reward
you should be performed by a Honda performing maintenance. Only you with more economical,
trouble-free technician or other qualified can decide whether or not you driving and help reduce
air pollution. These are warranties. Owners Refer to page to determine which schedule to use.
Replace engine oil. Keep the receipts for all work done on your vehicle. If time you fill the fuel
tank. See monthly. Examine the tread for you are unsure of how to perform page wear and
foreign objects. It is highly recommended that you use Honda Motor Oil in your vehicle for To
add oil, unscrew and remove the optimum engine protection. Page 5W at the next oil, you must
follow the oil and filter oil change. Additives Your Honda does not require any oil additives.

Page available from your maintenance done by a skilled Honda dealer is required to mechanic.
Open the hood and remove the remove the filter. Remove the oil Start the engine. The oil
pressure Tighten it to: indicator light should go out within Improper disposal of engine oil can
be five seconds. This empty, you should also check the coolant is pre-mixed with 50 percent
coolant level in the radiator. They may not be compatible with the coolant or engine components. Turn the radiator cap counter- The coolant level should be up to clockwise, without
pressing down the base of the filler neck. Draining the coolant requires access to the underside
of the car. Connect the positive cable first, then the negative cable. Wash hands after handling.
This coolant is a mixture of 50 percent antifreeze and 50 percent water. Then turn off 1, rpm until
the radiator fan the engine. Check the coolant level in the Check the level in the radiator,
radiator and add coolant if needed. In bad weather, blades with windshield washer fluid when
you use the washers often, on a clean cloth. It should be with a clean cloth. Page However,
continued use can affect shift quality. To thoroughly flush the transmission, the technician
should drain and refill it with Honda ATF-Z1 Automatic Transmission Fluid , then drive the
vehicle a short distance. There are up to two grade motor oil with a viscosity of reservoirs,
depending on the model. If it is not available, you should use only DOT 3 or DOT 4 fluid, from a
sealed container, as a temporary replacement. Page Power Steering Fluid. If it is not available,
you may use another power steering fluid as an emergency replacement. However, continued
use can cause increased wear and poor steering in cold weather. Have the power steering
system flushed and refilled with Honda PSF as soon as possible. The air cleaner element is
inside the air cleaner housing in the engine compartment. To replace it: Carefully clean the
inside of the air cleaner housing with a damp Loosen the seven bolts and Page Hood Latch
Lubricate all the moving parts, including the pivot. Follow the time and distance
recommendations in the Maintenance Schedule. If you are not sure how to clean and grease the
latch, contact your Honda dealer. Remove the cover by turning the Use a wrench to remove the
nut two clips one quarter turn holding the ignition coil. If you do a five-eighths inch 16 mm
spark socket; then screw it into the hole. Reinstall Specifications: the nut. NGK: Tighten the
spark plugs caref ully. Make sure it locks in overheat and damage the engine. You should check
corrosion a white or yellowish the color of the test indicator window, powder. To remove it,
cover the and for corrosion on the terminals. Detach the battery cables bef ore connecting the
battery to a charger. Look for signs of cracking in the rubber, or areas that are getting hard.
Replace the blades if you find these signs, or they leave streaks and unwiped areas when used.
Slide the wiper blade assembly onto the wiper arm. Make sure it locks in place. Lower the wiper
arm down against the windshield. Remove the blade from its holder Examine the new wiper
blades. LX and EX models, and LX Replacement model in Canada The air conditioning filter
removes pollen and dust that is brought in from the outside through the heating and cooling
system. This filter should be replaced every 30, miles 48, km under normal conditions. Reinstall
the cover. Pivot the glove box up into position. Reinstall the hooks into the side panel of the
glove box. Close the glove box. Remove the first filter by pulling it straight out of the air
conditioning unit. The timing belt should normally be replaced at the intervals shown in
Compressor belt the maintenance schedule. This means the car good condition with adequate
tread, provides the best combination of has been parked for at least three and correctly inflated.
If you find a tire is worn unevenly, have your dealer You should look for: check the wheel
alignment. Use only Genuine Honda wheel weights f or To help increase tire life and balancing.
Page Replacement its braking ability, traction, and wheels are available at your Honda steering
accuracy. It is best to replace all four tires at dealer. Page If you mount snow tires on your U.
Make any part of the car. Page Adjustment of the headlights should contact with your skin or
hard be performed by a Honda technician objects. If you touch the glass, clean or other
qualified mechanic. Pivot the hold-down wire Bulb back in place and clip the end into If you are
changing the bulb on the slot. Turn it clockwise to lock it in place. Test the lights to make sure
the new bulb is working. Put the inner fender cover in place. Install the holding clip. Lock it in
place by pushing on the center. Push the new bulb straight into the socket until it bottoms.
Reinstall the socket into the light assembly by turning it clockwise until it locks. Make sure Bulb
the new bulb is working. Open the trunk and remove the Remove the socket from the light
socket from the light assembly by assembly by squeezing the tabs on turning it one-quarter
turn counter Reinstall the socket back in place by pushing it in until it latches. Remove the trunk
light assembly Pull the bulb straight out of the by using a small flat-tipped holder. Page Storing
Your Car If you store your car for 12 months see page Support the front wiper blade or longer,
have your Honda dealer arms with a folded towel or rag so perform the inspections called for in
Wash and dry the exterior they do not touch the windshield. This section gives you hints
Waxing Dirt and grit can chamois or soft towel. Page Waxing You your dealer so you are sure to
get beads or droplets after waxing. Page Interior Care Periodically shampoo the carpet to keep it

looking new. Follow the instructions that For general use a soft brush with a mixture of
cleaning, use a solution of mild soap mild soap and warm water to clean and lukewarm water,
letting it air dry. You can also use a mixture it is best to use a solid type. Page Corrosion
Protection Two factors normally contribute to Many corrosion-preventive measures Use a
high-pressure spray to clean causing corrosion in your car: are built into your Honda. You can
the underside of your car. This is help keep your car from corroding especially important in
areas that Moisture trapped in body cavities. Page Body Repairs If your car insurance company,
tell them you needs repairs after a collision, pay want genuine Honda parts used in close
attention to the parts used in the repair. Although most insurers the repair and the quality of the
recognize the quality of original work. Use this you are using the compact spare tire: spare tire
as a temporary replace- ment only. Stopping in traffic or on the shoulder The car can easily roll
off the of a busy road is dangerous. Drive jack, seriously injuring anyone slowly along the
shoulder until you underneath. Place the remove the jack. Temporarily wrench as shown to
raise the car cover. The wheel cover cannot be place the flat tire on the ground until the flat tire
is off the ground. Put the Lower the car to the ground and wipe any dirt off the mounting wheel
nuts back on finger-tight, remove the jack. Have Canada spare tire well. Store the tool kit. Loose
items can fly around the interior in a crash and could seriously injure the occupants. If the
headlights do not dim, on what you hear when you turn the When you turn the ignition switch to
check the condition of the fuses. Keep all sparks, open flames, and smoking materials away
from the battery. You cannot start a Honda with an automatic transmission by pushing or
pulling it. Connect the the booster battery. If you do not see steam or spray, Look for any
obvious coolant leaks, Put the transmission in Neutral or leave the engine running and such as
a split radiator hose. Run the engine and watch add coolant to the radiator. If the light does not
go out within ten seconds, Running the engine with low oil turn off the engine. There is a
pressure can cause serious mechanical mechanical problem that needs to damage almost
immediately. Try not drive several miles kilometers to use other electrically-operated before the
battery is too discharged controls such as the power windows. To check if diagnostics for the
emissions they are set, turn the ignition ON II , systems. In most cases, the when it is safe. If the
fuse is blown, replace it with one of the same or lower rating. Try closing the moonroof. These
fuses are located in two fuse boxes. The under-hood fuse box is located The interior fuse box is
underneath in the engine compartment on the the steering column. Determine from the chart on
pages , or the diagram on the fuse box lid, which fuse or fuses control that component. This
does not If the radio fuse is removed, the indicate anything wrong. Circuits Protected 7. Page
There are three popular types of unacceptable. Shift to D, then to N. If your Honda cannot be
transported Turn off the engine. The operator by flat-bed, it should be towed by Flat-bed
Equipment loads your car on the back of a truck. Page Technical Information Specifications It
also U. It is also necessary for licensing and insuring your car. The easiest place to find the VIN
is on a plate fastened to the top of the dashboard. The Transmission Number is on a label on
top of the transmission. Technical Information Width Cars The tires on your car meet all U. All
The treadwear grade is a compara- The traction grades, from highest to tires are also graded for
treadwear, tive rating based on the wear rate of lowest, are AA, A, B, and C. These gasolines
percentages of oxygenates: service station or switch to another are collectively referred to as
brand of gasoline. Using into the engine. A replacement unit must be an original Honda part or
its equivalent. The three way catal
3100 series engine
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ytic converter must operate at a high temperature for the chemical reactions to take place. Page
If the testing facility determines the pedal. Vehicle speed may vary readiness codes are still not
set, see slightly; this is okay. If you cannot your Honda dealer. Zone Office Map Page U. Zone
Office Map The addresses and telephone numbers are subject to change. Fairfield County, CT
area P. Box San Juan, PR National Office Warranty and Customer Relations Owners Seat Belt
Limited Warranty Replacement Battery Limited Your new Honda is covered by these belt that
fails to function properly is Warranty provides prorated warranties: covered for the useful life of
the coverage for a replacement battery vehicle. Page Reporting Safety Defects U. You can also
obtain Co. Canadian owners should U. For purchases outside U. Hazard Warning Flashers Tire
Chains Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

