2001 jeep cherokee dash

You may decide to remove the dashboard on your Jeep Cherokee for several reasons. Whether
you are replacing one of the components of the instrument cluster or you need to repair your
heating system; you will have to get the dashboard out of the way before you begin. The
dashboard is composed of many pieces including the gauges of the instrument cluster and the
surrounding panel, the defroster vent cover and radio panel, along with the panel that
surrounds the heater controls. Park your Jeep and apply the parking brake. Prop your hood
open and detach the black negative battery cable from its port on the battery with the socket
wrench. Open your front doors. Remove the four retainer screws from the base of the
instrument cluster panel with the Phillip's head screwdriver. Slide the panel forward and unplug
all the electrical connectors going into the back side of the panel. Locate the four screws
retainer screws for the instrument cluster and remove them with the Phillip's head screwdriver.
Find the eight retainer snaps for the cluster and undo them manually. Identify the two retainer
screws for the radio panel. There is one screw on each side of the radio. Remove these screws
with the Phillip's head screwdriver and slide the panel forward. Unplug the radio's electrical
connectors. Drag the heater control assembly forward. Unscrew the five retainer screws for the
center console with the Phillip's head screwdriver and pull the console and shifter cover out.
Pry the trim pieces of the dashboard off with the flathead screwdriver then remove the vents in
the same manner. Unbolt the top portion of the dash with the socket wrench. Unscrew and the
defroster vent cover then undo the retaining clips manually. Remove the cover and the weather
stripping by pulling it straight off. Insert the flathead screwdriver under the panels at the bottom
of the dash by the doors. Pull down on the screwdriver to pry the panels off. Remove the
retainer screws for the kick panels and pull the kick panels straight out. Pry off the trim pieces
going around the glove box using the flathead screwdriver to reveal the retainer bolts. Remove
these bolts with the socket wrench. Locate the retainer bolts on the ends of the dash panel and
remove them with the socket wrench. Remove the final retainer bolt positioned on top of the
brake pedal in a similar fashion. Slide the dash towards you and disconnect the electrical
connectors going into the back side of the dash. Drag the dash up and carry it out of your Jeep.
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JeepGC Posts: 1. November edited November in Jeep. I knew it was the PCM. A new key was
ordered and programmed as well. The old keys would no longer work. All parts are back on, the
Jeep starts, gauges work fine, seems to run fine, except the key with the line through it light is
permanently on in the dash. It comes on 15 seconds after the Jeep starts. It is solid, not
flashing. Does anyone know what would cause this? Will it run like this, or will it eventually shut
down again? I drove it home from the mechanic shop, which is about 30 minutes from my house
with no issues. Everyone, including the mechanic is stumped about this. I'm at a loss as well, as
I don't want to have to take to a dealer. I'm afraid they would just want to replace everything new
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am driving it, the speedometer and tachometer gauges drop to the bottom, and come back
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computer or the instrument panel itself. There is not really much in betweenâ€¦the computer
gets a signal from the engine, sends that signal to the instrument cluster. If the signal from the
engine was wrong, I would expect the engine to run bad or not at allâ€¦since 0 RPM would mean
the engine has stopped running. BUT, since your engine runs fine, I can only assume the
computer is getting proper data, it is just not sending proper data to the instrument cluster or
the cluster is not interpreting the data from the computer correctly. Since both items are
expensive to guess at. I would have a mechanic look into this further. Both of these items,
computer and cluster can be purchased used at a junk yard though to help offset costs. One
more thing,do the message displayed on the tripometer NO BUS and the codes obtained from
Auto Zone narrow down the suspected problem and your diagnosis? I was planning to go to a
junk yard this weekendâ€¦will keep you posted on the outcome so we can share it with the rest
of us!! The error messageâ€¦. My speedometer stoped working due to gear in transmission
coming apart. Its a nylon piece. Bought replacement but it does not make contact with this gear.
Are there two diameter gears. Aw trans. Not real sure, a transmission repair shop would be the
best place to have this looked at. There is a gear inside the trans, but thought you had to
replace it from inside. I already changed athe speed sensor on the trans. Humm, would be nice
to know what the code is. I can take a look in my manuals for anything that I could recommend.
You already replaced the VSS, which I would have recommended first. This does not have an
old fashioned speedo cableâ€¦. There could be a problem with a wheel sensor, wiring, or the
ring that the sensor receives the signal from on the spindle. This is not an unusual problem with
this model Jeep. Mine did it. The culprit is corrosion on a pin in a connector beneath the dash.
Remove the negative battery terminal. Remove the bolt and unplug the connector. Clean the
connector pin. I used WD40 and an acid brush. It should work
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fine from now on. Note: The pin that causes the problem is a serial data line from the computer
to the instrument cluster. Corrosion stops it from sending information properly to the
instrument cluster. I started having simular problems today. My Jeep Cherokee runs perfectly
although without any warning the speedometer,tachometer,amp gauge and headlights all
stopped working. The jeep continued to run fine. They worked intermittently for about five miles
then started working properly again. After reading online it seems the vacuum leak could cause
the gauges to malfunction although I would have thought the gauges were electronically
controled. I need to fix the vacuum leak anyway but would this be a good starting point to repair
the malfunctioning gauges? Thanks Randall. I would suspect a faulty BCMâ€¦. I have seen
alternators that are bad and cause all kinds of gauge problems and loose or faulty ground wires
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