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Ford F Owners Manual. Have a look at the manual Ford F Owners Manual online for free. E-mail
address. Remember login. Login or create new account. Add to Favourites. View all the pages.
Add page 1 to Favourites. Enable zoom. Add page 2 to Favourites. Seating and Safety
Restraints 90 Seating 90 Safety restraints 98 Air bags Child restraints Driving Starting Brakes
Transmission operation Trailer towing Roadside Emergencies Getting roadside assistance
Hazard flasher switch Fuel pump shut-off switch Fuses and relays Changing tires Jump starting
Wrecker towing Customer Assistance Reporting safety defects U. Add page 3 to Favourites.
Accessories Index All rights reserved. Reproduction by any means, electronic or mechanical
including photocopying, recording or by any information storage and retrieval system or
translation in whole or part is not permitted without written authorization from Ford Motor
Company. Ford may change the contents without notice and without incurring obligation. Add
page 4 to Favourites. In addition, certain fluids contained in vehicles and certain products of
component wear contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. Furthermore, due to printing
cycles it may describe options before they are generally available. It is an integral part of the
vehicle. Fuel pump shut-off switchIn the event of an accident the safety switch will
automatically cut off the fuel supply to the engine. The switch can also be activated through
sudden vibration e. To reset the switch, refer to theFuel pump shut-off switchin theRoadside
emergencieschapter. Add page 5 to Favourites. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Warning symbols on your vehicle When you see this symbol, it is imperative
that you consult the relevant section of this guide before touching or attempting adjustment of
any kind. Protecting the environment We must all play our part in protecting the environment.
Correct vehicle usage and the authorized disposal of waste cleaning and lubrication materials
are significant steps towards this aim. Information in this respect is highlighted in this guide
with the tree symbol. Try not to drive continuously at the same speed for the first 1, km 1, miles
of new vehicle operation. Vary your speed to allow parts to adjust themselves to other parts.
Drive your new vehicle at least km miles before towing a trailer. Do not add friction modifier
compounds or special break-in oils during the first few thousand kilometers miles of operation,
since these additives may prevent piston ring seating. SeeEngine oilin the Maintenance and
specificationschapter for more information on oil usage. Add page 6 to Favourites. Any of this
information could potentially include information regarding how the driver operates the vehicle,
potentially including but not limited to information regarding vehicle speed, brake or accelerator
application, or steering input. This information may be stored during regular operation or in a
crash or near crash event. Add page 7 to Favourites. Special instructions For your added safety,
your vehicle is fitted with sophisticated electronic controls. Failure to follow the specific
warnings and instructions could result in personal injury. Front seat mounted rear facing child
or infant seats should NEVERbe used in front of a passenger side air bag unless the air bag can
be and is turned OFF. Do not install a snowplow and plow with your vehicle until it has been
driven at least km miles. F SuperCrew, F 5. Ford makes no representation as to the suitability of
your vehicle for snowplowing, in particular regarding the potential for exceeding vehicle weight
limits, airbag SRS deployment sensitivity, vehicle crash integrity, or powertrain durability. The
Snowplow Package Option is not available. Add page 8 to Favourites. Using your vehicle as an
ambulance Do not use this vehicle as an ambulance. Your vehicle is not equipped with the Ford
Ambulance Preparation Package. Notice to owners of pickup trucks and utility type vehicles
Utility vehicles have a significantly higher rollover rate than other types of vehicles. Your
vehicle is not a passenger car. As with other vehicles of this type, failure to operate this vehicle
correctly may result in loss of vehicle control, vehicle rollover, personal injury or death. Be sure
to readDriving off roadin theDrivingchapter. Notice to owners of natural gas fueled vehicles
Before you drive your vehicle, be sure to read theDedicated Natural Gas Vehiclesupplement.
This book contains important operation and maintenance information. Notice to owners of F 5.
Notice to owners of the Harley-Davidson F Note:Your vehicle is not designed to be operated
off-road. The undercab chrome bars are for decorative purposes only. Do not step on these bars
to enter or exit the vehicle. Harley-Davidson F vehicles are equipped with high performance
tires. When first driving the vehicle after is has been parked, you may experience a temporary
ride disturbance. This is a characteristic of the tires used on the Harley-Davidson vehicles and
should be no reason for concern. The condition should correct itself within 10â€”15 miles of
driving. Add page 9 to Favourites. By referring to the pages in the provided supplement, you
can properly identify those features, recommendations and specifications that are unique to
your vehicle. Refer to this Owner Guide for all other required information and warnings. Add

page 10 to Favourites. These are some of the symbols you may see on your vehicle. Quick
Links. Table of Contents Introduction. Instrument Cluster. Warning and control lights.
Entertainment Systems. Climate Controls. Heater only. Manual heating and air conditioning.
Turn signal control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power
windows. Speed control. Locks and Security. Owners Guide postfmt. USA English fus. Ford
motor company automobile quick reference guide 2 pages. Automobile Ford Escape Owner's
Manual pages. Ford motor company ford taurus owner's guide pages. Ford may change the
contents without notice and without incurring obligation. Page 4: Introduction California to
cause cancer and birth defects or other reproductive harm. Please take the time to get well
acquainted with your vehicle by reading this handbook. The more you know and understand
about your vehicle the greater the safety and pleasure you will derive from driving it. In addition,
ambulance Normal braking is still functional unless the brake warning light also is illuminated. If
the indicators stay on or flash faster, check for a burned out bulb. If it enters the red section, the
engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and let
the engine cool. If the oil level is correct, have your vehicle checked at your dealership or by a
qualified technician. The fuel gauge may vary slightly when the vehicle is in motion or on a
grade. Refer to Filling the tank in the Maintenance and Specifications chapter for more
information. Press SEEK to decrease increase the hours. Press TUNE to decrease or increase
the minutes. Then press SEEK to decrease or increase hours. Tune: Works in radio mode only.
EJ Eject : Press to eject a tape. Cassette door: Insert a cassette into the cassette door. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection
film attached, and CDs with homemade paper adhesive labels should Clock: Press and hold to
set the clock. Side 1â€”2: Works in tape mode only. Press to play reverse side of the tape. Eject:
Press to eject a CD. Press and hold to eject all loaded discs. If disc is not removed, it will reload
into the system. Works with the ignition on or off. If not, stations will be repeated. Press again to
deactivate. Disc tune: Radio: Press to manually tune down or up the radio frequency band. CD:
Press to select the previous track or to select the next track on the CD. Do not attempt to
service, repair or modify the AutoVision System. See your Ford or Lincoln Mercury dealer. Page
31 If a videocassette is already in the player, remove it. This could take an hour or more. For
more information on these circuits, please refer to Humidity and moisture condensation and
Temperature extremes in this chapter. Press to eject the tape. PLAY button Press to play the
tape. Ensure that you use only new batteries of the same brand. If you will not be using the
remote control for a considerably long time, remove the batteries. The settings of the front seat
controls will always override those of the rear seat controls. Press the control again to engage
the rear speakers and deactivate the Personal Audio Feature. Insert a videocassette into the
VCP. The videocassette should automatically begin playback, and the picture will appear within
approximately nine seconds. The VCP will reverse to the previous five seconds of the selection
and then operate at normal playback mode. To listen to another audio source while viewing
video from the auxiliary input, press the MEDIA control until the desired media source is
illuminated. The HP2 indicator illuminates when the headphone jack 2 is plugged in. Illuminates
when the videocassette is in REW rewind mode. Illuminates when the videocassette is in FF fast
forward mode. This will release the VCP and enable you to remove the system from the vehicle.
If pressing the lever does not release your system, please contact your dealer. Irregular shaped
CDs, CDs with a scratch protection film attached, and CDs with homemade paper adhesive
labels should not be inserted into the CD player. Select 2. High beams Push the lever toward the
instrument panel to activate. Pull the lever towards you to deactivate. Remove the bulb retaining
ring by rotating it counterclockwise, and slide the ring off the plastic base. Pull the bulb straight
out. Make sure the headlamp control is in the OFF position and then open the hood. Remove
two screws and pull lamp assembly away from the vehicle. Remove the bulb socket from the
lamp assembly by turning counterclockwise. Carefully pull the bulb straight out of the socket.
To install the new bulb, follow the removal procedure in reverse order. Carefully pull the bulb
straight out of the socket and push in the new bulb. To install the lamp, follow the removal
procedures in reverse order. Remove the four screws and the lamp from the lamp assembly.
Attach the new wiper to the wiper arm and press it into place until a click is heard. Replace
wiper blades every 6 months for optimum performance. The door will open slightly and can be
moved to full open. The storage compartment may be used to secure sunglasses or a similar
object. Do not plug optional electrical accessories into the cigarette lighter. Use the power
point. Return to the center position to disable the adjust function. Spotter mirror if equipped
Move the mirror manually to increase side and rear visibility. Press the ON control and release
2. Accelerate to the desired speed. Note: When you turn off the speed control or the ignition,
your speed control set speed memory is erased. This cargo organizer is not designed to

restrain objects during a collision. Note: The panic alarm will only operate when the ignition is
in the OFF position. Always drive and ride with your seatback upright and the lap belt snug and
low across the hips. Lift handle to move seat forward or backward. Press to raise or lower the
front portion of the seat cushion. Pull the seat latch handle downward to lock the seat in
position. Stow the tongue end of the detachable anchor 2nd row only. Always latch the vehicle
seat to the floor, whether the seat is occupied or empty. If not latched, the seat may cause injury
during a sudden stop. Always transport children 12 years old and under in the back seat and
always properly use appropriate child restraints. Failure to replace the safety belt assembly
under the above conditions could result in severe personal injuries in the event of a collision.
Sitting on the safety belt will increase the risk of injury in an accident. To disable one-time or
deactivate the Belt Minder feature please follow the directions stated below. Buckle then
unbuckle the safety belt three times, ending with the safety belt unbuckled. Ford Motor
Company recommends that all safety belt assemblies used in vehicles involved in a collision be
replaced. Page Air Bags All occupants of the vehicle, including the driver, should always
properly wear their safety belts, even when an air bag SRS is provided. Modifying or adding
equipment to the front end of the vehicle Page 95 Air bags are designed to inflate in frontal and
near-frontal collisions, not rollover, side-impact, or rear-impacts unless the collision causes
sufficient longitudinal deceleration. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Accident statistics suggest that children are safer when
properly restrained in the rear seating positions than in the front seating position. Page 99 To
improve the fit of both the lap and shoulder belt on children who have outgrown child safety
seats, Ford Motor Company recommends use of a belt-positioning booster. Booster seats
position a child so that safety belts fit better. They lift the child up so that the lap belt rests low
across the hips and the knees bend comfortably. If you do not install and use the safety seat
properly, the child may be injured in a sudden stop or collision. Ford recommends the use of a
child safety seat having a top tether strap. Install the child safety seat in a seating position
which is capable of providing a tether anchorage. For more information on top tether straps,
refer to Attaching safety seats with tether straps. Page Children 12 and under should be
properly restrained in the rear seat whenever possible. Pull down on the shoulder belt and then
grasp the shoulder belt and lap belt together. Allow the belt to retract. The belt will click as it
retracts to indicate it is in the automatic locking mode. Adjust the front right-hand passenger
seat full forward. Route the child safety seat tether strap over the back of the front right-hand
passenger seat as shown. Refer to the instructions in this section under Installing child safety
seats in combination lap and shoulder belt seating positions to secure the child safety seat.
Refer to the instructions in this section under installing child safety seats in combination lap
and shoulder belt seating positions to secure the child safety seat. In a crash, one anchor may
not be strong enough to hold two child safety seat attachments and may break, causing serious
injury or death. Check to see if the anchors hold the seat in place. If the safety seat is not
anchored properly, the risk of a child being injured in a crash greatly increases. Extended idling
at high engine speeds can produce very high temperatures in the engine and exhaust system,
creating the risk of fire or other damage. Make sure the headlamps and electrical accessories
are off. Excessive cranking could damage the starter. Failure to drive cautiously could result in
an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Apply
the parking brake, turn ignition key to LOCK, then remove the key. Insert the key and turn it to
OFF. Apply the brake pedal and shift to N Neutral. Do not turn the steering wheel too sharply
while returning to the road surface. Driving through deep water where the transmission vent
tube is submerged may allow water into the transmission and cause internal transmission
damage. The payload equals the gross vehicle weight rating minus base curb weight. Inspect
these components carefully after any towing operation. Make sure your trailer lamps conform to
local and Federal regulations. See your dealer or trailer rental agency for proper instructions
and equipment for hooking up trailer lamps. This program is separate from the New Vehicle
Limited Warranty. To obtain reimbursement information, U. Ford or Mercury vehicles customers
call ; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who need to obtain
reimbursement information, call 1â€”â€”â€” Page 3. If no leaks are apparent, reset the switch by
pushing in on the reset button. Turn the ignition ON. Wait a few seconds and return the key to
OFF. Make another check of leaks. Remove the panel cover to access the fuses. Remove the
retainer from the spare tire. To stow the cable retainer with the spare removed, turn the jack
handle clockwise until all slack is removed. Remove the spare tire and jack from the storage
location. Position the jack to raise the front or rear wheel. Use the lug nut wrench to screw the
lug nut snugly against the wheel. Lower the vehicle by turning the jack handle
counterclockwise. Do not use oil or grease on threads E vehicles, refer to following Note. Use
only Ford recommended replacement fasteners. If removed, install the spare tire lock if

equipped into the bumper drive tube with the spare tire lock key if equipped and jack handle.
Turn the heater fan on in both vehicles to protect any electrical surges. Turn all other
accessories off. Start the engine of the disabled vehicle. Once the disabled vehicle has been
started, run both engines for an additional three minutes before disconnecting the jumper
cables. Remove the jumper cable from the ground metal surface. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. Away from home If you
own a Ford or Mercury vehicle and are away from home when your vehicle needs service, or if
you need more help than the dealership could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealership to help
you. Page P. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this information is subject to change,
please ask your dealer for complete details about Ford Extended Service Plan coverage options,
or visit the Ford ESP website at The Dispute Settlement Board may not be available in all states.
The decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to them under state or federal law.
Page U. Telephone: FAX: If you are in another foreign country, contact the nearest Ford
dealership. If the dealership employees cannot help you, they can direct you to the nearest Ford
affiliate office. If you buy your vehicle in North America and then relocate outside of the U. Page
Reporting Safety Defects U. Page Cleaning low-gloss black colored trim, such as grained door
handles, roof racks, bumpers, side moldings, mirror housings or the windshield cowl area.
ENGINE Engines are more efficient when they are clean because grease and dirt buildup keep
the engine warmer than normal. Page Use only approved products to clean plastic parts. These
products are available from your dealer. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Set the parking brake and shift to P Park. Block the wheels.
Note: Do not start your engine with the air cleaner removed and do not remove it while the
engine is running. Lift the hood and secure it with the prop rod. Refer to Lubricant
specifications in this chapter. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Open the hood.
Protect yourself from engine heat. Locate and carefully remove the engine oil level indicator
dipstick. Wipe the indicator clean. Insert the indicator fully, then remove it again. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. Page Battery As a result of
this, the transmission may shift firmly. This operation is considered normal and will fully update
transmission operation to its optimum shift feel. Release the parking brake. The auxiliary
battery is located on the passenger side frame rail. Connect: 1. Reconnect the auxiliary battery
frame ground. Disconnect the secondary positive cable from the primary battery terminal. Wrap
the secondary positive cable with a non-conductive material to insulate. Whenever coolant has
been added, the coolant level in the coolant reservoir should be checked the next few times you
drive the vehicle. Page Once the engine temperature cools, the engine can be re-started. Take
your vehicle to a service facility as soon as possible to minimize engine damage. Never smoke
while refueling. Fuel vapor is extremely hazardous under certain conditions. Care should be
taken to avoid inhaling excess fumes. The fuel system may be under pressure. If the fuel filler
cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. Page Aftermarket products could cause damage to the fuel system.
Repairs to correct the effects of using an aftermarket product in your fuel may not be covered
by your warranty. Running out of fuel Avoid running out of fuel because this situation may have
an adverse affect on powertrain components. After at least three to five tank fill-ups, fill the fuel
tank and record the current odometer reading. Subtract your initial odometer reading from the
current odometer reading. While the engine idles, turn the steering wheel left and right several
times. Turn the engine off. For E and E vehicles with the Hydro-Boost Brake System, do not
press the brake pedal after the engine has been turned off. Drive the vehicle 30 km 20 miles or
until it reaches normal operating temperature. Park the vehicle on a level surface and engage
the parking brake. Refer to Motorcraft Part Numbers. The Quality grades can be found where
applicable on the tire sidewall between tread shoulder and maximum section width. Department
of Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. For
example, during any procedure involving tire inflation, the technician or individual must utilize a
remote inflation device, and insure that all persons are clear of the trajectory area. Do not use
tire chains on dry roads. Do not remove these components from your vehicle when using snow

tires and chains. If a spark plug needs to be replaced, use only spark plugs with the service part
number suffix letter as shown on the engine decal. Add ml 4 oz. Use of synthetic or synthetic
blend motor oil is not mandatory. Page In these cases the completed vehicle is manufactured in
two or more stages by two or more separate manufacturers. Following is a list of several Ford
Genuine Accessory products. Not all accessories are available for all models. To find out what
accessories are available for your vehicle, please contact your dealer or visit our online store at:
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