2004 ford explorer suspension diagram

Asked by Wiki User. A Ford focus suspension diagram can be obtained from most Ford
dealerships. The suspension diagram can also be found at most auto-parts stores. Where is the
fuse box diagram for a Ford Explorer? The Ford Explorer has a V6 engine. The Ford Explorer
has 12 valves. When working on a car, it is important to have a diagram on hand. A diagram for
a Ford Explorer Engine can be found in the maintenance manual. The Ford Explorer has a
5-speed automatic. Four way independent wishbone suspension. The Ford Explorer is 15 ft. The
Ford Explorer has a drag coefficient of. The Ford Explorer has a 31 degrees angle of approach.
The maximum payload of the Ford Explorer is lbs.. The height of the Ford Explorer is 5 ft. The
curb weight of the Ford Explorer is lbs.. The Ford Explorer has a I would like to find a diagram
for the car radio speaker wires on a ford explorer. The Ford Explorer has Ask Question. Ford
Windstar GL. Ford Windstar. See Answer. Top Answer. Wiki User Answered Related Questions.
Radio Wiring Harness Diagram for a ford explorer? Focus 05 suspension diagram? Diagram of
Ford Explorer six way power seat? Where is the Horn fuse in Ford Explorer? What size engine
does the Ford Explorer have? How many valves does the Ford Explorer have? Where can you
find a diagram of a ford explorer engine? What kind of transmission does the Ford Explorer
have? How does the suspension look on a Ford Explorer ? Diagram for fuel system Ford
Explorer sport? How do you reset the security system on a ford explorer? How long is the Ford
Explorer? What is the cam type of the Ford Explorer? What is the drag coefficient of the Ford
Explorer? What is the angle of approach of the Ford Explorer? What is the maximum payload of
the Ford Explorer? How tall is the Ford Explorer? What is the curb weight of the Ford Explorer?
What is the angle of departure of the Ford Explorer? A radio wire harness diagram for a Ford
Explorer? What is the front leg room in the Ford Explorer? What is the front shoulder room in
the Ford Explorer? Trending Questions Who would you swap lives with for a day? Asked By
Fletcher Altenwerth. Is silence a sound? Asked By Ciara Parker. Has a human ever been mailed
via the United States Postal Service? Asked By Annamarie Trantow. What letter in the Alphabet
is always waiting in order? Asked By Wiki User. How many times does 14 go into ? How many
feet in 7 years? How many 3s in ? Hottest Questions How did chickenpox get its name? When
did organ music become associated with baseball? Asked By Curt Eichmann. How can you cut
an onion without crying? Asked By Leland Grant. Why don't libraries smell like bookstores?
Asked By Veronica Wilkinson. How long will the footprints on the moon last? Asked By Daija
Kreiger. Do animals name each other? Asked By Danika Abbott. Who is the longest reigning
WWE Champion of all time? Asked By Consuelo Hauck. What was the first TV dinner? Asked By
Roslyn Walter. Previously Viewed Ford Explorer suspension diagram? Unanswered Questions
What values can we get in the folk dance tiklos? What happens when heat energy is not
properly used and handled? How did Jose rizals parents raise their children? Moral lesson of
tale of pilandok story? What online sites don't ask for cvv? Does Melissa Fumero smoke? Give
the summary in the poem myopia by syl cheney-coker? All Rights Reserved. The material on
this site can not be reproduced, distributed, transmitted, cached or otherwise used, except with
prior written permission of Multiply. Service repair manuals for the operation and repair of the
Ford Explorer cars, manufactured for thru The manuals describes the repair of cars with petrol
engines of 4. See also: Ford cars workshop manuals. These service manuals describes the
operation and repair of the Ford Explorer car. The manuals describes the repair of cars with
gasoline engines of 2. During the history of the car, he has undergone several significant
changes. The first generation Ford Explorer was introduced to the public in March as a model
year car and the successor to the Ford Bronco II, which was discontinued that same year. A
four-liter Ford Cologne V6 was installed on the cars. The compression ratio of 9. Since , the
engine has been upgraded to increase the power and torque of liters. Rear suspension
dependent on semi-elliptical springs DANA The car participated in the shooting of the film
Jurassic Period.. All content on the site Carmanualsclub. The site administration does not bear
any responsibility for illegal actions, and any damage incurred by the copyright holders. Your
email address will not be published. Save my name, email, and website in this browser for the
next time I comment. This site uses Akismet to reduce spam. Learn how your comment data is
processed. Necessary cookies are absolutely essential for the website to function properly. This
category only includes cookies that ensures basic functionalities and security features of the
website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Ford Explorer. Leave a Reply Cancel reply Your email address will not be published.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website
uses cookies to improve your experience while you navigate through the website. Out of these,

the cookies that are categorized as necessary are stored on your browser as they are essential
for the working of basic functionalities of the website. We also use third-party cookies that help
us analyze and understand how you use this website. These cookies will be stored in your
browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may affect your browsing experience. Necessary
Necessary. Non-necessary Non-necessary. Worried about potential repair costs? An extended
warranty can provide peace of mind. See our lemon odds and nada odds page to see vehicles
with no repairs or vehicles with more than three repairs. To see how frequently Ford Explorer
problems occur, check out our car reliability stats. All years. Ford Explorer repairs by problem
area. Ford Explorer suspension repair cost distribution. See most expensive repairs Worried
about potential repair costs? Chart based on repair trips. The repair cost chart excludes repairs
made under warranty, do-it-yourself repairs, and repair trips that include maintenance.
Mechanic replaced some bushings and added a shim? There is a TSB out for this but I do not
know what the number is. Dealer said it was the transmission mount. That didn't fix the issue so
they went over the front suspension and tightened everything up and it fixed the issue. They
had no clue what specific part was loose. Problem NOT found and we will continue to drive until
conditions worsens so they can find it. Ford Dealership unable to determine cause. Told car
was safe to drive. Sold car. Replaced under powertrain warranty. Dealer also had to replace the
front axle since there was a new part from the manufacturer that couldn't be used with the
original axle. They did "adjustments". Dealer replaced both sway arm links. They were worn out.
They weren't wearing the tires or anything, but it didn't ride like it used too. Other done before
picking up vehicle from dealer. Just a slight vibration for about 50 miles prior to it failing. They
replaced both but only one was worn because the boot was torn. Replaced both front bearings.
Dealer said that it could driven for anther month or so. Had the repair done that day anyway.
Moderate driving done no 4 wheel off road or rugged terrian. I purchased the parts online and
installed them myself. This Explorer has been virtually trouble free and just a great reliable
vehicle. Replaced and the problem was fixed. Replaced both Front Wheel Bearings. Drivers Rear
Wheel Bearing failed. Replaced for free under parts and labor warranty. Replaced both sides
with Quick Strut replacements plus an alignment. Replaced both sides. Rears also need
replacing, but will wait until next summer. The bearings on these vehicles usually go about 75K.
Mine went to a little over K. Replaced in January earlier than I was originally planning. This unit
lasted just 40k miles and was supposed to be an OEM part. This time I replaced with a Timken
hub from Amazon. Cheaper and looks like a good quality part. Not covered under warranty.
Replaced with new sway bar links. Front and rear alignment. Replaced both left and right sway
bar. Replaced same. Replaced both. Also some new bushings. I changed both front wheel
bearings to be safe. Front brakes were found to need new pads and were done two weeks later,
but that is a maintenance item and does not count as a repair. Driver side rear wheel hub
removed and replaced, including bearing. The ABS, tool, and traction lights were on. Also have
minor leak at front axle seals but will not change at this time. After repair, I can now hear the LF
wheel bearing will need to be changed in the next few months. Drive side front. Steering fluid
leak - replacement needed. Dealer performed TSB, still have vibration. Vacuum line issue under
the dash. Dealer says its normal to only have air blow out your defrost vents. One was leaking.
Upper and Lower ball joints were replaced. Fixed under extended warranty. The technician was
unable to successfully find the problem. Seems to be a common failure. Also discovered the
ball joints are bad. Will get them replaced next month. Shop assured me there was no rush to
get this done. Decided it was time to fix. New wheel bearings and one new axle because heat
generated seized hub to axle. Replaced Power steering pump with aftermarket refurbished unit.
During same visit I had brakes replaced, all 4 and an alignment. Front left bearing replaced. The
rear wheel bearings are making noise but not recommended to replace them until they get
worse. Replaced left front wheel bearing. Also got new Fireston Destination Tires and new
brakes. Car now makes a road whirring sound from 35 mph to 45 mph. Had differentials and
transfer case drained and refilled including friction modifier. Very difficult to remove old wheel
bearings from assemblies; burned them out with a torch. Front upper a-frames on both left and
right sides were also damaged. Replaced with OEM. Had fuel filter and trans filter replaced at
same time. Unable to duplicate poor mpg issue. Opened and lubricated. Had it replaced. Parked
for a week while drove Lincoln waiting for parts and had replaced at shop. Last oil change they
said it was bad- and it was! They said for repair- told me I could save almost if went to small
mechanic shop! Noise also noticed by driver, but not confirmed to be wheel bearing. Now that
this has been replaced, the steering feels perfect. Intermediate steering shaft removed and
replaced based on diagnosis of loose, off-center steering wheel. This finally resolved the
"alignment" issue. Rear springs and shocks replaced. This was formerly misreported on
Truedelta, last year the rear end was replaced. Got out to inspect; my right rear coil spring had

snapped in half. Known defect from Ford but they won't pay. This truck is full of defects! This
seems to be a common failure for this vehicle. Ford would not cover it under warranty. Both
wheel hub assemblies replaced. Tires in front showed wear on outer edges and checked ball
joints, they are also shot so that is next! Replaced upper control arm and then had alignment.
Had to replace sway bar links and shocks on front and rear. Also had to replace the shackles on
the rear suspension. Both right and left bearings were bad. Car drives fine now. Car is AWD.
Horrible noise coming from it. Much quieter ride after the replacement. They were original ford
OE Stock from when it rolled off show room. Replaced all with aftermarket brands, raybestos,
monroe. Parts are superior to OE parts. Replaced hub, bearings, seals, ABS sensor as a unit,
both sides. Took about 3 hours. Found leak at steering rack, but decided not to replace, adding
"Stop Leak" and replacing fluid, instead. Leak has been greatly reduced or eliminated since
then. Old unit was leaking power steering fluid. Car was also in for annual inspection, oil
service, and TSB on brake switch. Also replaced loose front ball joints. Vehicle passed
inspection after repairs. When towed discovered no coolant and cause was due to leak in
heating coil that also need to be replaced. See TrueDelta's information for all Ford models. Ford
Explorer Suspension Problems See our lemon odds and nada odds page to see vehicles with no
repairs or vehicles with more than three repairs. Tie rod and axle had play in them. Had a loud
popping noise in the front end when going over bumps. Popping noise in front end and steering
wheel occasionally freezes when making sharp turns. To eliminate clonking noises when the
steering is turned to the right at low speed. Clicking sound in front end. Left rear wheel bearing
was making noise. Replaced hub assembly with a new one because the original was grinding.
Right-front Wheel bearing replaced. Strut plates were replaced due to an issue where the
suspension felt loose while coming to a stop and was causing the brakes to become warped.
Power Steering went out and all terain light came on. Drive arm wore out causing strut to break
into pieces. Replaced drive arm and one strut front end. Front sway bar link bushings making
noise--clunking over bumps at slow speed. Replaced both front Lower Control arms, as the rear
bushings were shot. Steering link frozen tried removing tie rods to isolate dealer replaced rack
no charge then found the link frozen. Wheel bearing replacement Right front wheel bearing
failed and seized with little warning. Dealer notified us during maintenance visit that tie rod ends
needed to be repaired. Moaning from front end, both front wheel bearings needed to be
replaced. Front left bearing wore out, replaced brake pads, rotors resurfaced. Noise in driver
front wheel bearing. Sway bars only lasted 6 months. Both front wheel hub bearings were bad.
Sway bar link on the front drivers side broke. Original right front wheel bearing worn out at ,
miles, replaced both front wheel bearings as other could go at anytime. Drivers front wheel
bearing was growling. Drivers wheel bearing had play in it and was making a roaring sound and
was replaced. Multiple Roaring sounds. Drivers Rear Strut leaking oil badly. Front driver side
wheel bearing noisy. Front wheel bearing hubs getting noisy, need replacement. Rear wheel
bearings needed replacing. Replaced another driver side front bearing hub unit. Replaced both
struts due to one going bad. Rear springs replaced torsion bar replaced. Rear Sway bar end link
found broken during annual State Inspection. Repaired broken sway bar link. The front right
wheel bearing was starting to get noisey. Replaced, brake pads, rotors, front right wheel hub,
both back wheel bearings. The wheel sensor went bad, but it is internal, so you have to replace
the whole wheel bearing assy. Grinding while driving. Front left hub was replaced. The braking
became irregular and grinding. Had to replace two bad wheel bearings, LF and RR. Passenger
rear hub and bearing assembly replaced, also had dealer do analysis of transmission slippage
issues and pull diagnostic codes from computer. Front hub and bearing - replacement needed.
BAd vibration. Problems with alignment. Problems with alignment, Replace right rear bub
bearing D. R Out tie rod. Alignment issues. Was told I needed upper and lower ball joints, tie
rods and the rear differential needed to be replaced. Strut cartridge failure on back left wheel
caused a loud thumping sound to enter the cabin when traveling over road irregularities. The
front wheel bearings were replaced, but the vibration persists. Front drivers side wheel bearing
went out. Worn rear wheel bearings have been causing roaring noise for about 1 year. Replaced
front sway bar bushings with aftermarket ones that could be lubricated via grease gun.
Replaced Ball Joint. Left upper ball joint boot split. Replaced left upper control arm with ball
joint. Power steering pump leaking. Replaced upper control arm and lower ball joint and had
four wheel alignment. Replace upper and lower ball joints. Left front wheel bearing hub
assembly failing, replaced both front wheel bearing hub assemblies. Replace upper and lower
front ball joints, upper control arms due to failed ball joints and rusted control arms. Replaced
rear wheel bearings Timken. Damaged Tie rod end was replaced. Front wheel bearing failed. Hit
a bump in road and front right spring collapsed. Fairly inexpensive and quick fix. Ford dealer
told me eventually would need to repair about 20k ago but not to worry. Bad left wheel bearing
discoverd during mechanic test drive. It was finally determined that the reason my steering

wheel wouldn't stay centered was due to a faulty intermediate steering shaft. Front left wheel
bearing replaced. The rear wheel bearings were replaced due to completely being worn out they
were smoking and creaking. Also some squeaking when driving over bumps at low speeds from
the front suspension, but it has done that forever. Explorer made loud squeaking noise from
front end when driven over speed bumps, problem was bad front stabilizer bar frame bushings replaced. I was sitting at a stop light and heard a loud boom from the back of my car. Rear
wheel bearings failed due to too much preload. Front wheel bearings making noise when
turning. Had to have driver side lower ball joint replaced. Car made roaring sound at speed. Had
to replace both front wheel bearings. Ball joints, control arms, tie rod ends, camber cams,
shocks all needed replacing. Front wheel bearings noisy. Sold because needed many repairs,
including a new ball joint, new suspension all four wheels Leaking power steering fluid.
Replaced steering rack with rebuilt unit. Replaced right front ball joints and muffler clamp. Rear
spring shackles too rusty to pass inspection, replaced. Broken belt for power steering. Quick
Links. Table of Contents. Table of Contents Introduction. Instrument Cluster. Warning And
Control Lights. Entertainment Systems. Climate Controls. Manual Heating And Air Conditioning.
Electronic automatic temperature control. Rear Passenger Climate Control. Rear Window
Defroster. Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control.
Message Center. Locks And Security. Anti-Theft System. Owners Guide postfmt. USA English
fus. Automobile Ford Explorer Owner's Manual pages. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. Page 5 Introduction to such
questions are contained in comments highlighted by the warning triangle symbol. These
comments should be read and observed. Warning symbols on your vehicle When you see this
symbol, it is imperative that you consult the relevant section of this guide before touching or
attempting adjustment of any kind. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page 7 Your vehicle is not
equipped with a snowplowing package. Using your vehicle as an ambulance Do not use this
vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation
Package. Page 8 Introduction These are some of the symbols you may see on your vehicle.
Many lights will illuminate when you start your vehicle to make sure the bulb works. If the light
is blinking, engine misfire is occurring which could damage your catalytic converter. Drive in a
moderate fashion avoid heavy acceleration and deceleration and have your vehicle serviced
immediately. Page 12 Instrument Cluster Air bag readiness: If this light fails to illuminate when
ignition is turned to ON, continues to flash or remains on, have the system serviced
immediately. A chime will also sound when a malfunction in the supplemental restraint system
has been detected. If the light remains on, have the system serviced immediately. Four wheel
drive low if equipped : Illuminates when four-wheel drive low is engaged. If it enters the red
section, the engine is overheating. Stop the vehicle as soon as safely possible, switch off the
engine and let the engine cool. Page 17 Instrument Cluster Tachometer: Indicates the engine
speed in revolutions per minute. Driving with your tachometer pointer continuously at the top of
the scale may damage the engine. Battery voltage gauge: Indicates the battery voltage when the
ignition is in the ON position. If the pointer moves and stays outside the normal operating range
as indicated by arrows , have the EJ eject : Press to eject a CD. Page 20 Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. The label may peel and cause the CD to become jammed. Your Audiophile radio comes
equipped with Satellite ready capability. The kit to enable Satellite reception is available through
your Ford dealer. Detailed Satellite instructions are included with the dealer installed kit. Press
SEL to scroll through settings. Page 23 The kit to enable the Satellite reception is available
through your Ford dealer. Detailed satellite instructions are included with the dealer installed
kit. Page 24 Due to technical incompatibility, certain recordable and re-recordable compact
discs may not function correctly when used in Ford CD players. Page 26 Entertainment Systems
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Page 27 Entertainment Systems 9. Clock: Press to toggle
between station mode and clock mode. Press and hold to set the clock. If your vehicle has a
stand alone clock this control will not function. Side 1â€”2: Works in tape mode only. Press to
play reverse side of the tape. Page 29 Entertainment Systems Page 30 Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly

when used in Ford CD players. Temperature selection: Controls the temperature of the airflow in
the vehicle. Air flow selections: Controls the direction of the airflow in the vehicle. See the
following for a brief description on each control. Page Electronic Automatic Temperature
Control Climate Controls To allow side window defogging and demisting while warming up the
vehicle cabin: 1. Select 2. Set the temperature control to maintain comfort. Set the highest fan
speed. Direct the outer instrument panel vents towards the side windows. To increase airflow to
the outer instrument panel vents, close the vents located in the middle of the instrument panel.
Page 33 Climate Controls 3. Passenger side temperature control: Controls the temperature on
the passenger side of the vehicle when in dual zone mode. To enter dual zone, press the
passenger temperature control or DUAL. The passenger temperature will appear in the display.
Page 34 Climate Controls Fan Speed: Used to manually enable or disable the fan speed. EXT:
Displays the outside air temperature. It will remain displayed until the EXT control is pressed
again. Page 35 Climate Controls To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop.
Auxiliary system if equipped Your vehicle may be equipped with auxiliary climate controls. Page
Rear Window Defroster Climate Controls Rear auxiliary controls if equipped : Once the front
auxiliary control is set to REAR, the rear seat passengers may use the rear auxiliary controls in
the overhead console to make the desired adjustments. Temperature control: Determines
temperature levels. Turns on the parking lamps, instrument panel lamps, license plate lamps
and tail lamps. Turns the headlamps on. Autolamp system The autolamp system sets the
headlamps to turn on and off automatically. Page 38 Lights Always remember to turn on your
headlamps at dusk or during inclement weather. The Daytime Running Light DRL System does
not activate your tail lamps and generally may not provide adequate lighting during these
conditions. Failure to activate your headlamps under these conditions may result in a collision.
Page 39 Lights Move the control to the full down position past detent to prevent interior lamps
from illuminating when the doors are opened. If your vehicle is involved in an accident or if you
have problems fixing the alignment of your headlamps, have them checked by a qualified
service technician. Page 40 Lights 5. Locate the vertical adjuster for each headlamp. Adjust the
aim by turning the adjuster control either clockwise to adjust down or counterclockwise to
adjust up. Note: Use a 4 mm socket or box wrench to turn the vertical adjuster control. Page 42
Lights Function Number of bulbs Trade number Rear license plate lamps Backup lamp K
High-mount stop lamps Fog lamp Cargo lamp Interior overhead lamp Front door courtesy lamp
Map lamps T10 Ashtray lamp All replacement bulbs are clear in color except where noted. To
replace all instrument panel lights - see your dealer. Page 43 Lights 3. Disconnect the electrical
connector by pushing the center tab and pulling down. Remove the old bulb by turning
counterclockwise to unlock and pull it out. Grasp the bulb only by its plastic base and do not
touch the glass. Turn the headlamp switch to OFF and open the liftgate. Remove the two screws
from the lamp assembly. Remove the lamp assembly. Rotate the bulb socket counterclockwise
and remove it from the lamp assembly. Page 45 Lights Replacing high-mount brakelamp bulb 1.
Remove the two screws and lamp assembly from vehicle. Remove the bulb socket from the
lamp assembly by depressing the snaps and pull the bulb straight out. Reverse steps to
reinstall bulb s. Speed dependent wipers: When the wiper control is on, the speed of the wipers
will automatically adjust with the vehicle speed. Page 47 Driver Controls Changing the wiper
blades 1. Pull the wiper arm away from the vehicle. Turn the blade at an angle from the wiper
arm. Push the lock pin manually to release the blade and pull the wiper blade down toward the
windshield to remove it from the arm. Do not hang any type of accessories or accessory bracket
from their plugs. Improper use of the power point outlet can cause damage not covered by your
warranty. Page Mirrors Driver Controls Press and hold the bottom part of the rocker switch to
open the window. Press and hold the top part of the rocker switch to close the window. Page 53
Driver Controls Heated outside mirrors if equipped Both mirrors are heated automatically to
remove ice, mist and fog when the rear window defrost is activated. Do not remove ice from the
mirrors with a scraper or attempt to readjust the mirror glass if it is frozen in place. Press and
hold the rocker control to adjust accelerator and brake pedal toward you or away from you.
Page 55 Driver Controls 3. Take your foot off the accelerator pedal. The indicator light on the
instrument cluster will turn on. Note: When you turn off the speed control or the ignition, your
speed control set speed memory is erased. To open the moon roof: The moon roof is equipped
with an automatic, one-touch, express opening feature. Page 60 Driver Controls Do not let
children play with the moon roof. They may seriously hurt themselves. Page 61 Driver Controls
1. Press and hold the two outside buttons releasing only when the red light begins to flash after
20 seconds. Do not repeat step one to program additional hand-held transmitters to the
remaining two HomeLink buttons. This will erase previously programmed hand-held transmitter

signals into HomeLink. Page 62 Driver Controls Note: There are 30 seconds in which to initiate
step eight. Return to the vehicle and firmly press, hold for two seconds and release the
HomeLink button. Activation will now occur for the trained product garage door, gate operator,
security system, entry door lock, or home or office lighting etc. To turn the display off or change
the display from English to metric see your dealer. Page 65 Driver Controls 3. Locate compass
sensor mounted at base of mirror. Press the button on the top of the compass module until
ZONE appears in the instrument cluster display. Release pressure on the button and then
slowly press it down again. You may select display features on the message center for a display
of status preceded by a brief indicator chime. Page 67 Driver Controls Compass display The
compass reading may be affected when you drive near large buildings, bridges, power lines and
powerful broadcast antenna. Magnetic or metallic objects placed in, on or near the vehicle may
also affect compass accuracy. Usually, when something affects the compass readings, the
compass will correct itself after a few days of operating your vehicle in normal conditions. Page
68 Driver Controls 6. Press the SETUP control repeatedly until the correct zone setting for your
geographic location is displayed on the message center. Page 69 Driver Controls Average fuel
economy for FFV-equipped vehicles Upon refueling, your vehicle must determine the
percentage of Ethanol in the fuel. Page 71 Driver Controls Oil Change 1. Language 1. Page 72
Driver Controls The sequence of the system check report and how it appears in the message
center is as follows: 1. Page 73 Driver Controls Warning display Status Check engine
temperature Warning returns after 10 minutes Transmission overheated Check transmission
Low fuel level Check fuel cap Check charging system Low brake fluid level Low oil pressure
Warning-tire very low if equipped ETC-engine failsafe mode Check tire pressure if Warning
returns after the ignition key equipped Page 74 Driver Controls specifications chapter. If the
warning stays on or continues to come on, contact your dealer for transmission service as soon
as possible. Indicates the transmission is not operating properly. If this warning stays on,
contact your dealer as soon as possible. Displayed when a Tire pressure sensor is
malfunctioning. If the warning stays on or continues to come on, have the system checked by
your dealer. Indicates the washer fluid reservoir is less than one quarter full. Page 76 Driver
Controls 2. Your oil life is now reset. Make sure that the mat does not interfere with the
operation of the accelerator or the brake pedal. This will also reduce the risk of passengers and
cargo falling out. Page 79 Driver Controls 5 passenger stowage: When the lid is open, it will
stand up on its own. To open, lift the release handle and the lid. To close, lower the lid, lift the
release handle and press down on the lid. Page 80 Driver Controls Vehicles with a higher center
of gravity such as utility and four-wheel drive vehicles handle differently than vehicles with a
lower center of gravity. Utility and four-wheel drive vehicles are not designed for cornering at
speeds as high as passenger cars any more than low-slung sport cars are designed to perform
satisfactorily under off-road conditions. Always carry a spare key with you in case of an
emergency. Your keys are programmed to your vehicle; using a non-programmed key will not
permit your vehicle to start. The childproof locks are located on rear edge of each rear door and
must be set separately for each door. Page 83 Locks and Security The remote entry system
allows you to lock or unlock all vehicle doors and liftgate and open the liftgate window without a
key. Page 84 Locks and Security 2. Press and release again within three seconds to confirm that
all the doors are closed and locked. Note: The doors will lock again, the horn will chirp and the
lamps flash once. Opening the liftgate window Press to unlatch the liftgate window. Page 85
Locks and Security 2. Repeat this procedure for another remote transmitter if desired.
Replacing the battery The remote entry transmitter uses one coin type three-volt lithium battery
CR or equivalent. Page 86 Locks and Security Replacing lost remote entry transmitters If you
would like to have your remote entry transmitter reprogrammed because you lost one, or would
like to buy additional remote entry transmitters, you can either reprogram them yourself, or take
all remote entry transmitters to your authorized dealer for reprogramming. Page 87 Locks and
Security Illuminated entry The interior lamps illuminate when the remote entry system is used to
unlock the door s or sound the personal alarm. Page 88 Locks and Security 2. Enter your
personal 5-digit code. Each number must be entered within five seconds of each other. The
doors will again lock then unlock to confirm that your personal keycode has been programmed
to the module. You do not need to enter the keypad code first. Page 90 Programming spare keys
for instructions on how to program the coded key. Note: The SecuriLock passive anti-theft
system is not compatible with non-Ford aftermarket remote start systems. Use of these systems
may result in vehicle starting problems and a loss of security protection. You need to prevent
these objects from touching the coded key while starting the engine. These objects will not
cause damage to the coded key, but may cause a momentary issue if they are too close to the
key when starting the engine. The key codes need to be erased from your vehicle and new
coded keys will need to be programmed. Page 93 Locks and Security 5. Keep the ignition in the

3 ON position for at least three seconds, but no more than 10 seconds. Do not pile cargo higher
than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page 95 Seating
and Safety Restraints Push control to lower head restraint. Always drive and ride with your
seatback upright and the lap belt snug and low across the hips. Page 96 Seating and Safety
Restraints Adjusting the front power seat if equipped The control is located on the outboard
side of the seat cushion. Press front to raise or lower the front portion of the seat cushion.
Press rear to raise or lower the rear portion of the seat cushion. The memory seat control is
located on the driver door. Page 98 Seating and Safety Restraints Using the manual lumbar
support For more lumbar support, turn the lumbar support control toward the front of vehicle.
For less lumbar support, turn the lumbar support control toward the rear of vehicle. Page 99
Seating and Safety Restraints 1. Pull upward on the release handle to cycle the seats to the
load-floor position. Rotate the seatback downward into the load floor position. Press down on
the top outboard area of the seatback until a click is heard. Page Seating and Safety Restraints
To exit the 3rd row seat, pull the red access control lever up releasing the seat from the floor
and rotate the seat up towards the front seat. Always latch the vehicle seat to the floor, whether
the seat is occupied or empty. Page Seating and Safety Restraints To return the seatback to the
upright position: 1. Pull the lever and lift the seatback toward the rear of the vehicle. Rotate the
seatback until you hear a click, locking it in the upright position. Page Seating and Safety
Restraints 3. Push the closeout panel forward over the space between the seats. To put seat in
upright position: 1. Pull back the slider panel on the seatback to release the closeout panel. Pull
the seat release lever located on top of the seatback while lifting the seatback into the upright
position. The system is able to analyze different occupant conditions and crash severity before
activating the appropriate safety devices to help better protect a range of occupants in a variety
of frontal crash situations. Page Seating and Safety Restraints Driver and passenger dual-stage
air bag supplemental restraints The dual-stage air bags offer the capability to tailor the level of
air bag inflation energy. A lower, less forceful energy level is provided for more common,
moderate-severity impacts. A higher energy level is used for the most severe impacts. Page
Seating and Safety Restraints Determining if the Personal Safety System is operational The
Personal Safety System uses a warning light in the instrument cluster or a back-up tone to
indicate the condition of the system. Refer to the Warning Light section in the Instrument
Cluster chapter. Routine maintenance of the Personal Safety System is not required. Page
Seating and Safety Restraints It is extremely dangerous to ride in a cargo area, inside or outside
of a vehicle. In a collision, people riding in these areas are more likely to be seriously injured or
killed. Do not allow people to ride in any area of your vehicle that is not equipped with seats and
safety belts. Page Seating and Safety Restraints Combination lap and shoulder belts 1. Insert
the belt tongue into the proper buckle the buckle closest to the direction the tongue is coming
from until you hear a snap and feel it latch. Make sure the tongue is securely fastened in the
buckle. Page Seating and Safety Restraints When to use the automatic locking mode In this
mode, the shoulder belt is automatically pre-locked. The belt will still retract to remove any
slack in the shoulder belt. The automatic locking mode is not available on the driver safety belt.
This mode should be used any time a child safety seat is installed in a passenger front or
outboard rear seating position if equipped. Page Seating and Safety Restraints How to
disengage the automatic locking mode Unbuckle the combination lap and shoulder belt and
allow it to retract completely to disengage the automatic locking mode and activate the vehicle
sensitive emergency locking mode. Page Seating and Safety Restraints Safety belt height
adjustment Your vehicle has safety belt height adjustments for the front and second row
outboard seating positions. Adjust the height of the shoulder belt so the belt rests across the
middle of your shoulder. To adjust the shoulder belt height, squeeze the button and slide the
height adjuster up or down. Page Seating and Safety Restraints The following are reasons most
often given for not wearing safety belts: All statistics based on U. Page Seating and Safety
Restraints Reasons given Frontal airbags are not designed to inflate in rear and side crashes or
rollovers. Page if equipped , shoulder belt guide on seatback if equipped , child safety seat
LATCH and tether anchors, and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Page Air Bags Seating and Safety Restraints belt assemblies not in use
during a collision should also be inspected and replaced if either damage or improper operation
is noted. Failure to inspect and if necessary replace the safety belt assembly under the above
conditions could result in severe personal injuries in the event of a collision. Page Do not
attempt to service, repair, or modify the air bag supplemental restraint systems or its fuses. See
your Ford or Lincoln Mercury dealer. Modifications to the front end of the vehicle, including
frame, Page Seating and Safety Restraints Children and air bags Children must always be
properly restrained. Accident statistics suggest that children are safer when properly restrained

in the rear seating positions than in the front seating position. Failure to follow these
instructions may increase the risk of injury in a collision. Page Seating and Safety Restraints
The air bags inflate and deflate rapidly upon activation. After air bag deployment, it is normal to
notice a smoke-like, powdery residue or smell the burnt propellant. This may consist of
cornstarch, talcum powder to lubricate the bag or sodium compounds e. Refer to Safety canopy
system later in this chapter. Page Do not attempt to service, repair, or modify the Safety Canopy
system, its fuses, the A, B, or C pillar trim, or the headliner on a vehicle containing a Safety
Canopy. All occupants of the vehicle including the driver should always The design and
development of the Safety Canopy system included recommended testing procedures that were
developed by a group of automotive safety experts known as the Side Airbag Technical Working
Group. Page Seating and Safety Restraints The Safety Canopy is mounted to the roof side-rail
sheet metal, behind the headliner, above the first and second row seats. In certain lateral
collisions or rollover events, the Safety Canopy system will be activated, regardless of which
seats are occupied. The Safety Canopy designed to inflate between the side window area and
occupants to further enhance protection provided in side impact collisions and rollover events.
The tone pattern will repeat periodically until the problem and light are repaired. If any of these
things happen, even intermittently, have the SRS serviced at your dealership or by a qualified
technician immediately. Page To improve the fit of both the lap and shoulder belt on children
who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. Page
Seating and Safety Restraints The shoulder belt should cross the chest, resting snugly on the
center of the shoulder. The lap belt should rest low and snug across the hips, never up high
across the stomach. If the booster seat slides on the vehicle seat, placing a rubberized mesh
sold as shelf or carpet liner under the booster seat may improve this condition. Page 36 kg 80
pounds using an upper torso harness and a belt-positioning booster. Ford recommends the use
of a child safety seat having a top tether strap. Page Seating and Safety Restraints Installing
child safety seats with combination lap and shoulder belts Air bags can kill or injure a child in a
child seat. NEVER place a rear-facing child seat in front of an active air bag. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Be sure the belt
webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until Page Seating and Safety
Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull up on the
shoulder belt while pushing down with your knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. Page Seating and Safety Restraints The rear seats of
your vehicle are equipped with built-in tether strap anchors located behind the seats as shown
below. Clip the tether strap to the anchor. If the tether strap is clipped incorrectly, the child
safety seat may not be retained properly in the event of a collision. In a crash, one anchor may
not be strong enough to hold two child safety seat attachments and may break, causing serious
injury or death. They snap onto the LATCH lower anchors in the seat to help attach a child seat
with rigid attachments. ACC, allows the electrical accessories such as the radio to operate while
the engine is not running. Make sure the corresponding lights illuminate or illuminate briefly. If
a light fails to illuminate, have the vehicle serviced. Page Driving Starting the engine 1. If there
is difficulty in turning the key, rotate the steering wheel until the key turns freely. Page Driving If
the engine fails to start using the preceding instructions flexible fuel vehicles only 1. When the
engine starts, release the key, then gradually release the accelerator pedal as the engine speeds
up. If a metal-to-metal, continuous grinding or continuous squeal sound is present, the brake
linings may be worn-out and should be inspected by a qualified service technician. If the vehicle
has continuous vibration or shudder in the steering wheel while braking, the vehicle should be
inspected by a qualified service technician. Page Driving Parking brake Apply the parking brake
whenever the vehicle is parked. To set the parking brake, press the parking brake pedal down
until the pedal stops. The BRAKE warning lamp in the instrument cluster illuminates and
remains illuminated when the ignition is turned ON until the parking brake is released. Page
Driving Pull the release lever to release the brake. Driving with the parking brake on will cause
the brakes to wear out quickly and reduce fuel economy. Page Driving spin. If your vehicle
seems to lose engine power while driving in deep sand or very deep snow, switching off the
AdvanceTrac stability enhancement feature will restore full engine power and will enhance
momentum through the obstacle. Some drivers may notice a slight movement of the brake
pedal when the AdvanceTrac performs a system self-check. Page Driving If the power steering
system breaks down or if the engine is turned off , you can steer the vehicle manually, but it
takes more effort. If you cannot move the gearshift lever out of P Park with ignition in the ON
position and the brake pedal depressed: 1. Page Driving 3. Remove the access plug with a flat

head screwdriver or similar tool. Insert a tool or screwdriver into the access hole to override the
brake-shift interlock. Apply the brake and shift into Neutral. Return the cover plug to the access
hole. Start the vehicle. Page Driving Driving with a 5â€”speed automatic transmission This
vehicle is equipped with an adaptive Transmission Shift Strategy. Adaptive Shift Strategy offers
the optimal transmission operation and shift quality. Transmission operates in gears one
through five. D Drive without Overdrive Overdrive can be deactivated by pressing the
transmission control switch on the end of the gearshift lever. If your vehicle gets stuck in mud
or snow If your vehicle gets stuck in mud or snow, it may be rocked out by shifting from forward
and reverse gears, stopping between shifts in a steady pattern. Page Driving Certain add-on
devices such as large trailer hitches, bike or surfboard racks and any device that may block the
normal detection zone of the RSS system may create false beeps. The RSS detects obstacles up
to 2 meters 6 ft. Not intended for use on dry pavement. Page Driving 4. Press the desired 4WD
position. Page Driving pavement only after reducing your speed. Do not turn the steering wheel
too sharply while returning to the road surface. You may lose control if you do not slow down or
if you turn the steering wheel too sharply or abruptly. Page Driving not more. This increases
traction, enabling you to drive over terrain and road conditions that a conventional two-wheel
drive vehicle cannot. Power is supplied to all four wheels through a transfer case. On 4WD
vehicles, the transfer case allows you to select 4WD when necessary. Page Ford Motor
Company joins the U. Page Driving possibly rolling over. Whenever driving on a hill, determine
beforehand the route you will use. Do not drive over the crest of a hill without seeing what
conditions are on the other side. Do not drive in reverse over a hill without the aid of an
observer. When climbing a steep slope or hill, start in a lower gear rather than downshifting to a
lower gear from a If you nevertheless decide to equip your 4WD for off-road use with tires larger
than what Ford Motor Company recommends, you should not use these tires for highway
driving. Page Failure to follow tire pressure recommendations can adversely affect the way your
vehicle handles. Do not exceed the Ford Motor Company recommended pressure even if it is
less than the maximum pressure allowed for the tire. Page Driving Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Failure to maintain your vehicle properly may void the
warranty, increase your repair cost, reduce vehicle performance and operational capabilities
and adversely affect driver and passenger safety. Page Driving Maintain steering wheel control
at all times, especially in rough terrain. Since sudden changes in terrain can result in abrupt
steering wheel motion, make sure you grip the steering wheel from the outside. Do not grip the
spokes. Drive cautiously to avoid vehicle damage from concealed objects such as rocks and
stumps. Page Driving If your vehicle gets stuck If your vehicle gets stuck in mud or snow it may
be rocked out by shifting between forward and reverse gears, stopping between shifts, in a
steady pattern. Press lightly on the accelerator in each gear. Do not rock the vehicle if the
engine is not at normal operating temperature or damage to the transmission may occur. Page
Driving Vehicles with a higher center of gravity such as utility and four-wheel drive vehicles
handle differently than vehicles with a lower center of gravity. Utility and four-wheel drive
vehicles are not designed for cornering at speeds as high as passenger cars any more than
low-slung sports cars are designed to perform satisfactorily under off-road conditions. Page
Ford or Lincoln Mercury dealer. If you nevertheless decide to equip your AWD for off-road use
with tires larger than what Ford Motor Company recommends, you should not use these tires
for highway driving. Page Vehicle Loading Driving Ford Motor Company recommends that
caution be used with any vehicle equipped with a high load or device such as ladder racks or
pickup box cover. Page Driving Payload â€” is the combined weight of cargo and passengers
that the vehicle is carrying. Page Driving Cargo Weight â€” includes all weight added to the
Base Curb Weight, including cargo and optional equipment. When towing, trailer tongue load or
king pin weight is also part of cargo weight. GVWR Gross Vehicle Weight Rating â€” is the
maximum allowable weight of the fully loaded vehicle including all options, equipment,
passengers and cargo. Page Driving GCWR Gross Combined Weight Rating â€” is the maximum
allowable weight of the vehicle and the loaded trailer â€” including all cargo and passengers â€”
that the vehicle can handle without risking damage. The resulting figure equals the available
amount of cargo and luggage load capacity. For your safety and to maximize vehicle
performance, be sure to use the proper equipment while towing. Contact your local Ford
dealership for assistance in proper trailer tow wiring installation. Additional electrical
equipment may be required. The speed control may shut off automatically when you are towing
on long, steep grades. Page Driving 4x4 vehicles with electronic shift transfer case Neutral tow
kit accessory : On vehicles equipped with 4WD, an accessory is available that allows you to tow
your vehicle, behind another vehicle, with all the wheels on the ground. Contact your dealer for
more details. Do not tow your vehicle with all wheels on the ground unless you install the

neutral tow kit as vehicle damage may occur. This program is separate from the New Vehicle
Limited Warranty. If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount. To obtain reimbursement information, U. Ford or Mercury
vehicles customers call ; Lincoln vehicle customers call 1â€”â€”â€” Use the following
procedure to reset the fuel pump shut-off switch. Turn the ignition to the OFF position. Check
the fuel system for leaks. Page Roadside Emergencies Note: Always replace a fuse with one
that has the specified amperage rating. Using a fuse with a higher amperage rating can cause
severe wire damage and could start a fire. To remove a fuse use the fuse puller tool provided on
the fuse panel box. Page Roadside Emergencies Passenger compartment fuse panel top side
These relays are located on the reverse side of the passenger compartment fuse panel. See
your dealer or a certified technician for service of this relay box. Page Roadside Emergencies
Power distribution box The power distribution box is located in the engine compartment.
Always disconnect the battery before servicing high current fuses. To reduce risk of electrical
shock, always replace the cover to the Power Distribution Box before reconnecting the battery
or refilling fluid reservoirs. Page Roadside Emergencies Auxiliary relay box Vehicles equipped
with 4x4 The relay box is located on the front right fender well. Page Ford. If the dissimilar spare
tire or wheel is damaged, it should be replaced rather than repaired. Page Roadside
Emergencies Note: Passengers should not remain in the vehicle when the vehicle is being
jacked. Block the wheel that is diagonally opposite of the flat tire using the wheel chock
provided with your vehicle. Location of the spare tire and tools The spare tire and tools for your
vehicle are stowed in the following locations: Tool Page Roadside Emergencies 3. Remove the
tools from the provided bag. Rotate the wrench socket out from the handle. Removing the spare
tire Do not use an impact wrench on the winch drive nut. This will damage the spare tire winch.
Page Roadside Emergencies 2. Insert the lug wrench on the winch drive nut. The wrench will
stop moving and forward resistance to turning will be felt when properly engaged. Turn the
wrench counterclockwise until the tire is lowered to the ground and the cable has slack. Page
Roadside Emergencies Do not attempt to change a tire on the side of the vehicle close to
moving traffic. Pull far enough off the road to avoid the danger of being hit when operating the
jack or changing the wheel. Page Roadside Emergencies 4. Position the jack according to the
illustrated guides and turn the jack handle clockwise until the tire is a maximum of 1 inch 25 mm
off the ground. To lessen the risk of personal injury, do not put any part of your body under the
vehicle while changing a tire. Page Roadside Emergencies 8. Remove the jack and fully tighten
the lug nuts in the order shown. Refer to Wheel lug nut torque specifications later in this
chapter for the proper lug nut torque specification. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the front disc brake hub and
rotor that contacts the wheel. Page Roadside Emergencies Preparing your vehicle When the
battery is disconnected or a new battery is installed, the transmission must relearn its shift
strategy. This operation is considered normal and will not affect function or durability of the
transmission. Connect the negative - cable to the negative - terminal of the assisting battery. Do
not use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not
connect the end of the second cable to the negative - terminal of the battery to be jumped. After
the disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing It is
recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. Page If you
still have a complaint involving a warranty dispute, you may wish to contact the Dispute
Settlement Board U. In some states in the U. Ford is also allowed a final repair attempt in some
states. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this information is subject to change,
please ask your dealer for complete details about Ford Extended Service Plan coverage options,
or visit the Ford ESP website at Your dealership and a Ford Motor Company representative will
then be asked to submit statements. Page If your vehicle must be serviced while you are
traveling or living in Central or South America, the Caribbean, or the Middle East, contact the
nearest Ford dealership. Page Reporting Safety Defects U. If NHTSA receives similar
complaints, it may open an investigation, and if it finds that a safety defect exists in a group of
vehicles, it may order a Page Customer Assistance recall and remedy campaign. These
products are available from your dealer. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Inside the vehicle, pull the hood release handle located under
the bottom left corner of the instrument panel. Go to the front of the vehicle and release the
auxiliary latch that is located under the front center of the hood. Engine coolant reservoir 2.

Engine oil filler cap 3. Power steering fluid reservoir 4. Brake fluid reservoir 5. Power
distribution box 6. Battery 7. Engine oil dipstick 8. Page Maintenance and Specifications 4.
Engine oil dipstick 3. Brake fluid reservoir 4. Power distribution box 5. Battery 6. Power steering
fluid reservoir 7. Engine oil filler cap 8. Air filter assembly 9. In very cold weather, do not fill the
reservoir completely. Refer to Lubricant specifications in the Capacities and specifications
chapter. Make sure the vehicle is on level ground. Turn the engine off and wait a few minutes for
the oil to drain into the oil pan. Wipe the indicator clean. Insert the indicator fully, then remove it
again. Some oil must be removed from the engine by a service technician. Put the indicator
back in and ensure it is fully seated. Adding engine oil 1. Do not use supplemental engine oil
additives, cleaners or other engine treatments. For longer, trouble-free operation, keep the top
of the battery clean and dry. Also, make certain the battery cables are always tightly fastened to
the battery terminals. Page Maintenance and Specifications 3. Run the engine until it reaches
normal operating temperature. Allow the engine to idle for at least one minute. If the level falls
below, add coolant per the instructions in the Adding engine coolant section. Alcohol and other
liquids can cause engine damage from overheating or freezing. These can be harmful and
compromise the corrosion protection of the engine coolant. Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Page Maintenance and Specifications 5. Restart the engine and
take your vehicle to a service facility. Driving the vehicle without repairing the engine problem
increases the chance of engine damage. Take your vehicle to a service facility as soon as
possible. Inhaling too much fuel vapor of any kind can lead to eye and respiratory tract
irritation. In severe cases, excessive or prolonged breathing of fuel vapor can cause serious
illness and permanent injury. Page Maintenance and Specifications become brittle and crack,
especially when mixed with gasoline. Special materials and procedures have been developed
for flexible fuel vehicles and the dispensers used by ethanol fuel providers. Flexible fuel
components and standard unleaded gasoline fuel components are not interchangeable. If your
vehicle is not serviced in accordance with flexible fuel vehicles procedures, damage may occur
and your warranty may be invalidated. Page Maintenance and Specifications Your vehicle was
not designed to use fuel or fuel additives with metallic compounds, including manganese-based
additives. In Canada, many fuels contain critical fuel system components. Page 10 to 30
seconds. If the problems persist below this temperature, see your dealer or a qualified service
technician. Running out of fuel Avoid running out of fuel because this situation may have an
adverse affect on powertrain components. Page The customer warranty may be void for any
damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler cap is
not used. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Maintenance and Specifications possible. Fuel expense, frequency of fill-ups or fuel gauge
readings are NOT accurate as a measure of fuel economy. We do not recommend taking fuel
economy measurements during the first 1, km 1, miles of driving engine break-in period. You
will get a more accurate measurement after 3, kmâ€”5, km 2, miles-3, miles. Page Maintenance
and Specifications Calculating fuel economy 1. Fill the fuel tank completely and record the
initial odometer reading in kilometers or miles. Each time you fill the tank, record the amount of
fuel added in liters or gallons. After at least three to five tank fill-ups, fill the fuel tank and record
the current odometer reading. Unnecessary shifting of this type could result in reduced fuel
economy. Page Guide are essential to the life and performance of your vehicle and to its
emissions system. If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Exhaust leaks may result in entry of harmful and potentially lethal fumes into the
passenger compartment. Start the engine and let it run until it reaches normal operating
temperature the engine coolant temperature gauge indicator will be near the center of the
normal area between H and C. Refer to your Scheduled Maintenance Guide for scheduled
intervals for fluid checks and changes. Your transmission does not consume fluid. However, the
fluid level should be checked if the transmission is not working properly, i. Page Use only fluid
that meets Ford specifications. Refer to Lubricant specifications in this chapter. Page
Maintenance and Specifications Treadwear The treadwear grade is a comparative rating based
on the wear rate of the tire when tested under controlled conditions on a specified government
test course. The definitions of these items are listed below. Note that the tire size, load index
and speed rating for your vehicle may be different than this example. Page Maintenance and
Specifications Note: You may not find this information on all tires because it is not required by
federal law. Note: The temporary tire size for your vehicle may be different than this example.

Page You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
gauges may be inaccurate. Ford recommends the use of a digital or dial type tire pressure
gauge rather than a stick type tire pressure gauge. Front wheel drive FWD vehicles, and those
with an independent rear suspension require alignment of all four wheels. Page Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Drive
slowly to the closest safe area out of traffic. Page Maintenance and Specifications temperature.
Contained air temperature is dependent upon several factors such as rate of tire rotation, tire
deflection, amount of braking, etc. In similar manner, the tire pressure will decrease if the
contained air temperature decreases. For example, if the vehicle is stationary over night with
the outside temperature significantly lower than the daytime temperature, the tire pressure may
decrease approximately 3 psi Page Changing Tires The tires on your vehicle have all-weather
treads to provide traction in rain and snow. However, in some climates, using snow tires or
traction devices may be necessary. See your dealer or qualified service technician for more
information on tire cables for your vehicle. Consult your dealer for information on other Ford
approved methods of traction control. Page Lubr
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icant Specifications Modifier XL-7 or equivalent to the rear axle whenever the axle has been
serviced. Use of synthetic or synthetic blend motor oil is not mandatory. Page Maintenance and
Specifications 7. Assembly plant 8. Production sequence number Engine number The engine
number the last eight numbers of the vehicle identification number is stamped on the engine
block, transmission, frame and transfer case if equipped. Ford Motor Company will repair or
Any such equipment installed in your vehicle should comply with FCC or CRTC regulations and
should be installed only by a qualified service technician. Page Index Index Index acid, treating
emergencies.. Page Index lubrication improving fuel economy.. Page Index Heating daytime
running light Page Index Safety belts see Safety restraints Page Index Steering wheel Transfer
case fluid checking Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

