2005 chevy malibu o2 sensor location

Typical engine data sensor and control component locations on the GM 3. Click on numbers
below image for a description. Fuel pressure regulator 2. Mass Airflow sensor MAF 4. Throttle
Body 5. Fuel Injector 7. PCV Valve 8. Coolant Temp sensor ECT 9. Evap Purge Solenoid EGR
Valve Question: I have a Pontiac Grand Prix that stopped running, I have put a new fuel pump,
and new computer box on it, but it still wont start. Do you have spark, fuel pressure, injector
pulse, theft or security light on dash, etc. You need to start by diagnosing the basics. Car stared
missing, was told it was EVAP purge solenoid. Replaced it and drove fine for short time and
problem started again and again was told it was EVAP purge solenoid. Why is this happening
over and over again. What can I do? The purge solenoid would not be causing an engine
misfire. It would cause a check engine light yes, but not affect the way the engine runs. I have a
Buick Century and in the last month or so the engine started making a noise that sounds as if it
were literally was a diesel engine. When opening the hood one might there was very little or no
oil coming up to top end. This would also cause a misfire on that cylinder. Removing valve
covers for inspection seems the next step after checking oil pressure. How do I remove the TPS
shaft from the throttle body? It appears stuck from the right side as viewed from the drivers
side. The little piece will not come apart on that side to release the shaft. If you are trying to
remove the throttle plate shaft from the body, it cannot be done. If you have a problem, the
throttle body needs to be replaced as an assembly. The temperature sensor? Cannot be the
temperature sensor or thermostat. If the coolant is low, you have a leak and need to get it
inspected closely. If it is not low, then you may have a level sensor problem. The light flashed
low coolant all the time and it has plenty of coolant and its not running hot at all. The low
coolant level sensor is in the passenger side of the radiator. Below the radiator cap. It is a
square black sensor that snaps into the radiator and held with a clip. I have a chevy impala and
temp gauge rises to the red but I don't heard any over heating or boiling noises but I do hear a
kind of hissing noise. What could it be? The temp sensor I'm guessing. If the temp gauge is
going into the red, it is overheating whether you hear it or not. You'd have to try and find the
exact cause. It could be anything from a water pump, intake gasket, head gaskets or even
radiator. I highly doubt you just have a bad temp sensor. Get it checked out soon, or you'll end
up losing the engine. The security light isn't on but its not getting any spark and i cant hear the
fuel pump. Fuses and the ignition module isn't getting juice along with others. Replaced fuse
same result. You should re-check all your connections, and make sure all vacuum lines are
connected and routed properly. If it idled fine before you did the heads, it has to be something
you did in the reassembly process. If it seems like it running rough, you may have switched
push rod positions by accident, that will cause the car to die out or run rough. If the check
engine light is on, get the code scanned to see what might be causing the trouble. I have a Olds
Alero, 3. I have been having problems with the Temperature gauge working when it wants to. At
time it will work fine, other times it will completely drop out and the electric fans will kick on. It
will eventually come back on, on it's own. I've checked the fuses, they where good.. I've
replaced the Temp sensor and it's had the same issue. I've ohmmed out the harness and it is
good. The wires are not frayed or broken. I have no clue at what else to look at.. Any
suggestions??? You think it could be the gauge it's self? Probably not a problem in the dash
gauges, since the fans come on. The dash does not control the fans, the gauge shows what the
computer thinks the temperature is. Either a wiring problem or bad computer. My 3. It starts fine
when the engine is cold. I can barely step on the gas pedal when it is warm and it will start right
up. I have cleaned around the throttle body butterfly and this did no help. Any ideas what may
be causing this? I did also see when cleaning the butterfly that there is a opening just past the
butterfly about the size of a dime that goes down had some carbon build up coming out of it. I
cleaned it out what I could but did not help. That opening is the idle air passage for the control
valve IAC. Sounds like you have an idle valve that is not working. You could try to remove it and
clean it real good. What can I do to make my heater blow hot air at all time. First check the
coolant level. If it is OK, you could have one of several problems- A sticking thermostat,
plugged heater core, temperature door actuator motor in the dash, etc. Any one could be faulty.
Won't start yet have 40 psi fuel pressure at the fuel rail. Runs great when starting fluid is
sprayed up the intake so I have spark I have no idea whats wrong and it's driving me up the
wall. Sounds like you are loosing fuel injector pulse. This is controlled by the PCM. Check all
fuses, then check with a test light that the injectors are getting a signal to fire. Chevy Berreta 3. I
have replaced plugs,fuel filter, regulator egr valve,air filter cleaned port in intake that goes to
EGR. Any ideas. If you are sure it is running rich, the EGR has nothing to do with it. What codes
do you have stored. If it is rich and the fuel pressure regulator FPR did not fix it, then your car
probably has a leaking fuel injector. The car won't pull a hill in the higher gear, especially when
the car is warm. And even on a flat surface, I just can't take off and throttle as fast I want to. It's
a slow acceleration. Sounds like a possibly low fuel pressure condition or plugged catalytic

converter. Get the computer codes scanned first. May give a direction to the problem. Problems
with a Pontiac Grand Am It is just very difficult to start it sounds like if it is getting to much fuel,
because wen I push the gas half way it start. Although it does it with difficulty and for the first
seconds the engine sounds like it is going to turn of and it smokes black. Then it starts to
function very normal and acceleration is good. Does any body has any idea what can cause this
issue? Sounds like a leaking fuel pressure regulator causing a rich condition. Just pull the
vacuum hose off of it after it has been off for a few minutes and look for gas to come out of it. I
have a Buick Century press on gas loud whistling no power after half throttle noise goes away
can not get overt 30 mph could it be converter. The noise you are hearing is the exhaust trying
to escape but cannot because your car has a plugged catalytic converter. Rough idle, runs fine
otherwise. Gas smell in passenger compartment while driving. EGR issue? Fuel injector issue?
A leaking fuel pressure regulator FPR or a stuck open fuel injector causing a rich condition and
smell of gas in the car. Chevy Monte Carlo Z34 when the outside temp is less than 50 the cold
car revs rpm then dies. This goes on until the car warms up then it runs fine. It runs fine when
the outside temp is over No codes are stored. Next thing I'm going to look at, and probably
should have looked at sooner is the Intake Air Temperature sensor. If you have the dual
overhead cam engine DOHC then you have a lower intake leaking vacuum. Pontiac Aztec leaks
coolant when the motor is warm back behind the back head up by the valve cover behind the
alternator there is no coolant in the oil but dont leak when the car is cold and haven't been
running cant find or see what would be causing this problem. The rear head gasket is leaking.
You should probably do both since it most likely has over heated. Where are the O2 sensors
Located on a V6, 3. One is in the rear exhaust manifold, the other is after the catalytic converter.
Q and A Main. How Things Work. You are not alone! Everything with bank 1, bank2 sensor 2,
etc. Bank 1 and Bank 2 refer to different sides of the engine. Bank 1 is the side with cylinders 1,
3, 5, 7. Bank 2 is the side with cylinders 2, 4, 6, 8. You can also try to find any stamps on the
cylinder block or head for any cylinder numbers. The front of the engine is the part where the
crankshaft pulley is located at. The side nearest the front is not the front of the engine. The
sensor number tells us where on the exhaust system, the O2 sensor or the Exhaust temperature
sensor is installed. The 1st sensor is located closest to the engine, and the last is located
towards the rear of the exhaust system. Some diesel engines have many exhaust temperature
sensors, and they can use sensors 1 â€” 2 â€” 3 â€” 4, etc. Bank 1 Sensor 1 is the first sensor
closest to the engine. Located on Bank 1 means it is located at the engine side with cylinders 1,
3, 5, 7, etc. Bank 2 Sensor 1 is the first sensor closest to the engine. Located on Bank 2 means it
is located at the engine side with cylinders 2, 4, 6, 8, etc. I have been working with cars for 10
years, specialized in diagnostics and troubleshooting. I created this blog because I was tired of
finding false information on the web while looking for repair information. I hope you enjoy my
content! Are you struggling to find out which O2 sensor you should replace? The truth is that it
is actually not that difficult! Lets find out! Contents show. What is Bank 1 vs Bank 2? Search
This Site Search. For more information go to Properly functioning oxygen sensors are important
when it comes to your vehicles fuel efficiency and reducing harmful exhaust emissions.
Meticulously engineered and evaluated to exceptional standards, Denso's 4-wire OE
replacement oxygen sensors will restore your ride to fresh-from-the-factory quality with their
perfect fit an Specifications: 4-wire We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Refine by:. Oxygen Sensor part. See All. Returns Policy. Quantity
Sold. Product Fit. Shop Chevrolet Malibu Oxygen Sensor. Showing 1 - 15 of 84 results. Display
item:. Sort by:. Guaranteed to Fit. Core Charge. Add to cart. Wire Length Thread Size : M Part
Number: RC Part Number: Part Number: WKP Designation: L61, Eng. Part Number: NP Quality
Universal Replacement Sensor. Page 1 of 6 Showing 1 - 15 of 84 results. Featured Brands.
Reviews Questions, Answers. Bosch invented the automotive oxygen sensor and is the number
one choice of vehicle manufacturers around the world. Established in Jul 31, Awesome
awesome awesome. Michael Crawford. Purchased on Jul 12, May 24, O2 senser. Fast delivery
correct part. James Dunn. Purchased on Jul 31, Aug 22, O2 sensor. Did the job check engine
light off sensor is working!! Purchased on Aug 07, Show More. Helpful Automotive Resources.
P Code: HO2S Heater Control Circuit Bank 1 Sensor 3 Newer car models determine oxygen
content through heated oxygen sen
honda fourtrax 250 manual
rav4 timing belt replacement
free vehicle technical data
sors in the exhaust system before and after the catalytic converter s. The information supplied
by the oxygen sensors helps the fuel system maintain the right air to fuel ratio. Downstream

oxygen sensors also help the PCM determine the efficiency of the. The PCM uses a closed-loop
air-fuel metering system and monitors the heated oxygen sensor signal voltage. It utilizes
various data from the sensors in the car, such as the oxygen sensors, manifold absolute
pressure. P Code: O2 Sensor Circuit Slow Response Bank 1, Sensor 2 The rear sensor is
located behind the catalytic converter, and bank 1 refers to the side of the engine that houses
the 1 cylinder. It uses this information to make short-term or long-term fuel corrections, like
changes in fuel delivery strategy and ignition timing, in order to achieve the optimal air-fuel
ratio. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

