2006 chevy cobalt rear brake diagram

See the Back button â€” blue bar at the very top of the page â€” to explore more. Add your
complaint? Consumer requests reimbursement for ignition key lock repairs. The consumer
stated the key became stuck in the ignition. The ignition cylinder was replaced. Also, she had
ongoing problems with the brakes, which almost resulted in an accident. Add Complaint. The
contact owns a Chevrolet Cobalt. The contact stated that when applying the brakes during rainy
weather, the vehicle would be slow to respond. The dealer was contacted but denied any
assistance with repairs to the failure. The manufacturer was not contacted. The vehicle was not
repaired. The failure and the current mileage was 52, The consumer stated the transmission pan
was flimsy and he was having problems with the transmission. Brakes sometimes stick. Like
driving with the brakes slightly applied. Front end ball joints are faulty and cause the car to
sound like the front end is going to fall off! I had to have them replaced. The rotors have been
nothing but trouble as well Brakes locking up on Chevy Cobalt. Vehicle is not equipped with
anti lock brakes. Also a friend with Cobalt brakes completely locked seized. Brakes burned up.
Car towed, and had to replace brakes. Experienced issues with stopping distance and steering
in Chevrolet Cobalt lt. Had brakes, shocks, and struts replaced In addition due to issue with the
control rods the U-joint in the steering column has been bent causing problems with steering.
The contact stated that while traveling at 10 mph, the rear spring on the driver side wheel that
held the brake pads fractured and caused the wheel to lock. The vehicle was taken to a local
repair facility where the mechanic advised that the manufacturer had changed the design of the
part from a stem to a spring. The failure mileage was 25, and the current mileage was 26, I have
a Chevy Cobalt ls. It has been giving me several problems. I have been fixing one thing after
another on my car. My car only have 46, miles. That is good for it being a I have problems with
my brakes. I have replaced the master cylinder and now I have to replace the brake booster. But
the worst problem that I am having now is the power steering. When im driving out of nowhere
the dash light up saying power steering. When this happens it is extremely hard to turn.
Especially if you are going at a slow speed. I have even been in an accident because of this. The
only way to get my power steering to work normally is to turn the car off and turn it back on. At
first it would work fine for awhile. But now it happens right when I start to drive. I can barely
afford to fix these other problems that I am having. I was online looking to see if I can find a
cheaper price. This is when I saw that there are hundreds of other people that have and still
have the same problem that I am having. This is how I know that it is not something that I have
done. With so many people having this problem, they need to fix it. Front brake rotors warped
twice had to get brakes and steering wheel has a shimmy in the front due to warped rotors and
rear are noisy and wear down same as front had to get brakes done again and rotors will need
to be replaced next brake job or when rotors warp again notice able and I don't want to put new
struts because of front end constantly shaking when rotors warp. The contact stated that the
vehicle had issues with the engine surging. She took the vehicle to the dealer and they stated
that there was a dirty injector, in which they replaced. In January of , the vehicle was taken to
the dealer and they reprogrammed the computer for the surging issue. In March of , the vehicle
was returned to the dealer for a recall on the injectors. In addition to the surging, the vehicle
would also shake violently when coming to a stop. The brakes and steering would not function
correctly. The vehicle was taken to the dealer in October of and the powertrain control module
was replaced. In November of , the contact took the vehicle to the dealer again in regards to the
violent shaking. The dealer could not duplicate the failure and advised the contact to call a tow
truck in the event of a crash because they could not assist. In November of , the vehicle began
shaking violently and crashed into the preceding vehicle. There were no injuries. The vehicle
was taken to another dealer, but they could not duplicate the failure as well. A complaint was
filed with the manufacturer and the contact is awaiting their response. She was advised to not
operate the vehicle. The speed was unknown. The current mileage was approximately 17, and
failure mileage was approximately 3, While driving approximately 45 mph, the vehicle began
sliding when the brake pedal was depressed. The vehicle landed in a ditch. The contact placed
the vehicle in reverse and was able to drive out of the ditch. The vehicle was taken to the dealer
for leaking fluids. The vehicle has gone off the road on three occasions while depressing the
brake pedal. The vehicle was taken to the dealer three times for the brakes and they found no
failures. The powertrain and failure mileage were unknown. The current mileage was 34, I
purchased a Cobalt ls level 2 used in October of Shortly after the purchase my car started a
moderate tone whistling and my heater started making a clicking noise which both are very
annoying. I have brought my car to the dealership whalen Chevrolet in greenwich NY many
many times and all they ever say is the noises are normal there's nothing they can do about it.
Shortly after those problems came about my wipers stopped working in a storm for no apparent
reason, when I brought the car to the dealership for this problem they blamed it on me saying I
was mis-using my wipers, apparently your not supposed to use them. Within days of that

problem my car started to bump when I'd touch the brakes, once again I brought the car to the
dealership and what do you know the dealership said it was my fault and the brake rotors
needed to be planed down. Still to this day the car is whistling the entire time it runs and the
heater is clicking away like always, it is apparent to me that this is no replacement for the lack
luster cavalier, it is the cavalier it's just prettied up a bit. During rush hour I veered away w-no
power to car ,from traffic behind me. Parked, shut car off, took key out of ignition, then replaced
and started it back up, and proceeded enroute. I called a taxi. I have severe back problems now,
and can not sit in the car for more than 20 min, upon a break of fresh air and a walk for the
spine. The driver crashed into a storage unit and pole causing damage to the storage unit, pole
and vehicle. There were no injuries sustained. The vehicle was driven home and later towed to
an independent repair shop where no problem was found. A police report was taken. The
vehicle stopped when hitting another vehicle. The dealership was unable to determine a
problem. Two months later, while traveling 30 mph, the same problem occurred. This time the
vehicle struck another vehicle causing minor damage and injury. There was a police report
taken at the scene and the vehicle was taken to the dealership. The manufacturer sent a
representative to read the black box. According to the black box, the vehicle was traveling 42
mph with the accelerator pedal slightly depressed, four seconds later the vehicle made impact
at 30 mph. The dealership is unable to determine the problem. Front brakes rotor and pads worn
out after miles. To be clear, that torch is burning bright with widespread power steering issues ,
electrical curiosities and a dangerous ignition switch defect which led to a massive recall by
GM. So how do you find out what problems are occurring? Any duplicates or errors? It's not us.
Don't waste your time wasting ours! If you are interested in advertising a for-profit service,
contact us. Find something helpful? Spread the word. Share on Facebook Retweet this page
Email this page. Add Complaint. The contact owns a Chevrolet Cobalt. Upon merging to enter
the highway, the accelerator pedal became stuck and the brakes failed to respond when the
brake pedal was depressed. The contact had to switch lanes, place the vehicle in neutral, and
coast over to the side of the road. The vehicle stalled and was towed. The vehicle was not
diagnosed or repaired. The manufacturer was notified of the failure. The approximate failure
mileage was , When driving the car it seems to feel like the brakes are being applied and the car
is towing a heavy load and the speed will decrease as I continue to drive forcing me to park the
vehicle. I turn the car off for an hour or two and it will drive normally again but if driven to long it
will slow down with the same problem. This is a typical city driving, stop and go at stop lights or
up and down small hills. The mechanic stated that it maybe the throttle body module but we are
not sure. Strange sounds thought it was hubs recently but on, wasn't. Realize the many recalls.
Non responsive GM. Many weeks wait for replacement parts no loaners. Search CarComplaints.
I have owned my Chevy Cobalt since Starting in all the way until now I have had issues with the
car that are related to the ignition switch recall. I took my car in to the Chevy dealer to take care
of the ignition switch recall on November 5, I got my car back the same day, they replaced the
ignition switch and gave me two new keys. Hence, Chevy's "recall ignition switch fix" does not
solve the problem with these cars! Whenever it pleases it will lose electrical power and turn off
the engine, leaving me stuck in the middle of a busy highway, this has happened on numerous
occasions!! The RPM gauge does the exact same thing. The car jolts forward uncontrollably,
like it is having a problem shifting especially when the RPM is between and When you go to
brake you have to slam the brakes all the way down because you lose your normal braking
power the car skids as you're braking and continues to jolt forward uncontrollably. Oh and on
top of all of this sometimes the power steering completely goes out leaving you with all of the
problems mentioned above and you can't steer properly! I was driving down the road. I just
reached 55 mph. My ignition shut off and I lost steering and brakes. I went to the right into the
ditch and hit a telephone pole. At that time yellow ABS, traction control and red brake system
failure. Called local dealer said car safe to drive. The shop found ABS fuse blown. Codes in
diagnostic U, U, U, U Wires traced to short in ignition switch. Car unable to be repaired due to
parts on back order. GM call was send to dealer no discussion of rental at this point. T looked at
car, but apparently read report. Service manager stated didn? Told me that again the fuses
blowing are not related. Explained again, this warning light issue was not happening prior to
incident 1. Dealer will work on securing rental. On the first week of June , my Chevy Cobalt went
in for the safety recall replacement of ignition switch. The car lost most of the engine
performance but stayed running. The car was then turned off and restarted, with dash light
warnings of engine light, tc light and a car security emblem light on. The car ran with very
limited power and strange clicking noise which was coming from the shifter. I have cell phone
video of the shifter nob clicking along with cell picture of the dash warning lights that are on.
Car had to be "man handled" to get it to a safe destination. The battery was disconnected a then
reconnected, with the thought of resetting computer. For how long, is anyone guess, this

strange occurrence has happened more than once. The car is scheduled to go to the Chevy
dealership for further diagnostics. They informed that it will be a week or so because their all
booked up. What a pain in the you fill the blank. A vehicle in front of my Chevrolet Cobalt
quickly applied their brakes which caused my daughter to quickly apply hers thus causing her
to hit the rear of the vehicle in front of her. The air bags immediatly deployed. My son, who was
in the passenger seat, noticed within seconds of the crash that the engine was on fire. He had to
quickly unhook both his and my daughters seat belt so they could evacuate the vehicle before
the cabin caught fire. Once my daughter was able to relax and gather herself and tell me what
she had remembered about the accident, she told me that it was very difficult to apply the
brakes and it didn't seem like it was stopping as quickly as usual. I ask her if she thought that
the car had stalled prior to the accident and she stated that she didn't know what it would feel
like to have a car stall while she was driving. I am unsure as to, number one, why the engine
caught fire immediatly after a 35mph impact and two, why was it very difficult for my daughter
to push on the brake pedal to stop at a time when you need to trust your vehicle the most"??
There is a BCM body control module problem in all Cobalts which hasn't came to light yet it's
very dangerous. It's all over the internet and there are videos on youtube, search for "Cobalt
electrical problems" "Cobalt power steering warning" this problem will cause the car gauges to
go crazy and it will say engine light, power steering, the transmission goes into safe mode and
shifts very hard and then car wants to chug and stall while your driving forcing you to pull over
if possible to avoid causing a major accident and then you have to turn the car off this just as
dangerous or more dangerous then the ongoing ignition switch recall. While looking on the
internet for answers to why this is happening I have found lot's and lot's of other people who
are having the exact same problems I have a ss Cobalt and this is what is happening to me. It
has happened 5 times in the last 2 months, I have made arrangement with a GM dealer from
where I have purchased the car to have the BCM body control module replaced at my expense
and hopefully this will make my car safer. But I don't know if it will for sure. Repeat this is not
related to the on going ignition switch recall on the Chevrolet Cobalt models, this is another
safety issue that needs to be addressed and investigated right away. It was a single car crash
which happened at night during a rain shower. Their were no witnesses, but the car crossed the
opposite lane of traffic and ran into the back end of a lowboy trailer a trailer used to Transport
heavy equipment the two 19 year old girls in the car were killed. Nothing about this accident
made sense until I heard about the ignition issue with the Cobalt. Their are many reasons that
the ignition could be the root of this accident, and if it can be determined that this is in fact true
I would like to be part of the process that sees that those responsible for the decision to put
profit over safety are punished. It was a clear night with light traffic. All of a sudden her car
veered to the right and crashed into a tree. She died of blunt force trauma to the head. There
were no brake marks and the air bags did not deploy which you would have expected with such
a violent collision. The contact owns a Chevy Cobalt. The contact became involved in a crash in
which the air bags did not deploy. The details of the crash were limited however, the contact
was traveling 20 mph when the crash occurred. There were no injuries and a police report was
not filed of the incident. The contact also stated that the brakes malfunctioned. Additionally, the
ignition switch failed. The failure mileage was , The car now has miles on it and have had
trouble with this same shaking when driving and it being violent when breaking. The dealership
states GM is aware but I still have had to redo my front brakes twice which helps temporarily..
The shop tells me the problem the first time was the front rotors were sticking and the ground
them down smooth. Then the shaking started again. I had to take my car in to have the rotors
ground down again and have a serpentine belt replaced. So here I am again 7 months later and
will have to do this again because the shaking has started again and is becoming so bad it will
have to go to the shop again at my cost for something they know about but will not fix. I have
already received a recall letter regarding the ignition problem but am told that the parts are not
available and will be informed when they are. I am afraid to drive my car any distance or speed
because I fear it will fail and I see that this has been an ongoing problem since and people have
complained but have received no satisfaction. Driving down the road and all items on gauge
cluster die and come back on over and over again. Security light pops on ABS light comes on
air bag light comes on. I lose power steering when this happens and sometime vehicle wont
start and my security light pops on. Sometimes nothing in my gauge cluster wont work and all
warning lights will appear when driving down the road or as soon as I start my vehicle. Rotors,
pads, and calipers were replaced. Car stopped but peddle went to floor. Bleed every wheel and
pumped brakes over and over again. This happened with the other brake job as well. Could not
let my daughter drive the car. Took car home and the next day was on the way to another dealer
when the brake peddle came up. Had to get vehicle towed and brakes replaced. On December
31, , my 25 year old daughter was driving along an interstate in her Chevy Cobalt. She crashed

into a tree along the side of the interstate. Her airbags did not deploy, and her seatbelt did not
lock. She died on impact, according to the police on reviewing the scene of the accident, my
son observed that the tracks left by the car before it crashed were in a straight line, suggesting
that the brakes either had not been applied or had not worked. On doing research, he found
information online suggesting that there had been other, similar crashes in Cobalts and that the
ignition switch was thought to be defective. We have already addressed this with GM and
completed our action, and, at the time, I filed a consumer complaint to document the issue. I
just read that this Agency will be investigating the issue, and I wanted to make sure you were
aware of my daughter's death in a Cobalt in which the air bags did not deploy, the seatbelt did
not lock, and that we strongly suspect, though GM never confirmed this, had a defective ignition
switch. Not what you are looking for? Search for something else:. Subaru Tesla Toyota
Volkswagen Volvo. Research By Category Body Style. Start a Loan Request Form Today! Used
Cars. By Make. TrailBlazer Traverse Trax. Used By Year. Filter Results reset. Body Style Coupe
4. Sedan 4. Trim LS 2. LTZ 1. SS Supercharged 1. Quick Specs. Engine Gas 4-Cyl, 2. EPA Class
Compact. Style Name 2dr Cpe LS. Drivetrain Front Wheel Drive. Passenger Capacity 5.
Passenger Doors 2. Body Style 2dr Car. Transmission Transmission, 5-speed manual, includes
3. Dimensions Vehicle. EPA Classification Compact. Base Curb Weight lbs Front Hip Room in
Front Leg Room in Second Shoulder Room in Second Head Room in Front Shoulder Room in
Second Hip Room in Front Head Room in Second Leg Room in Wheelbase in Track Width, Rear
in Height, Overall in Length, Overall in Min Ground Clearance in 5. Track Width, Front in Liftover
Height in - TBD -. Fuel Economy Fuel Tank. Fuel Tank Capacity, Approx gal Performance Specs
Engine. Engine Order Code L Fuel System SFI. Engine Type Gas 4-Cyl. Displacement 2. Clutch
Size in - TBD -. First Gear Ratio :1 3. Sixth Gear Ratio :1 NA. Trans Description Cont. Fourth
Gear Ratio :1 0. Final Drive Axle Ratio :1 3. Trans Order Code MM5. Second Gear Ratio :1 2.
Reverse Ratio :1 3. Again NA. Fifth Gear Ratio :1 0. Seventh Gear Ratio :1 NA. Trans Type 5.
Third Gear Ratio :1 1. Brake Type Pwr. Disc - Rear Yes or NA. Drum - Rear Yes or Yes. Front
Brake Rotor Diam x Thickness in Disc - Front Yes or Yes. Steering Type Pwr. Turning Diameter Curb to Curb ft Steering Ratio :1 , Overall Lock to Lock Turns Steering 3. Front Wheel Size in 15
x 6. Front Wheel Material Steel. Rear Wheel Size in 15 x 6. Rear Wheel Material Steel.
Suspension Type - Front Premium Ride. Suspension Type - Rear Cont. Suspension Type - Rear
Premium Ride. Suspension Type - Front Cont. Safety Features Safety. Air Bag-Frontal-Driver
Yes. Air Bag-Frontal-Passenger Yes. Brakes-ABS No. Daytime Running Lights Yes. Traction
Control No. Night Vision No. Rollover Protection Bars No. Fog Lamps No. Parking Aid No. Tire
Pressure Monitor No. Back-Up Camera No. Stability Control No. Other Features Air bags,
dual-stage, frontal, driver and right front passenger, Daytime running lamps. Warranty Warranty.
Basic Years 3. Corrosion Years 6. Drivetrain Years 3. Roadside Assistance Years 3. Other Specs
Cooling System. Total Cooling System Capacity qts 6. Maximum Alternator Capacity amps
Looking for other models of the Chevrolet Cobalt? Gas Mileage. Supercharged Gas 4-Cyl. Front
Wheel Drive. Passenger Capacity. All Rights Reserved. Stock photography by izmo, Inc. Read
our Cookie Policy. Replacing restraint system parts after a crash 1 66 section 1 seats and
restraint systems 1 1. Its engine upgraded from 22 l hp ecotec l61 inline 4 cylinder engine with
lb of torque in and model year to 20 l hp ecotec lnf turbo inline 4 cylinder engine with lb of
torque for to models. Available transmissions included 5 speed f Chevy chevrolet cobalt chevy
chevrolet cobalt chevy chevrolet cobalt chevy chevrolet cobalt chevy chevrolet cobalt it covers
every single detail on your car. This manual contains everything you will need to repair maintain
rebuild refurbish or restore your chevy chevrolet cobalt. Our knowledgeable staff has an
impressive combined experience of years and we are ready to serve you today. This model is
available as a 2 door coupe and 4 door sedan. I would like to take it apart to ascertain what
needs to be replaced. All models and all engines are included. Canada limited for chevrolet
motor division whenever it appears in this manual. Is there a manual that shows the front wheel
assembly. Chevrolet cobalt parts upgrades and accessories. The chevy cobalt is a compact
vehicle manufactured from to The cobalt xfe extra fuel economy one of the trim lines of the
chevrolet cobalt was released in Transmission parts extend the life of your transmission with
proper replacement parts straight from the factory. Since everything cobalt has been the
number one online shop for chevrolet cobalt aftermarket parts and upgrades. We carry over
parts from top brand names that will make your cobalt look better go faster and handle better
than the day you bought it. General motors gm the gm emblem chevrolet the chevrolet emblem
and. If you are the owner of this model and looking for repair parts to restore it to peak
performance check out carids collection. About the chevy cobalt. Chevrolet Cobalt Parts List.
Engine Diagrams Chevy Hhr Network. Front seats manual seats. Share this post. Newer Post
Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah
Artikel. About Contact Privacy Policy Disclaimer. Quick Links. Table of Contents. Seats and

Restraint Systems Front Seats. Rear Seats. Safety Belts. Child Restraints. Airbag System.
Restraint System Check. Features and Controls Doors and Locks. Theft-Deterrent Systems.
Starting and Operating Your Vehicle. Storage Areas. Instrument Panel Instrument Panel
Overview. Climate Controls. Warning Lights, Gages, and Indicators. Driving Your Vehicle Your
Driving, the Road, and Your Vehicle. Service and Appearance Care Maintenance Schedule
Maintenance Schedule. Customer Assistance and Information Automobile Chevrolet Avalanche
Owner's Manual pages. Keep this manual in the vehicle, so it will be there if it is needed while
you are on the road. Page 3 Safety Warnings and Symbols There are a number of safety
cautions in this book. A notice tells about something that can damage the vehicle. Page 5 These
are some examples of symbols that may be found on the vehicle The sudden movement could
startle and confuse you, or make you push a pedal when you do not want to. To raise the seat,
move the lever upward repeatedly until the seat is at the desired height. To lower the seat, move
the lever downward repeatedly until the seat is at the desired height. Page 10 Heated Seats Your
vehicle may have heated front seats. The switches are located on the instrument panel above
the climate control system. Press the side of the switch with the double indicator lights to turn
on the heated seat at the highest setting. That could cause injury to the person sitting there.
Always push and pull on the seatback to be sure it is locked. Do not have a seatback reclined if
your vehicle is moving. Page Head Restraints Head Restraints Press the button on the side of
the head restraint to adjust it. Adjust your head restraint so that the top of the restraint is
closest to the top of your head. This position reduces the chance of a neck injury in a crash. In a
sudden stop or crash, the person sitting there could be injured. After you have used it, be sure
to push rearward on an easy entry seat to be sure it is locked. To lower the rear seatback, follow
these steps: 1. Open the trunk and pull one or both of the small handles located in the center of
the trunk. Page Safety Belts To raise the rear seatback, lift it up and push rearward until you
hear a click. Push and pull on the seatback to be sure it is locked into place. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Do not allow people
to ride in any area of your vehicle that is not equipped with seats and safety belts. Put someone
on it. Take the simplest vehicle. Suppose it is just a seat on wheels. Page 18 Get it up to speed.
Then stop the vehicle. The rider does not stop. In a real vehicle, it could be the windshield Page
19 or the instrument panel With safety belts, you slow down as the vehicle does. You get more
time to stop. You stop over more distance, and your strongest bones take the forces. That is
why safety belts make such good sense. You could be â€” whether you are wearing a safety belt
or not. But you can unbuckle a safety belt, even if you are upside down. Be aware that there are
special things to know about safety belts and children. And there are different rules for smaller
children and babies. If a child will be riding in your vehicle, see Older Children on page or
Infants and Young Children on page Page 22 4. Push the latch plate into the buckle until it
clicks. Pull up on the latch plate to make sure it is secure. If the belt is not long enough, see
Safety Belt Extender on page Make sure the release button on the buckle is positioned so you
would be able to unbuckle the safety belt quickly if you ever had to. Page 23 What is wrong with
this? The shoulder belt is too loose. It will not give nearly as much protection this way. In a
crash, you would move forward too much, which could increase injury. Page 24 What is wrong
with this? The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. Page 25 What is wrong with
this? The shoulder belt is worn under the arm. It should be worn over the shoulder at all times.
In a crash, your body would move too far forward, which would increase the chance of head and
neck injury. Page 26 What is wrong with this? The belt is twisted across the body. In a crash,
you would not have the full width of the belt to spread impact forces. The belt should go back
out of the way. Before you close the door, be sure the belt is out of the way. If you slam the door
on it, you can damage both the belt and your vehicle. Like all occupants, they are more likely to
be seriously injured if they do not wear safety belts. A pregnant woman should wear a
lap-shoulder belt, and the lap portion should be worn as low as possible, below the rounding,
throughout the pregnancy. Page 29 Lap-Shoulder Belt All rear seat positions have lap-shoulder
belts. Here is how to wear one properly. Pick up the latch plate and pull the belt across you. Do
not let it get twisted. The shoulder belt may lock if you pull the belt across you very quickly.
Page 30 The lap part of the belt should be worn low and snug on the hips, just touching the
thighs. In a crash, this applies force to the strong pelvic bones. And you would be less likely to
slide under the lap belt. If you slid under it, the belt would apply force at your abdomen. Rear
Safety Belt Comfort Guides Rear shoulder belt comfort guides may provide added safety belt
comfort for older children who have outgrown booster seats and for some adults. When
installed on a shoulder belt, the comfort guide positions the belt away from the neck and head.
Page 32 2. Slide the guide under and past the belt. The elastic cord must be under the belt.
Then, place the guide over the belt, and insert the two edges of the belt into the slots of the

guide. The elastic cord must be under the belt and the guide on top. The person wearing the belt
could be seriously injured. The shoulder belt should go over the shoulder and across the chest.
These parts of the body are best able to take belt restraining forces. Page Safety Belt
Pretensioners Safety Belt Pretensioners Your vehicle has safety belt pretensioners for the
driver and right front passenger. Although you cannot see them, they are located on the
retractor part of the safety belts. What is the proper way to wear safety belts? An older child
should wear a lap-shoulder belt and get the additional restraint a shoulder belt can provide.
Here two children are wearing the same belt. The belt can not properly spread the impact forces.
In a crash, the two children can be crushed together and seriously injured. A belt must be used
by only one person at a time. Here a child is sitting in a seat that has a lap-shoulder belt, but the
shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. This includes infants and all other children. Neither the distance
traveled nor the age and size of the traveler changes the need, for everyone, to use safety
restraints. In fact, the law in every state in the United States and in every Canadian province
says children up to some age must be restrained while in a vehicle. Airbags plus lap-shoulder
belts offer protection for adults and older children, but not for young children and infants. Page
40 What are the different types of add-on child restraints? Page 42 A rear-facing infant seat B
provides restraint with the seating surface against the back of the infant. The harness system
holds the infant in place and, in a crash, acts to keep the infant positioned in the restraint. A
booster seat can also help a child to see out the window. Page Where To Put The Restraint
Where to Put the Restraint Accident statistics show that children are safer if they are restrained
in the rear rather than the front seat. We recommend that child restraints be secured in a rear
seat, including an infant riding in a rear-facing infant seat, a child riding in a forward-facing
child seat and an older child riding in a booster seat. This system is designed to make
installation of a child restraint easier. A top tether anchor is built into the vehicle. The top tether
attachment B on the child restraint connects to the top tether anchor in the vehicle in order to
reduce the forward movement and rotation of the child restraint during driving or in a crash.
Page 49 To assist you in locating the top tether anchors, the top tether anchor symbol is located
on the trim cover. Pull open the trim cover to access the anchor. Be sure to use an anchor
located on the same side of the vehicle as the seating position where the child restraint will be
placed. In a crash, the child could be seriously injured or killed. Page 51 2. If the child restraint
manufacturer recommends that the top tether be attached, attach and tighten the top tether to
the top tether anchor, if equipped. Refer to the child restraint instructions and the following
steps: 2. Find the top tether anchor. If your child restraint does not have the LATCH system, you
will be using the lap-shoulder belt to secure the child restraint in this position. Page 53 4. Pull
the rest of the shoulder belt all the way out of 5. To tighten the belt, push down on the child
restraint, the retractor to set the lock. If your child restraint manufacturer recommends using a
top tether, attach and tighten the top tether to the top tether anchor. There is no top tether
anchor at the right front seating position. Do not secure a child restraint in this position if a
national or local law requires that the top tether be anchored or if the instructions that come
with the child restraint say that the top tether must be anchored. Page 56 5. Pull the rest of the
shoulder belt all the way out of 6. Page Airbag System 7. Push and pull the child restraint in
different directions to be sure it is secure. If your vehicle has a passenger sensing system and
the airbag is off, the off indicator on the instrument panel will be lit and stay lit when the key is
turned to RUN or START. Page 58 Here are the most important things to know about the airbag
system: CAUTION: You can be severely injured or killed in a crash if you are not wearing your
safety belt â€” even if you have airbags. Wearing your safety belt during a crash helps reduce
your chance of hitting things inside the vehicle or being ejected from it. Page Where Are The
Airbags There is an airbag readiness light on the instrument panel cluster, which shows the
airbag symbol. The system checks the airbag electrical system for malfunctions. The light tells
you if there is an electrical problem. See Airbag Readiness Light on page for more information.
If your vehicle has a side impact airbag for the driver and the person seated directly behind the
driver, it is located in the ceiling above the side windows. Page 62 If your vehicle has a side
impact airbag for the right front passenger and the person directly behind that passenger, it is
located in the ceiling above the side windows. A side impact airbag is intended to deploy on the
side of the vehicle that is struck. Additional windshield breakage may also occur from the right
front passenger airbag. Page Servicing Your Airbag-Equipped Vehicle Aftermarket equipment,
such as seat covers, can affect how well the passenger sensing system operates. You may want
to consider not using seat covers or other aftermarket equipment if your vehicle has the
passenger sensing system. Page 71 Adding Equipment to Your Airbag-Equipped Vehicle Is
there anything I might add to the front or sides of the vehicle that could keep the airbags from
working properly? Page Restraint System Check Restraint System Check Checking the

Restraint Systems Now and then, make sure the safety belt reminder light and all your belts,
buckles, latch plates, retractors and anchorages are working properly. Look for any other loose
or damaged safety belt system parts. If you see anything that might keep a safety belt system
from doing its job, have it repaired. If belts are cut or damaged, replace them. Collision damage
also may mean you will need to have LATCH system, safety belt or seat parts repaired or
replaced. New parts and repairs may be necessary even if the belt or LATCH system was not
being used at the time of the collision. They could operate the power windows or other controls
or even make the vehicle move. The children or others could be badly injured or even killed. Do
not leave the keys in a vehicle with children. Page Remote Keyless Entry System One key is
used for the ignition, the doors and all other locks. Operation is subject to the following two
conditions: 1. This device may not cause interference. This device must accept any interference
received, including interference that may cause undesired operation of the device. Page 79 Lock
: Press the lock button to lock all the doors. Page Battery Replacement Matching Transmitter s
to Your Vehicle Each remote keyless entry transmitter is uniquely coded to prevent another
transmitter from unlocking the vehicle. If a transmitter is lost or stolen, a replacement can be
purchased through your GM dealer. Remember to bring any additional transmitters with you
when you go to your dealer. When a door is locked, the handle will not open it. You increase the
chance of being thrown out of the vehicle in a crash if the doors are not locked. Page Lockout
Protection When you want to open a rear door when the security lock is on, do the following: 1.
Unlock the door using the remote keyless entry transmitter, if equipped, the power door lock
switch, or by lifting the rear door manual lock. They can be overcome by the extreme heat and
suffer permanent injuries or even death from heat stroke. Never leave a child, a helpless adult,
or a pet alone in a vehicle, especially with the windows closed in warm or hot weather. Page
Power Windows Manual Windows If your vehicle has manual windows, use the window crank to
open and close each window. Swing down the sun visor and lift the cover to expose the mirror.
Theft-Deterrent Systems Vehicle theft is big business, especially in some cities. Although your
vehicle has a number of theft-deterrent features, we know that nothing we put on it can make it
impossible to steal. If the system is armed and the trunk is opened using the trunk release
button on the transmitter, the system will temporarily disarm itself and re-arm when the trunk
has been closed. Verify that the new key has a 2. Insert the already programmed key in the
ignition and start the engine. If the engine will not start, see your dealer for service. Page
Ignition Positions Ignition Positions With the key in the ignition switch, you can turn it to four
different positions. Notice: Using a tool to force the key from the ignition switch could cause
damage or break the key. Use the correct key and turn the key only with your hand. Page 93
RUN : This is the position the switch returns to after you start your engine and release the
switch. The switch stays in the RUN position when the engine is running. But even when the
ignition is not running, you can use RUN to operate your electrical accessories and to display
some warning and indicator lights. Page Starting The Engine 3. Remove the key. Have your
vehicle serviced at your GM dealer as soon as possible. Your vehicle will not start if the clutch
pedal is not all the way down â€” that is a safety feature. Starting Procedure 1. You will get
easier starting and better fuel economy during engine warm-up. Usually, the coolant heater
should be plugged in a minimum of four hours prior to starting your vehicle. Page 97 Automatic
Transaxle Operation If your vehicle is equipped with an automatic transaxle, the shift lever is
located on the console between the seats. There are several different positions for the
automatic transaxle. It is the best position to use when you start your engine because your
vehicle cannot move easily. The repairs would not be covered by your warranty. However, it
offers braking from the engine for slight downgrades where the vehicle would otherwise
accelerate due to steepness of grade. If repetitive shifts occur between third and fourth gears
on steep uphills, this position can be used to prevent repetitive shifting. Slowly let up on the
clutch pedal as you press the accelerator pedal. To stop, let up on the accelerator pedal and
press the brake pedal. For vehicles equipped with an armrest, lift the console armrest in order
to access the parking brake lever. Page Shifting Into Park P Automatic Transaxle To set the
parking brake, hold the brake pedal down and pull up on the parking brake lever. If the ignition
is on, the brake system warning light will come on. See Brake System Warning Light on page To
release the parking brake, hold the brake pedal down. Do not park over papers, leaves, dry
grass, or other things that can burn. It contains the gas carbon monoxide CO , which you
cannot see or smell. But if you ever have to, here are some things to know. Page Mirrors Mirrors
Manual Rearview Mirror To reduce glare from lamps behind you, move the lever toward you to
the night position. To adjust a mirror, use the arrows located on the four-way control pad to
move the mirror in the desired direction. Cupholder s There are two cupholders located at the
front of the center console, in front of the shift lever. There are also cupholders for the rear seat
passengers located at the rear of the center console. Page Sunroof Sunroof Your vehicle may

be equipped with a power sunroof. The switch that operates it is located on the headliner. Page
The main components of your instrument panel are the following: A. Side Window Outlets. See
Climate Control System on page Air Outlets. See Outlet Adjustment on page They also let police
know you have a problem. To tilt the wheel, pull down the lever. Then move the wheel to a
comfortable position, pull up the lever to lock the wheel in place. These positions allow you to
signal a turn or a lane change. To signal a turn, move the lever all the way up or down. Page
Windshield Wipers Windshield Wipers Use this lever, located on the right side of the steering
wheel, to operate the windshield wipers. Off : Move the lever to this position to turn off the
windshield wipers. Page Cruise Control Heavy snow or ice can overload your wiper motor. A
circuit breaker will stop the motor until it cools. Clear away snow or ice to prevent an overload.
If the motor gets stuck, turn the wipers off, clear away the snow or ice, and then turn the wipers
back on. You could be startled and even lose control. Keep the cruise control switch off until
you want to use cruise control. Page Resuming a Set Speed Suppose you set your cruise
control at a desired speed and then you apply the brake. This, of course, disengages the cruise
control. To return to your previously set speed, you do not need to go through the set process
again. Page Ending Cruise Control To end cruise control, step lightly on the brake pedal or the
clutch if your vehicle has a manual transmission. Stepping on the brake pedal or clutch will only
end the current cruise control session. Page Wiper Activated Headlamps Wiper Activated
Headlamps This feature activates the headlamps and parking lamps after the windshield wipers
are turned on. For this feature to work, automatic lighting must be enabled. See Headlamps on
page for additional information. When the ignition is turned off, the wiper-activated headlamps
will immediately turn off. Page Fog Lamps Fog Lamps The fog lamp button is located on the
instrument panel, to the left of the steering wheel. The ignition must be on to turn your fog
lamps on. Push the button to turn the fog lamps on. An indicator light on the cluster will come
on when the fog lamps are on. These lamps will fade out after about 20 seconds after all of the
doors have been closed or when the ignition is turned on. These lamps will also go on when
you press the trunk release, unlock symbol button or the horn symbol on the keyless entry
system transmitter. Page Climate Controls When adding electrical equipment, be sure to follow
the installation instructions included with the equipment. Notice: Improper use of the power
outlet can cause damage not covered by your warranty. Do not hang any type of accessory or
accessory bracket from the plug because the power outlets are designed for accessory power
plugs only. Page Operation To change the current mode, select one of the following: Vent : This
mode directs air to the instrument panel outlets. Page Defogging And Defrosting On hot days,
open the windows to let hot inside air escape; then close them. This helps to reduce the time it
takes for your vehicle to cool down. It also helps the system to operate more efficiently. For
quick cool down on hot days: 1. The rear window defogger will only work when the ignition is in
RUN. See Scheduled Maintenance on page for replacement intervals. Reverse Steps 1 through 5
making sure the glove box door snaps back into place. Page Instrument Panel Cluster
Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a glance
how your vehicle is running. You will know how fast you are going, about how much fuel is left
in the tank, and many other things you will need to drive safely and economically. You can set a
Trip A and Trip B odometer. This would only occur if the passenger airbag is enabled. Page
Passenger Airbag Status Indicator If the airbag readiness light stays on after you start the
vehicle or comes on when you are driving, your airbag system may not work properly. Have
your vehicle serviced right away. Page Charging System Light If, after several seconds, all
status indicator lights remain on, or if there are no lights at all, there may be a problem with the
lights or the passenger sensing system. See your dealer for service. CAUTION: If the off
indicator and the airbag readiness light ever come on together, it means that something may be
wrong with the airbag system. Page Up-Shift Light Your vehicle may have an up-shift light.
When this light comes on, you should shift to the next higher gear if weather, road, and traffic
conditions allow you to. This light is located in your instrument panel cluster to the left of the
tachometer. Page Anti-Lock Brake System Warning Light When the ignition is on, the brake
system warning light will also come on when you set your parking brake. The light will stay on if
your parking brake does not release fully. If it stays on after your parking brake is fully released,
it means you have a brake problem. If this happens you should pull over and turn off the engine
as soon as possible. See Engine Overheating on page for more information. Notice: Driving with
the engine coolant temperature warning light on could cause your vehicle to overheat. If so,
reinstall the fuel cap, making sure to fully install the cap. See Filling the Tank on page The
diagnostic system can determine if the fuel cap has been left off or improperly installed. Page
Maintenance Schedule Your vehicle will not pass this inspection if the OBD on-board diagnostic
system determines that critical emission control systems have not been completely diagnosed
by the system. The vehicle would be considered not ready for inspection. This can happen if

you have recently replaced your battery or if your battery has run down. Fog Lamp Light If
equipped, the fog lamps light will come on when the fog lamps are in use. The light will go out
when the fog lamps are turned off. See Fog Lamps on page for more information. Page Boost
Gage Here are four things that some owners ask about. All messages will appear in the DIC
display, located at the bottom of the tachometer on the instrument panel cluster. These modes
show the current distance traveled since the last reset for each trip odometer in either miles mi
or kilometers km. Both odometers can be used at the same time. It will alert you to change your
oil on a schedule consistent with your driving conditions. Turn the ignition on while the vehicle
is stopped. Press and hold the information and reset buttons at the same time for several
seconds, then release to enter the personalization menu. To reset the system, see Engine Oil
Life System on page Page Audio System S Audio System s Determine which radio your vehicle
has and then read the pages following to familiarize yourself with its features. Driving without
distraction is a necessity for a safer driving experience. See Defensive Driving on page If that
equipment is replaced or additional equipment is added to your vehicle, the chimes may not
work. Make sure that replacement or additional equipment is compatible with your vehicle
before installing it. Volume : Turn this knob to increase or to decrease the volume. Turn the
radio on. You will hear a beep and the level will be adjusted to the middle position. If a CD is
recorded on a personal computer and a description label is needed, try labeling the top of the
recorded CD with a marking pen instead. Notice: If you add any label to a CD, insert more than
one CD into the slot at a time, or attempt to play scratched or damaged CDs, you could To
change the default on the display, press this knob until you see the display you want, then hold
the knob for two seconds. You will hear a beep and the selected display will now be the default.
AUTO Automatic Volume : With automatic volume, the audio system adjusts automatically to
make up for road and wind noise as you drive. Set the volume at the desired level. Page To scan
preset stations, press and hold either arrow for more than four seconds until you hear two
beeps. Then turn the ADJ knob to move the sound toward the right or the left speakers. You will
hear the announcement, even if the volume is low or a CD is playing. If a CD is playing, play will
stop during the announcement. The player will pull it in and the CD should begin playing. As
each new track starts to play, the track number will appear on the display. Page Random : Press
this pushbutton to hear the tracks in random, rather than sequential, order. Turn the ADJ knob,
while in random, to take you to the previous or next track in sequential order. When the
temperature returns to normal, the CD should play. Page Set the volume at the desired level.
Each higher setting will allow for more volume compensation at faster vehicle speeds. Then as
you drive, automatic volume increases the volume, as necessary, to overcome noise at any
speed. The next and previous folder functions will have no function on a CD that was recorded
without folders or playlists. When displaying the name of the folder the radio will display ROOT.
The CD should begin playing and the CD symbol will appear on the display. Pressing this
pushbutton while in folder random mode will take you to the previous folder and random the
tracks in that folder. Page To change the default on the display, press the DISP knob until you
see the display you want, then hold this knob for two seconds. Press this button to display the
artist name and album contained in the tag. The radio will only seek preset stations with a
strong signal that are in the selected band. Store them in their original cases or other protective
cases and away from direct sunlight and dust. The CD player scans the bottom surface of the
disc. If the surface of a CD is damaged, such as cracked, broken, or scratched, the CD will not
play properly or not at all. Please start with a very important safety device in your vehicle:
Buckle up. Page Drunken Driving Drunken Driving Death and injury associated with drinking
and driving is a national tragedy. It is the number one contributor to the highway death toll,
claiming thousands of victims every year. Page According to the American Medical Association,
a lb 82 kg person who drinks three 12 ounce ml bottles of beer in an hour will end up with a BAC
of about 0. Page But the ability to drive is affected well below a BAC of 0. Research shows that
the driving skills of many people are impaired at a BAC approaching 0. All drivers are impaired
at BAC levels above 0. They are the brakes, the steering, and the accelerator. All three systems
have to do their work at the places where the tires meet the road. Page Anti-Lock Brake System
Abs And, of course, actual stopping distances vary greatly with the surface of the road, whether
it is pavement or gravel; the condition of the road, whether it is wet, dry, or icy; tire tread; the
condition of your brakes; the weight of the vehicle; and the amount of brake force applied. Page
Let us say the road is wet and you are driving safely. Suddenly, an animal jumps out in front of
you. You slam on the brakes and continue braking. Here is what happens with ABS: A computer
senses that wheels are slowing down. If one of the wheels is about to stop rolling, the computer
will separately work the brakes at each wheel. You may feel a slight brake pedal pulsation or
notice some noise, but this is normal. Braking in Emergencies At some time, nearly every driver
gets into a situation that requires hard braking. Page If your vehicle is in cruise control when

the Enhanced Traction System begins to limit wheel spin, the cruise control will automatically
disengage. When road conditions allow you to safely use it again, you may re-engage the cruise
control. See Cruise Control on page A limited-slip transaxle can give you additional traction on
snow, mud, ice, sand or gravel. It works like a standard transaxle most of the time, but when
one of the front wheels loses traction, this feature will allow the wheel with traction to move the
vehicle. Page Steering In Emergencies The same thing can happen if you are steering through a
sharp curve and you suddenly accelerate. Those two control systems â€” steering and
acceleration â€” can overwhelm those places where the tires meet the road and make you lose
control. Page Off-Road Recovery An emergency like this requires close attention and a quick
decision. But you have to act fast, steer quickly, and just as quickly straighten the wheel once
you have avoided the object. Page Passing Passing The driver of a vehicle about to pass
another on a two-lane highway waits for just the right moment, accelerates, moves around the
vehicle ahead, then goes back into the right lane again. A simple maneuver? Not necessarily!
Passing another vehicle on a two-lane highway is a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming traffic for several seconds. When you are
far enough ahead of the passed vehicle to see its front in your inside mirror, activate your right
lane change signal and move back into the right lane. Page A cornering skid is best handled by
easing your foot off the accelerator pedal. If you do not have the Enhanced Traction System, or
if the system is off, then an acceleration skid is also best handled by easing your foot off the
accelerator pedal. After reviewing your warranty book, please see the GM Performance Parts
website or catalog and contact the race sanctioning bodies, for example Sports Car Club of
America SCCA or Grand American, for parts and equipment required for racing or other
competitive driving. Glare at night is made much worse by dirt on the glass. Even if your
windshield wiper blades are in good shape, a heavy rain can make it harder to see road signs
and traffic signals, pavement markings, the edge of the road, and even people walking. Get a
city map and plan your trip into an unknown part of the city just as you would for a
cross-country trip. If you have a clear view of the freeway as you drive along the entrance ramp,
you should begin to check traffic. Are all windows clean inside and outside? Your brakes will
have to do all the work of slowing down. They could get so hot that they would not work well.
You would then have poor braking or even none going down a hill. Also see Tires on page Page
What is the worst time for this? Wet ice. Very cold snow or ice can be slick and hard to drive on.
But wet ice can be even more trouble because it may offer the least traction of all. Brake so your
wheels always keep rolling and you can still steer. This can cause deadly CO carbon monoxide
gas to get inside. CO could overcome you and kill you. You cannot see it or smell it, so you
might not know it is in your vehicle. This saves fuel. When you run the engine, make it go a little
faster than just idle. That is, push the accelerator slightly. This uses less fuel for the heat that
you get and it keeps the battery charged. That will clear the area around your front wheels. Page
5. Determine the combined weight of luggage and cargo being loaded on the vehicle. That
weight may not safely exceed the available cargo and luggage load capacity calculated in Step
4. If your vehicle will be towing a trailer, the load from your trailer will be transferred to your
vehicle. The GVWR includes the weight of the vehicle, all occupants, fuel, and cargo. Page
Towing If you put things inside your vehicle â€” like suitcases, tools, packages, or anything else
â€” they will go as fast as the vehicle goes. If you have to stop or turn quickly, or if there is a
crash, they will keep going. Page Dinghy Towing With the proper preparation and equipment,
many vehicles can be towed in these ways. Page Dolly Towing Remember to reinstall the fuse
once you have reached your destination. Notice: Towing your vehicle from the rear could
damage it. For example, if the trailer is too heavy, the brakes may not work well â€” or even at
all. Make sure your rig will be legal, not only where you live but also where you will be driving.
Page Safety Chains Hitches It is important to have the correct hitch equipment. Crosswinds,
large trucks going by and rough roads are a few reasons why you will need the right hitch.
Before setting out for the open road, you will want to get to know your rig. Acquaint yourself
with the feel of handling and braking with the added weight of the trailer. And always keep in
mind that the vehicle you are driving is now a good deal longer and not nearly as responsive as
your vehicle is by itself. Page Making Turns Making Turns Notice: Making very sharp turns while
trailering could cause the trailer to come in contact with the vehicle. Your vehicle could be
damaged. Avoid making very sharp turns while trailering. When you are turning with a trailer,
make wider turns than normal. If something goes wrong, your rig could start to move. People
can be injured, and both your vehicle and the trailer can be damaged. But if you ever have to
park your rig on a hill, here is how to do it: 1. See Scheduled Maintenance on page for more on
this. Page Section 5 Service Page Section 5 Tires Page Service Service Your dealer knows your
vehicle best and wants you to be happy with it. We hope you will go to your dealer for all your
service needs. You will get genuine GM parts and GM-trained and supported service people. We

hope you will want to keep your GM vehicle all GM. This may cause wind noise and affect
windshield washer performance. Check with your dealer before adding equipment to the outside
of your vehicle. Some gasolines may contain an octane-enhancing additive called
methylcyclopentadienyl manganese tricarbonyl MMT. General Motors recommends against the
use of gasolines containing MMT. See Additives on page for additional information. Do not use
fuel containing methanol. It can corrode metal parts in your fuel system and also damage the
plastic and rubber parts. That damage would not be covered under your warranty. To help avoid
injuries to you and others, read and follow all the instructions on the pump island. Turn off your
engine when you are refueling. Do not smoke if you are near fuel or refueling your vehicle. Fuel
can spray out on you if you open the fuel cap too quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather. Open the fuel cap slowly and wait for any hiss
noise to stop. Static electricity discharge from the container can ignite the gasoline vapor. You
can be badly burned and your vehicle damaged if this occurs. Pull the interior hood release
lever with this symbol on it. Then go to the front of the vehicle and push the secondary hood
release lever to the left. Page A. Engine Oil Fill Cap. Engine Oil Dipstick Out of View. Page When
you open the hood on the 2. Page Engine Oil A. Windshield Washer Fluid Reservoir. Engine Oil
Dipstick. But you must use the right kind. This section explains what kind of oil to use. Failure
to use the recommended oil can result in engine damage not covered by your warranty. These
numbers on an oil container show its viscosity, or thickness. This is based on engine
revolutions and engine temperature, and not on mileage. Based on driving conditions, the
mileage at which an oil change will be indicated can vary considerably. This will tell you the
system has been reset. Turn the key to LOCK. If a leak occurs, take your vehicle to the
dealership service department and have it repaired as soon as possible. Page Checking Coolant
If you have to add coolant more than four times a year, have your dealer check your cooling
system. Use only the proper mixture of the engine coolant listed in this manual for the cooling
system. Plain water, or some other liquid such as alcohol, can boil before the proper coolant
mixture will. With plain water or the wrong mixture, your engine could get too hot. Be sure the
cap is properly and tightly secured. The coolant surge tank pressure cap must be fully installed
on the coolant surge tank. If you get an engine coolant temperature warning, but see or hear no
steam, the problem may not be too serious. Page Cooling System Cooling System When you
decide it is safe to lift the hood, here is what you will see: 2. Electric Engine Cooling Fan B.
Coolant Surge Tank and Pressure Cap 2. Page If the coolant inside the coolant surge tank is
boiling, do not do anything else until it cools down. The vehicle should be parked on a level
surface. If it is not, you may have a leak at the pressure cap or in the radiator hoses, heater
hoses, radiator, water pump, or somewhere in the cooling system. Failure to follow this
procedure could cause your engine to overheat and be severely damaged. If you have not found
a problem yet, check to see if coolant is visible in the coolant surge tank. With plain water or the
wrong mixture, your engine could get too hot but you would not get the overheat warning. Page
Windshield Washer Fluid 3. If the level is below the line, add additional coolant to bring the level
up to the line. See Engine Compartment Overview on page for reservoir location. Page Brake
Wear Brake Wear Your vehicle has front disc brakes and may have rear drum brakes or rear
disc brakes. Disc brake pads have built-in wear indicators that make a high-pitched warning
sound when the brake pads are worn and new pads are needed. Page Battery Brake Adjustment
Every time you make a moderate brake stop, your disc brakes adjust for wear. If you rarely
make a moderate or heavier stop, then your brakes might not adjust correctly. If you drive in
that way, then â€” very carefully â€” make a few moderate brake stops about every 1, miles 1
km , so your brakes will adjust properly. Page Vehicle Storage Vehicle Storage If you are not
going to drive your vehicle for 25 days or more, remove the black, negative cable from the
battery. This will help keep your battery from running down. Page 2. Get the vehicles close
enough so the jumper cables can reach, but be sure the vehicles are not touching each other. If
they are, it could cause a ground connection you do not want. You would not be able to start
your vehicle, and the bad grounding could damage the electrical systems. Page The remote
negative ground terminal, marked GND , is located behind the engine coolant surge tank. Keep
your hands away from moving parts once the engine is running. Check that the jumper cables
do not have loose or missing insulation. If they do, you could get a shock. Page Headlamp
Aiming Notice: If the jumper cables are connected or removed in the wrong order, electrical
shorting may occur and damage the vehicle. Always connect and remove the jumper cables in
the correct order, making sure that the cables do not touch each other or other metal. Page It is
recommended that the vehicle is taken to your dealer for service if the headlamps need to be
re-aimed. It is possible however, to re-aim the headlamps as described in the following
procedure. Page To adjust the vertical aim on the headlamps, do the following: 1. Find the aim
dot on the lens of the low-beam lamp. Measure the distance from the ground to the aim dot on

the lamp. Record the distance. Page Bulb Replacement 5. Turn the vertical aiming screw until
the headlamp beam is aimed to the horizontal tape line. The top edge of the cut-off should be
positioned at the bottom edge of the horizontal tape line. Repeat Steps 4 and 5 for the opposite
headlamp. Bulb Replacement For the proper type of replacement bulbs, see Replacement Bulbs
on page Sidemarker C. Headlamp To replace one of these bulbs, do the following: 1. Open the
hood. See Hood Release on page for more information. Pull the headlamp assembly up on an
angle and towards the radiator to remove. Disconnect the bulb base from the wiring harness by
lifting the plastic locking tab. To replace a headlamp bulb, do the following: 7. Disconnect the
wiring harness from the bulb socket. Pull the bulb assembly down to access the bulbs. Remove
the bulb by pulling it straight out. Install a new bulb. Align the tabs in the bulb assembly with
the assembly in the trunk lid. Push the bulb assembly back into place until it snaps in. Pull the
old bulb out of the socket. Reverse Steps 1 through 6 to reinstall the taillamp assembly. Open
the trunk. See Trunk on page for more information. Locate the back-up lamp bulb assembly in
the trunk lid. Remove the bulb socket by turning it counterclockwise. Windshield Wiper Blade
Replacement Windshield wiper blades should be inspected for wear or cracking. Page Tires
Tires Your new vehicle comes with high-quality tires made by a leading tire manufacturer. If you
ever have questions about your tire warranty and where to obtain service, see your GM
Warranty booklet for details. These tires are designed for very responsive driving on wet or dry
pavement. The examples below show a typical passenger vehicle tire and a compact spare tire
sidewall. Page Tire Size Tire Size The following illustration shows an example of a typical
passenger vehicle tire size. Page Belt: A rubber coated layer of cords that is located between
the plies and the tread. Cords may be made from steel or other reinforcing materials. Bead: The
tire bead contains steel wires wrapped by steel cords that hold the tire onto the rim. Bias Ply
Tire: A pneumatic tire in which the plies are laid at alternate angles less than 90 degrees to the
centerline of the tread. Page Occupant Distribution: Designated seating positions. Outward
Facing Sidewall: The side of an asymmetrical tire that has a particular side that faces outward
when mounted on a vehicle. Do not forget to check the compact spare tire, it should be at 60 psi
kPa. For additional information regarding the compact spare tire, see Compact Spare Tire on
page Any time you notice unusual wear, rotate your tires as soon as possible and check wheel
alignment. Also check for damaged tires or wheels. If your vehicle has these tires, and you need
to replace them, you can still get these TPC Spec rated tires by asking your GM dealer. Use only
radial-ply tires with the wheels on your vehicle. Page Uniform Tire Quality Grading Uniform Tire
Quality Grading Quality grades can be found where applicable on the tire sidewall between
tread shoulder and maximum section width. Sustained high temperature can cause the material
of the tire to degenerate and reduce tire life, and excessive temperature can lead to sudden tire
failure. Page Used Replacement Wheels Your dealer will know the kind of wheel you need. Each
new wheel should have the same load-carrying capacity, diameter, width, offset and be mounted
the same way as the one it replaces. If you need to replace any of your wheels, wheel bolts or
wheel nuts, replace them only with new GM original equipment parts. There is not enough
clearance. Tire chains used on a vehicle without the proper amount of clearance can cause
damage to the brakes, suspension, or other vehicle parts. Page Changing A Flat Tire A rear
blowout, particularly on a curve, acts much like a skid and may require the same correction you
would use in a skid. In any rear blowout remove your foot from the accelerator pedal. Get the
vehicle under control by steering the way you want the vehicle to go. The following information
will tell you how to use the jack and change a tire. Cover B. Retainer C. Spare Tire D. Wing Nut
E. Jack and Wheel Wrench F. Bolt 3. Remove the retainer B that holds down the spare tire. See
Compact Spare Tire on page 4. Page Uplevel Models 1. Lift the trunk liner to access the spare
tire and tools. Retainer B. Jack and Wheel Wrench C. Foam Support E. Remove the retainer A
that holds down the jack, wheel wrench B and spare tire C. If your vehicle is equipped with
plastic wheel covers, use the wheel wrench to loosen the plastic wheel nut caps. Use the wheel
wrench to loosen all the wheel nuts. Do not remove them yet. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Reinstall the wheel nuts with the
rounded end of the nuts toward the wheel. Tighten each nut by hand until the wheel is held
against the hub. Page Base Model A. Jack and Wheel Wrench D. Stow Bolt Extension E. Spare
Tire F. Bolt Page Uplevel Model A. Foam Support G. Remove the stow bolt extension rod and
sleeve from the jack. It should be 60 psi kPa. Page Lighter colored interiors may require more
frequent cleaning. Permanent damage may result from using cleaners on surfaces for which
they were not intended. If a more thorough cleaning is necessary, a clean soft cloth dampened
with a mild soap solution can be used to gently remove dust and dirt. Never use spot lifters or
removers on plastic surfaces. Do not wash the vehicle in the direct rays of the sun. Page
Windshield And Wiper Blades Windshield and Wiper Blades If the windshield is not clear after
using the windshield washer, or if the wiper blade chatters when running, wax, sap, or other

material may be on the blade or windshield. Clean the outside of the windshield with a glass
cleaning liquid or powder and water solution. Page Tires Notice: Using chrome polish on
aluminum wheels could damage the wheels. Use chrome polish on chrome wheels only. Use
chrome polish only on chrome-plated wheels, but avoid any painted surface of the wheel, and
buff off immediately after application. Page Underbody Maintenance Underbody Maintenance
Chemicals used for ice and snow removal and dust control can collect on the underbody.
Medium foaming shampoo. Should your headlamps fail to function, have your headlamp system
checked right away. Windshield Wiper Fuses The windshield wiper motor is protected by a
circuit breaker and a fuse. If the motor overheats due to heavy snow or ice, the wiper will stop
until the motor cools. To access the fuse block, remove the panel on the side of the console. Lift
off the cover to check the fuses. See Engine Compartment Overview on page for more
information on location. Please refer to Recommended Fluids and Lubricants on page for more
information. Application Cooling System 2. Page Engine 2. Page Section 6 Maintenance
Schedule Page Maintenance Schedule Maintenance Schedule Introduction Important: Keep
engine oil at the proper level and change as recommended. Have you purchased the GM
Protection Plan? The Plan supplements your new vehicle warranties. See your Warranty and
Owner Assistance booklet or your dealer for details. But we do not know exactly how you will
drive it. You may drive very short distances only a few times a week. Or you may drive long
distances all the time in very hot, dusty weather. Page Scheduled Maintenance If you want to
purchase service information, see Service Publications Ordering Information on page Owner
Checks and Services on page tells you what should be checked, when to check it, and what you
can easily do to help keep your vehicle in good condition. See Engine Oil on page Reset oil life
system. See Engine Oil Life System on page An Emission Control Service. Visually check for
any leaks or damage. See footnote j. Service and Miles Kilometers Inspect fuel system for
damage or leaks. Inspect exhaust system for loose or damaged components. Inspect disc brake
pads for wear and rotors for surface condition. Inspect other brake parts, including drums,
wheel cylinders, calipers, parking brake, etc. Engine Oil Level Check Check the engine oil level
and add the proper oil if necessary. See Engine Oil on page for further details. If the vehicle
moves, you or others could be injured. Before you start, be sure you have enough room around
the vehicle. The key should come out only in LOCK. Page Maintenance Record Maintenance
Record After the scheduled services are performed, record the date, odometer reading, who
performed the service, and the type of services performed in the boxes provided. See
Maintenance Requirements on page Any additional information from Owner Checks and
Services on page can be added on the following record pages. You should retain all
maintenance receipts. Page Section 7 Customer Assistance and Information Sometimes,
however, despite the best intentions of all concerned, misunderstandings can occur. Page
Customer Assistance Offices Customer Assistance Offices Chevrolet encourages customers to
call the toll-free number for assistance. However, if a customer wishes to write or e-mail
Chevrolet, refer to the addresses below. Lomas de Bezares C. Page Roadside Assistance
Program Assistance program. This value-added service is intended to provide you with peace of
mind as you drive in the city or travel the open road. Page Scheduling Service Appointments
Scheduling Service Appointments When your vehicle requires warranty service, you should
contact your dealer and request an appointment. By scheduling a service appointment and
advising your service consultant of your transportation needs, your dealer can help minimize
your inconvenience. If your vehicle cannot be scheduled into the service department
immediately, keep driving it until it can be scheduled for service, unless, of course, the problem
is safety-related. Page Additional Program Information Courtesy Rental Vehicle Your dealer may
arrange to provide you with a courtesy rental vehicle or reimburse you for a rental vehicle that
you obtain if your vehicle is kept for a warranty repair. Reimbursement will be limited to a
maximum amount per day and must be supported by receipts. Your vehicle uses on-board veh
chevy traverse manual 2018
infinit q45
curt towing receiver
icle computers to monitor emission control components to optimize fuel economy, to monitor
conditions for airbag deployment and, if so equipped, to provide anti-lock braking and to help
the driver control the Page Insuring Your Vehicle Aftermarket collision parts are also available.
These are made by companies other than GM and may not have been tested for your vehicle.
Page If an Accident Occurs Here is what to do if you are involved in an accident. If you are
uninjured, make sure that no one else in your vehicle, or the other vehicle, is injured.
Remember, you will have to feel comfortable with their work for a long time. To request an order
form, please specify year and model name of the vehicle. Page Audio System s cont. Page Easy
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