2006 chrysler pacifica

Make Model Year. Price and Payment. Vehicle History. Engine and Drivetrain. Vehicle Listing
Details. And more! Option packages 3. That's why we always make sure go above and beyond
for our loyal customers throughout our community. It's our world class customer service that
helps us earn your business time and again while serving your driving needs! Price does not
include a charge for 0. CD player! CALL ! The following items have been reconditioned on this
vehicle: new brakes! Best of all the price you see is the price you pay. No haggling. No back and
forth. No pressure. And this price is so good it is guaranteed. Subject to certain terms and
conditions. See store for details. Some restrictions apply. Hit the gas pedal and put the engine
power to all four wheels. With AWD, you'll have the greater performance right off the line, every
time you drive. Added comfort with contemporary style is the leather interior to heighten the
quality and craftsmanship for the Chrysler Pacifica Touring. Disinfectant methods or claims
should not be deemed to state or imply these products can eliminate or prevent transmission of
any virus, illness or disease. Only 88k miles! Wow, low mileage and quality abound in this
gorgeous Pacifica! The body is in excellent condition with no flaws, just a very shiny, clean,
stylish, and attractive appearance. I like the smooth, quiet, reliable, fuel efficient, and sporty
ride. The interior is in excellent condition. This Pacifica comes with Excellent tires, CD stereo,
front power bucket seats with center console, privacy glass, rear wiper and defroster, auto, air,
3. If you demand low mileage, quality, fuel economy, style, and one strong running crossover,
this beautiful Pacifica may be for you! Known faults disclosed in writing posted on the side
window. These vehicles are offered for a limited time then sent off to auction. Comes equipped
with: Air Conditioning. Recent Arrival! Call Harbor Nissan now or see this vehicle at See dealer
for details. Call us now at Pictures are for illustration purposes only. All vehicles subject to prior
sales. MSRP may not be price at which vehicle is sold in trade area. New car prices include
applicable manufacturer incentives in lieu of special financing. Consumers actual mileage will
vary. Dealer not responsible for typographical errors. We Can Help!!! Over used cars, trucks,
SUVs, and vans for sale. Price does not include tag, tax, license fee. Please visit us at Odometer
is miles below market average! The financing team at North Coast Auto Mall has decades of
experience and wide-ranging lending relationships to get you financed on the vehicle of your
dreams! Visit us online at All of our vehicles are inspected and reconditioned by ASE certified
technicians. North Coast Auto Mall sets out to offer all clients great prices, flexible financing
terms, high-quality vehicles, and a thoroughly transparent buying process. Please call us today
to begin your purchase! Buy with Confidence. View our entire inventory by visiting our virtual
showroom at Over Certified cars available for Immediate Delivery. To take advantage of the
special pricing for this vehicle, the purchase must be consummated based on mutually agreed
upon method of payment cash or finance and customer must present ad at arrival and take
same day delivery. Prices are adjusted and modified frequently -weekly, daily, and sometimes
hourly. Price adjustment is a function of website traffic, inquiries, and bidding on any one
vehicle. For more information and up to date accuracy of pricing and terms of sale, please visit
our website, Excludes sales tax, registration fees, finance and reconditioning charges dealer
fees may apply. A complete listing of these items are available on site and upon request.
Vehicles sold cosmetically as is, not responsible for typos. Customer Inquiries only- No Dealer
or Wholesale calls please. Preowned Internet Pricing is achieved by polling over 70, preowned
websites hourly. This ensures that every one of our customers receives real-time Value Pricing
on every preowned vehicle we sell. We do not artificially inflate our preowned prices in the
hopes of winning a negotiating contest with our customers! We do not play pricing games. After
being in business over 30 years, we realized that Internet Value Pricing is by far the best
approach for our customers. Excellent Value! We believe in providing our customers with the
most information up front and our inventory at To request more info on any vehicle from one of
our trained sales professionals, set up a test drive, or inquire about financing please call or
e-mail! Popular searches. My notifications My Account. Save Search. Enter your ZIP code to
show only relevant vehicles for sale nearby. Search radius. Home delivery available. Only show
local listings. Year s. Price and Payment Loan Price. Type Minivan 3, Station Wagon Engine and
Drivetrain Transmission Automatic 3, Engine Type Gas 2, Hybrid Cylinders 6 cylinders 2, Fuel
Economy. Vehicle Listing Details Recently added listings. Listings with recent price drops. No
accidents. Check Availability. New Listing. Title issue. Price Drop. Showing 1 - 18 out of 3,
listings. Overall Consumer Rating. It cracks me up that people are rating this car as if it were a I
have had this car for the past 8 years and can honestly say, it has been a reliable family car
throughout. Plenty of storage in the rear with seats down, which comes in handy for anyone
needing extra interior space you wont find other than mini van. The car has had low
maintenance over the years other than oil changes and wiper blades. My Pacifica has over K.
One of the reasons I bought it when I did was for the safety ratings it had with side air bags etc.
Most cars then didn't even have side air bags. The Pacifica was rated very highly for safety

regarding side impact and I have had my kids ride in it all over creation and felt safe. It has a
deep console for storage along with sun glass holder and the arm rests along side the seats are
great for long trips. The Pacifica was the precursor to the hybrid SUV style cars and many
manufacturers seemed to have copied much of its function and style over the years to a bit
more modified versions. I also like the placement of the things you need access to while driving
Read more. Read less. Sign Up. More stars mean safer cars. Learn about crash test ratings.
Combines Driver and Passenger star ratings into a single frontal rating. The frontal barrier test
simulates a head-on collision between two similar vehicles, each moving at 35 mph. The Side
Barrier test simulates an intersection collision between a standing vehicle and moving barrier at
The Side Pole Barrier test simulates a crash into a fixed object like a tree or utility pole. The
Rollover Resistance test measures the risk of rollover in a single-vehicle, loss-of-control
scenario. Learn about safety technology. This is a record of safety issues for vehicles of this
year, make, model and trim. The vehicle identification number tells you if your car is affected.
Learn about our recall process. Report a problem with your vehicle, tires, car seats or other
equipment. We review every problem as we work to keep our roads safe. Report a safety
problem. Every vehicle has a unique VIN. Enter a VIN to learn if a specific vehicle needs to be
repaired as part of a recall. Recall information from this VIN lookup tool is provided by the
manufacturer conducting the recall. Skip to main content. United States Department of
Transportation. Report a Problem. Toggle navigation Homepage. Look up another vehicle
Vehicle Comparison Tool. Compare safety information. Search Vehicles Vehicle Comparison
Tool. Safety Ratings. Learn about crash test ratings Combines Driver and Passenger star
ratings into a single frontal rating. Learn about our recall process Have a safety problem?
Report a safety problem Find recalls by VIN. Search by VIN. Recently Searched. The following
chart shows the 20 most common problems for Chrysler Pacifica. The number one most
common problem is related to the vehicle's engine and engine cooling with problems. The
second most common problem is related to the vehicle's structure problems. In our research we
use the PPMY index to compare the reliability of vehicles. The PPMY index of a certain model is
defined as the problems reported per thousand vehicles per Year. The total sales of the Chrysler
Pacifica in the United States are 58, units [1]. If the total number of problems reported by
Chrysler Pacifica owners in the last 15 years is , and the age of the vehicle is 15, the PPMY
index can then be calculated as. For more information, refer to this page: A study of reliability
comparison across Chrysler Pacifica model year vehicles. The following chart shows the
number of problems reported during each of the service years since the debut of the Chrysler
Pacifica in When making the decision between buying a new or used Chrysler Pacifica, the
following table can be used to compare the Chrysler Pacifica with the Chrysler Pacifica from
other model years. Note that the number of problems reported for the Pacifica is while the
average number of problems reported for the 11 model years of the Chrysler Pacifica is Car
Problems. Table 1. Common problems of the Chrysler Pacifica. Table 2. Table 3. Compare the
Chrysler Pacifica with other model years. Engine And Engine Cooling. Power Train. Other Fuel
System. Electrical System. Vehicle Speed Control. Service Brakes. Gasoline Fuel System. Air
Bag. Exterior Lighting. Electronic Stability Control. Unknown Or Other. Seat Belt. Switch Year:
Coronavirus update: New contactless services to help keep you safe. Had an agreement to pick
up the car then they called and said it was sold to someone else, really crappy would not deal
with them again. Great place, friendly salesmen. Not out for your money and no BS. Very quick,
pleasant and easy transaction. I highly recommend. The car already sold by the time I contacted
them but they did get back to me quickly, hence the 5 star review. This is a top notch
dealership. Everyone I came in contact with was helpful, friendly, and I am very happy with my
purchase. Called numerous times and sent information requests with no responses. Called and
said vehicle was sold yet still listed for sale on all websites a week later. Dealer responded
promptly and was polite. Unfortunately for me the SUV had just sold. I did appreciate him
contacting me quickly so I could continue shopping. Matt was awesome to deal with and easy to
work with. He was attentive and responsive. We bought the car and are thrilled with it. Talked
with Todd twice. Went out in 20 below to take pictures for me. My mistake was not buying the
truck. Thanks Bud. I drove miles to check out a car and man was it worth every mile! Best
customer service hands down! Everyone I spoke to was great! They brought the car to their
location only 15 miles from me so I didn't have to drive an hour to Port Clinton. From first
contact to signing paperwork, they were prompt and curteous. Great team at Baumann! Seth
was an exceptional , professional client advocate. His communication and follow up was
exemplary. Contacted me quickly ran my credit quickly and sold the truck I applied for knowing
I was gonna be there Saturday morning and they just happened to email me that morning saying
they sold it very unprofessional. I contacted the dealer through Car Gurus and it gave him a
wrong zip code. The dealer replied and answered most of my questions, saving me a mile trip.

We are still considering the car I was contacted by the dealer. He was pleasant, helpful and
offered me to come test drive the truck. The owner was very responsive and very pleasant to
work with. He was very understanding. Although I did not end up buying the car from him, I
would definitely consider buying one from him in the future if he has one in stock that meets my
needs. Slow to respond, so I took the drive hoping they still had it. They did. The pictures didn't
show the rotted out cab corners. I didn't even bother speaking to anyone. After leaving the lot I
got a response that it was still there. He also mention other cars that may have been of interest
to me. The vehicle was it true to his picture when he sent me a close-up pictures it had a lot of
rust a lot of damage to higher price because of the damage in my opinion. Rooted in a
late-nineties concept vehicle, the Pacifica SUV went into production in Exterior styling was
freshened for , and more significant changes followed in There are six Pacifica variations
available in , through three trims each offered with front or all-wheel drive. The base model is
well-equipped, with full power accessories, keyless entry, and a CD audio system. The Touring
upgrades include third row seating, second row captain's chairs, a power driver's seat, and
automatic climate control. The top shelf Limited adds a power rear gate, heated leather seating,
and a moon roof. Options include a navigation system, rear seat DVD entertainment, and an
Infinity sound system upgrade. All 4WD Pacifica models house a newer 3. The front-wheel drive
base model is powered by a less-refined 3. Both engines are paired with a four-speed automatic
transmission. We'll help you find great deals among the millions of vehicles available
nationwide on CarGurus, and we'll provide you with dealer reviews and vehicle history for each
one. After all, over 30 million shoppers use CarGurus to find great deals on used cars and new
cars in their area. And when it's time to get rid of your old ride, sell your car simply and securely
on CarGurus. Once you're ready to narrow down your search results, go ahead and filter by
price, mileage, transmission, trim, days on lot, drivetrain, color, engine, options, and deal
ratings. And if you only want to see cars with a single owner, recent price drops, photos, or
available financing , our filters can help with that too. All Years to All Years. Radius 10 mi 25 mi
50 mi 75 mi mi mi mi mi Nationwide. Find Chrysler Pacifica listings in your area Search
Coronavirus update: New contactless services to help keep you safe. Best deals first. CarGurus
User. Image Not Available. Request Information. Authorized Chrysler Dealer. Read more. Why
Use CarGurus? This page is for personal, non-commercial use. Pacifica is available with two or
three rows of seating, for five or six passengers. The five-passenger base model has two bucket
seats in front with a split folding bench in the second row that seats up to three. Most models
are configured to seat six and offer Pacifica has four sedan-like doors on its sides but a liftgate
in back similar to what you'd expect on an SUV or minivan. Inside it's roomy and comfortable,
whether upholstered in fabric or leather. Getting in and out is easy. In its mechanical layout,
Pacifica more resembles a minivan than anything else, except that it's been enhanced
throughout with Mercedes-Benz engineering, including a complete rear suspension borrowed
from the Mercedes E-Class sedan. On the road, Pacifica is smooth and quiet. All-wheel drive is
available, making it a good choice for the snow country. The ride is smooth and supple, and the
four-wheel antilock ABS disc brakes do a good job of bringing Pacifica to a smooth stop.
Pacifica is rated to tow up to pounds. Pacifica excels in safety, with five-star front and
side-impact ratings and a four-star rollover rating from the federal government's NHTSA, and
'best pick' from the insurance industry's IIHS. Side curtain airbags designed to provide head
protection are optional, and we recommend ordering them. Pacifica was introduced as a totally
new vehicle for For , Chrysler expanded the lineup to include an entry-level, five-seat version.
For , all models come with the more powerful 3. The old pushrod 3. The Pacifica lineup also gets
new Signature Series models that combine popular options with a unique look, at a discounted
price. Full Review The Chrysler Pacifica is one of a growing number of what the industry calls
crossover vehicles that combine attributes of sport utilities, wagons and minivans. However
you see it, and whatever you call it, we think the Pacifica is a terrific family vehicle. All rights
reserved. We notice you're using an ad blocker. Please consider allowing Autoblog. We get it.
Ads can be annoying. But ads are also how we keep the garage doors open and the lights on
here at Autoblog - and keep our stories free for you and for everyone. And free is good, right? If
you'd be so kind as to allow our site, we promise to keep bringing you great content. Thanks for
that. And thanks for reading Autoblog. The Chrysler Pacifica is one of a growing number of
what the industry calls crossover vehicles that combine attributes of sport utilities, wagons and
minivans. Hide Full Review. Engine 3. Smart Buy Program is powered by. See the value of your
car and get a cash offer in minutes. Cash Out or Trade-In. Research Another Vehicle. Allow Us!
Here's how to disable adblocking on our site. Click on the icon for your Adblocker in your
browser. A drop down menu will appear. Select the option to run ads for autoblog. The exact
text will differ depending on the actual application you have running. Refresh the Autoblog page
you were viewing. Hey again! You still haven't turned off your adblocker or allowed our site. It

only takes a few seconds. You must be logged in to perform that action. You must have
JavaScript enabled to experience the new Autoblog. Please follow the instructions below to
enable JavaScript in your browser. A majority of all used US imports have either been in
accidents, been stolen, been flooded, salvaged and rebuilt and shipped to Europe or are subject
to open recalls. For 30 years, CARFAX has been collecting data on US vehicles from thousands
of sources and has helped millions of used car shoppers reduce their risk of getting stuck with
a vehicle that has costly hidden problems. For more than 30 years, CARFAX has been helping
millions of used car shoppers make better purchase decisions and avoid expensive hidden
problems. In addition, CARFAX has helped used car dealers around the world to build trust with
their customers and sell their American cars with confidence. With more than 14 billion records,
CARFAX has built up its database with the help of its partners and sources, including
government offices, law enforcement agencies, service and repair shops, car dealerships,
insurance companies and many more. In addition to publicly available information, CARFAX has
collected information from many independent reliable sources. Thanks for the service, the price
was absolutely worth. Immediately to the Internet, paid with credit card and in 10 minutes I had
the report. Vehicle imported from California to Lithuania. For some weeks "Babs" is now with us
and we have a lot of fun with the car. Buying Used American Cars? Search by VIN. Instant
Access. We offer you unique vehicle history to help you make better purchase decisions.
Trusted by millions of users. Worldwide market leader. The most popular blog articles How to
detect mileage rollback? Mileage rollback is one of the most occurring types of fraud in the
selling process of used cars. However, there are ways to detect mileage fraud. Even though
odometer fraud is difficult to detect for the untrained eye, it is not an impossible task. Import a
car from the USA. There are a few advantages to buying a American used car. Check the Service
History of a Car. How important is the service history of a car? CARFAX takes a look at these
questions and explains the importance of the service history of a car, as well as where you can
find the complete history of service records. Make a VIN Search. Quick Links Download this
manual. Table of Contents. Automobile Chrysler Convertible User Manual pages. It is
supplemented by a Warranty Information Booklet and various customer oriented documents.
You are urged to read these publications carefully. If you do not read this entire manual you
may miss important information. Any modifications or alterations to this vehicle could seriously
affect its roadworthiness and safety and may lead to an accident resulting in serious injury or
death. Vehicle Key The dealer that sold you your new vehicle has the key code numbers for
your vehicle locks. Opening either front door will cancel this feature. Leaving children in a
vehicle unattended is danger- ous for a number of reasons. Page 13 chip transponder
embedded into them. Only keys that have been programmed to the vehicle can be used to start
and operate the vehicle. The Sentry Key Immobilizer System does not need to be armed or
activated. Operation of the system is automatic regardless of whether or not the vehicle is
locked or unlocked. Replacement Keys NOTE: Only keys that have been programmed to the
vehicle electronics can be used to start the vehicle. Once a Sentry Key has been programmed to
a vehicle, it can not be programmed to any other vehicle. Page General Information 4. Insert a
blank Sentry Key into the ignition switch and turn the ignition switch ON within 60 seconds.
After 10 seconds a single chime will sound. The Theft Alarm Light will stop flashing, turn on for
3 seconds; then turn off. The new Sentry Key has been programmed. Door Lock Plunger If the
lock knob is up when you shut the door, the door will lock. Use this switch to lock or unlock the
doors. Close all doors and place the key in the ignition switch. Page Child Protection Door Lock
2. A single chime will sound to signify that you have successfully completed the programming.
Child Lock Control When the child lock system is engaged the door can be opened only by
using the outside door handle even though the inside door lock is in the unlocked position. The
illuminated entry system also turns on. The horn will chirp once to acknowledge the signal. The
table below explains the Lamp Flash options. Page 25 1. With the transmitter buttons facing
down, use a small screwdriver or similar flat object to pry the two halves of the transmitter
apart. Make sure not to damage the rubber gasket during removal. When the alarm is activated,
the system provides both audible and visual signals. Once unlocked, the liftgate can be opened
or closed. To open the liftgate, depress the liftgate release switch located in the exterior handle
and pull the liftgate open with one fluid motion. Page Power Liftgate - If Equipped the liftgate.
The emergency liftgate latch release can be accessed through a snap-in cover located on the
lift- gate trim panel. During power operation, personal injury or cargo damage may occur.
Ensure the liftgate travel path is clear. Make sure the liftgate is closed and latched before
driving away. You and your passengers could be injured by these fumes. Power Window
Switches There are single window controls on each passenger door trim panel which operate
the passenger door windows. Page Occupant Restraints Wind Buffeting Wind buffeting can be
described as the perception of pressure on the ears or a helicopter type sound in the ears. Your

vehicle may exhibit wind buffeting with the windows down, or the sunroof if equipped in certain
open or partially open positions. Someone on the road may be a poor driver and cause a
collision that includes you. This can happen far away from home or on your own street.
Research has shown that seat belts save lives, and they can reduce the seriousness of injuries
in a collision. Seat belts are designed to go around the large bones of your body. These are the
strongest parts of your body and can take the forces of a collision the best. The lap portion
could ride too high on your body, possibly causing internal injuries. Always buckle your belt
into the buckle nearest you. Always wear the lap belt as low as pos- sible and keep it snug.
Press the button to release the anchorage, and then move it up or down to the position that
serves you best. Position the latch plate as close as possible to the anchor point. Slide the latch
plate upward over the folded webbing. The folded webbing must enter the slot at the top of the
latch plate. Sliding The Latch Plate 4. Continue to slide the latch plate up until it clears the
folded webbing. It may be necessary to retract the seat belt. Turn the ignition switch to the OFF
position. Using a seat belt extender when not needed can increase the risk of injury in a
collision. Only use when the lap belt is not long enough when it is worn low and snug, and in
the recommended seating positions. This vehicle may also be equipped with a driver inflat- able
knee blocker located on the instrument panel below the steering column. You may damage the
airbags and you could be injured because the airbags are not there to protect you. These
protec- tive covers for the airbag cushions are designed to open only when the airbags are
inflating. Children 12 years old and under should always ride buckled up in a rear seat. Infants
in rear facing child restraints should NEVER ride in the front seat of a vehicle with a passenger
front airbag. The airbags work with your seat belt to restrain you properly. Always wear your
seat belts even though you have airbags. Page 51 first turned on. When the ORC and the side
impact sensors with side impact option detects a collision requiring the window bags to inflate,
it signals the inflators on the crash side of the vehicle. The OCS system will classify an
occupant into a size category based on sensor readings from within the seat cushion. Occupants should try to remain in a normally seated position. The PAD indicator light is an amber
light located on the center of the instrument panel above the climate controls. Passenger Airbag
Disabled Light For almost all sizes of properly seated adults, the airbag will be enabled in the
event of a collision. Page 55 child, and adult. Unapproved modifications or service procedures
to the front passenger seat assembly, its related compo- nents, or seat cover may inadvertently
change the airbag deployment in case of a frontal crash. This could result in death or serious
injury to the front seat passenger if the vehicle is involved in an acci- dent. Page 57 If A
Deployment Occurs The airbag system is designed to deploy the airbags when the ORC and
impact sensors detect a moderate-to- severe collision, to help restrain the vehicle passengers,
and then immediately deflate. NOTE: A collision that is not severe enough to need airbag
protection will not activate the system. Deployed airbags, front seat belt buckle pretension- ers
and driver inflatable knee blocker cannot protect you in another collision. Have the airbags,
front seat belt buckle pretensioners and driver inflatable knee blocker replaced by an authorized
dealer as soon as possible. Do not mount or locate any aftermarket equipment on or behind the
knee bolsters. Be sure to tell anyone who works on your vehicle that it has airbags. Every state
in the United States and all Canadian provinces require that small children ride in proper
restraint systems. This is the law, and you can be prosecuted for ignoring it. The two outboard
seating positions have lower anchorages that can accommodate rigid mount or flexible
webbing-mounted LATCH-compatible child seats. The center seating position of the bench seat
can also accommodate a flexible webbing-mounted LATCH- compatible child seat by using the
inboard lower anchors of the two outboard seating positions. Tether Anchors There are tether
strap anchorages behind all second row seating positions and for six passenger vehicles on the
Bench Seat Tether Strap Routing When the tether anchorage is used in the third row seating
position, the strap should be positioned straight Page 65 Infants and Children There are
different sizes and types of restraints for children from newborn size to the child almost large
enough for an adult safety belt. We also recommend that you make sure that you can install the
child restraint in the vehicle where you will use it, before you buy it. Pull the belt from the
retractor until there is enough to allow you to pass through the child restraint and slide the latch
plate into the buckle. Page 69 Child restraint systems having attachments designed to connect
to the lower anchorages are now available. Child restraints having tether straps and hooks for
connection to the seatback tether anchorage have been available for some time. Improper
installation of a child restraint to the LATCH anchorages can lead to failure of an infant or child
restraint. The child could be badly injured or killed. Drive moderately during the first miles km.
While cruising, brief full-throttle acceleration, within the limits of local traffic laws, contributes
to a good break-in. Set the blower at high speed. Check for stones, nails, glass, or other objects
lodged in the tread. Inspect tread and sidewall for cuts or cracks. Check wheel nuts for

tightness, and tires includ- ing spare for proper pressure. Page 77 Automatic Headlights A two
point pivot system allows for horizontal and vertical adjustment of the mirror. You can turn the
feature on or off by pressing the button at the base of the mirror. See If your cellular phone
supports a different profile e. You will be prompted for a specific command and then guided
through the available options. The number will appear in the display of certain radios. Use of
long names helps the voice recognition and is recom- mended. For example, say Robert Smith
or Robert instead of Bob. Phonebook Edit can be used to add another phone number to a name
entry that already exists in the phonebook. Only one call can be placed on hold at one time.
Paging To learn how to page, refer to Working with Automated Systems. Under this situation,
after successfully dialing a number, the user may feel that the call did not go through even
though the call is in progress. Adjust the seat only while the vehicle is parked. Adjusting a seat
while the vehicle is moving is dangerous. The sudden movement of the seat could cause you to
lose control. The seat belt might not be properly adjusted and you could be injured. Do not
place any article under a power seat or impede its ability to move as it may cause damage to the
seat controls. Page Front Heated Seat Switch Press the switch once to select a heat setting high
or low and press the switch a second time in the same direction to turn the heated seat off. The
controls for the second row heated seats are located on the center console between the seats.
Do not ride with the seatback reclined so that the shoulder belt is no longer resting against your
chest. In a collision you could slide under the seat belt and be seriously or fatally injured. Use
the recliner only when the vehicle is parked. Second Row Bench Seating â€” Be sure there is
nothing in front of the second row seat cushion before folding it down. Damage to the seat may
occur. If the seat contacts the rear of the front seat, move the front seat forward. Seat Release
Handle To relatch the seat, tilt the seat rearward and push down firmly to engage the rear
attachments. Page To fold and tumble the seat forward, follow these steps: 1. Release Handle 1
Location 2. To fold the seat, remove any objects from in front of or on the seat. Head restraints
from one seating position should not be removed and installed in any other seating posi- tion.
In a collision, serious injury or death may result if the proper head restraint is not installed on
each seat. One or both transmitters can be linked to either memory position. Up to eight remote
keyless entry transmitters can be used with your vehicle. The memory seat system can also
accommodate up to eight transmitters linked to either of the two stored seat positions or any
combination of the two positions. Each time the SET S button and a numbered button are
pressed, you erase the old memory and store a new one. The outside mirrors will move slightly
downward from the present position when the vehicle is shifted into the Reverse position. Hood
Safety Catch Use the hood prop rod to secure the hood in the open position. Each light is
turned ON by pressing the lens. Press the lens a second time to turn the light OFF. The lights
also turn on when a door is opened or the dimmer control is turned fully upward, past the
second detent. The interior lights will automatically turn off in about 15 minutes if a door is left
open or the dimmer control is left in the Dome light position. Page To change the brightness of
the instrument panel lights, rotate the center portion of the Multi-Function Lever up or down.
Dimmer Control With the parking lights or headlights on, rotating the dimmer control for the
interior lights on the Multi-Function Lever upward will increase the bright- ness of the
instrument panel lights. This feature brightens the odometer and radio display when the parking
lights or headlights are on during daylight conditions. Page Fog Lights - If Equipped To activate
the delay feature, turn off the ignition switch while the headlights are still on. Then turn off the
headlights within 45 seconds. The 90 second delay inter- val begins when headlight switch is
turned off. If the headlights or park lights are turned back on or the ignition switch is turned on,
the delay will be cancelled. Pull the Lever a second time to switch the headlights to LOW beam.
Passing Light You can signal another vehicle with your headlights by lightly pulling the
Multi-Function Lever toward you. Mist Feature Push down on the wiper lever to activate a single
wipe to clear off road mist or spray from a passing vehicle. As long as the lever is held down,
the wipers will continue to operate. Push the lever forward to initiate the rear wash function in
any of the three positions. The washer pump will continue to operate as long as the lever is
pressed. Release the lever to lock the steering wheel firmly in place. Tilting the steering column
while the vehicle is To turn the system OFF, press the Traction Control switch located on center
console next to the ash tray, until the traction control Indicator in the instrument cluster lights
Traction Control Switch This will occur even if you used the switch to turn the system OFF.
Drivers must be careful when backing up even when using the Rear Park Assist System. Always
check carefully behind your vehicle, look behind you, and be sure to check for pedestrians,
other vehicles, obstructions, and blind spots before backing up. The adjust- able pedal system
is designed to allow a greater range of driver comfort for steering wheel tilt and seat position.
Page Overhead Console - If Equipped Four speed automatic transmissions will experience a
downshift to 3rd gear while climbing uphill or descend- ing downhill. This downshift to 3rd gear

is necessary to maintain vehicle set speed. On steep hills a greater speed loss or gain may
occur so it may be preferable to drive without speed control. Press the lens to turn these lights
on. Press a second time to turn the lights off. The lights also turn on when a front door, a rear
door or the liftgate is opened. A moving garage door can cause injury to people and pets in the
path of the door. People or pets could be seriously or fatally injured. Page 3. Simultaneously
press and hold both the HomeLink button that you want to train and the hand-held trans- mitter
buttons. Do not release the buttons until step 4 has been completed. At the garage door opener
receiver motor-head unit in the garage, locate the learn or smart button. This can usually be
found where the hanging antenna wire is attached to the motor-head unit. Page Using Homelink
3. Continue to press and hold the HomeLink button while you press and release every two
seconds cycle your hand-held transmitter until the frequency signal has successfully been
accepted by HomeLink. The sunroof can be stopped at any position between closed and full
open. Occupants, particularly unat- tended children, can become entrapped by the power
sunroof while operating the power sunroof buttons. Such entrapment may result in serious
injury or death. Page Electrical Outlet Use With Engine Off A third outlet is located on the back
of the front center console near the floor, and is also controlled by the ignition switch. The
outlets include tethered caps labeled with a key or battery symbol indicating the power source.
Push down on the forward edge of the console to release the cupholders. Press the cover up
when the cupholders are no longer needed. Page Third Row Seat Cupholders - If Equipped On
vehicles equipped with six passenger seating the second row seat cupholders are located in the
forward edge of the center console located between the second row seats. Fold down the third
row seatbacks. Unfold the cargo cover extensions and lock into place. Insert the pins on the
ends of the cover into the slots located on the trim panel behind the second row seat- backs.
Page Cargo Tie-Down Hooks 4. Grasp the center portion of the cover flap. Pull it over the cargo
area. Insert the pins on the ends of the cover flap into the slots on the rear trim panel. The
liftgate may be opened or closed with the cargo cover in place. Too much weight or improperly
placed weight over or behind the rear axle can cause the rear of the vehicle to sway. Page
Distribute cargo weight evenly on the roof rack crossbars. The roof rack does not increase the
total load carrying capacity of the vehicle. Be sure the total load of cargo inside the vehicle plus
that on the external rack does not exceed the maximum vehicle load capacity. Voltage Light
This light monitors the electrical system voltage. The light should turn on momentarily as the
engine is started. If the light stays on or turns on while driving, it indicates a problem with the
charging system. Immediate service should be obtained. A hot engine cooling system is
dangerous. You or others could be badly burned by steam or boiling coolant. You may want to
call a service center if your vehicle overheats. If you decide to look under the hood yourself, see
Section 7 of this manual. Follow the warnings under the Cooling System Pressure Cap
paragraph. However, the conventional brake system will continue to operate normally if the
BRAKE warning light is not on. If the ABS light is on, the brake system should be serviced as
soon as possible to restore the benefits of Anti-Lock brakes. Immediate repair to the ABS
system is required. The system will automatically reactivate and turn off the Traction Control
Light. Tachometer The red segments indicate the maximum permissible engine
revolutions-per-minute r. Page The two trip odometers show individual trip mileage. To switch
from odometer to trip odometers, press and release the Trip Odometer button. To reset a trip
odom- eter, display the desired trip odometer to be reset then push and hold the button until the
display resets ap- proximately 2 seconds. High Beam Light This light shows that the headlights
are on high beam. Pull the Multi-Function lever towards the steering wheel to switch the
headlights from high or low beam. Navigation Screen â€” If Equipped The navigation system
provides maps, turn identifica- tion, selection menus and instructions for selecting a variety of
destinations and routes. Page Tire Pressure Monitoring Telltale Lamp â€” If Equipped Each tire,
including the spare if provided , should be checked monthly when cold and inflated to the
inflation pressure recommended by the vehicle manufacturer on the vehicle placard or tire
inflation pressure label. If your vehicle has tires of a different size than the size indicated on the
vehicle placard or tire inflation pressure label, you should determine the proper tire inflation
pressure for those Engine Temperature Warning Light This light warns of an overheated engine
condi- tion. Pressing the STEP button will display the available choices. Pressing the MENU
button a second time accepts a selected choice. Display U. Page Remote Linked To Memory? If
this feature is not selected then the memory seat, mirror, and radio settings can only return to
the memory set position using the door mounted switch. Page Tilt Mirrors In Reverse? To put
into a Calibration Mode: Turn on the ignition switch and set the display to Compass. To Reset
The Display Pressing and releasing the Reset button once will clear the resettable function
currently being displayed. The resettable function is average fuel economy. If no station is
found with the selected PTY program type, the radio will return to the last preset station. Press

the bottom of the button to return to the beginning of the current selection, or return to the
beginning of the previous selection if the CD is within the first 10 seconds of the current
selection. Multisession discs may contain combinations of normal CD audio tracks and
computer files including MP3 files. Discs created with an option such as keep disc open after
writing are most likely multisession discs. If the medium contains a lot of folders or files, the
radio will take more time to start playing the MP3 files. Press the RW side of the button to move
back through the MP3 selection. Press the FADE button in and it will pop out. Adjust the
balance and push the button back in. Page Tape Player Operation To set the clock, use a
ballpoint pen or similar object to press the hour H or minute M buttons on the radio, The time
setting will increase each time you press the button. Press any other button to exit from the
clock setting mode. Press the SEEK button up or down to move the track number to skip
forward or backward 1 to 7 selections. When power is restored to the tape player, the pinch
roller will automatically reengage and the tape will resume play. Press the bottom of the button
to return to the beginning of the current selection, or return to the beginning of the previous
selection if the CD is within the first second of the current selection. The following will be
displayed in this order: After three seconds, the current channel name and number will be
displayed for five seconds. The current program type and channel number will then be
displayed for five seconds. Headphone Transmitter 2. Return 5. Setup 6. Mute 8. Display 9. Mode
Program Down - Previous Disc Program Up - Next Disc Enter Light Headphone Transmitter
Button 1 The headphone transmitter button on the remote control and the power button on the
headphones must be turned ON before sound can be heard from the headphones. On some
radios the headphone symbol will flash for ap- proximately 5 seconds in the radio display,
indicating the headphones are in use. Press this button once to pause the video, press a
second time to play the video. When a DVD video is playing, press this button to display the
play menu options. Press the down arrow or PREV button to return to the beginning of the
current chapter or track. Screen Width Button Changes the width of the screen picture. Enter
Button This button will enter the selection from the on-screen menu. Brightness Button
Changes the brightness of the screen picture. Power Button 2. Volume Control 3. Power
Indicator An indicator light will illuminate on the head- phone earpiece to indicate the
headphones are ON. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference and 2 This device must accept any interference received, including
interference that may cause undesired operation. These satellite channel pre-set stations will
not erase any AM or FM pre-set memory stations. Follow the memory pre-set procedures that
apply to your radio. Page Reception Quality Reception Quality Satellite reception may be
interrupted due to one of the following reasons. Like any system, however, car radios have
performance limitations, due to mobile op- eration and natural phenomena, which might lead
you to believe your sound system is malfunctioning. Opening a vehicle front door will cancel
this feature. Handle the disc by its edge; avoid touching the surface. If the disc is stained, clean
the surface with a soft cloth, wiping from center to edge. Dual Zone Temperature Control This is
accomplished by having a separate temperature control lever for both the driver and front seat
passenger. Each of these outlets can be individually adjusted to direct the flow of air. Moving
the air vane knob on the center outlets down, will close off the air flow from the center outlets. A
slight amount of air is also directed through the side window demister outlets. NOTE: In many
temperature lever positions, the bi- level mode is designed to provide cooler air out of the panel
outlets and warmer air from the floor outlets. A slight amount of air is directed through the
defrost and side window demister outlets. Use this setting when necessary to defrost your
windshield and side windows. NOTE: For improved safety, the compressor is activated and the
recirculation mode is deactivated when Mix or Defrost modes are selected. This is
accomplished by using two infrared sensors located in the center of the instrument panel. The
two infrared sensors independently measure the surface temperature of the driver and front
seat passenger. When the system is set to your comfort level, it is not necessary to change the
settings. You will experience the greatest efficiency by allowing the system to function
automatically. This allows the front occupants to control the volume of air circulated in the
vehicle and cancel the auto mode. A slight amount of air is also directed through the defrost
and side window demister outlets. NOTE: In many temperature positions, the bi-level mode is
designed to provide cooler air out of the panel outlets and warmer air from the floor outlets. Mix
Mode Mix Outlets Air comes from the floor, defrost and side window demist outlets.
Recirculation Control When the outside air contains smoke, odors, high humidity, or if rapid
cooling is desired you may wish to recirculate interior air by pressing the recirculation button.
The recirculation control is now programmed so that the recirculation mode will not reset to the
outside air mode when the engine is restarted. Refer to section 7, Maintenance Procedures, of
this manual for proper coolant selection. Winter Operation To insure the best possible heater

and defroster perfor- mance, make sure the engine cooling system is function- ing properly and
the proper amount, type, and concen- tration of coolant is used. Strong odors can not be totally
filtered out. Page Materials Added To Fuel Long periods of engine idling, especially at high
engine speeds, can cause excessive exhaust tempera- tures which can damage your vehicle. Do
not leave your vehicle unattended with the engine running. Do not leave animals or children
inside parked vehicles in hot weather; Vehicles equipped with an automatic transmission
cannot be started this way. Un- burned fuel could enter the catalytic converter and once the
engine has started, ignite and damage the converter and vehicle. If this occurs, continue
cranking up to 15 seconds with the accelerator pedal pushed all the way to the floor. Page
possible convenience. Your dealer has diagnostic equip- ment to determine if the problem could
recur. If the transmission cannot be reset, dealer service is required. Page Autostick General
Information You can shift in or out of the AutoStick mode at any time without taking your foot
off the accelerator pedal. If you choose the Overdrive mode, the transmission will oper- ate
automatically; shifting between the four available gears. Page Before leaving the vehicle, make
sure that the parking brake is fully applied and place the gear selector in the Park position. To
release the parking brake, pull out on the parking brake release located on the left side of the
instrument panel. A child or others could be injured. Children should be warned not to touch the
parking brake, brake pedal or the gear selector lever. Pumping of the Anti-Lock Brakes will
diminish their effectiveness and may lead to an accident. The light will come on when the
ignition switch is turned to the ON position and may stay on for as long as four seconds. If the
ABS light remains on or comes on while driving, it indicates that the Anti-Lock portion of the
brake system is not functioning and that service is required. These are all normal
characteristics of ABS. The Anti-Lock Brake System contains sophisticated electronic
equipment that may be susceptible to interference caused by improperly installed or high
output radio transmitting equipment. Continued operation with reduced power steering assist
could pose a safety risk to yourself and others. Service should be obtained as soon as possible.
Prolong operation of the steering system at the end of the steering wheel travel will increase the
steering fluid temperature and should be avoided when possible. Page 3 the tire size designed
for your vehicle 4 the cold tire inflation pressures for the front, rear and spare tires. Loading The
vehicle maximum load on the tire must not exceed the load carrying capacity of the tire on your
vehicle. The resulting figure equals the available amount of cargo and luggage load capacity.
Overloading of your tires is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Page Tire Inflation Pressures 2. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Underinflation also increases tire rolling resistance and results in higher fuel consumption.
After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem capâ€”if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. Page Radial-Ply Tires loading may be required for high speed vehicle operation. Refer to original equipment or an authorized tire dealer for recommended safe operating
speeds, loading and cold tire inflation pressures. High speed driving with your vehicle under
maxi- mum load is dangerous. The added strain on your tires could cause them to fail. It is
engineered to be used on your style vehicle only. Since this tire has limited tread life, the
original tire should be repaired or replaced and rein- stalled at the first opportunity. This tire is
identified by a limited use spare tire warning label located on the limited use spare tire and
wheel assembly. This tire may look like the original equipped tire on the front or rear axle of
your vehicle, but it is not. Fast spinning tires can be dangerous. Forces gener- ated by
excessive wheel speeds may cause tire dam- age or failure. A tire could explode and injure
someone. Tires and spare tire should be replaced after six years, regardless of the remaining
tread. Failure to follow this warning can result in sudden tire failure. Some combinations of
unapproved tires and wheels may change suspension dimensions and performance
characteristics, result- ing in changes to steering, handling, and braking of your vehicle.
Vibration may be a result of tire and wheel out-of- balance. Proper balancing will reduce
vibration and avoid tire cupping and spotty wear. After inspecting or adjusting the tire pressure
al- ways reinstall the valve stem cap, if equipped. Chains must be the proper size for the vehicle,
as recommended by the chain manufacturer. NOTE: Do not use tire chains on a compact spare
tire. To avoid damage to your vehicle or tires, observe the following precautions Page Snow
Tires NOTE: In order to avoid damage to tires, chains, and your vehicle do not drive for a
prolonged period of time on dry pavement. Always use the lower suggested operating speed if
both the chain manufacturer and vehicle manufacture suggest a maximum speed. More frequent
rotation is permis- sible if desired. The reasons for any rapid or unusual wear should be

corrected prior to rotation being per- formed. Page Reformulated Gasoline Over 40 automobile
manufacturers around the world have issued and endorsed consistent gasoline specifica- tions
the World Wide Fuel Charter, WWFC to define fuel properties necessary to deliver enhanced
emissions, engine performance, and durability for your vehicle. The manufacturer recommends
the use of gasolines that meet the WWFC specifications if they are available. If you notice a
pungent burning odor or some light smoke, your engine may be out of tune or malfunctioning
and may require immediate service. Contact your dealer for service assistance. Have the
exhaust system inspected every time the vehicle is raised. Have any abnormal conditions
repaired promptly. Until repaired, drive with all side windows fully open. This is an indication
that the fuel filler cap is properly tightened. If the vehicle diagnostic system determines that the
fuel filler cap is loose, improperly installed, or damaged, GASCAP will be displayed in the
instrument cluster odometer. This information should be used for passenger and luggage
loading as indicated. Because the front wheels drive and steer the vehicle, it is important that
you do not exceed the maximum front or rear GAWR. A dangerous driving condition can result
if either rating is exceeded. You could lose control of the vehicle and have an accident.
Overloading The load carrying components axle, springs, tires, wheels, etc. This includes
driver, passengers, cargo and tongue weight. The total load must be limited so that you do not
exceed the GVWR. It is important that you do not exceed the maximum front or rear GAWR.
Tongue Weight TW The downward force exerted on the hitch ball by the trailer. Page Trailer
Hitch Classification Trailer Hitch Classification Your vehicle may be factory equipped for safe
towing of trailers weighing over 2, lbs kg with the optional Trailer Tow Prep Package. See your
dealer for package content. The following chart provides the industry standard for the maximum
trailer weight a given trailer hitch class can tow and should be used to assist you in selecting
the correct trailer hitch for your intended towing condition. Rating 3. NOTE: The trailer tongue
weight must be considered as part of the combined weight of occupants and cargo, and should
never exceed the weight referenced on the Tire and Loading Information placard. Page which
will cause loss of control of the vehicle and trailer. Failure to load trailers heavier in front is the
cause of many trailer accidents. Never exceed the maximum tongue weight stamped on your
bumper or trailer hitch. Doing so may damage your vehicle. Always connect the chains to the
frame or hook retainers of the vehicle hitch. Cross the chains under the trailer tongue and allow
enough slack for turning corners. Towing Requirements â€” It can overload your brake sys- tem
and cause it to fail. You might not have brakes when you need them and could have an
accident. Towing any trailer will increase your stopping dis- tance. When the Hazard Warn- ing
Switch is activated, all directional turn signals will flash on and off to warn oncoming traffic of
an emer- gency. If you decide to look under the hood yourself, see Section 7, Maintenance, of
this manual. Page Jack Location Jack Location Five Passenger Seating The jack and
jack-handle are stowed in the rear storage bin located behind the second row bench seat. Pull
up on the storage bin cover to access the jack and jack tools. Pull up on the storage bin cover
and liner to access the jack and jack tools. Rotate the nut to the left until the spare is on the
ground with enough slack cable to allow you to pull the tire out from under the vehicle. Do not
attempt to change a tire on the side of the vehicle close to moving traffic. Pull far enough off the
road to avoid the danger of being hit when operating the jack or changing the wheel. Page Jack
Engagement Locations 5. These locations are on the sill flange on the underside of the body.
The jack is to be located, engaging the flanges, 20 cm 8 inches inward from the edge of the
wheel opening closest to the wheel to be changed. Remove the wheel lug nuts, for vehicles with
wheel covers, remove the cover from the wheel by hand. Do not pry the wheel cover off. Then
pull the wheel off the hub. Install the spare wheel, for vehicles with wheel covers, align the
notch in the wheel cover with the valve stem on the wheel. Slide the wheel retainer through the
center of the wheel and position it properly across the wheel opening. Unburned fuel could
enter the catalytic converter and once the engine has started, ignite and damage the converter
and vehicle. Page Driving On Slippery Surfaces 5. Connect the other cable, first to the negative
terminal of the booster battery and then to the engine of the vehicle with the discharged battery.
Make sure you have a good contact on the engine. Start the engine in the vehicle which has the
booster battery, let the engine idle a few minutes, then start the engine in the vehicle with the
discharged battery. Slow down if road has standing water or puddles. Replace tires when tread
wear indicators first become visible. Keep tires properly inflated. Maintain sufficient distance
between your vehicle and the vehicle in front to avoid a collision in a sudden stop. Damage to
the front fascia will result. Vehicle damage may occur. This system monitors the performance of
the emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Page Loose Fuel Filler Cap
Message Loose Fuel Filler Cap Message After fuel is added, the vehicle diagnostic system can

determine if the fuel filler cap is loose, improperly installed, or damaged. A loose fuel filler cap
message will be displayed in the instrument cluster. Tighten the gas cap until a clicking sound
is heard. Insert your ignition key into the ignition switch. Besides the maintenance items for
which there are fixed maintenance intervals, there are other items that should operate
satisfactorily without periodic maintenance. Overfilling or underfilling will cause oil aeration or
loss of oil pressure. This could damage your engine. Check the following list to see if any apply
to you. If none of these apply to you, then change your engine oil at every interval shown on
schedule A of the Mainte- nance Schedules section of this manual. SAE 5W engine oil is allowed
during cold weather only to improve cold weather starting. Lubricants which do not have both,
the engine oil certi- fication mark and the correct SAE viscosity grade num- ber should not be
used. Page Spark Plugs Belts should be inspected for evidence of cuts, cracks, or glazing, and
replaced if there is indication of damage which could result in belt failure. Low generator belt
tension can cause battery failure. Also check belt routing to make sure there is no interfer- ence
between the belts and other engine components. Leaded gasoline will destroy the effectiveness
of the catalyst as an emission control device. Under normal operating conditions, the catalytic
con- verter will not require maintenance. However, it is im- portant to keep the engine properly
tuned to assure proper catalyst operation and prevent possible catalyst damage. A hot exhaust
system can start a fire if you park over materials that can burn. Such materials might be grass
or leaves coming into contact with your ex- haust system. Do not park or operate your vehicle in
areas where your exhaust system can contact any- thing that can burn. If acid splashes in eyes
or on skin, flush the area imme- diately with large amounts of water. Page Air Conditioner
Maintenance Air Conditioner Maintenance For best possible performance, your air conditioner
should be checked and serviced by an Authorized Dealer at the start of each warm season. This
service should include cleaning of the condenser fins and a system performance check. Drive
belt tension should also be checked at this time. How- ever, the manufacturer recommends that
air conditioning service be performed by dealers or other service facilities using recovery and
recycling equipment. Fluid level should be checked on a level surface and with the engine off to
prevent injury from moving parts and to insure accurate fluid level reading. Do not overfill. Use
only manufacturers recommended power steering fluid. If necessary, add fluid to restore to the
proper indicated level. This would require complete replacement of the joint assembly. Body
Lubrication Locks and all body pivot points, including such items as seat tracks, doors, liftgate
and hood hinges, should be lubricated periodically to assure quiet, easy operation and to
protect against rust and wear. It is located in the engine compartment and should be checked
for fluid level at regular intervals. Fill the reservoir with windshield washer solvent not radiator
antifreeze and operate the system for a few seconds to flush out the residual water. Open
seams or loose connections could permit exhaust fumes to seep into the passenger
compartment. Page Engine Coolant Checks Check the engine coolant antifreeze protection
every 12 months before the onset of freezing weather, where applicable. If coolant is dirty or
rusty in appearance, the system should be drained, flushed and refilled with fresh coolant.
Mixing of coolants other than specified HOAT en- gine coolants, may result in engine damage
and may decrease corrosion protection. If a non-HOAT cool- ant is introduced into the cooling
system in an emergency, it should be replaced with the specified coolant as soon as possible.
Page The use of lower quality water will reduce the amount of corrosion protection in the engine
cooling system. Check with your local authorities to determine the disposal rules for your
community. To prevent ingestion by animals or children do not store ethylene glycol based
engine coolant in open containers or allow it to remain in puddles on the ground. The vapor will
soon dissipate. Inspect hose routing to be sure hoses do not come in contact with any heat
source or moving component which may cause heat damage or mechanical wear. Inspect all
hose connections such as clamps and cou- plings to make sure they are secure and no leaks
are present. NOTE: Often, fluid such as oil, power steering fluid, and brake fluid are used during
assembly plant opera- tions to facilitate the assembly of hoses to couplings. Add enough fluid
to bring the level up to the require- ments described on the brake fluid reservoir. With disc
brakes, fluid level can be expected to fall as the brake pads wear. Do not allow petroleum base
fluid to contaminate the brake fluid, all brake seal components could be damaged causing
partial or complete brake failure. Fuel System Hoses Electronic Fuel Injection high pressure fuel
systems are designed with hoses and quick connect fittings which have unique material
characteristics to provide adequate sealing and resist attack by deteriorated gasoline. It is
important that the transmission fluid be maintained at the prescribed level using the
recommended fluid. Page 4. Wipe the area around the dipstick clean to eliminate the possibility
of dirt entering the transmission. Remove the dipstick and determine if the fluid is hot or warm.
Page Overrunning Clutch The fill plug is located on the side of the overrunning clutch housing.
The fluid should be maintained at a level even with the bottom of the fill plug hole when the

vehicle is parked on a level surface. If it becomes neces- sary to add or replace the fluid, use
only the manufac- turers recommended transmission fluid, refer to Fluids, Lubricants and
Genuine Parts for correct fluid type. No regular maintenance is required for these compo- nents.
Appearance Care and Protection from Corrosion Protection of Body and Paint from Corrosion
Vehicle body care requirements vary according to geo- graphic locations and usage. Always
wash your ve- hicle in the shade using Mopar Car Wash or a mild car wash soap, and rinse the
panels completely with clear water. The cost of such repairs is considered the respon- sibility of
the owner. Page Your leather upholstery can be best preserved by regular cleaning with a damp
soft cloth. Small particles of dirt can act as an abrasive and damage the leather upholstery and
should be removed promptly with a damp cloth. Stubborn soils can be removed easily with a
soft cloth and Mopar Total Clean. Clean with a wet soft rag. A mild soap solution may be used,
but do not use high alcohol content or abrasive cleaners. If soap is used, wipe clean with a
clean damp rag. Dry with a soft tissue. Seat Belt Maintenance Do not bleach, dye or clean the
belts with chemical solvents or abrasive cleaners. This center contains maxi fuses, mini fuses
and relays. A label that identifies each component is printed on the inside of the cover. Failure
to do so may allow water to get into the Integrated Power Module, and possibly result in a
electrical system failure. Remove the two screws securing the headlight mod- ule to the vehicle
and pull the headlight module forward away from the vehicle, disengaging the assembly from
the lower attachment clip. High voltage can remain in the circuit even with the headlight switch
off and the key removed. Because of this, you should not attempt to service a headlight bulb
yourself. Raise the liftgate. Remove the two tail light assembly screws and rotate the assembly
outward to remove the ball stud form the attaching grommet. Mopar Gear Lubricant 75W or
equivalent. These, and all other maintenance services included in this manual, should be done
to provide best vehicle performance and reliability. Rotate Tires Inspect the brake linings.
Inspect the engine air cleaner filter, replace if necessary. Page Miles Kilometers Change engine
oil and engine oil filter. Inspect the engine air cleaner filter, replace if nec- essary. Inspect the tie
rod ends and boot seals. See note at the end of this chart Replace the air conditioning filter. See
the note at the end of this chart. Inspect the engine air cleaner filter, replace if neces- sary.
Inspect the serpentine drive belt, replace if neces- sary. Replace the spark plugs. Page Miles
Kilometers [Months] Change engine oil and engine oil filter. Replace engine timing belt. You can
be badly injured working on or around a motor vehicle. Do only that service work for which you
have the knowledge and the right equipment. If you have any doubt about your ability to
perform a service job, take your vehicle to a competent me- chanic. Warranty service must be
done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take
your vehicle to your selling dealer. They know you and yo
nissan armada fuel filter location
2000 ford f150 spark plugs
2005 chevy cobalt electrical problems
ur vehicle best, and are most concerned that you get prompt and high quality service. Page
technicians, special tools, and the latest information to assure your vehicle is fixed correctly
and in a timely manner. Most matters can be resolved with this process. Page Warranty
Information U. They will help you keep your vehicle operating at its best. These manuals have
been prepared with the assistance of service and engineering specialists to acquaint you with
specific Chrysler group vehicles. Included are starting, operating, emergency and maintenance
pro- cedures as well as specifications, capabilities and safety tips. A tire marked C may have
poor traction performance. Page Selection Of Lubricant Page Adding Coolant Antifreeze Page
Air Conditioning Page Illuminated Entry Page Tires Page Mirrors Page Security Alarm Theft
Alarm Page Spare Tire Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

