2007 mazda 6 radio

Automotive wiring in a Mazda 6 vehicles are becoming increasing more difficult to identify due
to the installation of more advanced factory oem electronics. One of the most time consuming
tasks with installing an after market car stereo, car radio, satellite radio, xm radio, car speakers,
tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier,
mp3 player, ipod or any car audio electronics is identifying the correct color car audio wires for
your Mazda 6 headlight bulb size you need for your low beam or high beam and save time. Also,
find your other car light bulb sizes including your fog light, reverse light, turn signal, brake light
and more. The Modified Life staff has taken all its Mazda 6 car radio wiring diagrams, Mazda 6
car audio wiring diagrams, Mazda 6 car stereo wiring diagrams, Mazda 6 car radio wiring
schematics, Mazda 6 car wiring diagrams and cataloged them online for use by our visitors for
free. Our automotive wiring diagrams allow you to enjoy your new mobile electronics rather
than spend countless hours trying to figure out which wires goes to which Mazda 6 part or
component. Use of the Mazda 6 wiring information is at your own risk. Always verify all wires,
wire colors and diagrams before applying any information found here to your Mazda 6. If you
would like to help the Modified Life community by adding any missing information or adding a
new car audio wire diagram to our resource, please feel free to post it at the bottom of this page.
Niro, we suggest you purchase an automotive auxiliary input adapter. This adapter will allow
you to input any Apple iPod, mp3 player or portable music player into your factory radio. This is
the easiest and most cost effective way to add an audio input into your factory stereo. Here is
the adapter you will need:. Aux Input Adapter for Mazda 6. Hope this helps. Good luck with your
Mazda 6 aux input adapter installation. Hi, I have Mazda 6 luxury with Automatic transmission. I
would like to connect My Samsung galaxy S2. I guess there is no possibility to do it by the
phone data jack so I would like to do it from the 3. Do you have the model no. I will to make
some short in the ping that will simulate the radio Auxiliary mode Media button. Regards, Nir.
Michael, most late model vehicles do not have rca outputs on the factory radio to feed an audio
signal to your aftermarket amplifier. You would have to install a line out converter to supply an
audio output. Here is the Line-Out Converter you need:. We suggest you invest in some solid
wire taps that wont come loose. These wire tap connectors will allow you to tap into wires
without cutting and installs in seconds by hand with no crimping or tools required. As for the
Apple iPod integration, yes you can install an iPod adapter with an aftermarket amplifier. Apple
iPod Adapter for Mazda 6. Good luck with your Mazda 6 amp and aux input adapter installation.
Currently looking at adding an amplifier and subwoofer box to my car, so I just have a few
questions. First, is their a RCA audio output on the back of the factory unit? Also, can I run an
amplifier with an iPod adapter? Thank you for your time ModifiedLife. Tammy, yes you can add
an amplifer to your mazda 6 but it does take some audio installation know how. Good luck. That
way the FM modulator is only on when your ignition is in the on position. Your email address
will not be published. Skip to content. Adding More Information If you would like to help the
Modified Life community by adding any missing information or adding a new car audio wire
diagram to our resource, please feel free to post it at the bottom of this page. Leave a Comment
Cancel Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife.
Skip to main content. Include description. Brand Type. Unbranded 16 Items Aftermarket
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Listings. Buy It Now. Item Location. Canada Only. North America. Delivery Options. Free
International Shipping. Free In-store Pickup. Free Local Pickup. Show only. Free Returns.
Returns Accepted. Authorized Seller. Completed Items. Sold Items. More filters Any Condition
New. Gallery View Customize. Find the right parts for your Mazda. Enter Model Tell us about
your vehicle to find the right parts faster. Last one. Almost gone. Free returns. Amounts shown
in italicized text are for items listed in currency other than Canadian dollars and are
approximate conversions to Canadian dollars based upon Bloomberg's conversion rates. For
more recent exchange rates, please use the Universal Currency Converter. This page was last
updated: Feb Number of bids and bid amounts may be slightly out of date. See each listing for
international shipping options and costs. Table of Contents. Unusual noise from steering shaft
when turning steering wheel 4 pages. Should you resell the vehicle, leave this manual with it for
the next owner. Page 4: How To Use This Manual Illustrations complement the words of the
manual to best explain how to enjoy your The symbol below, located on some parts Mazda. By
reading your manual, you can of the vehicle, indicates that this manual find out about the
features, important contains information related to the part. Essential Safety Equipment Use of
safety equipment, including seats, seat belt system, child-restraint systems and SRS air bags.
Dashboard and Interior Overview Power window lock switch Page Seats Such modifications

could damage the Seat Slide supplemental restraint system and result in serious injury. Adjust
the driver seat only when the Do not drive with the seatback unlocked: Seat Recline The
seatback plays an important role in your protection in a vehicle. When returning a rear-reclined
seatback To lower the head restraint, press the stop- to its upright position, make sure you
catch release, then push the head restraint hold onto the seatback with your other down. Page
19 Such modifications could damage the supplemental restraint system and result in serious
injury. Consult an Authorized Mazda Dealer if there is any need to remove or reinstall the front
seats. Do not drive with damaged front seats: Driving with damaged front seats is dangerous.
Avoid extended operation because excessive use can Do not drive with the seats reclined:
damage the motors. Sitting in a reclined position while the To prevent the battery from running
vehicle is moving is dangerous down, avoid using the power Page 21 Essential Safety
Equipment Seats Change the seatback angle by pressing the Rear of seat bottom front or rear
side of the reclining switch. Raise or lower the back of the switch to Release the switch at the
desired position. Driver's Seat To lower the head restraint, press the stop- To adjust the lumbar
support, pull the catch release, then push the head restraint lever forward. Other than turning it
on or off, it cannot be adjusted. Do not stack cargo higher than the seatbacks or place articles
on the rear package tray or on the luggage compartment cover: Stacking luggage or other cargo
Verify that The seatback plays an important role the seat belt pulls out and retracts. Page 25
Essential Safety Equipment Seats 2. After checking that the rear seats are CAUTION clear, open
the trunk and pull the remote handle levers on the left and Before folding the seatbacks with the
right side of the trunk. Page 27 Essential Safety Equipment Seats 2. After checking that the rear
seats are When using the remote handle levers: clear, open the liftgate compartment and pull
the remote handle levers on CAUTION the left and right side of the liftgate compartment. Be
careful of the following when using the remote handle levers: On a downward slope, the
seatback Page 28 Essential Safety Equipment Seats 3. Push the rear seatback knob down.
WARNING When returning the seatback to the upright position, make sure there is no red
indication: A rear seatback not fully returned and locked in the upright position is dangerous.
Page 29 Essential Safety Equipment Seats Height adjustment To raise a head restraint, pull it up
to the desired position. To lower the head restraint, press the stop- catch release, then push the
head restraint down. Adjust the head restraint so that the top is even with the top of the
passenger's ears, never the passenger's neck. Page Seat Belt Systems Seat belts help to
decrease the possibility of severe injury during accidents and sudden stops. Mazda
recommends that the driver and all passengers always wear seat belts. Page 31 Therefore, both
front seat belts must be inspected after a collision and replaced if necessary. Have an
Authorized Mazda Dealer inspect all seat belt systems in use during an accident before they are
used again. Ask your doctor for specific recommendations. The shoulder belt should be worn
across your shoulder properly, but never across the stomach area. Page 34 If a belt does not
fully retract, inspect it for kinks and twists. Positioning the Shoulder Portion of the Seat Belt:
Improper positioning of the shoulder portion of the seat belt is dangerous. Expended seat belt
Page 36 ON position. If any of side or rear impacts. The system Some smoke non-toxic gas will
be may not work in an accident. If it is still not retracting properly, have it inspected at an
Authorized Mazda Dealer. It is now secure for passenger use. NOTE After returning the left-rear
seatback to its upright position, fasten the lap Page Seat Belt Extender When ordering an
extender, only order one that provides the necessary additional length to fasten the seat belt
properly. Please contact your Authorized Mazda Dealer for more information. Consult an
Authorized Mazda Dealer to deactivate and restore the seat belt minder. Page Child Restraint
Even if the front passenger air bag is shut off, Mazda strongly recommends that children be
properly restrained and child-restraint systems of all kinds are properly secured on the rear
seats which are the best place for children. Page 44 Essential Safety Equipment Child Restraint
WARNING Use the correct size child-restraint system: For effective protection in vehicle
accidents and sudden stops, a child must be properly restrained using a seat belt or
child-restraint system depending on age and size. If not, the child could be seriously injured or
even killed in an accident. Follow the manufacturer's instructions and always keep the
child-restraint system buckled down: An unsecured child-restraint system is dangerous. Page
45 Essential Safety Equipment Child Restraint WARNING Seating a child in a child-restraint
system on the front passenger seat is dangerous: Vehicles equipped with front passenger seat
weight sensors are also equipped with a front passenger air bag deactivation indicator light
page Even with the front passenger seat weight sensors, if you must use the front passenger
seat for children, seating a child in a child-restraint system on the front passenger seat under
the following conditions increases the danger of the front passenger air bag deploying Page 46
To avoid burning yourself or a child, check them before you or your child touches them. Page
Installing Child-Restraint Systems In your Mazda, tethered Place tether equipped child-restraint

child-restraint systems can only be systems where there are tether accommodated in the three
positions on anchors. Make sure the seatback is securely 4. Push the child-restraint system
firmly latched by pushing it back until it is into the vehicle seat. Be sure the belt fully locked.
Clicking from the retractor will be heard during 2. Tether strap Tether strap position Sedan
WARNING Tether Use the tether and tether anchor only strap for a child-restraint system: Using
the tether or tether anchor to secure anything but a child-restraint system is dangerous. In a
collision, the tether strap could come off and loosen the child-restraint system. Page 52 To
check if your front seats have side Never use a rear-facing child-restraint air bags: system in the
front seat with an air bag Mazda vehicles equipped with side that could deploy: air bag will have
a SRS AIRBAG Rear-facing child-restraint systems on Slide the seat as far back as possible.
You should not be able to pull the shoulder belt out of the retractor while the system is in the
automatic locking mode. Page 54 If the indicator light does not illuminate after installing a
child-restraint system on the front passenger seat, install the child- restraint system on the rear
seat and consult an Authorized Mazda Dealer as soon as possible. Both anchors must be used,
otherwise the seat will bounce around and put the child in danger. Make sure the seatback is
securely latched by pushing it back until it is fully locked. Expand the area between the seat
bottom and the seatback slightly to verify the locations of the LATCH lower anchors. Always
attach the tether strap to the correct tether anchor position: Tether strap Attaching the tether
strap to the incorrect tether anchor position is dangerous. Expand the area between the seat
Anchor bracket location Sedan bottom and the seatback slightly to verify the locations of the
LATCH lower anchors. They are located in: The steering wheel hub driver air bag The front
passenger dashboard front passenger air bag The outboard sides of the front seatbacks side air
bags The front and rear window pillars, and the roof edge along both sides curtain air bags
Page 61 Essential Safety Equipment SRS Air Bags WARNING Seat belts must be worn in air bag
equipped vehicles: Depending only on the air bags for protection during an accident is
dangerous. Alone, air bags may not prevent serious injuries. The appropriate air bags can be
expected to inflate only in the first collision with frontal, near frontal or side forces that are at
least moderate. The side air bags inflate with great force and speed directly out of the outboard
side of the front seat and expand along the front door on the side the car is hit. Page 63 Should
you sell your Mazda, we urge you to tell the new owner of its air bag systems and that
familiarization with all instructions about them, from the Owner's Manual, is important. The
electrical system with crash sensors and diagnostic module. The air bags are mounted in the
following locations: The steering wheel hub The front passenger dashboard The outboard sides
of the front seatbacks Page 65 Essential Safety Equipment SRS Air Bags Front Air Bag System
Components 10 1 Driver seat slide position sensor page 2 Front seats 3 Front dual stage
inflators and air bags 4 Front air bag sensor 5 Front passenger air bag deactivation indicator
light page 6 Front seat belt pretensioner and load limiting systems page 7 Front passenger seat
weight sensors page 8 Front passenger seat weight sensor control module After that, the front
air bags will not work again and must be replaced. Only an Authorized Mazda Dealer can replace
the system components. The front, dual stage air bags control air bag inflation in two energy
stages. During an impact of moderate severity the front air bags deploy with lesser energy,
whereas during more severe impacts, they deploy with more energy. Page 68 Essential Safety
Equipment SRS Air Bags Front passenger seat weight sensors Your vehicle is also equipped
with the front passenger air bag deactivation indicator light page These sensors are located
under both of the front passenger seat rails. These sensors determine the total seated weight
on the front passenger seat. Page 69 ON position and does not illuminate as indicated in the
above chart, do not allow a child to sit in the front passenger seat and consult an Authorized
Mazda Dealer as soon as possible. The system may not work properly in an accident. Page 70
Essential Safety Equipment SRS Air Bags WARNING Do not increase the total seated weight on
the front passenger seat: When an infant or small child sits on the front passenger seat,
increasing the total seated weight on the front passenger seat from the total seated weight of
approximately 30 kg 66 lb is dangerous. Page 71 If the front passenger air bag deactivation
indicator light does not illuminate after installing a child-restraint system on the front passenger
seat, install the child-restraint system on the rear seat and consult an Authorized Mazda Dealer
as soon as possible. Driver and front passenger buckle switches The buckle switches on the
front seat belts detect whether or not the front seat belts are securely fastened and further
control the deployment of the air bags. Page 72 The side and curtain air bags will function only
once. After that, the side and curtain air bags will not work again and must be replaced. Only an
Authorized Mazda Dealer can replace the systems. The front air bags will inflate if the severity of
impact is above the designed threshold level. Page 74 Essential Safety Equipment SRS Air Bags
Rear-ending or running under a truck's Side and curtain air bag activation tail gate may not
provide the stopping The severity of impact above the designed force necessary for air bag

deployment. Page 76 ON position or does not illuminate is turned to the ON position. If any of as
indicated in the chart. For more these occur, consult an Authorized Mazda details about this
indicator light and Dealer as soon as possible. The system this chart, refer to Front passenger
may not work in an accident. Page 77 Unless all safety procedures are followed, injury can
result. Ask an Authorized Mazda Dealer how to safely dispose of an air bag or how to scrap an
air bag equipped vehicle. Page 78 Doors and Locks Page Doors And Locks This could result in
If your key is lost, consult your someone being badly injured or even Authorized Mazda Dealer
and have killed. These new kinds of keys are your code number ready. They could Page 82 To
install a new battery, refer to Maintenance page Additional transmitters can be obtained at an
Authorized Mazda Operation Dealer. Up to 3 transmitters can be indicator light used with the
keyless entry system Panic button per vehicle. Page 84 Knowing Your Mazda Doors and Locks
Turning on the alarm NOTE Pressing the panic button for 1 second or Without theft-deterrent
system more will trigger the alarm for about 2 The hazard warning lights will flash minutes and
30 seconds, and the Install the battery with the positive pole facing down. Battery leakage could
occur if it is not installed correctly. Page 86 If you have a problem with the keyless entry
system, consult an Authorized Mazda Dealer. If your transmitter is lost or stolen, bring all
remaining transmitters to an Authorized Mazda Dealer as soon as possible for a replacement
and to make the lost or stolen transmitter inoperative. Use them both whenever a about a
second unlocks all doors and child rides in the vehicle. Page 91 After performing this
emergency someone. To do this, just unfasten the straps; Never allow a person to ride in the
Page 93 After performing this emergency measure, have the vehicle inspected at Notch an
Authorized Mazda Dealer as soon as possible. Closing the liftgate Use both hands to push the
liftgate down Retainer bar until the lock snaps shut. Set the right side of the retainer bar NOTE
onto the retainer loop on the right side of the luggage compartment. To fully retract and protect
the cover, guide the cover all the way into the retainer. Page 95 Knowing Your Mazda Doors and
Locks Luggage Compartment Net Dividing the luggage compartment from the rear seat The
luggage compartment net can be used as a compartment separator or to keep animals in the
back. Slowly pull out the net in the upward Dividing the luggage compartment direction, insert
the left and right net from the front seats anchors into the ceiling retainers, and slide them to
the position indicated in WARNING the figure. Slowly pull out the net in the upward To install
the net: direction, insert the left and right net 1. Fold down the rear seatback page anchors into
the ceiling retainers, and The lever is made operate. NOTE To close the power window to the
desired Each passenger power window can position, lightly pull up the switch. Page If you are
unable to restore the function activates and the power window cannot despite doing the restore
procedure, be closed automatically, pull and hold consult an Authorized Mazda Dealer.
Jam-safe window To close the power window to the desired For engine-off operation of the
position, pull up the switch. Page Because nobody likes getting into a very passenger's power
window switch turns hot car, Mazda has introduced a way to off. The light may be difficult to see
open the two front windows as you If they open the window without The wrong cap can result in
a serious malfunction of the fuel and emission control systems. Page If the light remains on
even after you have tightened the cap securely, driven, and restarted the engine several times ,
it may indicate a different problem. Contact an Authorized Mazda Dealer as soon as possible.
Remote fuel-filler lid release Fuel-Filler Cap To remove the filler cap, turn it counterclockwise.
Grasp the support rod and secure it in Hood the stay hole indicated by the arrow to hold the
hood open. To avoid the slide switch. To close, press the front of the slide switch. Page If the
security indicator light flashes continuously while you are driving, don't shut off the engine. Go
to an Authorized Mazda Dealer and have it checked. If you shut off the engine while the light is
flashing you won't be able to restart it. Page They are only available through an Authorized
Mazda Dealer. Always keep a spare key, in case one is lost. If a key is lost, contact an
Authorized Mazda Dealer as soon as possible. If you lose a key, an Authorized Mazda Dealer will
reset the electronic codes of your remaining keys and immobilizer system. The optional
theft-deterrent system is Opening the trunk lid by operating the designed to prevent your
vehicle or its trunk lid release button. Page A triggered alarm can be turned off by any one of
the following methods: Mazda recommends that you affix it to the lower rear corner of a front
door window. Unlock a door with the key. Page Knowing Your Mazda Steering Wheel and
Mirrors After adjusting the mirror, lock the control Auto-dimming mirror by placing the selector
switch in the middle position. The indicator light will go off. Do not use glass cleaner or
suspend To reactivate the automatic dimming objects on or around the light sensor. Fuel and
Engine Exhaust Precautions Never add cleaning agents other than those specified by Mazda.
Other cleaning agents and additives may damage the system. Consult an Authorized Mazda
Dealer. Gasoline blended with oxygenates such as alcohol or ether compounds are generally
referred to as oxygenated fuels. Page Emission Control System Either condition will damage the

converter and cause poor performance. Don't drive your Mazda with any sign of engine
malfunction. Don't coast with the ignition switch turned off. Don't descend steep grades in gear
with the ignition switch turned off. Page Before Driving Your Mazda Fuel and Engine Exhaust
Precautions NOTE After driving some distance and turning off the engine, the sound of a valve
opening and closing can be heard at the rear of the vehicle, however this does not indicate an
abnormality. If you smell exhaust gas inside your vehicle, keep all windows fully open and
contact an Authorized Mazda Dealer immediately. Do not run the engine when inside an
enclosed area: Running the engine inside an enclosed area, such as a garage, is dangerous. Is
the seat adjusted properly? Inspect inflation pressures and Are the inside and outside mirrors
condition of tires. Page Driving Tips Break-In Period Money-Saving Suggestions No special
break-in is necessary, but a few How you operate your Mazda determines precautions in the
first 1, km how far it will travel on a tank of fuel. Use miles may add to the performance, these
suggestions to help save money on economy, and life of your Mazda. Do not spin the front
wheels. Inflate snow tires 30 kPa 0. Exceeding these ratings can cause an accident or vehicle
damage. Never tow a trailer with your Mazda6. Page Driving Your Mazda Explanation of
instruments and controls. Starting and Driving Engine-starting is controlled by the spark
ignition system. If the engine stalls or Your Mazda has power-assisted brakes fails to start, wait
10 seconds before that adjust automatically through normal trying again. Otherwise, you may
use. Consult an Authorized Mazda Dealer as soon as possible even if the brake light is no
longer illuminated. This warning has the following functions Page ABS. Page Driving with worn
disc pads is illuminated. Have the vehicle towed to dangerous. The brakes could fail and an
Authorized Mazda Dealer to have cause a serious accident. As soon as the brakes inspected as
soon as you hear a screeching noise consult possible: an Authorized Mazda Dealer. This
reduces the chance of stalling and gives Indicates the shift lever can be shifted freely into any
position. From a locked. Page Driving Your Mazda Starting and Driving Manual Shift Mode NOTE
This mode gives you the feel of driving a If you change to manual shift mode manual transaxle
vehicle by operating the when the vehicle is stopped, the gear shift lever and allows you to
control will shift to M1. Descend slowly, Your vehicle will accelerate. When the TCS detects
driving wheel slippage, it lowers engine torque to prevent loss of traction. Page Driving Your
Mazda Instrument Cluster and Indicators The trip meter records the total distance Engine
Coolant Temperature Gauge the vehicle is driven until the meter is The engine coolant
temperature gauge again reset. Return it to 0. When the other illuminations in the dashboard.
Page Driving Your Mazda Instrument Cluster and Indicators When driving on snowy or foggy
roads, or in other situations when the instrument cluster or information display's visibility is
reduced due to glare from surrounding brightness, cancel the illumination dimmer and increase
the illumination intensity. Have the vehicle towed to Mazda Dealer as soon as possible. If either
of these occur, consult an Authorized Mazda The seat belt warning light illuminates Dealer as
soon as possible. The system and a beep sound will be heard if the may not work in an
accident. Page NOTE the front passenger to fasten the seat belt according to the chart below.
The belt minder can be deactivated. Continuing to drive your Mazda in this condition could
cause damage to your transaxle. Consult an Authorized Mazda Dealer as soon as possible. This
warning light comes on when any door isn't securely closed. Page TCS is switched off. The TCS
may have a malfunction. NOTE This light comes on when a cruising speed 3. Page Switches
And Controls Headlights incorrectly. Consult an Authorized To turn on the lights, turn the
headlight Mazda Dealer when the replacement is switch on the end of the control lever. The
number of passengers and weight of Pull back to original position for low cargo in the luggage
compartment change beam. They help you to see as well as to be seen. Turn Signal To turn the
front fog lights on, rotate the Drive to the side of the road and park off the right-of-way. Wait
until If the washer doesn't work, inspect the fluid level page The ignition switch must be in the
ON position. Press the switch to turn on the rear window defroster. The hazard warning lights
warn other Operation is subject to the opener or a gate, disconnect the power After the
HomeLink indicator light 7. Firmly press and release the learn or changes from a slow to a
rapidly smart button. The name and color of blinking light, release both the the button may vary
by manufacturer. HomeLink and hand-held transmitter buttons. Page Interior Comfort Interior
Comfort Use of various features for drive comfort, including air-conditioning and audio system.
Climate Control System Page Lack of refrigerant Clearing the Air Inlet may make the air
conditioner less efficient. Consult an Authorized Mazda Clear all obstructions like leaves, snow
Dealer for refrigerant inspection. Rotate the air vent left and right to Adjusting the Vents adjust
the direction of airflow. Directing airflow 1. Press the upper part of the air vent to open it. NOTE
When using the air conditioner, mist may come out from the vents. Check your vehicle's climate
control type and read the appropriate pages. Manual Type Turn it 1 Low speed clockwise for hot
and counterclockwise 2 Medium low speed Page Interior Comfort Climate Control System Mode

selector dial Air intake selector Turn the mode selector dial to select This switch controls the
source of air airflow mode page Set the mode selector dial to the position. Do not use the
position in cold 2. Set the temperature control dial to the or rainy weather: cold position. Using
the position in cold or rainy weather is dangerous as it will 3. Page Interior Comfort Climate
Control System NOTE WARNING When maximum cooling is desired, set the temperature
control dial to the Do not defog the windshield using the extreme cold position and set the air
position with the temperature intake selector to the position, control set to the cold position:
then set the fan control dial to Set the mode selector dial to the desired position. Set the air
intake selector to the position. Temperature control dial NOTE With the airflow mode set to
position and the temperature control dial set at a medium temperature, heated air is directed to
the feet and a Cold Indicator remains on even when system is off. Air intake selector Press the
switch to defrost the windshield and front door windows. To install the antenna, turn it
clockwise. Do not adjust the audio control Make sure the antenna is securely switches while
driving the vehicle: installed. AM signals bend around such things as Unlike AM signals, FM
signals cannot buildings or mountains and bounce off the travel beyond the horizon. The
broadcast signals are between tall buildings, mountains, and extremely strong, so the result is
noise and other obstacles. Page Should the unit not operate normally, consult an Authorized
Mazda Dealer. Only cassette tapes that play no longer Never attempt to repair it or insert a than
90 minutes should be used. Nonetheless, to insure NOTE enjoyment of music with consistent
sound quality, it is recommended to use Supply of this product only conveys a discs that have
been recorded at a bit license for private, non-commercial use Page Interior Comfort Audio
System MP3 files not conforming to the MP3 About folders and files format containing both
header frames The order of hierarchy for MP3 files and data frames will be skipped and and
folders during playback or other not played. While CBR Constant Bit Rate is generally used,
VBR varies the bit rate for audio compression according to compression conditions and this
allows for compression with preference given to sound quality. Audio sound adjustment 1. Page
Interior Comfort Audio System 2. Turn the audio control dial to adjust the The following four
modes are available. Page Interior Comfort Audio System Seek tuning Auto memory tuning
Pressing the seek tuning button This is especially useful when driving in will cause the tuner to
seek a higher or an area where the local stations are not lower frequency automatically. Page
MEMO A tape has long, silent intervals. Page Interior Comfort Audio System Music scan This
feature helps to find a program by playing about the first 10 seconds of each track. Press the
scan button during play to start scan play operation the track number will flash. Press the scan
button once again to cancel scan play. A beeping seconds after IN is displayed. Press the
repeat button during more during playback. Press the random button during playback, and then
press the button again within 3 seconds to play the tracks in the CD randomly. Check for
damage, dirt, or smudges on the CD, and then properly reinsert. If the message appears again,
take the unit to an Authorized Mazda Dealer for service. If you cannot clear the error indication,
take the vehicle to an Authorized Mazda Dealer. If the error indication Without navigation
system Mazda has installed this system to prevent distraction while driving the vehicle and
using audio controls on the dashboard. Always make safe driving your first priority. Press the
seek switch to repeat the current track. Mute Switch Press the mute switch once to mute audio,
press it again to resume audio output. Page Safety Certification This CD player should not be
adjusted or repaired by anyone except qualified service personnel. If servicing is required,
contact an Authorized Mazda Dealer. Use of controls or adjustments or performance of
procedures other than those specified herein may result in hazardous laser exposure. Never
operate the CD player with the top case of the unit removed. When the illuminated entry system
Sunvisor operates, the overhead light switch is in the DOOR position and the courtesy lights
turn on for: About 30 seconds after the driver's When ON position, the time is displayed. Page
Cup Holder Interior Comfort Interior Equipment Cup Holder NOTE Under the following
conditions, the WARNING ambient temperature display may differ from the actual ambient
temperature depending on the Never use a cup holder to hold hot surroundings and vehicle
conditions: liquids while the vehicle is moving: Using a cup holder to hold hot liquids
Significantly cold or hot while the vehicle is moving is Page Interior Comfort Interior Equipment
Front Bottle Holder To use the cup holder, open the center Bottle holders are on the inside of
the console by pressing the lower center part front doors. To reduce the possibility of injury in
an accident or a sudden stop, keep the storage boxes closed when driving. To open the glove
box, pull the latch To open it, pull the upper release latch. Insert the key and turn it clockwise to
lock, counterclockwise to unlock. Don't use accessories that are not genuine Mazda
accessories or the equivalent. Close the cover when the accessory socket is not in use to
prevent foreign objects and liquids from getting into the accessory socket. Parking in an
Emergency The hazard warning lights warn other drivers that your vehicle is a traffic hazard and

that they must take extreme caution when near it. Turn the knob and remove the cover. To
remove the jack Sedan 1. Remove the jack container lid. Turn the wing bolt counterclockwise.
When using the temporary spare tire, The temporary spare is lighter and smaller driving stability
may decrease than a conventional tire, and is designed Turn the tire wing bolt 2. Remove the
trunk board. For vehicles equipped with a sub- woofer, loosen the wing bolt and 5-Door remove
the woofer and spare tire. For vehicles equipped with a sub- woofer, uncouple the connector.
For vehicles equipped with a sub- Sport Wagon woofer, loosen the wing bolt and 1. Remove
trunk board A and open trunk remove the woofer and spare tire. Wing bolt Lock washer Black
Trunk board B Park on a level surface off the right-of- Changing a Flat Tire way and firmly set
the parking brake. Put a vehicle with an automatic NOTE transaxle in Park P , a manual If the
following occurs while driving, it transaxle in Reverse R or 1, and turn could indicate a flat tire.
Loosen the lug nuts by turning them Removing a Flat Tire counterclockwise one turn each, but
1. If your vehicle is equipped with a don't remove any lug nuts until the tire wheel cover, pry off
the wheel cover has been raised off the ground. Page Before removing the lug nuts, make sure
your Use only the front and rear jacking Mazda is firmly in position and that it positions
recommended in this cannot slip or move. Remove dirt and grime from the order form, which is
with the registration mounting surfaces of the wheel and card. Page If you're unsure of how
tight the nuts should be, have them inspected at an Do not apply oil or grease to lug nuts
Authorized Mazda Dealer. Page Because the wheel studs and lug nuts on your Mazda have
metric threads, 7. Have the flat tire repaired or replaced using a non-metric nut is dangerous.
Page Overheating Stop the and radiator are hot: engine and call an Authorized Mazda When the
engine and radiator are hot, Dealer. Page Carefully add coolant as required page The engine
could be seriously damaged unless repairs are made. Follow this procedure: 1. Depress the
accelerator all the way and hold it there. So follow the procedure carefully. If you feel unsure
about jump-starting, we strongly recommend that you have a competent service technician do
the work. A spark could cause the gas around the battery to explode and injure someone. The
vehicle being towed could surge forward when its engine starts, causing the two vehicles to
collide. This commercial tow-truck service. Page Introduction Claims against the warranty
resulting from lack of maintenance, as opposed to defective materials or authorized Mazda
workmanship, will not be honored. Any auto repair shop using parts equivalent to your Mazda's
original equipment may perform maintenance. But we recommend that it always be done by an
Authorized Repeated short-distance driving Driving in dusty conditions Driving with extended
use of brakes Page Maintenance and Care Scheduled Maintenance Scheduled Maintenance
Mexico Follow Schedule 1 if the vehicle is operated mainly where none of the following
conditions apply. If any do apply, follow Schedule 2. Repeated short-distance driving Driving in
dusty conditions Driving with extended use of brakes Driving in areas where salt or other
corrosive materials are being used Driving on rough or muddy roads Extended periods of idling
or low-speed operation However, Mazda recommends that all maintenance services be
performed at the recommended time or kilometer period to ensure long-term reliability. Page
Owner Maintenance The owner or a qualified service technician should make these vehicle
inspections at the indicated intervals to ensure safe and dependable operation. Bring any
problem to the attention of an Authorized Mazda Dealer or qualified service technician as soon
as possible. Page Owner Maintenance Precautions Improper owner maintenance during the
warranty period may affect warranty coverage. For details, read the separate Mazda Warranty
statement provided with the vehicle. If you're unsure about any servicing or maintenance
procedure, have it done by an Authorized Mazda Dealer. Page Engine Oil Changing the engine
oil should be done and fuel economy requirements of the by an Authorized Mazda Dealer. Pull it
out again and examine the level. It's OK between Low and Full. Rinse it off quickly if spilled. Use
only soft demineralized water in the coolant mixture. Water that contains minerals will cut down
on the coolant's effectiveness. Don't add only water. Always add a proper coolant mixture. If the
coolant reservoir is empty or new coolant is required frequently, consult an Authorized Mazda
Dealer. Mixing different fluids will also damage them. ATF 3. Add fluid if necessary; it does not
Fluid Level require periodic changing. Page Maintenance and Care Owner Maintenance 9. If
engine is warming up. Page Maintenance and Care Owner Maintenance 3. Move the shift lever
through all ranges, Fluid cold scale B then set it at P. Use a nonfreezing lubricant on washers
have been known to affect locks during cold weather. Page Maintenance and Care Owner
Maintenance 2. Hold the end of the rubber and pull NOTE until the tabs are free of the metal
support. To prevent damage to the wiper arm blades when raising both the driver and
passenger side wiper arms, raise the driver side wiper arm first. When the wiper no longer
cleans well, the You need to use them again. Replace it. If the metal stiffeners are switched, the
blade's wiping efficiency could be reduced. Hold the end of the blade rubber and 4. Carefully
insert the new blade rubber. Metal support 3. Pull down the blade rubber and slide it 4. Then

install the blade assembly in the reverse order of removal. Remove the metal stiffeners from the
blade rubber and install them in the new blades. Wash hands after handling. Eye Protection:
Working without eye protection is dangerous. Page Tires Rinse off spilled electrolyte Using any
other tire size than what is immediately with a solution of water specified for your Mazda page
and baking soda. It could seriously affect If the vehicle will not be used for an Warm tires
normally exceed Incorrect Tire Inflation: recommended pressures. Don't Overinflation or
underinflation of tires release air from warm tires to adjust is dangerous. Page Maintenance and
Care Owner Maintenance Also, inspect them for uneven wear and If a tire wears evenly, a wear
indicator damage. Abnormal wear is usually caused will appear as a solid band across the by
one or a combination of the following: tread. It is and stored. Page Maintenance and Care Owner
Maintenance When replacing a wheel, make sure the new one is the same as the original factory
wheel in diameter, rim width, and offset. Proper tire balancing provides the best riding comfort
and helps reduce tread wear. Page 2. Turn the screws counterclockwise and remove them.
Consult an Authorized 3. Turn the center section of the plastic Mazda Dealer when the
replacement is retainers counterclockwise and remove necessary. Page To replace the bulb,
contact an off the engine. If you are changing the Authorized Mazda Dealer. Use the protective
cover and carton for the replacement bulb to dispose 2. Pull the center section of the plastic
Removal retainer and remove the retainers and partially open the trunk side trim. Page 4.
Disconnect the bulb from the socket. Left side Right side Rear turn signal lights Page 5. Install
the new bulb in the reverse order 4. Sport Wagon 1. Rear turn signal lights Left side Detach the
electrical connector from the socket. Reverse lights 3. Turn the socket and bulb assembly
Taillights counterclockwise and remove it. Disconnect the bulb by pulling it out. Remove the
liftgate upper trim and high-mount brake light component. Install the new bulb in the reverse
order of removal. Turn the socket and bulb assembly Replacing Interior Light Bulbs
counterclockwise and remove it. Page Maintenance and Care Owner Maintenance 4. Install the
new bulb in the reverse order Vanity mirror lights of removal. Type B Trunk light Sedan 1. Press
both sides of the lens cap to remove it. Page Fuses If the same fuse blows again, avoid using
that system and consult an Authorized Mazda Dealer as soon as possible. Fuse Replacement 4.
Inspect it and replace if it's blown. Replacing the fuses on the driver's side Remove the fuse
block cover. If a fuse is blown, replace it with a new one of the same amperage rating. DEF 7.
Page Appearance Care Prevention Industrial pollutants and vehicle emissions drift into the air
and mix with rain or dew It is necessary to have your Mazda washed and waxed to preserve its
finish to form acids. These acids can settle on a vehicle's finish. As the water evaporates, Page
Prevention Chipped paint can lead to rust It is necessary to wash and wax your forming on your
Mazda. Before this vehicle to preserve its finish according to happens, repair the damage by
using the instructions in this section. Page Exterior Care NOTE dirt, mud, and other foreign
material from the underside of the fenders, and make Mazda is not responsible for sure the
drain holes in the lower edges of scratches caused by automatic car the doors and rocker
panels are clean. Page Driving with wet brakes is dangerous. CAUTION Increased stopping
distance or the vehicle pulling to one side when If your Mazda is damaged and needs braking
could result in a serious metal parts repaired or replaced, make accident. Light braking will
indicate sure the body shop applies anti- whether the brakes have been affected. Page Interior
Care In a collision, damaged with a leather cleaner or mild soap. Have an Authorized Mazda
Wipe it with a damp soft cloth; then dry Dealer replace damaged belts and buff it with a dry soft
cloth. Page Maintenance and Care Appearance Care Cleaning the Window Interiors If the
windows become covered with an oily, greasy, or waxy film, clean them with glass cleaner.
Follow the directions on the container. This is the quickest and best way to address the issue.
Page Customer Assistance Puerto Rico 3. Vehicle Identification Number 17 digits, noted on your
registration or title or located on the upper driver's side corner of the dash 4. Purchase date and
current mileage 5. Your dealer's name and location 6. Your question s If you live outside the U.
Page Customer Assistance Mexico Your complete and permanent satisfaction is of primary
concern to Mazda. All Authorized Mazda Dealers have both the knowledge and tools to keep
your Mazda in top condition. In our experience, any questions, problems, or complaints
regarding the operation of your Mazda or any other general service transactions are most
effectively resolved by your dealer. Box Irvine, CA In order to serve you efficiently and
effectively, please help us by providing the following information: 1. Virgin Island Plaza Motors
Corp. Mazda de Puerto Rico P. Triple J Motors P. However, in the event that you are moving to
Canada permanently, Mazda vehicles built for use in the United States could be eligible for
exportation to Canada with specific vehicle modifications to comply with the Canadian Motor
Vehicle Safety requirements CMVSS. There might not be an Authorized Mazda Dealer in the
country you plan to take your vehicle. The Mazda warranty is valid only in certain countries.
These may fit your vehicle, but they are not approved by Mazda for use with Mazda vehicles.

When you install non-genuine parts or accessories, they could affect your vehicle's
performance or safety systems; Dialing a number on a cell phone while driving also ties-up the
driver's hands. National Highway Traffic Safety Administration for grading tires by tread wear,
traction, and temperature performance. Page These grades will be added to the sidewalls of
passenger vehicle tires over the next several years according to a schedule established by the
NHTSA and the tire manufacturers. The grade of tires available as standard or optional
equipment on Mazda vehicles may vary with respect to grade. Page Tire Information U. Tire
Labeling Federal law requires tire manufacturers to place standardized information on the
sidewall of all tires. This information identifies and describes the fundamental characteristics of
the tire and also provides a tire identification number for safety standard certification and in
case of a recall. Tread wear, traction and temperature grades Here is an explanation of the
various components of that tire size and load index rating. H is the speed rating. The speed
rating denotes the maximum speed for which the use of the tire is rated. Letter Rating Speed
Rating 99 mph mph mph mph mph mph Tread Wear, Traction and Temperature Grades Tread
wear: The tread wear grade is a comparative rating based on the wear rate of the tire when
tested under controlled conditions on a specified government test course. Information on
Temporary Tires Please refer to the diagram below. Temporary tires 2. Nominal width of tire in
millimeters 3. Ratio of height to width aspect ratio 4. Diagonal 5. Rim diameter code 6. This
two-digit number indicates the tire's ratio of height to width. D is the tire construction symbol. D
indicates diagonal ply construction. Location of the Tire Label Placard You will find the tire label
containing tire inflation pressure by tire size and other important information on the driver's
side B-pillar or on the edge of the driver's door frame. Under-inflation is the most common
cause of failures in any kind of tire and may result in severe cracking, tread separation or
blowout , with unexpected loss of vehicle control and increased risk of injury. NOTE Warm tires
normally exceed recommended pressures. Don't release air from warm tires to adjust the
pressure. Under-inflation can cause serious failures and accidents. Over-inflation can produce a
harsh ride and the greater possibility of damage from road hazards. Tire Maintenance Improper
or inadequate vehicle maintenance can cause tires to wear abnormally. Here are some
important maintenance points: Tire Inflation Pressure Inspect all tire pressure monthly
including the spare when the tires are cold. Maintain recommended pressures for the best ride,
top handling, and minimum tire wear. CAUTION Rotate unidirectional tires and radial tires that
have an asymmetrical tread pattern or studs only from front to rear, not from side to side. Tire
performance will be weakened if rotated from side to side. NOTE Tires degrade over time, even
when they are not being used on the road. It is recommended that tires generally be replaced
when they are 6 years or older. Heat caused by hot climates or frequent high loading conditions
can accelerate the aging process. Properly loading your vehicle will provide maximum return of
vehicle design performance. Base Curb Weight is the weight of the vehicle including a full tank
of fuel and all standard equipment. It does not include passengers, cargo, or optional
equipment. Vehicle Curb Weight is the weight of your new vehicle when you picked it up from
your dealer plus any aftermarket equipment. When towing, trailer tongue load or king pin weight
is also part of cargo weight. GCWR Gross Combination Weight Rating is the maximum
allowable weight of the vehicle and the loaded trailer - including all cargo and passengers - that
the vehicle can handle without risking damage. Exceeding any vehicle rating limitation could
result in a serious accident, injury, or damage to the vehicle. Page Service Publications
Factory-authorized Mazda service publications are available for owners who wish to do some of
their own maintenance and repair. When requesting any of our publications through an
Authorized Mazda Dealer, refer to the chart below. If they don't have what you need in stock,
they can order it for you. Page Specifications Technical information about your Mazda.
Identification Numbers The number is on a plate attached to the left top side of the dashboard.
This plate can easily be seen through the windshield. Page Identification Numbers Engine
Number 2. If the spark plug type cannot be determined, consult an Authorized Mazda Dealer.
The fine particulate coating on the iridium alloy and platinum tips could be damaged. When
replacing tires, Mazda recommends that you replace tires of the same type originally fitted to
your vehicle. For details, contact an Authorized Mazda Dealer. Check the tire pressure label for
tire size and inflation pressure. Page Index Index Page Index Flasher Dimensions Page Index
Jump-Starting Page Index Odometer and Trip Meter Page Index Storage Compartments Page
Index Windshield Wipers Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. JavaScript
seems to be disabled in your browser. For the best experience on our site, be sure to turn on
Javascript in your browser. Belsee is android auto head unit stereo manufacturer over 5 years.
We are designed and developed so many android in dash car radio gps navigation system audio
player for many vehicles. Best high quality and service is our mission. We care about our

customers and welcome to you feedback to us to improve car stereo player and service.
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Stereo. Mercedes Benz Stereo. Land Rover Stereo. Skoda Stereo. Mitsubishi Stereo. Chevrolet
Stereo. GMC Stereo. SEAT Stereo. SsangYong Stereo. Suzuki Stereo. Back up camera. Front
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