2007 toyota corolla blower motor
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Replacement Blower Motor. Shipping Options: Free Ground Shipping. API Blower Motor. Four
Seasons Blower Motor. Product List Price:. Detailed Notes: In order to fit multiple applications,
this blower motor does not include the fan cage reuse fan cage from old blower motor or the
electrical connector cut and splice the connector from the old blower motor. Features:
OE-Equivalent. Direct Fit Replacement. Meet or exceed OE design and performance. Magnet
size and properties compare to or exceed OEM. OE quality electrical components, brushes and
bearings. Balanced rotor assembly. Shipping Options: Ground, Overnight, 2 Day. GPD Blower
Motor. It aids in heat transfer and cools the interior of the vehicle. Most gpd blower motors
come as a motor and wheel assembly. UAC Blower Motor. VDO Blower Motor. Four Seasons
Easy to install this blower is much stronger than the factory one. Excellent product. September
30th, Posted by Rickster56 rickeygoettsch. Catalog: E. Vehicle Toyota Corolla. Catalog: P.
Catalog: H. Catalog: B. Catalog: A. Vehicle Production Range Toyota Corolla. Catalog: S.
Catalog: Q. Vehicle Engine Toyota Corolla. Catalog: T. Catalog: N. I posted the following in
January and am including it in this new post to provide past history:. I took it out, put it back in,
and it worked again for a day before dying for good. So, I ordered a new one and replaced it. I
find it hard to believe that the replacement blower motor has failed after only 5 months. What
else should I check? The problem has intermittently resolved itself for a few weeks or months
only to eventually return. Giving the glovebox a good whack or driving over a pothole
sometimes got it going again, leading me to believe that there might be a wiring issue. After it
stopped this last time, I finally followed all of the suggestions to the previous post: I checked
the fuse good , checked the relay good , and replaced the resistor. No change. What I
discovered was that the blower motor worked depending on how I positioned the power wiring
that plugged into it. Strangely, the tighter the wiring was stretched, the more likely the motor
was to blow at full speed. The two wires leading to the connector were wrapped in some
electrical tape and a short piece of heat-shrink tubing, so I removed that to see if I could spot
any crimping or exposed wire. Any suggestions? Figure out where the other end of the wire is
and run new wire from there to the motor, then ziptie it to things under the dash to keep it from
dropping down. Be sure that the wiring is the issue, and not the connector at the blower motor.
Most hvac blowers use a simple DC motor. The higher the voltage, the faster it spins. So it
should spin like a banshee with 12 volts connected to it on the bench. Does it? If it does, next
up is the wiring. As George said, blowers are simple DC motors. DC motors operate faster as
more voltage is applied. These tend to go bad over the years, usually operating intermittently on
only one or two speeds but occasionally operating intermittently on all speeds. I think removing
the dash is probably beyond my very limited expertise. And while I know next-to-nothing about
testing electrical components, would connecting a multimeter to the connector on the wiring
not the connector on the blower motor itself possibly confirm a wiring problem? Possibly yes,
but you still need a wiring diagram to find out which wires to test for continuity. Turn key to
RUN but not start. Set HVAC blower speed to maximum. This will supply full power through a
relay to the blower motor. You should see something close to 12 volts DC. If not, wiggle wires to
see if it comes and goes as an intermittent. If no voltage or intermittent, you can find out which
connections are bad using resistance measurement. Use other probe to puncture wire
insulation a few inches up from the connector on the wire connected to the same pin and check
for continuity. A sharp pin pointed probe is obviously preferred for this but you could use a
simple pin to make the connection and connect your probe to that. Repeat for other wire. I
suggest to look at your blower resistor. It might be on its way out and work intermittently. The
reason it worked fine for a few month may have been due to less current the new blower draws.
It might only be a negligible increase but enough for the resister to be unable to handle it. You
can usually gain access to a lot of that stuff by removing the glove compartment box. Replacing
the wiring would require removing the dash. You may be able to see a corresponding drop in
voltage when the problem occurs, which would mean the blower motor is probably not the
problem. Then you could begin to work backward from the blower motor toward the resistor and
the battery the main source of electrical power to find out where the actual problem is. That will
tell you the location, coloring, and sizes of wires you are tracing. I just need to pick up a
voltmeter. You also recommended testing the blower motor on a bench. There is no need to
remove the blower motor again. Just get yourself a couple of alligator clips and 20 feet of 14
gauge stranded wire from Home Depot or Lowes. The motor is rated at 12V, so you can run the
wires directly from the motor to the battery. I would suggest to temporarily remove the current

wires from the motor to avoid feedback into a potentially bad wiring harness when you test the
motor. Yes, there is a chance of damaging something. A couple ideas in the way of safety
precautions, first wear eye protection. Second, powering anything for testing purposes using a
car battery, be sure to insert a fused jumper wire in the circuit. That way if you get a short, the
fuse will blow, rather than a bunch of sparks, heat, and potentially fire happening. Check what
fuse your car uses for that circuit, and use that amperage. The ventilation system in your car is
usually run off of one fan and a series of vents, ducts and diverters. If the power to this one fan
is lost, you will lose all air flow. It is possible that your cooling coils are freezing up which will
reduce the air flow through your vents. The most common cause of frozen cooling coils in your
car is a dirty cabin air filter. They are usually very easy to change yourself. I picked up a
multimeter and finally got around to testing today. The meter consistently reads around It just
seems weird that a new blower would start failing within a year. Any chance that something
goofy in the electrical system damaged it? Dumb question, the blower motor does not work
regardless of hot or AC setting? Be aware it could be the motor connector as well if your
harness tests good. Thanks very much! Thanks, but I already replaced the resistor. This listing
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days to return it from the date it was received. If this item is in your possession more than 7
days, it is considered used and we will not issue you a refund or replacement. All returned items
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amount, upon receipt of the item in its original condition and packaging with all components
and accessories included, AFTER both Buyer and Seller cancel the transaction from eBay. OR,
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Payment Warranty 1. All rights reserved. Shipping and handling. The seller has not specified a
shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
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a new window or tab. There are 19 items available. Please enter a number less than or equal to
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Return
policy. Payment details. Payment methods. Back to home page Return to top. Back to home
page. Listed in category:. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab Add to Watchlist. Image not available Photos not available for this variation. Does anyone
have experience with such things? Is it something I can do myself without any special tools?
The problem is that the dealer at which I bought the car is no longer near anywhere that I go. An
intermittent problem could be no more than a bad connection - a plug not fully seated, a wire
not properly crimped into a connector pin, etc. This is a good point that crossed my mind. I
intend to take the blower out and inspect it fully before I buy a new one. Thanks for the tip,
though. Gary or Rick might know, but there may be a resistor in series with that motor that
might be shot. The great majority of the time, intermittent blower operation is due to a faulty
blower motor. Sometimes you can get confirmation with the whackit test - with the ignition on
and the blower turned on but not running, give the blower motor case a good thump. Fiddling
with the speed switch does nothing. I forgot to mention that for a few months now I can hear the
fan rattling occasionally, which sounded to me like the same sound a computer CPU fan makes
before it dies. Sure there is. Try the whackit test first. I would tend to think something in the
switch, fan coltrol, or wiring. A DC motor is a pretty reliable component-test it by jumping it to
the battery. Here are the results of the whack-it test: turned on the car, no air blowing. Hit
blower with metal object, air blowing like theâ€¦ wind. General Questions. Nope, I blew past 36,
miles some time over the spring. My commute is miles each day. A Stock photo has been used
as a general representation. This is NOT a manufacturer part number, and can be disregarded.
You will only receive what is pictured unless otherwise stated in the description. Please do not
assume anything else will be included if it is not pictured. All of the parts we sell are guaranteed
to be in good working condition unless otherwise noted. We ONLY guarantee the part s will fit
the vehicle s listed in the description. If your vehicle was not originally equipped with the
EXACT part s listed, it is your responsibility to consult a dealer to see if it will fit your
application. Additional items may be needed if this is an upgrade or custom installati
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on. Please consult your local dealer for ALL other applications. We do our best to prevent these
issues from happening and apologize for any inconvenience it may cause. Boxes - Check the
ebay 'Shipping and Payments' tab for more info. PayPal Only Credit Cards can be used through
PayPal NO credit cards, cash, or any form of checks will be accepted for example: certified,
personal, or company checks. Tax - U. Residents Applicable sales tax will be collected for all
orders where it is required by law. Tax - Canada Residents Part must be located in Canada Sales
tax will be charged when parts are sold to customers in Canada. Please check rates below. Due
to heavy sales volume and limited staff, we are only able to respond to questions related to
orders. Unfortunately, we do not have the resources to respond to fitment or other general
questions. Please read our listings to hopefully find the answers you are looking for. We hope
you and your family are safe and healthy. Vehicle Engine Size:.

