2013 chevy malibu thermostat location

Part Quality. We recommend the following online resources for trustworthy information about
Chevrolet Malibu maintenance, repair and service. These resources deliver honest real world
ownership perspectives and useful facts for anyone researching the cost to replace the
thermostat on the Chevrolet Malibu. Cost estimates are based on industry average productivity
levels for the repair and local labor rates charged by experienced automotive professionals.
These estimates show a range of fair prices for your vehicle and geographic area. Auto repair
shop prices are set by each shop and may be different than price ranges estimated here particularly if the scope of work varies from that described here. Homewyse is a trademark of
Costwyse LLC. All other trademarks used herein are trademarks of their respective owners. Zip
Code. Install new gasket and thermostat. Fill coolant to proper level and verify proper
temperature management with engine running. Includes rust and corrosion inhibitors. Nitrate
and Phosphate free. Disposal fees Fees for proper handling and environmentally responsible
disposal and recycling of used fluids, parts, and materials. Part Quality. We recommend the
following online resources for trustworthy information about Chevrolet Malibu maintenance,
repair and service. These resources deliver honest real world ownership perspectives and
useful facts for anyone researching the cost to replace the thermostat on the Chevrolet Malibu.
Cost estimates are based on industry average productivity levels for the repair and local labor
rates charged by experienced automotive professionals. These estimates show a range of fair
prices for your vehicle and geographic area. Auto repair shop prices are set by each shop and
may be different than price ranges estimated here - particularly if the scope of work varies from
that described here. Homewyse is a trademark of Costwyse LLC. All other trademarks used
herein are trademarks of their respective owners. Zip Code. Install new gasket and thermostat.
Fill coolant to proper level and verify proper temperature management with engine running.
Includes rust and corrosion inhibitors. Nitrate and Phosphate free. Disposal fees Fees for
proper handling and environmentally responsible disposal and recycling of used fluids, parts,
and materials. Part Quality. We recommend the following online resources for trustworthy
information about Chevrolet Malibu maintenance, repair and service. These resources deliver
honest real world ownership perspectives and useful facts for anyone researching the cost to
replace the thermostat on the Chevrolet Malibu. Cost estimates are based on industry average
productivity levels for the repair and local labor rates charged by experienced automotive
professionals. These estimates show a range of fair prices for your vehicle and geographic
area. Auto repair shop prices are set by each shop and may be different than price ranges
estimated here - particularly if the scope of work varies from that described here. Homewyse is
a trademark of Costwyse LLC. All other trademarks used herein are trademarks of their
respective owners. Zip Code. Install new gasket and thermostat. Fill coolant to proper level and
verify proper temperature management with engine running. Includes rust and corrosion
inhibitors. Nitrate and Phosphate free. Disposal fees Fees for proper handling and
environmentally responsible disposal and recycling of used fluids, parts, and materials. How to
Change the Thermostat in a Chevy Silverado. If you notice your Chevy Silverado running hot or
the heater not blowing warm air, you'll likely need to change the thermostat. The procedure is
the same whether you're driving the light duty model, or if you own the heavy duty or Silverado.
Open the draincock at the bottom of the radiator and drain the coolant from your Silverado. Use
a clean container and reuse the coolant if it's relatively new. Follow the upper radiator hose to
the thermostat housing at the top of the intake manifold. Loosen the hose clamp with a
screwdriver and pull off the end of the radiator hose from the thermostat housing. Remove the
two bolts on either end of the thermostat housing cover and pull off the cover. Take out the old
thermostat. Scrape off the old thermostat gasket residue from the inside of the thermostat
housing cover. Stuff an old rag into the thermostat housing to prevent debris from getting
inside the housing. Insert the new thermostat into the thermostat housing with the spring-side
of the thermostat facing into the engine. Install the new thermostat gasket. Replace the
thermostat housing cover and tighten the two bolts. Reattach the upper radiator hose to the
thermostat housing. Refill the radiator with reserve or new coolant. Start your Chevy Silverado
and run with the radiator cap off to allow any air to escape from the radiator. After a few
minutes, install the radiator cap. Allow the engine of your Silverado to warm up. Touch the
upper radiator hose to verify it is getting hot, indicating the thermostat is working. Check for
leaks where the radiator hose attaches to the thermostat housing and tighten the hose clamp to
stop any leaks, if necessary. Note that a Chevy Silverado with a 6. Remove four bolts to take off
the housing cover. Install the rear thermostat with the two vent valves facing the rear of the
engine. Follow the radiator hose to the water pump housing if your Chevy Silverado has a 4.
This article was written by a professional writer, copy edited and fact checked through a
multi-point auditing system, in efforts to ensure our readers only receive the best information.
To submit your questions or ideas, or to simply learn more, see our about us page: link below.

Tips Note that a Chevy Silverado with a 6. Warnings Don't drain coolant from your Chevy
Silverado while the engine is hot. Writer Bio This article was written by a professional writer,
copy edited and fact checked through a multi-point auditing system, in efforts to ensure our
readers only receive the best information. Three problems related to engine overheat have been
reported for the Chevrolet Malibu. The most recently reported issues are listed below. Please
also check out the statistics and reliability analysis of the Chevrolet Malibu based on all
problems reported for the Malibu. Vehile is at 61k no accidents, while increasing speed as
coming on to the interstate had not even reached 70 mph the engine overheating warning came
on, I pulled over to the side and before I had a chance to turn off the car, it all the sudden cooled
down and no warning was given. Called the husband he said it had happen one other time 2
days ago. He said that it instantly cools itself down. After numerous visits to the dealer and two
major repairs, the check engine light still comes on, and the power steering locks up. The power
steering locked up and I was unable to steer the car and ran off the road. The car was towed to
the dealer who had just worked on the car for the second time in a month, and they found no
codes - no surprise! I complained to chevy for the third time at corporate level and they had
denied my claim as being safety related. I find it hard to believe that a car you suddenly can't
steer isn't considered a safety issues. I also find it hard to believe that chevy can't recognize
that there is a problem with the Malibu. How many people have to die before they address this
issue? If the computer isn't working its no surprise that the warnings are not throwing a code!
The contact owns a Chevrolet Malibu. The contact stated while driving 25 mph the engine
overheating warning sensor illuminated. The contact drove onto the emergency lane in order to
cool the engine and the vehicle was turned off. The contact was able to restart the vehicle. The
vehicle was taken to an authorized dealer for diagnostic testing and to be repaired. The
manufacturer was notified of the failure. The approximate failure mileage was 29, Car Problems.
Engine Overheat problem 1. Engine Overheat problem 2. Engine Overheat problem 3. Engine
And Engine Cooling problems Engine And Engine Cooling problems. Car Stall problems. Check
Engine Light On problems. Engine Shut Off Without Warning problems. Water Pump problems.
Engine Stall problems. Gas Recirculation Valve egr Valve problems. Loud Engine Noise
problems. Vehicle Overheat problems. Engine Exhaust System problems. Timing Tensioner
problems. My car started false overheating Thinking it might be the thermostat I changed it and
flushed the engine just in case some coolant had gelled in the engine.. The temp gauge is still
on cold. I'm stuck and don't know what wrong!! Hello - there are actually 2 temperature sensors
on your engine - the first reports temperature to engine management, which varies fuel mixture
based on this and other variables. The 2nd temperature sensor feeds the temperature gauge in
the instrument panel, and it should mirror the data engine management is getting. If the gauge
reads cold when you have reason to believe the engine is quite hot, check the connector and
wiring to that sensor. A disconnect of that wiring will give you a very cold reading. Probably
best that both coolant temperature sensors are replaced since have conflicting data, and "false"
engine management behavior. Check the problem codes, whether the Check Engine light is on
or not. If your vehicle is not longer under warranty, and assistance is needed, I recommend an
overheating inspection performed by a mobile, professional mechanic, such as one from
YourMechanic, who will come to your location, diagnose this problem, and give you an accurate
assessment of damage and cost estimate for repairs. My car has miles. My car has an automatic
transmission. David Gaines Wooten Automotive Mechanic. The statements expressed above are
only for informational purposes and should be independently verified. Please see our terms of
service for more details. Home Questions. What others are asking My bmwi will run for a while
and all of sudden it quits. I have to let it sit for an hour or two to restart it. Hi there. Check the
battery and see how old the battery is in the vehicle. If the battery is aged, then check the water
level if you can service the battery. If the battery is full, then check the voltage Read more.
Changing spark plugs on a Chevy Uplander Yes, I take out the pack and go by feel. Do it when
it's cold. Sometimes if they are really hard to get, I get them from the bottom. Jack it up and
move the bottom to get to them Help Hi Colleen. Typically after service like this has been
completed, a lack of power steering is either attributed to one of two things. Either the power
steering lines have air bubbles trapped in them or power steering lines not correctly Heater not
working and car overheating. The first thing to check is if the coolant is low. This car is known
to have a problem with the radiator leaking coolant on the sides and may have leaked most of
the coolant out. This is why your After hitting a deer, pink fluid rushed out from under my car.
The engine is overheating now. What is the problem? Depending on the amount of damage from
the deer, you may need to get a mechanic to check and evaluate the damages to your Jeep. The
pink fluid is most likely engine coolant that has leaked from the radiator AC Blower not Working
The most common failure for this problem is the blower control module also known as the linear
power module. The module should be replaced with a new one, after which you may notice the

blower speeds higher than they were Why won't my windshield wipers stop? Hello, thank you
for writing in. The vehicle may be having issues with the wiper motors, or the switch. There will
need to be some electrical testing done on the vehicle to properly determine which component
is responsible for the From that test, I can determine that the charging system, as in the
alternator, is fine. The voltage of the battery itself is very low, however. The starting volts are
dropping way below the minimum, which means that the Whooshing sound from rear brakes Hi
there, thanks for writing in. I'd be happy to offer my insight. If the brakes are dragging when you
let of the brakes, then you may have binding caliper slides or pads binding in the caliper
bracket. I'd recommend Related articles. You also expect a certain level of comfort. We have
Browse other content. Car is overheating Inspection. There seems to be a problem serving the
request at this time. Skip to main content. Shop by Category. Brand Type see all. Aftermarket
Branded. Genuine OEM. Private Label. Not Specified. Brand see all. Warranty see all.
Unspecified Length. Fitment Type see all. Material see all. Mounting Hardware Included see all.
Condition see all. New other see details. Please provide a valid price range. Buying Format see
all. All Listings. Buy It Now. Classified Ads. Item Location see all. Canada Only. North America.
Delivery Options see all. Free Shipping. Free In-store Pickup. Show only see all. Returns
Accepted. Completed Items. Sold Items. Authorized Seller. More refinements More refinements
The following parts fit a Chevrolet Cruze Edit. All Auction Buy It Now. Sort: Best Match. Best
Match. View: Gallery View. List View. Chevrolet Cruze Sonic Buick Encore 1. Only 3 left. Free
shipping. Engine Coolant Water Outlet 1. Engine Coolant Thermostat Housing 1. Only 1 left! Tap
item to see current price See Price. Only 2 left. Results Pagination - Page 1 1 2 3 4 5 6 7 8 9
Quick Links Download this manual. Automobile Chevrolet Tahoe Police Package Owner's
Manual chevrolet tahoe police and special service packages 60 pages. Pull the lever up to lock
the Messages See less frequent wipes or right for more frequent wipes. Find the vehicle's
current the following procedure: location and variance zone The zone is set to Zone 8 upon
number on the map. Your dealer will Compass Variance Zone set the correct zone for your
Zones 1 through 15 are Page Power Outlets Instruments and Controls 5. To decrease the time or
date do Certain electrical accessories may 3. Press again to apply the one of the following: not
be compatible with the selected default, or let the accessory power outlet and could screen time
out. Often gauges and warning lights work together to indicate a Indicators problem with the
vehicle. Warning lights and gauges can When one of the warning lights signal that something is
wrong comes on and stays on while Page Speedometer Instruments and Controls Speedometer
Cycle between the odometer and Fuel Gauge trip odometers A and B by pressing The
speedometer shows the the reset button located in the lower vehicle's speed in either
kilometers right area of the speedometer. Page Safety Belt Reminders Instruments and Controls
When the ignition is on, the fuel took a little more or less than gauge indicates how much fuel is
half the tank's capacity to fill left in the tank. When the indicator nears empty, the The gauge
moves a little while low fuel light comes on. If the airbag readiness light stays on after the
vehicle is started or Airbag Readiness Light comes on while driving, it means This light shows if
there is an the airbag system might not be For vehicles equipped with the The instrument panel
If the word OFF is lit on the airbag Charging System Light has a passenger airbag status status
indicator, it means that the indicator. Page Malfunction Instruments and Controls Malfunction
Malfunctions often are indicated by costly repairs not covered by the the system before any
problem is vehicle warranty. This could also Indicator Lamp apparent. Page Instruments and
Controls Check that good quality fuel is If the light continues to flash, find a Emissions
Inspection and used. Poor fuel quality causes safe place to stop and park the Maintenance
Programs the engine not to run as vehicle. See your Light dealer for assistance in verifying
proper operation of the malfunction indicator lamp. Driving with the brake system The parking
brake warning light warning light on can lead to a should come on briefly when ignition crash. If
it does not Reduced Engine Power come on, have the vehicle serviced Light by your dealer. If
the light stays on and the engine does not start, there could be a problem with the
theft-deterrent system. If this light stays The fog lamp light comes on when Cruise Control Light
on, see your dealer as soon as the fog lamps are in use. The light goes out when the fog lamps
are turned off. If an abnormal temperature reading is displayed for an extended period Driver
Information of time, consult your dealer. The button functions settings on the vehicle. See
displays. This display displays. This display can be used and the amount of fuel remaining in
shows the approximate average as a timer. If you see is shown. Page Instruments and Controls
measurement. All of the vehicle Monitor System TPMS , the information will then be displayed in
pressure for each tire can be viewed This engine coolant temperature is too hot. See may be
reduced. Anytime this display. Page Airbag System Messages Instruments and Controls
resetting the system by turning the stability enhancement system, you Any of the following
conditions may ignition off and then back on. If this should normally leave StabiliTrak cause the

TCS to turn off: message still stays on or turns back on. Turn the ignition on and place
messages will appear. The vehicle may have customization the vehicle in P Park. You can the
desired setting is displayed on This feature allows you to select the temporarily override
delayed locking the DIC. Press once to access the settings for this feature. Exiting the Feature
for information Then press Page Instruments and Controls devices such as garage door When
programming a garage door, To program up to three devices: openers, security systems, and
park outside of the garage. Park 1. Hold the end of the hand-held home automation devices.
Firmly press and release the system indicator light blinks door openers may require Learn or
Smart button. After rapidly for two seconds, substitution of Step 2 with the pressing this button,
you will then turns to a constant procedure noted in Gate Page Operation Instruments and
Controls To program the remaining two If you live in Canada, or you are Universal Remote
System Universal Remote system buttons, having difficulty programming a gate Operation
begin with Step 1 of Programming operator or garage door opener by the Universal Remote
System. Page Instruments and Controls 1. Press and hold down the two outside buttons until
the indicator light begins to flash, after 20 seconds. Release both buttons. Reprogramming a
Single Universal Home Remote Button To reprogram any of the three Universal Home Remote
buttons, repeat the programming instructions earlier in this section, beginning with Page Starter
Switch Check.. Page Keep a record with all parts receipts and list the mileage and the date of
any service work performed. It can be dangerous to work on your vehicle if you do not have the
proper knowledge, service manual, tools, or parts. Always To open the hood: follow owner
manual procedures 2. Page 7. Brake Fluid Reservoir. See 2. Power Steering Fluid Reservoir.
Engine Cooling Fan Out of View. See See 4. Windshield Washer Fluid Reservoir. See Adding
Washer Fluid under 2. See When to Add Engine Oil under 8. See 3. Power Steering Fluid
Reservoir 9. Out of View. Page Always dispose of engine oil 4. Lift and remove the engine
properly. See What to Do with cover. Used Oil in this section. Reverse Steps 1 4 to reinstall The
engine oil dipstick handle the engine cover. Use a towel or glove to touch the It is a good idea to
check the engine dipstick handle. Page to use. For engine oil crankcase capacity, see Selecting
the right engine oil depends on both the proper oil specification and viscosity grade. Page Used
oil can be a threat to the necessary. See Do not add anything to the oil. The from the filter before
disposal. Page since the last oil change. The oil life system can also be reset Remember to reset
the oil life as follows: system whenever the oil is changed. Fully press and release the
accelerator pedal three times Reset the system whenever the within five seconds. Page To
inspect or replace: 3. Remove the screws 3 on the sides of the air cleaner cover assembly. Turn
the cover upward to filter at the scheduled maintenance disengage the cover hinges. See the.
The air cleaner not only cleans the air; it helps to stop flames if the engine backfires. Page If the
coolant inside the coolant If the engine is overheating, the fan km , mi , whichever surge tank is
hot, do not do anything should be running. Page With plain water or the wrong mixture, the
engine could get too hot but you would not get the overheat warning. The engine Use a mixture
of one-half clean, could catch fire and you or drinkable water and one-half others could be
burned. Page drinkable water and DEX-COOL coolant at the coolant surge tank, but be sure the
cooling system, Turning the surge tank pressure You can be burned if you spill including the
coolant surge tank cap when the engine and radiator coolant on hot engine parts. Page Turn the
pressure cap slowly counterclockwise about one-quarter of a turn. If a hiss Adding only plain
water or some You can be burned if you spill is heard, wait for that to stop. Page 4. With the
coolant surge tank pressure cap off, start the There is a coolant temperature engine and let it
run until the could get badly burned. Stop the warning light on the instrument upper radiator
hose can be felt engine if it overheats, and get out panel. Page Idles for long periods in traffic. If
there is still no sign of steam, idle loss in this system could indicate a the engine for three
minutes while problem. Have the system inspected Tows a trailer. If the warning continues, and
repaired. Page To determine what kind of fluid to use, refer to Always use the proper fluid. Open
the cap with the washer symbol on it. Add washer fluid until the tank is full. See This vehicle has
disc brakes. Disc brake pads have built-in wear indicators that make a high-pitched When
windshield washer fluid is warning sound when the brake pads Page Brake linings should
always be If this is not done, the brakes might replaced as complete axle sets. For example,
installing disc brake pads that are The brake wear warning sound wrong for the vehicle, can
change means that soon the brakes will the balance between the front and See your dealer if the
brake pedal Page There are only two reasons why the brake fluid level in the reservoir might go
down: If too much brake fluid is added, it With the wrong kind of fluid in the The brake fluid level
goes down can spill on the engine and burn, brake hydraulic system, the because of normal
brake lining if the engine is hot enough. Page noise is heard. A fluid loss could indicate a
problem. Have it inspected and repaired. Batteries have acid that can burn you and gas that can
explode. You can be badly hurt if you are not careful. See When you are doing this for tips on

working inspection, the vehicle could Refer to the replacement number Page 3. Try to start the
engine in each 2. Firmly apply the parking brake. Contact your dealer if service is gear. The
vehicle should start required. If the vehicle starts in any other Be ready to apply the regular
position, contact your dealer for brake immediately if the vehicle Page pressure from the regular
brake 3. Push the new blade assembly pedal. Do this until the vehicle is securely on the wiper
arm until held by the parking brake only. To check the P Park mechanism's holding ability: 4.
Page 2. Turn the bottom edge of the blade assembly 2 slightly away Headlamp aim has been
preset and For the proper type of replacement from the underside of the should need no further
adjustment. If the vehicle is damaged in a crash, 3. Page 1. Open the hood. See To replace the
front fog lamp bulb: 1. Locate the fog lamp located under the front fascia. Remove the bulb by
turning it counterclockwise and pulling it straight out of the assembly. Disconnect the electrical
connector from the fog lamp bulb assembly. Page To replace one of these bulbs: 2. Turn the
bulb to be replaced 2. Remove the two screws holding counterclockwise to remove it in the
taillamp assembly. Slide the taillamp assembly 3. Pull the bulb out of the bulb rearward and
away from the socket assembly. Turn the bulb socket counterclockwise and pull the To replace
one of these bulbs: bulb straight out of the socket. Remove the two screws holding 4. Push the
new bulb into the bulb each of the license plate lamps Back-Up Lamp socket and turn it
clockwise to to the fascia. Page An electrical overload may cause the lamps to go on and off, or
in The wiring circuits in the vehicle are some cases to remain off. Have the protected from short
circuits by headlamp wiring checked right away fuses. This greatly reduces the The vehicle has
fuses and circuit if the lamps go on and off or chance of circuit overload and fire Page The
instrument panel fuse block is on the passenger side of the lower console. Pull the latch of the
fuse box cover straight back to access the fuses. The vehicle may not have all of the fuses,
relays, and features shown. Page and a serious crash. See Worn or old tires can cause a crash.
If the tread Every new GM vehicle has is badly worn, high-quality tires made by a replace them.
Underinflated tires pose leading tire manufacturer. See the same danger as Replace any tires
that the warranty manual for overloaded tires. Page Use only radial ply tires of the same size,
load range, and This vehicle may come with This vehicle was not, originally, speed rating as the
original all-season tires. These tires are equipped with winter tires. Winter equipment tires. Page
and service description. See the digits represent the week Tire Size illustration later in this 01 52
and the last two digits, Useful information about a tire is section. For example, the third molded
into its sidewall. The week of the year would examples show a typical have a four-digit DOT date
Page performance factors: treadwear, traction, and temperature compact spare tire or
temporary Maximum load that resistance. Page criteria have a TPC specification vehicle tire
engineered to Diameter of code molded onto the sidewall. Tire the wheel in inches. These
exceed all federal safety The three-digit characters represent the load guidelines. Page steering,
power brakes, power before a tire has built up heat Gross Axle Weight windows, power seats,
and air from driving. See Rating for the front axle. See conditioning. The relationship The weight
of a of a tire's height to its width. Page A pneumatic The maximum air pressure to side of an
asymmetrical tire that tire in which the ply cords that which a cold tire can be inflated. Page of a
tire when only 1. See Load on an individual tire due to curb weight, accessory weight, occupant
weight, and cargo weight. A tire A label information system that provides permanently attached
to a consumers with ratings for a vehicle showing the vehicle tire's traction, temperature, and
Page inflation pressures. The determined by looking at the tire. Return the valve caps on the
recommended pressure is the Check the tire inflation pressure valve stems to prevent leaks
minimum air pressure needed to when the tires are cold, meaning and keep out dirt and
moisture. Page like this: Maximum load the inflation pressure recommended kg lbs kPa 44 psi
by the vehicle manufacturer on the Max. If your vehicle has For this example, set the inflation
inflation pressure for the tires of a different size than the size Page The TPMS sensor matching
air pressure is getting low and process was not done or not needs to be inflated to the proper
completed successfully after pressure. The A Tire and Loading Information label malfunction
light should go off shows the size of the original once the TPMS sensor matching equipment
tires and the correct Page The tire has a puncture, cut, alignment. See or other damage that
cannot We recommend that the tires, be repaired well because of including the spare tire, if the
the size or location of the vehicle has one, be inspected damage. Page Loading Information
label after the tires have been rotated. See wheel attaches to the vehicle. In an emergency, a
cloth or a paper towel can be used; however, use a scraper or wire brush later to Reset the Tire
Pressure Monitor remove all rust or dirt. Page equipped, be replaced after six at least a month,
remove the tires or number is molded onto the tire's years, regardless of tread wear. The raise
the vehicle to reduce the sidewall near the tire size. If the tire manufacturer date is the last
weight from the tires. Page Winter tires with the same speed sure they are the same size, rating
as the original equipment load range, speed rating, and tires may not be available for H,

construction radial as the Mixing tires of different sizes, V, W, Y and ZR speed rated original
tires. Page may be affected. If the vehicle has nominal rim diameters of electronic systems such
as antilock 10 to 12 inches 25 to 30 cm , brakes, rollover airbags, traction or to some
limited-production control, electronic stability control, Quality grades can be found tires.
Warning: The graded Page road, the tires and wheels might need to be rebalanced. See your
dealer for proper diagnosis. Using the wrong replacement wheels, wheel bolts, or wheel
Replacing a wheel with a used nuts can be dangerous. It could one is dangerous. How it has
Replace any wheel that is bent, affect the braking and handling of been used or how far it has
been Page It is unusual for a tire to blow out parts. The area damaged by the Driving on a flat
tire will cause while driving, especially if the tires tire chains could cause loss of permanent
damage to the tire. See control and a crash. Page level place to change the tire. To the vehicle, it
is designed only for help prevent the vehicle from changing a flat tire. If it is used for moving:
anything else, you or others could be badly injured or killed if the 1. Push the levers on the load
floor. Remove the tire protector foam. Remove the wheel retainer bolt holding down the spare
tire by 3. Lift the load floor and hang the turning it counterclockwise. Page The tools are located
between the 3. Remove the straps holding the 2. Use the wheel wrench to loosen compact spare
tire and the liftgate. Do not To access the tools: and extension jack handle, if the remove them
yet. Page 5. Raise the vehicle by turning the 9. Place the compact spare tire on jack handle
clockwise. Raise the the wheel-mounting surface. Reinstall the wheel nuts. Page When
reinstalling full plastic covers or center caps, tighten all the plastic caps hand snug, then
tighten with aftermarket manufacturer when the wheel wrench an additional using accessory
locking wheel one-quarter of a turn. See original equipment wheel nut torque specifications.
Page To store the flat or spare tire and 1. Place the wheel wrench and tools: extension, if the
vehicle has one, into the tool bag 1 and use the straps to secure the tool bag 1 to the fully
collapsed jack 3. Remove the disk from the The compact spare is for temporary The spare tire is
for temporary retainer bolt. Turn the disk over use only. Replace the compact emergency use
only. Replace it with and place it back on the spare tire with a full-size tire as a regular tire as
soon as possible. Get the vehicles close enough so the jumper cables can reach, For more
information about the but be sure the vehicles are not vehicle battery, see touching each other.
If they are, it could cause a ground connection you do not want. You If the vehicle battery has
run down, would not be able to start your you may want to use another Turn off the ignition on
both To uncover the remote vehicles. Check that the jumper cables do not have loose or
missing insulation. If they do, you could An electric fan can start up even add water to take care
of that get a shock. The vehicles could when the engine is not running first. Page 6. Use a
remote engine parts that move. Page To tow the vehicle behind another Here are some
important things to vehicle for recreational purposes, consider before recreational vehicle such
as behind a motor home, see towing: Recreational Vehicle Towing in this What is the towing
capacity of section. Be sure to read the tow vehicle manufacturer's Turn fog lamps and all
accessories off. Front-wheel-drive and 5. To prevent the battery from all-wheel-drive vehicles
may be draining while the vehicle is dinghy towed from the front. Page Once the destination has
been To tow the vehicle from the front reached: with the rear wheels on the ground, do the
following: 1. Set the parking brake. All-wheel-drive vehicles should not 1. Put the front wheels
on a dolly. Page Locks are lubricated at the factory. Use a de-icing agent only when absolutely
necessary, and have the locks greased after using. See Recommended Fluids and Lubricants.
To preserve the vehicle's finish, wash it often and out of direct sunlight. Page are damaged, see
your dealer to have the damage assessed and repaired. Foreign materials such as calcium
chloride and other salts, ice melting agents, road oil and tar, tree To keep the paint finish
looking new, sap, bird droppings, chemicals from keep the vehicle garaged or industrial
chimneys, etc. Page emblems. Follow instructions under rubber material on painted surfaces
"Washing the Vehicle" in this can be removed by rubbing with a section. See Clean the outside
of the windshield with glass cleaner. Use a stiff brush with tire cleaner to Clean rubber blades
using a lint-free clean the tires. Page signs of wear. Inspect the power discolorations, and small,
irregular steering for proper hook-up, binding, dark spots etched into the paint If the vehicle is
damaged and leaks, cracks, chafing, etc. Visually surface. Page Do not use laundry detergents
or on any switches or controls. For liquid cleaners, quickly. Never allow cleaners to use
approximately 20 drops per remain on the surface being 3. Start on the outside edge of the soil
and gently rub toward the Start by vacuuming the surface center. Fold the cleaning cloth to
using a soft brush attachment. If a a clean area frequently to rotating brush attachment is being
For vehicles with high gloss prevent forcing the soil in to the used during vacuuming, only use
it Page Do not use cleaners that increase gloss, especially on the instrument Keep belts clean
and dry. Reflected glare can decrease visibility through the windshield Use a soft microfiber
cloth under certain conditions. Page Use the following guidelines for proper floor mat usage.

The original equipment floor mats were designed for your vehicle. If the floor mats need
replacing, it is recommended that GM certified floor mats be purchased. Non-GM floor mats may
not fit properly and may interfere with the accelerator or brake pedal. Normally, any concerns
English , with your new vehicle. However, with the sales transaction or the or French. Page 40
days. If you do not agree with the For further information concerning decision given in your
case, you In the event that you do eligibility in the Canadian Motor may reject it and proceed
with any not feel your concerns have been Vehicle Arbitration Plan CAMVAP , other venue for
relief available addressed after following the Page However, we recognize that despite the good
intentions of all parties If your case is not resolved in a involved, sometimes a reasonable
amount of time by your misunderstanding may occur. Page Assistance Center. TTY users in
records. Centre: Canada can dial Chat live with online help Select a preferred representatives.
Page For more information about the automatically enrolled in the renewal of this program at
the end Roadside Assistance program. The of its term, contact the Chevrolet services are
available at no cost Customer Assistance Center at under the terms and conditions of Page
Chevrolet Chevrolet dealership. It is the dealer, you will be asked to dealers. Page Once the
dealer has with a carrying capacity greater Chevrolet dealership to repair reported that the
vehicle has than 3. Page Cost of towing a trailer when phone, use the following numbers:
unforeseen circumstances, such choosing a Chevrolet dealer that as natural phenomena of an
is nearest to the temporary extraordinary nature, storage facility for the disabled Page Roadside
Assistance is not a part of have the following information before this service is given. Page
must be in good condition and restricted. Propane and other to Roadside Assistance. It is the
owner's fuels are not provided through Mechanical failures may be responsibility for the repair
or this service. Page If your dealer requests you to bring entitled Limited Warranty and the
vehicle for service, you are Owner Assistance Information urged to do so as early in the work
furnished with each new vehicle If the vehicle requires overnight day as possible to allow for
provides detailed warranty coverage warranty repairs, and public same-day repair. Page Rental
reimbursement will be limited Collision parts are the best choice to and must be supported by
original ensure that the vehicle's designed receipts. This requires that you sign appearance,
durability, and safety and complete a rental agreement are preserved. Do not collisions.
Aftermarket parts are not vehicle by limiting compensation for leave the scene of a crash until
all covered b
honda shadow turn signal relay
wiring diagram ac motor
2005 jeep wrangler radio wiring diagram
y the GM New Vehicle Page Vehicle make, model, and Specify to the facility that any In such
cases, you can have control model year. Page Owner publications are written Technical Service
Bulletins and specifically for owners and intended Manuals are available for current to provide
basic operational and past model GM vehicles. Motors of Canada Limited. Page These data can
help provide a better understanding of the This vehicle is equipped with an circumstances in
which crashes and event data recorder EDR. The injuries occur. Page GM will not access this
data or and, in certain situations, the share it with others except: with the location and
approximate GPS consent of the vehicle owner or, speed of the vehicle. Refer to the if the
vehicle is leased, with the OnStar Terms and Conditions and This vehicle has systems that
consent of the lessee; Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

