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The initial models were of the four-door sedan body style, followed by the coupe, convertible,
wagon "Touring" and hatchback "Compact" body styles in later years. The E36 was the first 3
Series to be offered in a hatchback body style. It was also the first 3 Series to be available with a
six-speed manual transmission in the M3 , a five-speed automatic transmission and a
four-cylinder diesel engine. The multi-link rear suspension was also a significant upgrade as
compared to the previous generations of the 3 Series. All-wheel drive was not available for the
E36, unlike the previous E30 and successive E46 generations. The E36 was named in Car and
Driver magazine's 10Best list for every year it was on sale. Following the introduction of its
successor, the E46 3 Series in , the E36 began to be phased out and was eventually replaced in
Development of the E36 began in [3] and the exterior design was heavily influenced by
aerodynamics, specifically the overall wedge shape, headlight covers and smaller wing mirrors.
The production version of the E36 was launched in October , with press release in November
and market launch in early In , the BMW M52 engine replaced the M50TU, resulting in the i
model replacing the i and the addition of a new mid-range i model powered by a 2. In , the 3. In ,
its capacity was increased to 3. In , the tds model was released, which added an intercooler to
the M In , the tds model was introduced, powered by the four-cylinder BMW M41 turbocharged
and intercooled engine. All models are rear-wheel drive, since the E36 was not produced with
all-wheel drive unlike its predecessor and successor. The hatchback "Compact" models use a
rear semi-trailing arm suspension based on the older E30 3 Series design. This was done in
order to save space due to the truncated rear end of the hatchback. The Alpina B6 2. The 3
Series Compact range of three-door hatchback models were introduced in , based on a
shortened version of the E36 platform. The North American model range consisted of the
models listed below. The i models were powered by the BMW M42 engine, which was used in
the is model sold in other countries. Joachim Winkelhock competed in the British Touring Car
Championship with the i and i from to , winning the title in From Wikipedia, the free
encyclopedia. Motor vehicle. Petrol: 1. Main article: BMW M3. Main article: BMW Z3. Retrieved
19 February Retrieved 6 January Retrieved 21 December The third generation E36 ". Retrieved 3
January Archived from the original on 18 October Designing Motion: Automotive Designers to
Retrieved 18 June Retrieved 17 September Retrieved 1 April Retrieved 7 April The New York
Times. Retrieved 31 October Retrieved 15 May Lexington Books. Retrieved 24 December
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Commons. Compact executive car D. Front-engine, rear-wheel drive. Z4 E Initial models were
produced in a two-door sedan body style with four-cylinder petrol engines. Fuel-injected
engines were introduced in late and 6-cylinder engines were added in There was no BMW M3
model for the E21 generation, but several limited edition models were produced based on the
model with the largest engine, the six-cylinder i. The E21 was replaced by the E30 3 Series in
The frontal view of the new car was dominated by the BMW trademark kidney grille standing out
clearly from the radiator cover. The styling of the new car bore a resemblance to the E12 5
Series which was in production as the E21 was introduced. The cockpit design of the E21
marked the introduction of a new design concept, with the center console and central
dashboard area angled towards the driver. This has become part of BMW's interior design
philosophy for many years. As a sign of passive safety, all edges and control elements within
the interior were rounded off and padded. The was the base model for years to , fitted with a 1.
In the engine size increased to 1. The was a mid-range model that was powered by a carburetted
four-cylinder engine. In , the carburetted was dropped and replaced by the fuel injected i. The
initial model was powered by a four-cylinder engine using a Solex 2-barrel downdraft
carburettor. The i was released in late It has a continuous port injection system Bosch
K-Jetronic instead of a carburetor. The engine uses a Solex 4-barrel downdraft carburetor. The i
was the top E21 model following its introduction in It is powered by a 2. With a wheelbase
measuring 2. The suspension incorporated rack and pinion steering and MacPherson strut
suspension at the front, and semi-trailing arm type independent suspension at the rear. The
power assisted brakes were discs on the front wheels, while the rear wheels had drum brakes
except the i model which had discs all round. At the E21's release, three models were available:
with 1. To differentiate between models, the model came with dual headlights, while the and had
single headlights. The fuel-injected i was introduced at the end of It has the M10 four-cylinder
engine with Bosch K-Jetronic fuel injection, and a limited slip differential was available as an
option. The new range-topping i model was introduced, featuring 2. For the model year, the
four-cylinder models were upgraded: the 1. This fuel-injected 1. The economy model was

introduced as a reaction to the second "oil crisis" in late More spartan than the other E21
models, it was the last E21 to be built and produced alongside the early E30 models. A cabriolet
conversion was offered by Karosserie Baur , called the TopCabriolet. It consisted of a targa roof
and an independent rear soft-top. All Baur models included the BMW warranty. A total of 4,
vehicles were manufactured before production ended in The E21 was sold in the United States
from model years to as the four-cylinder i and is. Six-cylinder models were not sold in America,
because the E21 versions of the M20 engine did not meet U. From to , the U. In , the M10 engine
was downsized to 1. Due to American regulations, the following changes were required: [26]. In ,
the is model was released in the United States, powered by a 1. Just 2, is's were produced.
Production of the E21 began in June [30] and finished in December Total production estimates
vary between 1,, and 1,, cars. Models sold in Malaysia used complete knock-down kits produced
in Germany, which were assembled in Kuching , Malaysia. The car was developed in only just
over 12 weeks, without technical drawings. BMW Motorsport engineers simply carried out the
modifications directly, with the car progressively taking its final shape. The won its first race, at
Zolder in with Marc Surer at the wheel. From Wikipedia, the free encyclopedia. Motor vehicle.
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are:. All-wheel drive , which was last available in the 3 Series in , [9] was reintroduced for the
E46 on the xi, xi and xd models. Following the introduction of the E90 3 Series sedans in late ,
the E46 began to be phased out. In late , design work began under chief designer Chris Bangle
and continued into Chris Bangle and Dr. Production development of the sedan took 24 months
following design freeze and was 31 months from executive board styling approval in to its start
of series production in December The E46 sedan was unveiled via press release on 11
November and was launched on the market at the end of April with customer deliveries. Factory
specifications are listed below. The electronic components in the E46 are more integrated than
previous generations of 3 Series, including the use of a CAN bus system. The E46 M3, first
introduced in October , was available with the 3. The M3's S54 engine has a redline of 8, rpm. As
with most M engines, the S54 has 6 individual throttle bodies , in this case electronically
operated drive-by-wire throttle. The engine featured dry sump lubrication as its racing
counterpart and bigger radiators. The stiffer chassis and suspension system were a carryover
from the race version. The car was lowered further than a standard M3 and featured additional
strut braces between the firewall and strut towers as well as between the right shock towers.
The redesigned front and rear fascias and the rear wing optimised aerodynamics. The roof, the
hood, the rear wing and front and rear fascias were made from carbon-fibre in order to reduce
weight. Notable changes made to the interior included leather Recaro bucket seats, removal of
rear seats and special M3 GTR sill plates. The Alpina "B3 3. In September , the facelift LCI
versions of the sedan and Touring were released for the model year. In March , the facelift LCI
versions of the coupe and convertible models except M3 were released for the model year. The
highest selling year for the E46 chassis was , when , vehicles were sold worldwide. The Spec
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BWM created the 3 series vehicles from to New platform changes and different engine types
were some of the selling points for these vehicles. The i is one of the five motors used in the 3
series in the BMW lineup. Buying with confidence from a used condition parts sellers is
essential in the second hand market on the Internet. The E46 platform was selected by BMW to
create the new wagon and touring series vehicles. The straight six engine design was coupled
with four and five-door trim designs. The i is a horsepower engine that is water cooled. This
design is known as a longitudinal motor and relies on a manual transmission. The rating for
displacement is sometimes listed as 1. The M52 engine code is used to differentiate the i from
diesel models. Buying used is tough in some parts of the USA. There are hundreds of dealers
although no one really knows what quality can be expected. BMW is known for its contributions
in the luxury vehicle arena. While quality is put into parts production, there are no guarantees
that a motor will function past its prime. A complete evaluation procedure is performed on each
engine before insertion into the sellable inventory. The straight six engine design provides a
dual overhead cam motor. These combustion motors were used until although some diesel
units are available. The diesel motors use four-cylinder configurations. Buying used engines on
the Internet without a warranty is a risk that some buyers take. This supplies any user with a
safe way to purchase preowned motors regardless of the discount price. It only takes a moment
to start reviewing the actual sticker prices that are attached to motors available on this website.
Instead of providing pri
motorcycle ignition coil wiring diagram
led rocker switch wiring diagram
1973 winnebago brave specifications
ces in a list formation, a database is used to generate an instant quote in price. This is a more
accurate way to explore the actual cost of a used engine. By entering the make, model and year
in the system a price is displayed. This is the simplest engine quote system in use on the
Internet in the U. It is possible for BMW engine buyers to find support by phone too. A talented
team handles all price requests and provides additional data to callers. The Pro Auto USA
company uses a toll-free number to make all motor information freely available to consumers.
The amount of research before buying preowned auto parts that this method saves is invaluable
in the long run. Previous Next. Facebook Facebook. About the Author: Auto Pros. Brian Hanson
is an seo and search marketing expert with a passion for auto parts. Throttle Body Assemblies
For Sale. Timing Belts For Sale. Turbos for Sale. Radiators for Sale. Superchargers for Sale.
Engine Control Module. Cylinder Heads for Sale. Recent Posts.

