Chevrolet cavalier 2 2 engine diagram

This chevrolet cavalier with a 22l came in with a complaint of an engine misfire. The manifold
absolute pressure map sensor for a chevrolet cavalier 22l engine vin code 4 is mounted on the
side of the throttle body assembly. Chevy cavalier 2 2l engine diagram. It is marked a in the
diagram below. For further identification gm almost always uses a green colored connector for
the electrical connection at the map sensor. The belt diagram can also be obtained from most
auto parts stores when you purchase the belt. The chevrolet cavalier 22 liter engine drive belt
diagram can be found in the owners manual. Here is a picture gallery about chevy cavalier
engine diagram complete with the description of the image please find the image you need. For
the j cars it evolved through Autozone repair guide for your chassis electrical wiring diagrams
wiring diagrams. It would be greatly helpful and greatly appreciated. The engine diagram of a 22
liters 10 is available on internet. Does anyone by any chance have an internal diagram of this
engine. I know that i have a 22l dohc ecotec sfi l4 horsepower engine but i wanted to know more
about the exact components so i can know more about how it works. The was similar to the first
two generations of the general motors v6 engine. The engine was designed by chevrolet and
was used in a wide array of general motors vehicles. I need the engine wiring diagram for chevi
chevrolet cavalier 22l sfi ohv 4cyl this is a sample for an 22l vin 4 engine schematic. Internal
diagram of a 22 l chevy cavalier engine. To view the diagram type the name of the related search
in the url and look for results. During the diagnostic procedure coolant was noticed under the
coil assembly housing and on top of the. Air bag supplemental restraint system. If you do or.
Overheating problem chevrolet cavalier 22l if your heater hose setup is the same then this may
help you as well for other years and models. Chevrolet cavalier questions cavalier stalled while
driving inside chevy cavalier engine diagram image size x px and to view image details please
click the image. Sharing cylinder bore diameters and some parts citation neededthe was
available in the us beginning in for the gm j platform compact cars and s series trucks. Like the
facebook page find me here. Chevy S10 2 2 Engine. Chevy 2 2l Engine Diagram Motorcycle
Pictures. Wrg Chevy Cavalier 2 2l Engine Diagram. Chevy 22 Engine Diagram Electricity Site.
Repair Guides. Wrg Chevy 4 2l Engine Diagram. Post a Comment Note: Only a member of this
blog may post a comment. Share this post. Post a Comment. Newer Post Older Post Home. Iklan
Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About Contact
Privacy Policy Disclaimer. The Chevrolet Cavalier is a line of small cars produced for the model
years through by Chevrolet , and then later reintroduced in for the Chinese Market. The Cavalier
replaced the Monza in North America. The Monza was available as a 2-door coupe , a 3-door
hatchback and a 3-door wagon using the same body as the discontinued Vega wagon, the
model it replaced. The inexpensive Chevette was retained even as sales declined, and was
formally replaced by even smaller captive imports. Both previous platforms had rear-drive
layouts while the new design followed the front wheel drive trend, as in the Dodge Omni and
Honda Civic. Ford and Chrysler also introduced new front drive compacts. The small Cavalier
even helped fill in lagging sales of the compact Citation. The Cavalier first went on sale in May
as a model with front-wheel-drive, [2] a choice of two carbureted versions of the GM series
four-cylinder pushrod engines, and 2 and 4-door sedan, hatchback, and station wagon body
styles. Convertibles were added in , initial production totaling less than The Cavalier name
originated from GM's then-British subsidiary Vauxhall , who applied it to badge engineered
variants of the Opel Ascona , the third generation of which was the first J-body car to be
released. The models received a mild facelift featuring quad headlights. Z24 was introduced in
for model year coupe and hatchback configurations. The Cavalier was restyled in for the model
year. The sedan and wagon were unchanged from the doors back, while the coupe's exterior
was completely redesigned. This resulted in different trunk designs for the coupe and sedan.
The convertible was only available as a Z The VL and RS came standard with the 2. An
electronic dashboard was available with the RS and Z24 trims. For , the steering column was
redesigned. The new self-aligning steering wheel was designed so as to reduce injuries in a
collision by bending to conform to the driver's chest. Also, rear shoulder belts became standard
on all models. RS and Z24 custom cloth seating received a new style of front bucket seats with
integral headrests. For , the base engine was enlarged to a 2. Door-mounted automatic front
seatbelts were added due to US passive restraint legislation. The optional V6 engine was also
upgraded to the 3. However, the Beretta convertible was shelved at the eleventh hour, before a
Cavalier convertible could be prepared. The Cavalier got a more extensive restyling that
involved a new hood, bumpers, headlights, taillights, wheel covers and a redesigned interior,
however with the body style remaining unchanged. Most notably, the cooling system was
redesigned to draw air from the bumper, giving it a Ford Taurus -style bumper and grille-less
nose. The new bumpers were unpainted, with the option to have them colored grey, black or
white; the latter only available on white-colored models. The RS and the Z24 eschewed this for a
color keyed body package. Z24 models also gained the options for a height adjustable driver's

seat and a CD player. The platform and trim lines were carried over, while the convertible was
brought back mid-year in the RS trim only with the V6 standard. Minor changes for also
included the Alpha Tech ignition lock cylinder, which incorporated a dual-bit key that was larger
and thicker in size in comparison to the old single-bit lock cylinder system that had been used
for years. The lock system was intended to be a stronger deterrent to vehicle theft, but constant
problems were reported with the lock jamming. It was dropped after an improved dual-bit single
key system was introduced for the model year and redesign. For , the 2. Antilock brakes were
added as a standard feature, as Delco Moraine had managed to develop a low-cost system.
Power locks were also standard, and were designed to automatically lock when the car is
shifted out of park, or if the car is traveling at least 8 miles per hour in manual transmission
equipped Coupe models. Model year brought minimal changes to the Cavalier line. The
convertibles receive a glass rear window, allowing rear window defrost as an option. The VL
trim was dropped on the wagon, while the 2. The Chevrolet Cavalier was introduced in Mexico in
model year to replace the Chevrolet Celebrity which has been until then the access to mexican
GM lineup. The initial offer consisted only in a 4 door sedan with a 2. For the mexican Cavalier
continues unchanged. For , the mexican Chevrolet Cavalier in addopts the aestethics from the
Pontiac Sunbird. No wagons and convertibles were offered in Mexico. The Cavalier received its
first total redesign for , with expanded dimensions and more aerodynamic styling, taking minor
design cues from the 4th generation Chevrolet Camaro. Some of the basic styling cues
remained however, such as the bumper-integrated grille, the coupes' dipped beltline, and the
charcoal-colored bumpers on some base model cars. Coupe, sedan, and convertible options
were offered, however the wagon model was discontinued. The car now had the available option
of 15 and 16 inch wheels. By , the Cavalier became the best selling car within the entire GM
lineup. For the 3rd generation, powertrain options were limited to inline-four engines. The
option for a V6 engine , which had been available in the first and second generation, was
dropped and replaced by a new four-cylinder of similar power output. Base and RS models still
retained the 2. As of a new 4-speed automatic became available in any trim. The Z24 and LS
convertible used the 2. This engine could also be special ordered on a 4 door LS model. The 2.
The Z24 only came in two-door coupe models until and featured a sport-tuned suspension, inch
tires, alloy wheels and improved interior electronics. Aesthetically little changed from the other
models other than a ground effects kit and taller rear spoiler. In a 4-door Z24 Sedan debuted,
featuring the same mechanics but having a less sporty body. The Z24 trim also received several
other upgrades including a wider front sway bar and FE2 Sports Suspension for better handling
characteristics, and less aggressive ABS anti-lock braking system. In , the 3-speed automatic
was dropped from the base models equipped with the 2. These engines improved fuel economy,
featuring the same displacement as the GM Pushrod Engine 2. The supercharger kit was
developed and tested by General Motors and could only be installed at a GM dealer. This
upgrade increased performance considerably due to a pressure of 4. The third generation
Cavalier had two facelifts. There was a minor one in with new front and rear bumper fascias
which included revised headlamps and taillamps for models. Also, IIHS fatality risks statistics
rated the Cavalier among the "highest rates of driver deaths", with four-door to two-door driver
deaths per million registered vehicle years. Average for the Cavalier class small was four-door
to two-door driver deaths per million registered vehicle years. Aside from the fact that it was
right hand drive, the Toyota Cavalier also featured a leather-wrapped shift knob, steering wheel
and park brake lever, wider front fenders, amber turn signals for Japanese regulations, power
folding side mirrors, side turn signal repeater lights on the front fenders, and carpeting on the
inside of the trunk lid. Interior seats were often flecked with color, and the rear seat had a
fold-down armrest. Vehicles produced from February through December were available with a
leather interior equipped with an automatic transmission only. All models featured wheels
borrowed from the Pontiac Sunfire. The Toyota Cavalier was available in 2. TRD made a body kit
and rear wing for the Cavalier, available exclusively in Japan. The car was sold only at Toyota
Store Japanese dealerships. The Toyota Cavaliers came equipped with the 2. Prices for the
coupe started at 2 million yen for the coupe, and 1. The introduction of the Toyota Cavalier was
not the first time the Cavalier was sold in Japan. Yanase Co. When the decision was made to
sell the Cavalier as a Toyota, this disrupted operations at Yanase. Yanase also provides
complete maintenance services for all vehicles sold. Due to higher than typically average
vehicle inspection costs, a fair number of these vehicles are re-exported as Japanese used cars,
most notably to Australia and New Zealand. Production of the Toyota Cavalier ceased in June
Despite Toyota making considerable efforts to sell the Cavalier on the domestic market, the
Japanese public perceived the quality of workmanship to not be up to the standard typically
expected of locally built cars. This car was discontinued in , the last Cavalier rolled off the
assembly line on October 6, It was developed on the same platform as the first generation

Cruze, the Delta II platform , and uses the 1. Its pricing sets the Cavalier exactly between the
smaller Sail and the more modern second generation Cruze. Deliveries started in September,
with almost 10, units sold in its first month, but there are indications the Cavalier cannibalizes
sales of the similarly priced first generation Cruze, which continues to be sold in China. As of ,
the fourth generation Cavalier is also sold in Mexico with the same name, replacing the
Chevrolet Sonic. The Cavalier was updated for the model year for Mexico with minor changes,
adding three new colors, new alloy design, four airbags and ABS brakes, three-point seatbelts,
and stability control as well as minor changes to the interior for the LT trim line including a 7"
with Chevrolet myLink and Smartphone Integration for Apple CarPlay. The Cavalier went on sale
on 23 September From Wikipedia, the free encyclopedia. Not to be confused with Vauxhall
Cavalier. Motor vehicle. Car Body Design. Retrieved Decatur, Illinois. First Coast News. Johnson
Publishing Company. Nov MSN Autos. Archived from the original on All Corvettes Are Red.
Simon and Schuster. Poughkeepsie Journal. Archived from the original PDF on The Truth About
Cars. Al Volante. Retrieved May 2, Chevrolet vehicles. Established in , a division of General
Motors since Express N N Orlando Spin. Category Commons. Hidden categories: CS1
Chinese-language sources zh Articles with short description Short description is different from
Wikidata Commons category link from Wikidata. Namespaces Article Talk. Views Read Edit View
history. Help Learn to edit Community portal Recent changes Upload file. Download as PDF
Printable version. Wikimedia Commons. FF layout. Irvin Rybicki [1]. Sedan: Irvin Rybicki [3].
August â€”October [12]. Chuck Jordan [13]. Chevrolet Cavalier sedan China. Delta II platform.
Chevrolet Sonic Mexico [21]. Chevrolet Monza China Chevrolet Onix. Wikimedia Commons has
media related to Chevrolet Cavalier. Monte Carlo. Sports car. Sold as a Police Pursuit Vehicle.
First of all, always remember that when you buy a car from a dealership, the MFG does not want
to see you in their service bay - especially while the car is still under warranty. What they are
concerned about before your purchase are things such as gas mileage, longevity time until the
warranty runs out , federal emissions and if the car looks hot enough for you to buy. That being
said, the MFG's always try to under design motors to just meet that initial warranty period,
hence the stock motor the car comes with. So you will eventually need to upgrade from stock if
you want to get anything extra HP-wise out of the engine. Let's start with the basics on HP
DeKerlegand Turbo Systems LLC passionately strives to provide the highest performance, best
quality, and most aesthetically pleasing automotive performance products possible. Success
will be measured by our ability to add value to the industry through innovative engineering.
Have questions? Send us an email at info ChevyCavalierWorld. Komarinksi Letter l Performance
Cams. Performance Stroker Kits. Powered by Cincopa Video Hosting solution. Fits the 2. New
Rods for the Cavalier, Sunfire, 2. New Pistons for Cavalier 2. You Gotta Read This The answer
may not always be exactly the same, and different engines are affected by different factors, but
here I'll explore some of the most common answers and solutions. Some are pure physics and
others are applicable to specific motors. Contact Us -- -- Email. Customer Service -- Ordering -Shipping -- Returns. Lake Chevy helped make these videos. Adding engine coolant also known
as antifreeze to your Chevrolet Cavalier is pretty easy. Engine coolant circulates through your
engine to keep it cool in the summer but won't freeze in the winter. Make sure to check your
engine when it is cold for an accurate reading. The video above shows you where the coolant
reservoir in your Cavalier is located and how to add coolant. Be sure to check your owners
manual to determine the correct type of fluid to add - for Chevrolets, it will typically be in a
section titled Fluid Capacities in the back of your manual. Some coolants will come premixed
Removing the coolant reservoir cap on a warm engine could cause the cap to fly off at a high
rate of speed and fluid to spray out of the reservoir. Always wear safety goggles when working
on your Cavalier. Promptly wipe up any spilled fluid as it is highly toxic. Animals love its sweet
taste, so even a spilling a small amount on your garage floor can end up in the dog's stomach
pretty quickly. If you notice an oily surface in your coolant, immediately have your mechanic
inspect your Cavalier for head gasket leakage. Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. He has broad expertise on basic repair
procedures covering the majority of cars on the road. Don't send mixed signals - if your turn
signal doesn't blink, or blinks rapidly, you likely have a burnt out bulb. If your transmission is
running low on fluid, be sure to add some - find out how to do this here! Car companies often
use the same engines in different cars. They also slightly alter the styling and sell the same car
by two different names amongst other tricks to help offset development costs. Our system
selects the most applicable video for your car based, in part, on these characteristics. The video
displayed may not look exactly like your car, but may be relevant enough for you to get a good
idea how to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools.
Author Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. Fix minor oil leaks. Learn how to diagnose and fix minor oil leaks in your car. Sedan 4

Door. Determine if your air filter is dirty. Learn where your air filter is located and how to
determine if it needs to be changed. Change a rear blinker. How to add transmission fluid. See
all videos for the Chevrolet Cavalier. We have a massive and growing video library, but we don't
have everything This chevrolet cavalier with a 22l came in with a complaint of an engine misfire.
The manifold absolute pressure map sensor for a chevrolet cavalier 22l engine vin code 4 is
mounted on the side of the throttle body assembly. Chevy cavalier 2 2l engine diagram. It is
marked a in the diagram below. For further identification gm almost always uses a green
colored connector for the electrical connection at the map sensor. The belt diagram can also be
obtained from most auto parts stores when you purchase the belt. The chevrolet cavalier 22 liter
engine drive belt diagram can be found in the owners manual. Here is a picture gallery about
chevy cavalier engine diagram complete with the description of the image please find the image
you need. For the j cars it evolved through Autozone repair guide for your chassis electrical
wiring diagrams wiring diagrams. It would be greatly helpful and greatly appreciated. The
engine diagram of a 22 liters 10 is available on internet. Does anyone by any chance have an
internal diagram of this engine. I know that i have a 22l dohc ecotec sfi l4 horsepower engine
but i wanted to know more about the exact components so i can know more about how it works.
The was similar to the first two generations of the general motors v6 engine. The engine was
designed by chevrolet and was used in a wide array of general motors vehicles. I need the
engine wiring diagram for chevi chevrolet cavalier 22l sfi ohv 4cyl this is a sample for an 22l vin
4 engine schematic. Internal diagram of a 22 l chevy cavalier engine. To view the diagram type
the name of the related search in the url and look for results. During the diagnostic procedure
coolant was noticed under the coil assembly housing and on top of the. Air bag supplemental
restraint system. If you do or. Overheating problem chevrolet cavalier 22l if your heater hose
setup is the same then this may help you as well for other years and models. Chevrolet cavalier
questions cavalier stalled while driving inside chevy cavalier engine diagram image size x px
and to view image details please click the image. Sharing cylinder bore diameters and some
parts citation neededthe was available in the us beginning in for the gm j platform compact cars
and s series trucks. Like the facebook page find me here. Chevy S10 2 2 Engine. Chevy 2 2l
Engine Diagram Motorcycle Pictures. Wrg Chevy Cavalier 2 2l Engine Diagram. Chevy 22 Engine
Diagram Electricity Site. Repair Guides. Wrg Chevy 4 2l Engine Diagram. Post a Comment Note:
Only a member of this blog may post a comment. Share this post. Post a Comment. Newer Post
Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah
Artikel. About Contact Privacy Policy Disclaimer. Here is a picture gallery about chevy cavalier
engine diagram complete with the description of the image please find the image you need. For
the j cars it evolved through Cavalier engine diagram. The was similar to the first two
generations of the general motors v6 engine. Hopefully we provide this is often helpful for you.
Many people searching for information about chevy cavalier engine diagram and definitely one
of. Fuse box location and diagrams. Thanks for visiting our website to locate chevy cavalier
engine diagram. Care should be taken to ensure that everything is disconnected as you could
cause damage to electrical and other components by. Sharing cylinder bore diameters and
some parts citation neededthe was available in the us beginning in for the gm j platform
compact cars and s series trucks. You might need to remove the 22l engine from the chevrolet
cavalier for the purposes of replacing or rebuilding it. The engine was designed by chevrolet
and was used in a wide array of general motors vehicles. The chevrolet cavalier 22 liter engine
drive belt diagram can be found in the owners manual. If youre in search of chevrolet cavalier
repair manuals diagrams aftermarket or oem parts consider your search over. At this time we
are pleased to declare that we have discovered a very interesting content to be reviewed that is
chevy cavalier engine diagram. The process is physically demanding requiring an engine lift
and a stand. Unsubscribe from fuse box info. The belt diagram can also be obtained from most
auto parts stores when you purchase the belt. Advance auto parts carries 1 repair manuals
diagrams parts from top brands with prices ranging from to Chevrolet cavalier fuse box info.
Chevrolet cavalier questions cavalier stalled while driving inside chevy cavalier engine diagram
image size x px and to view image details please click the image. Subscribe subscribed
unsubscribe k. Wrg Chevy Cavalier Engine Diagram. Wrg Chevrolet Cavalier Engine Diagram.
Wrg Cavalier Engine Diagram. Post a Comment Note: Only a member of this blog may post a
comment. Share this post. Post a Comment. Newer Post Older Post Home. Iklan Atas Artikel.
Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy
Disclaimer. Quick Links Download this manual. Table of Contents. Automobile Chevrolet Prizm
Owner's Manual pages. This manual includes the latest information at the time it was printed.
We reserve the right to make changes after that time without further notice. If you do this, it will
help you learn about the features and controls for your vehicle. Many times, this damage would
not be covered by your warranty, and it could be costly. For example, These symbols these

symbols are important for are used on an you and your original battery: passengers whenever
your vehicle is driven You can also learn about some things you should not do with air bags
and safety belts. Page Seats And Seat Controls Seats and Seat Controls This section tells you
about the seats adjust them and also about reclining seatbacks and head restraints. Page 15 If
your vehicle is not equipped with easy entry seats, your passenger seat adjuster looks like this.
Slide the seat to where you want it and release the lever. Page Reclining Front Seatbacks
Reclining Front Seatbacks To adjust the seatback, lift the lever located on the outboard side of
the seat and move the seatback to where you want it. Release the lever to lock the seatback.
Pull up on the lever and the seat will go to an upright position. Page 18 Seatback Latches
2-Door Models The front seatback folds forward to let people get into the back seat. To fold a
front seatback forward, lift the latch located on the lower back side of the seatback. Then the
seat will fold forward. When you return the seatback to its original position, make sure the
seatback is locked. Check to ensure the seatback is in its original position and securely latched
by pulling forward on the top of the seatback. It also tells you some things you should not do
with safety belts. But most crashes are in between. Page 22 Put someone on it. Get it up to
speed. Then stop the vehicle. Page 23 The person keeps going until stopped by something. In a
real vehicle, it could be the windshield With safety belts, you slow down as the vehicle does.
You get more time to stop. You stop over more distance, and your strongest bones take the
forces. Page 26 3. Pick up the latch plate and pull the belt across you. The shoulder belt may
lock if you pull the belt across you very quickly. If this happens, let the belt go back slightly to
unlock it. Then pull the belt across you more slowly. Page 27 The lap part of the belt should be
worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. If you slid under it, the belt would apply force at your abdomen. Page 28
Adjust the height so that the shoulder portion of the belt is centered on your shoulder. The belt
should be away from your face and neck, but not falling off your shoulder. The shoulder belt is
too loose. The belt is buckled in the wrong place. In a crash, the belt would go up over your
abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. The belt is
twisted across the body. If a belt is twisted, make it straight so it can work properly, or ask your
dealer to fix it. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
For pregnant women, as for anyone, the key to making safety belts effective is wearing them
properly. Safety belts help keep you in position before and during a crash. Page 35 There is an
air bag readiness light on the instrument panel, which shows the air bag symbol. The system
checks the air bag electrical system for malfunctions. The light tells you if there is an electrical
problem. The path of an inflating air bag must be kept clear. Page 37 When should an air bag
inflate? An air bag is designed to inflate in a moderate to severe frontal or near frontal crash.
Page 38 What will you see after an air bag inflates? After an air bag inflates, it quickly deflates,
so quickly that some people may not even realize the air bag inflated. Accident statistics show
that unbelted people in the rear seat are hurt more often in crashes than those who are wearing
safety belts. Page 41 If the belt stops before it reaches the buckle, tilt the 3. To make the lap part
tight, pull down on the buckle latch plate and keep pulling until you can buckle it. Pull up on the
latch plate to make sure it is secure. Page 42 The lap part of the belt should be worn low and
snug on the hips, just touching the thighs. When installed on a shoulder belt, the comfort guide
better positions the belt away from the neck and head. Page 44 2. Slide the guide under and
past the belt. The elastic cord must be under the belt. Then, place the guide over the belt, and
insert the two edges of the belt into the slots of the guide. Be sure that the belt is not twisted
and it lies flat. The elastic cord must be under the belt and the guide on top. Page 45 4. Make
sure that the shoulder belt crosses the shoulder. To remove and store the comfort guides,
squeeze the belt edges together so that you can take them out from the guides. To make the
belt longer, tilt the latch plate and pull it along the belt. Page Children To make the belt shorter,
pull its free end as shown until the belt is snug. Buckle, position and release it the same way as
the lap part of a lap shoulder belt. Make sure the release button on the buckle is positioned so
you would be able to unbuckle the safety belt quickly if you ever had to. During a crash a baby
will become so heavy it is not possible to hold it. Air bags plus lap shoulder belts offer
outstanding protection for adults and older children, but not for young children and infants. In a
crash, an infant in a rear facing seat settles into the restraint, so the crash forces can be
distributed across the Page Restraint Systems For Children Restraint Systems for Children An
infant car bed A , a special bed made for use in a motor vehicle, is an infant restraint system
designed to restrain or position a child on a continuous flat surface. Some like shields. Page 53
How do child restraints work? A child restraint system is any device designed for use in a motor

vehicle to restrain, seat, or position children. A built in child restraint system is a permanent
part of the motor vehicle. Page Where To Put The Restraint Where to Put the Restraint Accident
statistics show that children are safer if they are restrained in the rear rather than the front seat.
General Motors, therefore, recommends that child restraints be secured in the rear seat
including an infant riding in a rear facing infant seat, a child riding in a forward Page 55 In
Canada, the law requires that forward restraints have a top strap, and that the strap be
anchored. In the United States, some child restraints also have a top strap. If your child restraint
has a top strap, it should be anchored. Top strap anchors are already installed in your vehicle
for the rear seating positions. See the earlier part about the top strap if the child restraint has
one. Be sure to follow the instructions that came with the child restraint. Page 57 3. Buckle the
belt. Make sure the release button is positioned so you would be able to unbuckle the safety
belt quickly if you ever had to. To tighten the belt, pull up on the shoulder belt while you push
down on the child restraint. Secure the child in the child restraint when and as the instructions
say. Page 59 4. To tighten the belt, pull its free end while you push down on the child restraint.
Never put a rear facing child restraint in this seat. Page 61 4. Make sure the release button is 5.
Pull the rest of the shoulder belt all the way out of positioned so you would be able to unbuckle
the the retractor to set the lock. Page 62 6. To tighten the belt, feed the shoulder belt back into
the retractor while you push down on the child restraint. You may find it helpful to use your
knee to push down on the child restraint as you tighten the belt. If you have the choice, a child
should sit next to a window so the child can wear a lap get the additional restraint a shoulder
belt can provide. What is the proper way to wear safety belts? If possible, an older child should
wear a shoulder belt and get the additional restraint a Here two children are wearing the same
belt. In a crash, the two children can be crushed together and seriously injured. A belt must be
used by only one person at a time. Here a child is sitting in a seat that has a shoulder belt, but
the shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. When you go in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. Page 67 Section 2 Features and Controls Here you can
learn about the many standard and optional features on your vehicle, and information on
starting, shifting and braking. Also explained are the instrument panel and the warning systems
that tell you if everything is working properly and what to do if you have a problem. A child can
be overcome by the extreme heat and can suffer permanent injuries or even death from heat
stroke. Never leave a child alone in a vehicle, especially with the windows closed in warm or hot
weather. Page 69 Power Windows If Equipped The switches on the center console control each
of the power windows when the ignition is on. In addition, on four door models, each rear
passenger door has a control switch for its own window. To lower a window, press and hold the
rear of the switch. A child or others could be badly injured or even killed. They could operate
the power windows or other controls or even make the vehicle move. If you need a new key,
contact your Chevrolet dealer who can obtain the correct key code. Passengers especially
children easily open the doors and fall out of a moving vehicle. Push the lower portion of the
switch to lock the doors. Push the upper portion of the switch to unlock the doors. Unlock the
door from the inside. Then open the door from the outside. Operation is subject to the following
two conditions: 1 this device may not cause harmful interference, and 2 this device must accept
any interference received, including interference that may cause undesired operation. In
addition, if all doors and the trunk are closed, the headlamps will flash once, the interior lamps
will turn off, and the vehicle content theft security system will arm. Page Battery Replacement
Radio Personalization Feature Your vehicle can store different radio preset stations and other
settings depending on which keyless entry transmitter you use to unlock the doors. The radio
will recall all the stored settings associated with that transmitter. Any radio setting changes will
be assigned to the transmitter last used to unlock the doors. Use a coin or screwdriver to
separate the bottom half from the top half of the transmitter. Remove the battery and replace it
with the new one. Page 79 Trunk To unlock the trunk from the outside, insert the key and turn
the trunk lock cylinder or use the remote keyless entry transmitter if equipped. When closing
the trunk, close from the center to ensure it fully latches. Improper use of the trunk release
handle could damage it. If the transmitter LOCK button is pressed again within five seconds, the
horn will chirp to confirm that the system had been armed. Your dealer can change the settings
to disable the headlamp flash and horn chirp features. This position locks your steering wheel,
ignition, shift lever and transaxle. OFF C : This position unlocks the steering wheel, ignition and
transaxle, but does not send electrical power to any accessories. Then turn the key to OFF.
While pressing the key release button in, turn the key to LOCK. Hold the clutch pedal to the
floor and start the engine. Starting Your 2. Page 88 Starting Your 2. When the engine starts, let
go of the key. The idle speed will go down as your engine warms up. Turn off the engine. Open
the hood and unwrap the electrical cord. On vehicles with a 2. You can use it on very steep hills,

or in deep snow or mud. It can help control your speed as you go down steep mountain roads,
but then you would also want to use your brakes off and on. Then, slowly let up on the clutch
pedal as you press the accelerator pedal. Let up on the clutch pedal slowly while pressing the
accelerator pedal. Page Parking Brake Parking Brake Automatic shown, manual similar The
parking brake lever is located between the bucket seats. To set the parking brake, hold the
brake pedal down and pull up on the parking brake lever. If the ignition is on, the brake system
warning light will come on. To release the parking brake, hold the brake pedal down. Your
vehicle can roll. If you have left the engine running, the vehicle can move suddenly. Your
vehicle could move suddenly if the shift lever is not fully in PARK P with the parking brake
firmly set. And, if you leave the vehicle with the engine running, it could overheat and even
catch fire. But if you ever have to, here are some things to know. Page Tilt Wheel If Equipped A
tilt steering wheel allows you to adjust the steering wheel before you drive. You can also raise it
to the highest level to give your legs more room when you exit and enter the vehicle. To tilt the
wheel, hold the steering wheel and pull the lever. These positions allow you to signal a turn or a
lane change. To signal a turn, move the lever all the way up or down. Page Windshield Wipers
Windshield Wipers You control the windshield wipers by moving the stalk with the windshield
wiper symbol on it up or down. For a single wiper cycle, push the stalk down to MIST, then
release it. The wipers will stop after one cycle. For more cycles, hold the wiper stalk down
longer. Page Windshield Washer Windshield Washer To wash your windshield, pull the stalk
with the wiper symbol on it toward you one time. When you release the stalk, the washers will
stop. The wipers continue wiping for approximately three cycles and will either stop or will
resume the speed you were using before. Cruise control can be dangerous on slippery roads.
On such roads, fast changes in tire traction can cause needless wheel spinning, and you could
lose control. Page Resuming a Set Speed Suppose you set your cruise control at a desired
speed and then you apply the brake or clutch pedal. This, of course, shuts off the cruise control.
Page Exterior Lamps Using Cruise Control on Hills How well your cruise control will work on
hills depends upon your speed, load and the steepness of the hills. When going up a steep hill,
you may have to step on the accelerator pedal to maintain your speed. When going downhill,
you may have to brake or shift to a lower gear to keep your speed down. During periods of high
humidity it may be normal for slight condensation to build up in the lens housing. Page This
indicator light on your instrument panel cluster will come on when the DRL are on. A flashing
DRL telltale indicates a possible burned out headlamp, or that the vehicle may need service to
repair a stuck DRL relay. When the DRL are on, your high and low headlamps will be on at a
reduced brightness. Turn the thumbwheel up all the way to turn on the interior courtesy lamps.
Illuminated Entry When you open either a front door or open a rear door, the lamps inside your
vehicle will go on. To turn the lamps on, press the switch. Press the switch again to turn them
off. Turn the control clockwise or counterclockwise to choose the mirror you want to adjust.
Then move the control in the direction you want the mirror to move. Adjustment Lever T End B.
Lever Slide C. Mirror D. Spring E. Page Ashtrays And Cigarette Lighter Center Console
Cupholders There are two cupholders located at the front of the center console, in front of the
shift lever. There are also cupholders for the rear seat passengers located under the center
console lid. Open the center console lid all the way to uncover the rear cupholders. You can
also swing them to the side. Sunroof If Equipped With the ignition on, press and release the rear
of the switch and the glass panel will open to the vent position. Page The main components of
your instrument panel are the following: A. Instrument Panel Intensity Control C. Instrument
Panel Cluster E. Hazard Warning Flashers Switch F. Ignition Switch G. Page Instrument Panel
Cluster Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a
glance how your vehicle is running. Your odometer shows how far your vehicle has been
driven, in either miles used in the United States or kilometers used in Canada. Page Tachometer
If Equipped The tachometer displays the engine speed in revolutions per minute rpm. When one
of the warning lights comes on and stays on when you are driving, or when one of the gages
shows there may be a problem, check the section that tells you what to do about it. Page
Charging System Light This light will come on when you start your vehicle, and it will flash for a
few seconds. Then the light should go out. This means the system is ready. If the air bag
readiness light stays on after you start the vehicle or comes on when you are driving, your air
bag system may not work properly. For good braking, though, you need both parts working
well. If the warning light comes on, there is a brake problem. Have your brake system inspected
right away. If the light stays on, turn the ignition to OFF. With the ignition in RUN, this gage
shows the engine coolant temperature. If the gage pointer moves into the red area, your engine
is too hot! It means that your engine coolant has overheated. Page This system is called OBD II
On Board Diagnostics Second Generation and is intended to assure that emissions are at
acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Page This

light should come on, as a check to show you it is working, when the ignition is on and the
engine is not running. This light will also come on during a malfunction in one of two ways:
Light Flashing A misfire condition has been Page Did you just drive through a deep puddle of
water? If so, your electrical system may be wet. The condition will usually be corrected when
the electrical system dries out. A few driving trips should turn the light off. Have you recently
changed brands of fuel? If so, be sure to fuel your vehicle with quality fuel. Page Oil Pressure
Light Oil Pressure Light If you have a low engine oil pressure problem, this light will stay on
after you start your engine, or come on when you are driving. This indicates that your engine is
not receiving enough oil. The engine could be low on oil, or could have some other oil problem.
It will stay on or come on if it detects a problem on the vehicle. Passlock Warning Light United
States You still have about 1. Be sure to read about the particular systems supplied with your
vehicle. Page Comfort Controls Comfort Controls This section tells you how to make your air
system work for you. With these systems, you can control the ventilation and heating in your
vehicle. Your vehicle also has the flow through ventilation system described later in this
section. Some air is directed through the instrument panel outlets. Most of the air is directed
through the floor ducts and a little to the defrost and side window vents. Page Temperature
Knob The center knob changes the temperature of the air coming through the system. Turn this
knob toward red clockwise for warmer air. Turn it toward blue counterclockwise for cooler air.
Mode Knob The right knob has several settings to control the direction of airflow. Running the
compressor will help reduce vehicle interior fogging. Air Conditioning If Equipped On very hot
days, open the windows long enough to let hot, inside air escape. This reduces the time it takes
for your vehicle to cook down, which should help fuel economy. Page To defog the side
windows, set the right control to level and the fan control to the highest setting. For both
systems, aim the side vents toward the side windows. Page Ventilation System Ventilation
System For mild outside temperatures when little heating or cooking is needed, use vent to
direct outside air through your vehicle. Your vehicle also has the flow ventilation system.
Outside air will also enter the vehicle when the air conditioning fan is running. Page Audio
Systems Audio Systems Your audio system has been designed to operate easily and give years
of listening pleasure. You will get the most enjoyment out of it if you acquaint yourself with it
first. To increase volume, turn the knob clockwise. Turn it counterclockwise to decrease
volume. RCL: Press this knob to recall the station being played or to display the clock. Turn the
radio on. Press AM FM to select the band. Then press and hold the up arrow to move the sound
to the right speakers or the down arrow to move the sound to the left speakers. The radio will go
to the first preset station stored on your pushbuttons, except those stations with weak
reception, stop for a few seconds and flash the station frequency, then go on to B and a zero or
T and a zero will appear on the display. To set all of the tone controls and speaker controls to
the middle position, end out of audio mode. Page Playing a Compact Disc Insert a disc partway
into the slot, label side up. The player will pull it in. The disc should begin playing. The display
will show CD. If you want to insert a compact disc with the ignition off, first press RCL or the
eject button. Page RCL: Press this button to see the current track number or how long the
current track has been playing. AM FM: Press this button to play the radio when a disc is in the
player. The disc will stop but remain in the player. Press this button to display an RDS station
frequency or program type when the radio is on. With SCV, your audio system adjusts
automatically to make up for road and wind noise as you drive. The radio will beep once to
confirm. The radio will scan through each of the stations stored on your pushbuttons, except
those stations with weak reception. Page AUTO TONE: This feature allows you to choose preset
bass and treble equalization settings designed for rock, news, pop, jazz, classical and country
music stations. Each time you press it, another setting will appear on the display. RDS is a
system that sends data along with the audio of the FM station you are currently tuned to. You
can use RDS to display program information and to control your radio. If the current tuned
station does not broadcast traffic announcements, the radio will seek to a station that does. The
traf icon will flash on the display. When the radio finds a station that broadcasts traffic
announcements, it will stop. The display will show TAPE and an arrow showing which side of
the tape is playing. Page REV 3 : Press this button to reverse the tape rapidly. Press it again to
return to playing speed. The radio will play the last selected station while the tape reverses. The
station frequency and REV will appear on the display. Page FWD 4 : Press and hold this button
to advance quickly within a track. Press and hold this button for less than two seconds to
advance at six times the normal playing speed. Press and hold it for more than two seconds to
advance at 17 times the normal playing speed. Page Personal Choice Radio Controls Personal
Choice Radio Controls If Equipped With this feature, your vehicle will recall the latest radio
settings as adjusted the last time your vehicle was operated. This feature allows two different
drivers to store and recall their own radio settings for AM and FM presets, last tuned station,

volume, tone and audio source radio, cassette or CD. The longer range, however, can cause
stations to interfere with each other. AM can pick up noise from things like storms and power
lines. Try reducing the treble to reduce this noise if you ever get it. Cassette tapes should be
stored in their cases away from contaminants, direct sunlight and extreme heat. Turn the radio
off. READY will appear on the display for five seconds. Fixed Mast Antenna The fixed mast
antenna can withstand most car washes without being damaged. Please start with a very
important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving
Death and injury associated with drinking and driving is a national tragedy. Alcohol affects four
things that anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person
who consumes food just before or during drinking will have a somewhat lower BAC level. Page
The body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or
number of cold showers will speed that up. A person with even a moderate BAC might not be
able to react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly an animal
jumps out in front of you. You slam on the brakes and continue braking. A computer senses
that wheels are slowing down. If one of the wheels is about to stop rolling, the computer will
separately work the brakes at each wheel. Page You may feel or hear the system working, but
this is normal. This light will also come on when the anti brake system is working. Page Power
Steering Steering Power Steering If you lose power steering assist because the engine stops or
the system is not functioning, you can steer but it will take much more effort. Page Steering In
Emergencies Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. One reason is that some drivers are likely to be impaired by
alcohol or drugs, with night vision problems, or by fatigue. Drive defensively. Page What you do
in the daytime can also affect your night vision. For example, if you spend the day in bright
sunshine you are wise to wear sunglasses. Your eyes will have less trouble adjusting to night.
Page Driving too fast through large water puddles or even going through some car washes can
cause problems, too. The water may affect your brakes. Try to avoid puddles. The best advice is
to slow down when it is raining. Page City Driving One of the biggest problems with city streets
is the amount of traffic on them. Here are ways to increase your safety in city driving: Know the
best way to get to where you are going. Page Freeway Driving Freeway Driving Mile for mile,
freeways also called thruways, parkways, expressways, turnpikes or superhighways are the
safest of all roads. But they have their own special rules. The most important advice on freeway
driving is: Keep up with traffic and keep to the right. Drive at the same speed most of the other
drivers are driving. Here are some things you can check before a trip Or is it just plain falling
asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum of the tires
on the road, the drone of the engine, and the rush of the wind against the vehicle that can make
you sleepy. Keep your vehicle in good shape. Check all fluid levels and also the brakes, tires,
cooling system and transaxle. Page Winter Driving Winter Driving Here are some tips for winter
driving: Have your vehicle in good shape for winter. You may want to put winter emergency
supplies in your trunk. However, if there is snow or ice between your tires and the road, you can
have a very slippery situation. Put on extra clothing or wrap a blanket around you. If you have
no blankets or extra clothing, make body insulators from newspapers, burlap bags, rags, floor
mats anything you can wrap around yourself or tuck under your clothing to keep warm. Page
Recreational Vehicle Towing Run your engine only as long as you must. This saves fuel. When
you run the engine, make it go a little faster than just idle. That is, push the accelerator slightly.
This uses less fuel for the heat that you get and it keeps the battery charged. Follow these
steps: 1. Put the front wheels on a dolly. Page Towing Your Vehicle From the Front 4-Speed
Automatic and 5-Speed Manual Transaxle Without a Dolly You may tow your vehicle with all four
wheels on the ground if you have a four speed automatic or a five speed manual transaxle. Your
vehicle could be badly damaged and the repairs would not be covered by your warranty.
Loading Your Vehicle Two labels on your vehicle show how much weight it may properly carry.
The GVWR includes the weight of the vehicle, all occupants, fuel and cargo. Put things in the
trunk or rear area of your vehicle. In a trunk, put them as far forward as you can. If your vehicle

is not equipped as stated above, do not tow a trailer. Page Weight Of The Trailer And, it can also
depend on any special equipment that you have on your vehicle. You can ask your dealer for
our trailering information or advice, or you can write us at: Chevrolet Motor Division Customer
Assistance Center P. Box Detroit, MI If you have a weight hitch, the trailer tongue A should
weigh 12 percent of the total loaded trailer weight B. Cross the safety chains under the tongue
of the trailer so that the tongue will not drop to the road if it becomes separated from the hitch.
Instructions about safety chains may be provided by the hitch manufacturer or by the trailer
manufacturer. Backing Up Hold the bottom of the steering wheel with one hand. Then, to move
the trailer to the left, just move that hand to the left. Extended, higher than normal engine and
transaxle temperatures may result and damage your vehicle. Frequent stops are very important
to allow the engine and transaxle to cool. Apply your regular brakes and hold the pedal down
while you: Start your engine; Shift into a gear; and Release the parking brake. Let up on the
brake pedal. They also let police know you have a problem. Your front and rear turn signal
lamps will flash on and off. Move the switch to the right to make your front and rear turn signal
lamps flash on and off. Page Jump Starting Jump Starting If your battery has run down, you
may want to use another vehicle and some jumper cables to start your vehicle. But please use
the following steps below to do it safely. They can be dangerous because: They contain acid
that can burn you. Page 1. Check the other vehicle. It must have a 12 battery with a negative
ground system. Page 5. People have been hurt doing this, and some have been blinded. Page 7.
Page Attach the cable at least 18 inches 45 cm away from the dead battery, but not near engine
parts that move. The electrical connection is just as good there, but the chance of sparks
getting back to the battery is much less. Good Battery C. Dead Battery To disconnect the
jumper cables from both vehicles, do the following: 1. Disconnect the black negative heavy,
unpainted metal engine part on the vehicle that had the dead battery. Sometimes the engine can
get a little too hot when you: Climb a long hill on a hot day. Stop after high speed driving.
Electric Engine Cooling Fan 2. Keep hands, clothing and tools away from any underhood
electric fan. In addition, the engine coolant will require change sooner 30, miles 50 km or 24
months, whichever occurs first. They are under pressure, and if you turn the coolant surge tank
pressure cap even a little can come out at high speed. Never turn the cap when the cooling
system, including the coolant surge tank pressure cap, is hot. Plain water, or some other liquid
like alcohol, can boil before the proper coolant mixture will. You can remove the coolant surge
tank pressure cap when the cooling system, including the coolant surge tank pressure cap and
upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise left about
two or two and half turns. Page 3. Then fill the coolant surge tank with the proper 4. Watch out
for the engine cooling fan. Then replace the pressure cap. Be sure the pressure cap is hand
Check the level in the surge tank when the cooling system has cooled down. Turn on your
hazard warning flashers. The vehicle can slip off the jack and roll over you or other people. Turn
the center retainer nut on the compact spare cover counterclockwise to remove it. Lift and
remove the cover. Turn the wing bolt counterclockwise and remove it. Then lift off the adapter
and remove the compact spare tire. Remove the jack and wheel wrench from the trunk. If your
vehicle is equipped with wheel covers, use the wheel wrench to begin loosening the plastic
wheel nut caps. Once you have loosened the plastic wheel nut caps with the wheel wrench you
can finish loosening them with your fingers. If the vehicle slips off the jack, you could be badly
injured or killed. Never get under a vehicle when it is supported only by a jack. Page 6. Remove
any rust or dirt from the wheel bolts, mounting surfaces and spare wheel. The wheel could
come off and cause an accident. Tighten the wheel nuts firmly in a crisscross sequence, as
shown. Lower the vehicle by turning the jack handle counterclockwise. Lower the jack
completely. This could lead to an accident. Be sure to use the correct wheel nuts. If you have to
replace them, be sure to get new GM original equipment wheel nuts. In a sudden stop or
collision, loose equipment could strike someone. Store all these in the proper place. The
compact spare tire is for temporary use only. Page Compact Spare Tire Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After installing the
compact spare on your vehicle, you should stop as soon as possible and make sure your spare
tire is correctly inflated. Page Section 6 Service and Appearance Care Here you will find
information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. If this occurs, return to your authorized Chevrolet dealer
for diagnosis to determine the cause of failure. In the event it is determined that the cause of the
condition is the type of fuels used, repairs may not be covered by your warranty. Never use

leaded gasoline or any other fuel not recommended in the previous text on fuel. Page While
refueling, hang the tethered cap inside the fuel door by placing the fuel cap tether in the hanger.
To remove the cap, turn it slowly to the left counterclockwise. The cap has a spring in it; if you
let go of the cap too soon, it will spring back to the right. Page Filling A Portable Fuel Container
When you put the cap back on, turn it to the right clockwise until you hear a clicking sound.
Make sure you fully install the cap. The diagnostic system can determine if the fuel cap has
been left off or improperly installed. Page Then go to the front of the vehicle and lift up on the
secondary hood release handle. To make sure that the secondary hood release handle works
properly, lubricate the hood latch at least once a year. Coolant Surge Tank B. Power Steering
Fluid Reservoir C. Brake Fluid Reservoir E. Page When you open the hood on the 2. Engine Oil
Fill Cap C. Engine Oil Dipstick D. Power Steering Fluid Reservoir E. Brake Fluid Reservoir F.
Page Engine Oil Engine Oil If the oil pressure light appears on the instrument panel, it means
you need to check your engine oil level right away. You should check your engine oil level
regularly; this is an added reminder. Turn off the engine and give the oil several minutes to
drain back into the oil pan. If your engine has so much oil that the oil level gets above the upper
mark that shows the proper operating range, your engine could be damaged. This is where you
add oil if you have a 2. Do not use any oil which does not carry this starburst symbol. These
numbers on an oil container show its viscosity, or thickness. Change the oil and filter every 7,
miles 12 km or 12 months occurs first. Driving a vehicle with a fully warmed engine under
highway conditions causes engine oil to break down slower. Page To check or replace the filter,
remove the screws that hold the cover on and lift the cover. Refer to the Maintenance Schedule
to determine when to replace the air filter. Change both the fluid and filter every 50, miles 83 km
if the vehicle is mainly driven under one or more of these conditions: In heavy city traffic where
the outside temperature regularly reaches Page To get the right reading, the fluid should be at
normal operating temperature, which is C to 93 Get the vehicle warmed up by driving about 15
miles 24 km when outside temperatures are above 50 C. Page How To Add Fluid 3. Check both
sides of the dipstick, and read the lower level. The fluid level must be in the cross 4. If the fluid
level is in the acceptable range, push the dipstick back in all the way. A transaxle fluid leak is
the only reason for fluid loss. If a leak occurs, take the vehicle to the dealership service
department and have it repaired as soon as possible. This coolant is designed to remain in your
vehicle for 5 years or , miles km , whichever occurs first, if you add only COOL extended life
coolant. Page Adding Coolant If you need more coolant, add the proper DEX coolant mixture at
the surge tank, but only when the engine is cool. Coolant contains ethylene glycol, and it will
burn if the engine parts are hot enough. Page Power Steering Fluid Power Steering Fluid When
to Check Power Steering Fluid It is not necessary to regularly check power steering fluid unless
you suspect there is a leak in the system or you hear an unusual noise. A fluid loss in this
system could indicate a problem. If you will be operating your vehicle in an area where the
temperature may fall below freezing, use a fluid that has sufficient protection against freezing. It
is filled with DOT brake fluid. There are only two reasons why the brake fluid level in the
reservoir might go down. Use new brake fluid from a sealed container only. Always clean the
brake fluid reservoir cap and the area around the cap before removing it. Disc brake pads have
built in wear indicators that make a high pitched warning sound when the brake pads are worn
and new pads are needed. The sound may come and go or be heard all the time your vehicle is
moving except when you are pushing on the brake pedal firmly. Page Brake Adjustment Brake
Pedal Travel See your dealer if the brake pedal does not return to normal height, or if there is a
rapid increase in pedal travel. This could be a sign of brake trouble. Brake Adjustment Every
time you make a moderate brake stop, your disc brakes adjust for wear. Page Bulb Replacement
The following procedures tell you how to replace the bulbs for your vehicle. Page Headlamps 1.
To remove the six plastic fasteners from the shield use a screwdriver to pull up the center of the
fastener. Be careful not to break the fasteners that hold the shield in place. Using a 13 mm
socket, remove the two bolts from the headlamp. Disconnect the bulb base from the socket by
lifting the plastic locking tab. Remove the black collar by turning it counterclockwise. Remove
the bulb by pulling the bulb straight out. Snap a new bulb into the socket. Place the tip of a
screwdriver through the rectangle hole in the headlamp bracket. Apply pressure to the snap
feature toward the outboard of the vehicle. Guide the lamp forward. Align the outboard pin to
the outboard tab in the bracket. Align the two inboard pins with the hole in the headlamp
bracket. Push the front park and turn lamp straight in until you hear a snap. The snap feature is
visible through the slot in the headlamp bracket. Remove the fastener which holds down the
trunk trim. On vehicles without a convenience net, pry the fastener loose. On vehicles with a
convenience net, remove the net and unscrew the fastener. Then pull down the trunk trim. Page
Back-Up Lamps To replace a back up lamp, do the following: 1. Open the trunk lid and locate
the back assembly on the trunk lid. Gently remove the bulb from the socket by turning it

counterclockwise and pulling it out. Replacement blades come in different types and are
removed in different ways. Page Your new vehicle comes with high a leading tire manufacturer.
If you ever have questions about your tire warranty and where to obtain service, see your
Chevrolet Warranty booklet for details. Any time you notice unusual wear, rotate your tires as
soon as possible and check wheel alignment. Also check for damaged tires or wheels. You need
a new tire if any of the following statements are true: You can see the indicators at three or
more places around the tire. When you get new tires, get ones with that same TPC Spec
number. Page Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades can be
found where applicable on the tire sidewall between tread shoulder and maximum section
width. Sustained high temperature can cause the material of the tire to degenerate and reduce
tire life, and excessive temperature can lead to sudden tire failure. Page Each new wheel should
have the same load capacity, diameter, width, offset and be mounted the same way as the one it
replaces. If you need to replace any of your wheels, wheel bolts or wheel nuts, replace them
only with new GM original equipment parts. Use another type of traction device only if its
manufacturer recommends it for use on your vehicle and tire size combination and road
conditions. Some are toxic. Others can burst into flame if you strike a match or get them on a
hot part of the vehicle. Some are dangerous if you breathe their fumes in a closed space. Page
Special Fabric Cleaning Problems Here are some cleaning tips: Always read the instructions on
the cleaner label. Clean up stains as soon as you can Carefully scrape off any excess stain. Use
a clean cloth or sponge, and change to a clean area often. A soft brush may be used if stains
are stubborn. If a ring forms on fabric after spot cleaning, clean the entire area immediately or it
will set. Rub with a clean, damp cloth to remove dirt. You may have to do it more than once.
Page Windshield And Wiper Blades Cleaning the Outside of the Windshield and Wiper Blades If
the windshield is not clear after using the windshield washer, or if the wiper blade chatters
when running, wax, sap or other material may be on the blade or windshield. All cleaning agents
should be flushed promptly and not allowed to dry on the surface, or they could stain. Dry the
finish with a soft, clean chamois or an all cotton towel to avoid surface scratches and water
spotting. Rinse with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax
may then be applied. The surface of these wheels is similar to the painted surface of your
vehicle. Page Chemical Paint Spotting Although no defect in the paint job causes this, Chevrolet
will repair, at no charge to the owner, the surfaces of new vehicles damaged by this fallout
condition within 12 months or 12, miles 20 km of purchase, whichever occurs first. You can see
it if you look through the windshield from outside your vehicle. Some add on electrical
equipment can keep other components from working as they should. Page Fuses And Circuit
Breakers Fuses and Circuit Breakers The wiring circuits in your vehicle are protected from short
circuits by a combination of fuses, circuit breakers and fusible thermal links. This greatly
reduces the chance of damage caused by electrical problems. Look at the silver colored band
inside the fuse. Page Capacities And Specifications Capacities and Specifications The following
approximate capacities are given in English and metric conversions. Engine Crankcase
Automatic Transaxle 3 Speed Complete Overhaul ACDelco 2. Page Section 7 Maintenance
Schedule This section covers the maintenance required for your vehicle. Your vehicle needs
these services to retain its safety, dependability and emission control performance. The Plan
supplements your new vehicle warranties. See your Warranty and Owner Assistance booklet or
your dealer for details. Introduction Your Vehicle and the Environment Proper vehicle
maintenance not only helps to keep your vehicle in good working condition, but also helps the
environment. You may drive very short distances only a few times a week. Or you may drive
long distances all the time in very hot, dusty weather. This is particularly important when
outside temperatures are below freezing. Do not use this schedule if the vehicle is used for
trailer towing, driven in a dusty area or used off paved roads. The services shown at , miles km
should be performed at the same interval after , miles km. An Emission Control Service.
Lubricate chassis components or every 6 months, whichever occurs first. See footnote. Rotate
tires. Replace engine air cleaner filter. Inspect engine accessory drive belt. Inspect engine air
cleaner filter if you are driving in dusty conditions. Replace filter if necessary. Replace spark
plugs. Change automatic transaxle fluid and filter if the vehicle is mainly driven under one or
more of these conditions: â€” Lubricate chassis components or every 12 months, whichever
occurs first. Page Part B: Owner Checks And Services Part B: Owner Checks and Services
Listed in this part are owner checks and services which should be performed at the intervals
specified to help ensure the safety, dependability and emission control performance of your
vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Look for any other loose or damaged safety belt system parts. If you see anything that might
keep a safety belt system from doing its job, have it repaired. Body Lubrication Service

Lubricate all hood latch assemblies, secondary latch, pivots, spring anchor, release pawl, hood
and body door hinges, rear compartment and any folding seat hardware. If it does, you or others
could be injured. Follow the steps below. Before you start, be sure you have enough room
around the vehicle. You or others could be injured and property could be damaged. Make sure
there is room in front of your vehicle in case it begins to roll. Page Part C: Periodic Maintenance
Inspections Part C: Periodic Maintenance Inspections Listed in this part are inspections and
services which should be performed at least twice a year for instance, each spring and fall.
Inspect brake lines and hoses for proper hook up, binding, leaks, cracks, Xâ€”02â€”â€”V
chafing, etc. Inspect disc brake pads for wear and rotors for surface condition. Also inspect
drum brake linings for wear and cracks. Inspect other brake parts, including drums, wheel
cylinders, calipers, parking brake, etc. Page Part E: Maintenance Record Part E: Maintenance
Record After the scheduled services are performed, record the date, odometer reading and who
performed the service in the boxes provided after the maintenance interval. Also, you should
retain all maintenance receipts. Your owner information portfolio is a convenient place to store
them. Page Section 8 Customer Assistance Information Here you will find out how to contact
Chevrolet if you need assistance. This section also tells you how to obtain service publications
and how to report any safety defects. Page Customer Satisfaction Procedure Customer
Satisfaction Procedure Your satisfaction and goodwill are important to your dealer and to
Chevrolet. Sometimes, however, despite the best intentions of all concerned, m
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isunderstandings can occur. Page STEP TWO -- If after contacting a member of dealership
management, it appears your concern cannot be resolved by the dealership without further
help, contact the Chevrolet Customer Assistance Center by calling As the owner of a Chevrolet,
membership in Roadside Assistance is free. Roadside Assistance is available 24 hours a day,
Please see your selling dealer for details. Courtesy Care is available to retail and retail lease
Page Courtesy Transportation Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait Chevrolet helps minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
This requires that you sign and complete a rental agreement and meet state, local and rental
vehicle provider requirements. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

