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It Still Runs is the go-to destination for all things cars. From motors to radiators and everything
in between, we've got you covered. Many vehicles come standard with at least a three-year,
36,mile bumper-to-bumper warranty, whichever How to Check Tickets by a License Plate.
Paying a parking ticket has become easier because you can now pay them over the Internet.
You can also check Even if you have changed the engine oil in your car multiple times, there is
always the chance that you The Ford Explorer dash board is designed to protect the
instrumentation and provide convenient location for the passenger air bag. Models up to An
engine's coolant system passes coolant fluid through a series of pipes to collect heat and
radiate it from the radiator. Regularly maintenance Wearing your seat belt when driving or riding
in a vehicle can save your life, but only if you wear it properly. The shoulder belt should go over
Most Popular Articles. Trending Now. More Reads. Ford Explorer Dash Removal The Ford
Explorer dash board is designed to protect the instrumentation and provide convenient location
for the passenger air bag. How to Backflush a Radiator An engine's coolant system passes
coolant fluid through a series of pipes to collect heat and radiate it from the radiator. Our mobile
mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified mobile
mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. It depends
on the type of car you drive and the auto repair shop you go to. Our mechanics are mobile,
which means they don't have the overhead that repair shops have. They provide you
convenience by coming to your home or office. The timing cover is an essential component
designed to protect the timing belt, timing chain or cam belt of your car from road debris, grime
and gravel. The timing belt or chain of your car controls the rotation of the camshafts and
crankshaft in the internal combustion engine. Depending on the make of your car, it will have a
timing belt, timing chain or cam belt. If your car has a timing belt, the timing cover protects it
from road debris that can damage and break its teeth. Without the protection of the timing
cover, the belt can skip, slip off the timing gears or even break. In case of engines that include a
timing belt the timing cover only protects the timing belt and can be made of plastic, metal or
both. In case of cars that have a timing chain, the timing cover secures the front section of the
engine block with the help of a timing cover gasket. In this way, the timing gears and chain
receive lubrication with the engine oil. If the timing cover gasket breaks, you will notice engine
oil leaking. If your car has a timing chain, it will most likely have a metal timing cover. If the
timing belt or chain needs to be replaced, have our expert mechanics check the timing cover for
damage and replace it if needed. Remember that oil leaks can damage the timing cover gasket,
in which case the gasket can no longer protect the timing belt. If that happens, you need to
replace the oil seals, timing belt and gasket together. As part of the regular maintenance
schedule, make sure the timing cover is intact and working properly. Debris and grime can not
only damage the timing belt of the car, but also damage the engine. Running the car with a
damaged timing cover may lead to the timing belt slipping off resulting in severe engine
damage. With YourMechanic you can skip the auto shop altogether. They send certified and
screened mechanics straight to your door and enable you to save big on car repair and
maintenance. Timing Cover Replacement at your home or office. Estimate price near me.
Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50
point safety inspection. See availability. How much does Timing Cover Replacement cost? Keep
in mind: If the timing belt slips off the pulleys, your engine will be severely damaged. Most
timing belt covers have timing cover gaskets, which help to protect the belt. How it's done: The
vehicle hood is raised and supported The defective timing cover is removed and gasket
surfaces are cleaned on engine The new timing cover is installed and tightened to
specifications The timing is tested and adjusted as needed and checked for any oil leaks The
vehicle hood is closed and road tested for proper operation. Our recommendation: If the timing
belt or chain needs to be replaced, have our expert mechanics check the timing cover for
damage and replace it if needed. What common symptoms indicate you may need to replace the
Timing Cover? If there is any misalignment, you will notice a sharp decrease in power when
moving up inclines. How important is this service? How can we help? Read FAQ. Quick Links.
Table of Contents. Seats and Restraint. Head Restraints. Front Seats. Rear Seats. Safety Belts.
Child Restraints. Airbag System. Restraint System. Features and Controls. Doors and Locks.
Starting and Operating. Your Vehicle. Object Detection. Universal Home Remote. Storage Areas.
Instrument Panel. Climate Controls. Warning Lights, Gages,. Driver Information. Center DIC.
Driving Your Vehicle. Service and. Appearance Care. Checking Things Under. All-Wheel Drive.
Headlamp Aiming. Bulb Replacement. Windshield Wiper Blade. Electrical System. Capacities
and. Maintenance Schedule. Customer Assistance. Saturn aura hybrid automobile owner
manuals pages. Saturn l-series automobile owner's manual pages. This manual includes the
latest information at the time it was printed. Saturn reserves the right to make changes after that
time without further notice. Page 3: Index Index To quickly locate information about the vehicle,

use the index in the back of the manual. It is an alphabetical list of what is in the manual and the
page number where it can be found. Page 4 Preface Vehicle Symbol Chart Here are some
additional symbols that may be found on the vehicle and what they mean. For more information
on the symbol, refer to the index. Page 7: Front Seats Push down on the head restraint after the
button is released to make sure that it is locked in place. The head restraints are not designed
to be removed. Active Head Restraint System The vehicle has an active head restraint system in
the front outboard seating positions. Page 8: Power Seat Seats and Restraint System Seat
Height Adjuster If the vehicle has a manual driver seat height adjuster, it is located on the
outboard side of the seat near the front of the seat cushion. To raise the seat, move the lever
upward repeatedly until the seat is at the desired height. Page 9: Manual Lumbar Manual
Lumbar If the vehicle has this feature, the knob is located on the inboard side of the driver
seatback. Seats and Restraint System Turn the knob clockwise or counterclockwise to increase
or decrease the lumbar support. Heated Seats On vehicles with heated front seats the controls
are located on the center console. The sudden movement could startle and confuse you, or
make you push a pedal when you do not want to. Page 11 Power Reclining Seatbacks If the
seats have power reclining seatbacks, the control used to recline them is located on the
outboard side of the seat. Page Rear Seats To raise the seatback: 1. Lift the recliner lever,
located on the outboard side of the seat, up fully and push up on the seatback. Continue raising
the seatback until the seatback re-engages. Lift the lever located on the top of the seatback to
release the seatback and fold the seatback forward. To recline the seatback: 1. Lift and hold the
lever located on top of the seatback. Page 15 A few crashes are mild, and some crashes can be
so serious that even buckled up, a person would not survive. But most crashes are in between.
In many of them, people who buckle up can survive and sometimes walk away. Without safety
belts they could have been badly hurt or killed. Page 16 Seats and Restraint System Get it up to
speed. Then stop the vehicle. The rider does not stop. The person keeps going until stopped by
something. In a real vehicle, it could be the windshield Page 17 or the safety belts! With safety
belts, you slow down as the vehicle does. You get more time to stop. You stop over more
distance, and your strongest bones take the forces. That is why safety belts make such good
sense. Be aware that there are special things to know about safety belts and children. And there
are different rules for smaller children and infants. Page 19 What is wrong with this? The
shoulder belt is too loose. It will not give as much protection this way. In a crash, you would
move forward too much, which could increase injury. Page 20 Seats and Restraint System What
is wrong with this? The belt is buckled in the wrong buckle. In a crash, the belt would go up
over your abdomen. The belt would be much too high. In a crash, you can slide under the belt.
The belt force would then be applied on the abdomen, not on the pelvic bones, and that could
cause serious or fatal injuries. Page 22 Seats and Restraint System What is wrong with this?
The belt is behind the body. In a crash, you would not be restrained by the shoulder belt. The
following instructions explain how to wear a lap-shoulder belt properly. Adjust the seat, if the
seat is adjustable, so you can sit up straight. Page 24 Seats and Restraint System 4. If equipped
with a shoulder belt height adjuster, move it to the height that is right for you. Page 25 Squeeze
the release buttons A together and move the height adjuster up or down to the desired position.
After the adjuster is set to the desired position, try to move it up or down without squeezing the
release buttons to make sure it has locked into position. Page 26 Seats and Restraint System 3.
The elastic cord must be under the belt and the guide on top. Like all occupants, they are more
likely to be seriously injured if they do not wear safety belts. A pregnant woman should wear a
lap-shoulder belt, and the lap portion should be worn as low as possible, below the rounding,
throughout the pregnancy. Never allow two children to wear the same safety belt. The safety
belt can not properly spread the impact forces. In a crash, the two children can be crushed
together and seriously injured. A safety belt must be used by only one person at a time. This
includes infants and all other children. Neither the distance traveled nor the age and size of the
traveler changes the need, for everyone, to use safety restraints. Never put a rear-facing child
restraint in the right front seat. Secure a rear-facing child restraint in a rear seat. Page 32 Seats
and Restraint System What are the different types of add-on child restraints? The harness
system holds the infant in place and, in a crash, acts to keep the infant positioned in the
restraint. When installing a child restraint with a top tether, you must also use either the lower
anchors or the safety belts Page 37 Your child restraint may have a single tether A or a dual
tether C. Either will have a single attachment B to secure the top tether to the anchor. Some
child restraints that have top tethers are designed for use with or without the top tether being
attached. Page 38 Seats and Restraint System Do not secure a child restraint in a position
without a top tether anchor if a national or local law requires that the top tether be attached, or if
the instructions that come with the child restraint say that the top tether must be attached. Page
39 CAUTION Children can be seriously injured or strangled if a shoulder belt is wrapped around

their neck and the safety belt continues to tighten. Buckle any unused safety belts behind the
child restraint so children cannot reach them. Pull the shoulder belt all the way out of the
retractor to set the lock, if your vehicle has one, after the child restraint has been installed. Page
40 Seats and Restraint System If the position you are using does not have a headrest or head
restraint and you are using a dual tether, route the tether over the seatback. If the position you
are using has an adjustable headrest or head restraint and you are using a dual tether, route the
tether around the headrest or Page 41 Securing a Child Restraint in a Rear Seat Position When
securing a child restraint in a rear seating position, study the instructions that came with the
child restraint to make sure it is compatible with this vehicle. Page 42 Seats and Restraint
System 4. Pull the rest of the shoulder belt all the way out of the retractor to set the lock. To
tighten the belt, push down on the child restraint, pull the shoulder portion of the belt to tighten
the lap portion of the belt and feed the shoulder belt back into the retractor. A rear seat is a
safer place to secure a forward-facing child restraint. See Where to Put the Restraint on page In
addition, the vehicle has a passenger sensing system which is designed to turn off the right
front passenger frontal airbag under If a child restraint is secured using a safety belt and it uses
a top tether, see Lower Anchors and Tethers for Children Page 45 5. Seats and Restraint System
6. Page 47 Here are the most important things to know about the airbag system: CAUTION You
can be severely injured or killed in a crash if you are not wearing your safety belt â€” even if you
have airbags. Airbags are designed to work with safety belts, but do not replace them. Airbags
plus lap-shoulder belts offer protection for adults and older children, but not for young children
and infants. The driver frontal airbag is in the middle of the steering wheel. Seats and Restraint
System The right front passenger frontal airbag is in the instrument panel on the passenger
side. Page 50 Seats and Restraint System Driver Side shown, Passenger Side similar The
roof-rail airbags for the driver, right front passenger, and second row outboard passengers are
in the ceiling above the side windows. Page 52 Seats and Restraint System The vehicle has
seat-mounted side impact and roof-rail airbags. See Airbag System on page Additional
windshield breakage may also occur from the right front passenger airbag. Page 56 Seats and
Restraint System The passenger sensing system turns off the right front passenger frontal
airbag and seat-mounted side impact airbag under certain conditions. The driver airbags and
the roof-rail airbags are not affected by the passenger sensing system. The passenger sensing
system works with sensors that are part of the right front passenger seat and Page 57 CAUTION
Continued Even if the passenger sensing system has turned off the right front passenger frontal
airbag and seat-mounted side impact airbag if equipped , no system is fail-safe. No one can
guarantee that an airbag will not deploy under some unusual circumstance, even though the
airbag s are off. Page 59 If the Off Indicator is Lit for an Adult-Size Occupant If a person of
adult-size is sitting in the right front passenger seat, but the off indicator is lit, it could be
because that person is not sitting properly in the seat. Seats and Restraint System If this
happens, use the following steps to allow the system to detect Page 60 Seats and Restraint
System A thick layer of additional material, such as a blanket or cushion, or aftermarket
equipment such as seat covers, seat heaters, and seat massagers can affect how well the
passenger sensing system operates. Page 61 Adding Equipment to Your Airbag-Equipped
Vehicle Is there anything I might add to or change about the vehicle that could keep the airbags
from working properly? If you have questions, call Customer Assistance. A damaged restraint
system may not properly protect the person using it, resulting in serious injury or even death in
a crash. To help make sure your restraint systems are working properly after a crash, have them
inspected and any Operation is subject to the following two conditions: 1. There are other
conditions which can affect the performance of the transmitter. Notice: When replacing the
battery, do not touch any of the circuitry on the transmitter. Page 70 Features and Controls If
the vehicle has the remote start feature, the RKE transmitter functions have an increased range
of operation. However, the range may be less while the vehicle is running. There are other
conditions which can affect the performance of the transmitter, see Remote Keyless Entry RKE
System on page for additional information. Page Doors And Locks The vehicle must be started
with the key once two remote starts, or a single remote start with one time extension has been
done. The vehicle can be started using the remote start feature again after the key is removed
from the ignition. The vehicle cannot be started using the remote start feature if the key is in the
ignition, the hood is open, or if Engine exhaust contains Carbon Monoxide CO which cannot be
seen or smelled. They can be overcome by the extreme heat and suffer permanent injuries or
even death from heat stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle,
especially with the windows closed in warm or Page Sun Visors The window switches for all
doors are located on the driver door. Each door also has a switch. To open or close a window,
press or pull up on the switch. This vehicle has theft-deterrent features, however, they do not
make it impossible to steal. Content Theft-Deterrent Your vehicle may have a content

theft-deterrent alarm system. United States shown, Canada similar The security light is located
near the Page 77 Testing the Alarm To test the alarm: 1. From inside the vehicle, lower the driver
window and open the driver door. Get out of the vehicle, close the door and activate the system
by locking the doors with the RKE transmitter. The system is automatically armed when the key
is removed from the ignition. Verify that the new key has stamped on it. Insert the already
programmed key in the ignition and start the engine. Notice: Using a tool to force the key to turn
in the ignition could cause damage to the switch or break the key. You could be seriously
injured. Plug the cord into a properly grounded three-prong volt AC outlet. If you cannot shift
out of P Park , ease pressure on the shift lever and push the shift lever all the way into P Park as
you maintain brake application. Move the shift lever from D Drive to the left into the manual
gate. While driving in manual shift mode, the transmission will remain in the driver gear
selected. There are several different positions for the automatic transmission. P Park : This
position locks the front wheels. It is the best position to use when you start the engine because
the vehicle cannot move easily. Page 87 N Neutral : In this position, the engine does not
connect with the wheels. To restart the engine when the vehicle is already moving, use N
Neutral only. Also, use N Neutral when the vehicle is being towed. Move the shift lever from D
Drive rearward to M Manual. The six-speed transmission will downshift to a lower gear and the
instrument panel will display the gear range selected. Page Shifting Into Park To release the
parking brake, hold the brake pedal down. Pull the parking brake lever up until you can press
the release button. Hold the release button in as you move the brake lever all the way down.
Release the parking brake before driving the vehicle. Exposure to CO can cause
unconsciousness and even death. The vehicle can roll. Do not leave the vehicle when the
engine is running unless you have to. Turn the knob to choose the left L or the R right mirror.
Adjust each mirror so that you can see the side of your vehicle and the area behind your
vehicle. Read this entire section before using it. The area displayed by the camera is limited and
does not display objects that are close to either corner or under the bumper. The area displayed
can vary depending on vehicle orientation or road conditions. Page Features and Controls On
some vehicles, the mute button can be used to dial numbers into voice mail systems, or to dial
phone extensions. Page Features and Controls Do not use the Universal Home Remote with any
garage door opener that does not have the stop and reverse feature. This includes any garage
door opener model manufactured before April 1, Read the instructions completely before
attempting to program the Universal Home Remote. Page 2. Hold the end of your hand-held
transmitter about 1 to 3 inches 3 to 8 cm away from the Universal Home Remote buttons while
keeping the indicator light in view. The hand-held transmitter was supplied by the manufacturer
of your garage door opener receiver motor head unit. Page Features and Controls 7. After you
press this button, you will have 30 seconds to complete Step 8. Immediately return to the
vehicle. Firmly press and hold the Universal Home Remote button, chosen in Step 3 to control
the garage door, for two seconds, and then release it. To erase all programmed buttons on the
Universal Home Remote device: 1. Pull down on the handle to access. Sunglasses Storage
Compartment Your vehicle may have a sunglasses storage compartment located near the
rearview mirror. Push the cover to open. Page Luggage Carrier To open the cover of the rear
storage area, push the button located at the top. Lift the top of the armrest to access the storage
area. Convenience Net Use the convenience net, located in the rear, to store small loads as far
forward as possible. Page Sunroof Sunroof The sunroof switch is located between the sun
visors. Outlet Adjustment on page Instrument Panel Brightness on page Instrument Panel
Cluster on page Windshield Wipers on page The tilt lever is located on the left side of the
steering column. To adjust the steering wheel, hold the wheel and push the lever down. Page
Windshield Wipers Have the bulbs replaced. If a bulb is not burned out, check the fuse. See
Fuses and Circuit Breakers on page and for burned-out bulbs. Page Windshield Washer
Instrument Panel If they become damaged, install new blades or blade inserts. See Windshield
Wiper Blade Replacement on page Heavy snow or ice can overload the wiper motor. A circuit
breaker will stop the motor until it cools down. The rear window washer uses the same reservoir
as the windshield washer. You could be startled and even lose control. Each time this is done,
the vehicle goes about 1 mph 1. Page Exterior Lamps Instrument Panel Exterior Lamps The
exterior lamp control is located on the instrument panel to the left of the steering wheel. The
exterior lamp control can be turned to the following positions: Off : Turns off the exterior lamps.
The knob returns to the AUTO position after it is released. The DRL system makes the low-beam
headlamps come on in daylight when the following conditions are met Page Fog Lamps
Instrument Panel Fog Lamps For vehicles with fog lamps, the button is located on the
instrument panel next to the exterior lamps switch. The fog lamp indicator in the instrument
panel comes on when the fog lamps are in use. To turn the reading lamps on or off, press the
button located next to each lamp. If any interior or exterior lamp is left on and the ignition is

turned off, the battery rundown protection system automatically turns the lamp off after 10
minutes. Page Climate Controls Climate Controls Climate Control System The heating, cooling,
and ventilation for the vehicle can be controlled with this system. For vehicles with the remote
start feature, the climate control system functions as part of the remote start feature. When this
mode is selected, the system turns the recirculation mode off. Page The air conditioning system
removes moisture from the air, so a small amount of water might drip under the vehicle while
idling or after turning off the engine. This is normal. Outside Air : Press to turn the outside air
mode on. An indicator light comes on to show that outside air is on. Page Automatic Climate
Control System Instrument Panel For vehicles with the remote start feature, the rear defogger
will automatically turn on. Notice: Do not use anything sharp on the inside of the rear window. If
you do, you could cut or damage the warming grid, and the repairs would not be covered by the
vehicle warranty. Page Automatic Operation This climate control system automatically
maintains the desired temperature inside the vehicle. Do not cover the sensor located on the
top of the instrument panel near the windshield or the sensor grille below the climate control
faceplate. These two sensors help regulate the inside air temperature. Page Instrument Panel
Temperature Control: Turn clockwise or counterclockwise to increase or decrease the
temperature. Choosing the coldest or warmest temperature setting does not cause the system
to heat or cool any faster. Page On hot days, use the automatic fan and automatic air delivery
mode settings and the vehicle will reach the desired temperature more quickly. The desired fan
and air delivery mode settings can still be adjusted manually. Open the windows to let the hot
inside air escape, then close them. Page Passenger Compartment Air Filter Instrument Panel
For vehicles with the remote start feature, the rear defogger will automatically turn on when
remote start is activated. Page Instrument Panel 2. Lower the loosened glove box 3. Unplug
both wire cables and 4. Reconnect the wire cabling and re-install the glove box. It shows how
fast the vehicle is going, about how much fuel the vehicle has left, and many other things
needed to drive safely and economically. United States Base version shown, Canada and
Uplevel similar The odometer shows how far the vehicle has been driven, in either miles or
kilometers. If the vehicle needs a new odometer installed, the new one is set to the mileage total
of the old odometer. Page Airbag Readiness Light Passenger Safety Belt Reminder Light
Several seconds after the engine is started, a chime sounds for several seconds to remind the
front passenger to buckle their safety belt. This only occurs if the passenger airbag is enabled.
See Passenger Sensing System on page for more information. Page Passenger Airbag Status
Indicator Instrument Panel If the airbag readiness light stays on after the vehicle is started or
comes on while driving, the airbag system may not work properly. Have the vehicle serviced
right away. Page Charging System Light If, after several seconds, both status indicator lights
remain on, or if there are no lights at all, there may be a problem with the lights or the
passenger sensing system. Page Instrument Panel If it stays on after the parking brake is fully
released, there is a brake problem. Have the brake system inspected immediately. Driving with
the brake system warning light on can lead to a crash. Notice: Driving with the engine coolant
temperature warning light on could cause the vehicle to overheat. It ensures that emissions are
at acceptable levels for the life of the vehicle, helping to produce a cleaner environment. Failure
to pass this inspection could prevent getting a vehicle registration. See Scheduled Maintenance
on page and Engine Oil on page for more information. After the engine oil is changed the engine
oil life system needs to be reset in order to turn off this light. See Windshield Washer Fluid on
page for more information. When the indicator nears empty, the low fuel light comes on. All
information appears in the DIC display located in the instrument panel cluster. The DIC comes
on when the ignition is on. After a short delay, the DIC displays the information that was last
displayed before the engine was turned off. The button functions are detailed in the following
pages. This display shows the current distance traveled in either miles mi or kilometers km
since the last reset for the trip odometer. Pressing the trip odometer reset stem will also display
the trip odometer. This display can be used as a timer. The display will show the amount of time
that has passed since the timer was last reset, not including time the ignition is off. You should
change the oil as soon as you can. See Engine Oil on page Page Center Dic 4. To match
additional transmitters at this time, repeat Step 3. Each vehicle can have a maximum of eight
transmitters matched to it. Compass Zone Setting This display allows for setting the compass
zone. Do not set the compass zone when the vehicle is moving. Only set it when the vehicle is
in P Park. Such interference may be caused by a magnetic CB or cell phone antenna mount, a
magnetic emergency light, magnetic note pad holder, or any other magnetic item. Page
Instrument Panel The following are the possible messages that can be displayed and some
information about them. You may notice that the vehicle attempts to reduce the drain for you by
turning off accessories, such as interior fans, rear defogger, and heated seats. See Engine
Overheating on page for more information. Adjust your driving accordingly. Close the liftgate

completely. See Liftgate on page The battery needs to be replaced in the transmitter. A warning
light also appears on the instrument panel cluster. The tire positions must be re-learned after
rotating the tires or after replacing a tire or sensor. See Turn and Lane-Change Signals on page
for more information. It also allows you to select which doors and when the doors will
automatically unlock. See Automatic Door Unlock on page for more information. The current
setting will remain. The remote start feature allows you to start the engine from outside of the
vehicle using the Remote Keyless Entry RKE transmitter. With RAP, the audio system can be
played even after the ignition is turned off. Press to turn the radio on. Press MENU. Press the
softkey below tab. Page Instrument Panel The radio only seeks and scans stations with a strong
signal that are in the selected band. Continue pressing to highlight the desired tab, or press the
pushbutton positioned under the desired tab. Turn the knob to adjust the highlighted setting.
Radio Messages Calibration Error: The audio system has been calibrated for the vehicle from
the factory. Sound is heard at a reduced volume. Release to resume playing the track. The
elapsed time of the track displays. When the temperature returns to normal, the CD should play.
When the road becomes smoother, the CD should play. Page Instrument Panel Playlists can be
changed by using the previous and next folder buttons, the tune knob, or the SEEK arrows. The
current artist playing is shown on the second line of the display between the arrows. Tune in to
another channel. Channel Unavail: This previously assigned channel is no longer assigned. See
the cell phone manufacturers user guide for Bluetooth functions before pairing the cell phone.
Press and hold two seconds. The system lists all the paired Bluetooth devices. Page Instrument
Panel Using the Store Command The store command allows a phone number to be stored
without entering the digits individually. Page 4. Say a name tag for the phone number. To use
the delete all name tags command: 1. Continue entering digits until the number to be dialed is
complete. Page Instrument Panel Call Waiting Call waiting must be supported on the Bluetooth
phone and enabled by the wireless service carrier to work. The original call is placed on hold.
Page Transferring a Call Audio can be transferred between the in-vehicle Bluetooth system and
the cell phone. This is used when calling a menu driven phone system. Account numbers can
be programmed into the phonebook for retrieval during menu driven calls. This includes all
saved name tags in the phonebook and phone pairing information. For information on how to
delete this information, see the above sections on Deleting a Paired Phone and Deleting Name
Tags. Although the radio has a built-in electronic circuit that automatically works to reduce
interference, some static can occur, especially around tall buildings or hills, causing the sound
to fade in and out. Page Driving Your Vehicle Driving Your Vehicle Driver Behavior The single
most important thing is this: everyone in the vehicle, including the driver, should buckle up. In
fact, most serious injuries and fatalities to unbelted occupants can be reduced or prevented by
the use of safety belts. Here are some driving tips to get the best fuel economy possible. You
can have a serious â€” or even fatal â€” collision if you drive after drinking. Braking action
involves perception time and reaction time. Deciding to push the brake pedal is perception time.
Actually doing it is reaction time. Average reaction time is about three-fourths of a second. But
that is only an average. When the engine is started and the vehicle begins to drive away, ABS
checks itself. A momentary motor or clicking noise might be heard while this test is going on,
and it might even be noticed that the brake pedal StabiliTrak activates when the computer
senses a discrepancy between the intended path and the direction the vehicle is actually If
cruise control is being used when StabiliTrak activates, the cruise control automatically
disengages. The TCS warning light will be displayed on the instrument panel cluster. If the
system is limiting wheel spin when the button is pressed, the system will not turn off until there
is no longer a current need to limit Page Driving Your Vehicle If you turn the steering wheel in
either direction several times until it stops, or hold the steering wheel in the stopped position
for an extended amount of time, you may notice a reduced amount of power steering assist.
Page Off-Road Recovery An emergency like this requires close attention and a quick decision.
But you have to act fast, steer quickly, and just as quickly straighten the wheel once you have
avoided the object. Page Loss Of Control Driving Your Vehicle Loss of Control Let us review
what driving experts say about what happens when the three control systems â€” brakes,
steering, and acceleration â€” do not have enough friction where the tires meet the road to do
what the driver has asked. Vehicles without all-wheel drive should not be driven off-road except
on a level, solid surface. Many of the vehicle design features that help make the vehicle more
responsive on paved roads during poor weather conditions also help make it better suited for
off-road use than conventional passenger You or your passengers could be injured. Keep cargo
below the top of the seatbacks. Page Driving Your Vehicle Scanning the Terrain Off-road driving
can take you over many different kinds of terrain. Be familiar with the terrain and its many
different features. Surface Conditions: Off-roading surfaces can be hard-packed dirt, gravel,
rocks, grass, sand, mud, snow, or ice. Page Driving on Hills Off-road driving often takes you up,

down, or across a hill. Driving safely on hills requires good judgment and an understanding of
what the vehicle can and cannot do. There are some hills that simply cannot be driven, no
matter how well built the vehicle. Not using more power than needed can avoid spinning the
wheels or sliding. It is best to back down the hill with the wheels straight rather than in the left
or right direction. A hill that is not too steep to drive down might be too steep to drive across.
Page If you feel the vehicle starting to slide sideways, turn downhill. This should help straighten
out the vehicle and prevent the side slipping. Deep water can sweep your vehicle downstream
and you and your passengers could drown. If it is only shallow water, it can still wash away the
ground from under your tires, and you could lose traction and roll the vehicle over. No one can
see as well at night as in the daytime. Windows clean â€” The brakes will have to do all the work
of slowing down and they could get so hot that they would not work well. You would then have
poor braking or even none going down a hill. Stay with the vehicle unless there is help nearby. If
possible, use the Roadside Assistance Program on page Moving about to keep warm also
helps. If it takes some time for help to arrive, now and then when you run the engine, push the
accelerator pedal slightly so the engine runs faster than the idle speed. This weight is called the
vehicle capacity weight and includes the weight of all occupants, cargo, and all
nonfactory-installed options. Two labels on your vehicle show how much weight it may properly
carry, the Tire and Loading Determine the combined weight of the driver and passengers that
will be riding in your vehicle. Page The label shows the gross weight capacity of your vehicle.
The GVWR includes the weight of the vehicle, all occupants, fuel, cargo, and trailer tongue
weight, if the vehicle is pulling a trailer. See Roadside Assistance Program on page Page To tow
the vehicle from the front with all four wheels on the ground: 1. Position the vehicle that will be
towed and secure it to the towing vehicle. Shift the transmission to N Neutral. To properly tow
these vehicles, they should be placed on a platform trailer with all four wheels off of the ground
or dinghy towed from the front. Also, repairs would not be covered by the vehicle warranty.
Never have the vehicle towed from the rear. Page Driving Your Vehicle The following
information has many time-tested, important trailering tips and safety rules. Many of these are
important for your safety and that of your passengers. So please read this section carefully
before pulling a trailer. Load-pulling components such as the engine, transmission, rear axle,
wheel assemblies and tires are forced to work harder against the Page Weight of the Trailer How
heavy can a trailer safely be? It depends on how the rig is used. For example, speed, altitude,
road grades, outside temperature and how much the vehicle is used to pull a trailer are all
important. It can depend on any special Vehicle 2WD â€” Page Driving Your Vehicle Weight of
the Trailer Tongue The tongue load A of any trailer is an important weight to measure because it
affects the total gross weight of the vehicle. The Gross Vehicle Weight GVW includes the curb
weight of the vehicle, any cargo carried in it, and the people who will be riding in the vehicle.
Page The weight at the rear axle could be lbs kg X 1. Since the rear axle already weighs 2, lbs 1
kg , adding 1, lbs kg brings the total to 3, lbs 1 kg. Crosswinds, large trucks going by and rough
roads are a few reasons why the right hitch is needed. Page Driving Your Vehicle Making Turns
Notice: Making very sharp turns while trailering could cause the trailer to come in contact with
the vehicle. The vehicle could be damaged. Avoid making very sharp turns while trailering.
When turning with a trailer, make wider turns than normal. If something goes wrong, the rig
could start to move. People can be injured, and both the vehicle and the trailer can be damaged.
You will receive genuine Saturn parts and Saturn-trained and supported service people.
Genuine Saturn parts have one of these marks. This can cause wind noise and can affect fuel
economy and windshield washer performance. If this occurs, use a gasoline rated at 87 octane
or higher as soon as possible. If you are using gasoline rated at 87 octane or higher and you
hear heavy knocking, the engine needs service. Never use leaded gasoline or any other fuel not
recommended in the previous text on fuel. Page To remove the fuel cap, turn it slowly
counterclockwise. The fuel cap has a spring in it; if the cap is released too soon, it will spring
back to the right. Static electricity discharge from the container can ignite the fuel vapor. You
can be badly burned and the vehicle damaged if this occurs. Pull the handle with this symbol on
it. It is located under the instrument panel on the driver side of the vehicle. Service and
Appearance Care 2. Then go to the front of the vehicle and lift up on the secondary hood release
lever. See Cooling System on page Page When you open the hood on the 3. See Power Steering
Fluid on page Service and Appearance Care C. In order to get an accurate reading, the oil must
be warm and the vehicle must be on level ground. These numbers on an oil container show its
viscosity, or thickness. The recommended oils with the starburst symbol that meet GM
Standard GMM are all that is needed for good performance and engine protection. Do not let
used oil stay on your skin for very long. Clean your skin and nails with soap and water, or a
good hand cleaner. If it is only dusty, it may be cleaned by blowing compressed air through it
from the clean side. For the 2. If it is not, you may have a leak at the radiator hoses, heater

hoses, radiator, water pump, or somewhere else in the cooling system. They are under
pressure, and if you turn the coolant surge tank pressure cap â€” even a little â€” they can
come out at high speed. Never turn the cap when the cooling system, including the coolant
surge tank pressure cap, is hot. Page Engine Coolant Service and Appearance Care This will
allow any pressure still left to be vented out the discharge hose. Then keep turning the pressure
cap slowly, and remove it. Page Service and Appearance Care Checking Coolant The surge tank
is located on the driver side of the engine compartment. See Engine Compartment Overview on
page for more information on location. CAUTION Turning the surge tank pressure cap when the
engine and radiator are hot can allow steam and scalding liquids to blow out and burn you
badly. Be sure the cap is properly and tightly secured. If you need to replace your coolant surge
tank pressure cap, see your retailer. Page Power Steering Fluid Service and Appearance Care If
you get the overheat warning with no sign of steam, try this for a minute or so: 1. If you have an
air conditioner and it is on, turn it off. Turn on your heater to full hot at the highest fan speed
and open the windows as necessary. Page Windshield Washer Fluid 4. Wipe the cap and the top
of the reservoir clean. Unscrew the cap and wipe the dipstick with a clean rag. Replace the cap
and completely tighten it. See Engine Compartment Overview on page for the location of the
reservoir. For example, just a few drops of mineral-based oil, such as engine oil, in the brake
hydraulic system can damage brake hydraulic system parts so badly that they will have to be
replaced. Its many parts have to be of top quality and work well together if the vehicle is to have
really good braking. The vehicle was designed and tested with top-quality brake parts. Page
Jump Starting Jump Starting If the vehicle battery has run down, you may want to use another
vehicle and some jumper cables to start your vehicle. Be sure to use the following steps to do it
safely. Page Service and Appearance Care 4. Keep your hands away from moving parts once
the engine is running. Check that the jumper cables do not have loose or missing insulation. If
they do, you could get a shock. Page Service and Appearance Care Now start the vehicle with
the good battery and run the engine for a while. Press the unlock symbol on the remote keyless
entry transmitter to disarm your security system, if equipped. Try to start the vehicle that had
the dead battery. Transfer Case When to Check and Change Lubricant Refer to the Maintenance
Schedule to determine how often to check the lubricant and when to change it. See Scheduled
Maintenance on page Fill Plug B. Drain Plug To get an accurate reading, the vehicle should be
on a level surface. Page Service and Appearance Care Notice: Do not cover a headlamp to
improve beam cut-off when aiming. Covering a headlamp may cause excessive heat build-up
which may cause damage to the headlamp. Turn on the low-beam headlamps and place a piece
of cardboard or equivalent in front of the headlamp not being adjusted. Follow Steps 1 through
6 under Headlamps on page to access the front turn signal or parking lamp. Page License Plate
Lamp 1. Open the liftgate. Remove the two screws holding in the taillamp assembly. Slide the
taillamp assembly rearward and away from the vehicle. Turn the bulb socket being replaced
counterclockwise to disconnect it. Pull the bulb out of the bulb socket. See Scheduled
Maintenance on page for more information. Replacement blades come in different types and are
removed in different ways. For proper type and length, see Maintenance Replacement Parts on
page Page Tires Tires Your new vehicle comes with high-quality tires made by a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your vehicle Warranty booklet for details. For additional information refer to the tire
manufacturer. The examples below show a typical passenger vehicle tire and a compact spare
tire sidewall. Page Bead The tire bead contains steel wires wrapped by steel cords that hold the
tire onto the rim. Bias Ply Tire A pneumatic tire in which the plies are laid at alternate angles
less than 90 degrees to the centerline of the tread. Page Service and Appearance Care Maximum
Loaded Vehicle Weight The sum of curb weight, accessory weight, vehicle capacity weight, and
production options weight. Normal Occupant Weight number of occupants a vehicle is designed
to seat multiplied by lbs 68 kg. See Loading the Vehicle on page Vehicle Maximum Load on the
Tire Load on an individual tire due to curb weight, accessory weight, occupant weight, and
cargo weight. Do not forget to check the compact spare tire, it should be at 60 psi kPa. For
additional information regarding the compact spare tire, see Compact Spare Tire on page Page
Service and Appearance Care Your vehicle has also been equipped with a TPMS malfunction
indicator to indicate when the system is not operating properly. The TPMS malfunction indicator
is combined with the low tire pressure telltale. The TPMS is designed to warn the driver when a
low tire pressure condition exists. TPMS sensors are mounted onto each tire and wheel
assembly, excluding the spare tire and wheel assembly. You have two minutes to match each
tire and wheel position. If it takes longer than two minutes to match any tire and wheel position,
the matching process stops and you will need to start over. In an emergency, you can use a
cloth or a paper towel to do this; but be sure to use a scraper or wire brush later, if needed, to
get all the rust or dirt off. Sustained high temperature can cause the material of the tire to

degenerate and reduce tire life, and Page Wheel Replacement It could fail suddenly and cause a
crash. If you have to replace a wheel, use a new Saturn original equipment wheel. There is not
enough clearance. Use another type of traction device only if its manufacturer recommends it
for use on the vehicle and tire size combination and road conditions. See Hazard Warning
Flashers on page Service and Appearance Care 3. Page Spare Tire Service and Appearance
Care The tools are located between the compact spare tire and the liftgate. To access the tools:
A. Tool Bag B. Wing-bolt C. Jack 1. Remove the wing-bolt B from the jack. Remove the jack C
and tool bag A. Do not place the jack under a body panel. The lower body panel has an arrow to
aid in locating the jacking location. Page In a sudden stop or collision, loose equipment could
strike someone. Page Compact Spare Tire 5. Remove the disk A from the retainer bolt. Turn the
disk A over and place it back on the retainer bolt. Although not always visible, dust and dirt can
accumulate on the upholstery. Dirt can damage carpet, fabric, leather, and plastic surfaces.
Regular vacuuming is recommended to remove particles from the upholstery. Page Leather
Service and Appearance Care Leather A soft cloth dampened with water can be used to remove
dust. If a more thorough cleaning is necessary, a soft cloth dampened with a mild soap solution
can be used. Allow the leather to dry naturally. Page Weatherstrips Weatherstrips Silicone
grease on weatherstrips will make them last longer, seal better, and not stick or squeak. Apply
silicone grease with a clean cloth. During very cold, damp weather frequent application may be
required. See Recommended Fluids and Lubricants on page Page Aluminum Wheels Aluminum
Wheels Notice: Chrome wheels and other chrome trim may be damaged if the vehicle is not
washed after driving on roads that have been sprayed with magnesium, calcium or sodium
chloride. These chlorides are used on roads for conditions such as ice and dust. Page Sheet
Metal Damage Service and Appearance Care Sheet Metal Damage If the vehicle is damaged and
requires sheet metal repair or replacement, make sure the body repair shop applies
anti-corrosion material to parts repaired or replaced to restore corrosion protection. Original
manufacturer replacement parts will provide the corrosion protection while maintaining the
vehicle warranty. It appears on a plate in the front corner of the instrument panel, on the driver
side. It can be seen through the windshield from outside the vehicle. If the motor overheats due
to heavy snow or ice, the wiper will stop until the motor cools. All capacities are approximate.
But we do not know exactly how you will drive it. You might drive very short distances only a
few times a week. Or you might drive long distances all the time in very hot, dusty weather.
Owner Checks and Services on page tells what should be checked, when to check it, and what
can easily be done to help keep the vehicle in good condition. Reset oil life system. Page
Perform any needed additional services. Inspect suspension and steering components. See
footnote b. Inspect engine cooling system. See footnote c. Inspect wiper blades. See footnote d.
Inspect restraint system components. See footnote e. Lubricate body components. Service and
Miles Kilometers Inspect fuel system for damage or leaks. Inspect exhaust system for loose or
damaged components. See footnote h. See footnote m. An Emission Control Service. See
footnote i. Inspect engine accessory drive belt. Page g Check system for interference or binding
and for damaged or missing parts. Replace parts as needed. Replace any components that have
high effort or excessive wear. Be sure any necessary repairs are completed at once. If the
vehicle moves, you or others could be injured. Before starting this check, be sure there is
enough room around the vehicle. Page Maintenance Schedule 3. Without applying the regular
brake, try to move the shift lever out of P Park with normal effort. Page Maintenance Record
Maintenance Schedule Maintenance Record After the scheduled services are performed, record
the date, odometer reading, who performed the service, and the type of services performed in
the boxes provided. See Maintenance Requirements on page Any additional information from
Owner Checks and Services on page can be added on the following record pages. You should
retain all maintenance receipts. Page Customer Assistance Information Saturn vehicle, for total
customer satisfaction. We call this the Saturn Difference. Page This program is available in all
50 states and the District of Columbia. Eligibility is limited by vehicle age, mileage and other
factors. Page Online Owner Center â€” all in one convenient place. Box Detroit, MI Text
telephone TTY users, call In Canada, customers may call Saturn and General Motors of Diesel
fuel delivery may be restricted. Propane and other fuels are not provided through this service.
Page Courtesy Transportation Transportation Options Warranty service can generally be
completed while you wait. However, if you are unable to wait, Saturn helps to minimize your
inconvenience by providing several transportation options. Depending on the circumstances,
your retailer can offer you one of the following Page Collision Damage Repair All Courtesy
Transportation arrangements will be administered by appropriate retailer personnel. Saturn
reserves the right to unilaterally modify, change or discontinue Courtesy Transportation at any
time and to resolve all questions of claim eligibility pursuant Page Recycled original equipment
parts may also be used for repair. These parts are typically removed from vehicles that were

total losses in prior crashes. In most cases, the parts being recycled are from undamaged
sections of the vehicle. If you are uninjured, make sure that no one else in your vehicle, or the
other vehicle, is injured. Remember, you will have to feel comfortable with their work for a long
time. Page Service Publications Ordering Information Service Publications Ordering Information
Service Manuals Service Manuals have the diagnosis and repair information on engines,
transmission,
asus motherboard wiring diagram
silverado trailer wiring harness
suzuki vitara 1998
axle suspension, brakes, electrical, steering, body, etc. Service Bulletins Service Bulletins give
additional technical service information needed to knowledgeably service General Motors cars
and trucks. Each bulletin contains instructions to assist in the diagnosis and service of your
vehicle. For example, your vehicle uses computer modules to monitor and control engine and
transmission Page Onstar Saturn will not access this data or share it with others except: with
the consent of the vehicle owner or, if the vehicle is leased, with the consent of the lessee; in
response to an official request of police or similar government office; Page About Driving Your
Vehicle Setting the Clock Page Child Restraints cont. Older Children Page Filter Engine Air
Cleaner Page Lights cont. Reduced Engine Power Page Lap-Shoulder Belt Page Tire Pressure
Light Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

