Delta 22 540 parts diagram

Woodworking can be dangerous if safe and proper operating procedures are not followed. As
with all machinery, there are certain hazards involved with the operation of the product. Using
the machine with respect and caution will considerably lessen the possibility of personal injury.
However, if normal safety precautions are overlooked or ignored, personal injury to the operator
may result. Safety equipment such as guards, push sticks, hold-downs, featherboards, goggles,
dust masks and hearing protection can reduce your potential for injury. Always use common
sense and exercise caution in the workshop. Figure out an alternative procedure that feels
safer. This machine was designed for certain applications only. If you have any questions
relative to a particular application, DO NOT use the machine until you have first contacted Delta
to determine if it can or should be performed on the product. Cluttered areas and benches invite
accidents. Keep work area well-lighted. All children and visitors should be kept a safe distance
from work area. It will do the job better and be safer at the rate for which it was designed. No
loose clothing, gloves, neckties, rings, bracelets, or other jewelry to get caught in moving parts.
Nonslip footwear is recommended. Wear protective hair covering to contain long hair. Wear
safety glasses. Everyday eyeglasses only have impact resistant lenses; they are not safety
glasses. Also use face or dust mask if cutting operation is dusty. Note: Approved glasses have
Z87 printed or stamped on them. Use clamps or a vise to hold work when practical. Keep proper
footing and balance at all times. Keep tools sharp and clean for best and safest performance.
Follow instructions for lubricating and changing accessories. The use of accessories and
attachments not recommended by Delta may cause hazards or risk of injury to persons. Serious
injury could occur if the tool is tipped or if the cutting tool is accidentally contacted. Before
further use of the tool, a guard or other part that is damaged should be carefully checked to
ensure that it will operate properly and perform its intended function â€” check for alignment of
moving parts, binding of moving parts, breakage of parts, mounting, and any other conditions
that may affect its operation. A guard or other part that is damaged should be properly repaired
or replaced. Feed work into a blade or cutter against the direction of rotation of the blade or
cutter only. Do not operate tool while under the influence of drugs, alcohol or any medication.
Always operate machinery in well ventilated areas and provide for proper dust removal. Use
wood dust collection systems whenever possible. Some examples of these chemicals are:. Your
risk from these exposures varies, depending on how often you do this type of work. To reduce
your exposure to these chemicals: work in a well ventilated area, and work with approved safety
equipment, such as those dust masks that are specially designed to filter out microscopic
particles. DO NOT operate the tool until it is completely assembled and installed according to
the instructions. MAKE all adjustments with the power off. KEEP knives sharp and free of all
rust and pitch. NEVER perform any planing operation with guard removed. KEEP fingers and
hands away from cutting area. NEVER reach under the cutterhead while the machine is running.
KEEP fingers and hands away from chip exhaust opening. The cutterhead rotates at extremely
high speeds. NEVER feed the work into the outfeed end of machine. NEVER start the machine
with the workpiece in contact with the cutterhead. SHOULD any part of your planer be missing,
damaged or fail in any way, or any electrical component fail to perform properly, shut off switch
and remove plug from power supply outlet. Replace missing, damaged or failed parts before
resuming operation. Safety Requirements for Woodworking Machinery and the U. A separate
electrical circuit should be used for your tools. This circuit should not be less than 12 wire and
should be protected with a 20 Amp time lag fuse. All line connections should make good
contact. Running on low voltage will damage the motor. Your tool is wired for volt, 60 HZ
alternating current. The no-load speed of the motor is RPM. A l l g r o u n d e d , c o r d - c o n n
e c t e d t o o l s : In the event of a malfunction or breakdown, grounding provides a path of least
resistance for electric current to reduce the risk of electric shock. This tool is equipped with an
electric cord having an equipment-grounding conductor and a grounding plug. The plug must
be plugged into a matching outlet that is properly installed and grounded in accordance with all
local codes and ordinances. Do not modify the plug provided - if it will not fit the outlet, have the
proper outlet installed by a qualified electrician. Improper connection of the
equipment-grounding conductor can result in risk of electric shock. The conductor with
insulation having an outer surface that is green with or without yellow stripes is the
equipmentgrounding conductor. If repair or replacement of the electric cord or plug is
necessary, do not connect the equipment-grounding conductor to a live terminal. Check with a
qualified electrician or service personnel if the grounding instructions are not completely
understood, or if in doubt as to whether the tool is properly grounded. Grounded,
cord-connected tools intended for use on a supply circuit having a nominal rating less than
volts:. This tool is intended for use on a circuit that has an outlet that looks like the one
illustrated in Fig. The tool has a grounding plug that looks like the plug illustrated in Fig. A
temporary adapter, which looks like the adapter illustrated in Fig. BB, may be used to connect

this plug a 2-hole receptacle as shown in Fig. BB if a properly grounded outlet is not available.
The temporary adapter should be used only until a properly grounded outlet can be installed by
a qualified electrician. The green-colored rigid ear, lug, and the like, extending from the adapter
must be connected to a permanent ground such as a properly grounded outlet box. Whenever
the adapter is used, it must be held in place with a metal screw. Use proper extension cords.
When using an extension cord, be sure to use one heavy enough to carry the current of the saw.
An undersized cord will cause a drop in line voltage, resulting in loss of power and overheating.
DD, shows the correct gauge to use depending on the cord length. If in doubt, use the next
heavier gauge. The smaller the gauge number, the heavier the cord. Delta Model is a 12" mm
Portable Planer with adjustable feed rate for optimum planing under load. Features include;
basic machine with powerful 15 amp, volt motor, dust chute, two-knife cutterhead with an extra
set of high-speed steel, double-edged reversible knives; knife-setting gage and wrench,
polyurethane feed rolls and adjustable-folding table extensions. Carefully unpack the tool and
all loose items from the shipping container s. Peel protective film from the table surface.
Remove and clean the protective coating from the cutterhead. Remove the protective coating
from all unpainted surfaces. This coating may be removed with a soft cloth moistened with
kerosene do not use acetone, gasoline or lacquer thinner for this purpose. After cleaning, cover
the unpainted sufaces with a good quality paste wax. Welcome to ManualMachine. We have
emailed you a verification link to to complete your registration. Log in Sign up. Forgot
password? Enter your email and check your inbox. Please also check your spam folder. Email
sent! Check your email for further instructions. Enter a new password. My files 0 My downloads
0 History Account settings Sign out. Delta User Manual Download for 1. Refer to them 2
frequently and use them to instruct other users. Repair or replace damaged or worn cord
immediately. Grounded, cord-connected tools intended for use on a supply circuit having a
nominal rating less than volts: This tool is intended for use on a circuit that has an outlet that
looks like the one illustrated in Fig. AA Fig. Register and get 5 for free. Upload manuals that we
do not have and get 1 for each file. Get 1 for every download of your manual. Refer to them.
Here are the diagrams and repair parts for Delta 12" portable planer, as well as links to manuals
and error code tables, if available. For DIY troubleshooting advice and repair guides, visit our
repair help section. Showing 10 of parts. Unit parts Diagram. The manufacturer no longer makes
this part, and there's no substitute part. Base assembly Diagram. Motor assembly Diagram.
Model Delta 12" portable planer. There are a couple of ways to find the part or diagram you
need: Click a diagram to see the parts shown on that diagram. Retainer Part The manufacturer
no longer makes this part, and there's no substitute part. Planer sprocket Part The manufacturer
no longer makes this part, and there's no substitute part. Chain Part The manufacturer no
longer makes this part, and there's no substitute part. Shaft Part The manufacturer no longer
makes this part, and there's no substitute part. Planer front gear box plate bushing Part The
manufacturer no longer makes this part, and there's no substitute part. Sleeve Part The
manufacturer no longer makes this part, and there's no substitute part. Bearing Part The
manufacturer no longer makes this part, and there's no substitute part. Planer drive belt Part
The manufacturer no longer makes this part, and there's no substitute part. Retaining ring Part
The manufacturer no longer makes this part, and there's no substitute part. Bottom-Mount
Refrigerator. Electric Line Trimmer. Craftsman electric line trimmer parts. Electric Range.
Laundry Center. Sanyo Microwave Parts. Outdoor Smoker. Char-Broil Outdoor smoker Parts.
How to replace a range hood fan switch. Rotary Tool. Craftsman rotary tool parts. Side-By-Side
Refrigerator. Dynamark Snowblower Parts. Top-Mount Refrigerator. Kenmore B top-mount
refrigerator parts. Trash Compactor. Kitchenaid Trash Compactor Parts. Need help? Close Start
Chat. In Stock, 12 available. Ships in 1 - 23 business days. Part Number: Part Number: S.
Backorder: No ETA. In Stock, 14 available. In Stock, 6 available. Not Available for Retail Sale. In
Stock, 3 available. In Stock, 19 available. Ships in 1 - 19 business days. In Stock, 8 available. In
Stock, 1 available. In Stock, 2 available. In Stock, 5 available. This article is a repair guide for
power tool switch replacements, explaining the general steps involved in replacing a switch
assembly. This article is a troubleshooting guide for problems and malfunctions common to
most electric power tools. This article suggests guidelines for power tool care and maintenance.
It also describes information tools available at eReplacementParts. Shopping Cart. Submit
Search. Sign in Sign in with Password. Cart Shopping Cart 0 item s in your cart. Restore a saved
shopping cart. Preferred Partners of. Delta Planer Parts. Continue Shopping Proceed to
Checkout. Search within model. Page A. Add to Cart. Retainer L. Retainer R. Page B. Elevating
Nut R. Elevating Nut L. Page C. Miscellaneous Parts. Popular Parts. Carbon Brush. Drive Belt.
Set Screw. Bearing Block. Lock Washer. Planer Parts. Repair Guides Power Switch Repair This
article is a repair guide for power tool switch replacements, explaining the general steps
involved in replacing a switch assembly. Tool Diagnosis: Is it the Brushes or the Switch? This

article describes the differences between power switch and carbon brush failure symptoms.
Diagnosing Electric Power Tools This article is a troubleshooting guide for problems and
malfunctions common to most electric power tools. Power Tool Care and Maintenance This
article suggests guidelines for power tool care and maintenance. Accessories for the Delta Kent
for model number Delta Planner asked on Hello Kent, thank you for your inquiry! Gear is
available at the link below. I hope this information helps! Related Parts: Gear. Did this question
help you? Yes No. Ask a question. Ask our experts a question about this part and we will
respond as soon as we can. Join our VIP email list to receive money-saving-advice and special
discounts. Model Number Recommended. Submit your question. Thank you for your question!
Our experts will get back to you as soon as they can. Ask Another Question. Continue
Shopping. Discussion for the Delta Type 2 Planer. Discussion is closed. Question: Motor Not
Starting Topshirt1. While plaining some wood motor bound up and started smoking then tripped
the circuit breaker. Turned off planer, motor was hot to the touch and smoking with a smell.
Waited two days and tried to turn it on. At first it acted like it wanted to start up, but it acted
bound up and tripped the circuit breaker. What do I need to do? It sounds as if the motor is
burnt. You will need to inspect the armature and the field. If the winding are black in color and
smell like burnt insulation, the it A motor assembly will have to be replaced. Or you may want to
spend the cost of the new motor towards a new planer. Question: Size Of Planer Blades
dukester. I need to know how wide or high the replacement blades are. And they come as a set
of 2. Question: Replacement Parts skynard. Hello , Though the manufacture no longer supplies
the Gear. They do offer the Gear Box Assembly, which includes all of the gears. As of this time
this part is on a factory back order, with no delivery date. It could be a while before it is
available, and it's not cheap either. What is the difference between infeed and outfeed springs?
Hello , I wish we had both the springs in stock that you are referring to, so I could look to see
what is the difference is between them. Looking at the images of both of the springs they look
both the same length, but the infeed spring looks to be made of a larger gauge wire to me. Hope
this helps, -WJA. Question: Knife Lock Bar Hello , You just keep searching on line for one. Or
find someone that has a planer not worth repair that they are selling or they are parting out. If
you go to ytube there are nine videos by "ghostses" who takes this planer apart and it shows
where the springs go. Hello jtkarst, The switch in question part number K21 is an aftermarket
switch that we offer when the manufacture's part is on back order or no longer available. To
answer your question it will work in your Delta planer. Question: Delta poppajack. Hello
poppajack, To remove the cutterhead pulley. You will have to remove the nut, part number
Sometimes they are on the shaft pretty snug. You can tap it with a mallet to get it off the shaft.
But don't loose the key that holds it on to the shaft. Good luck, -WJA. Question: Spring For
Planer Birdhouselady. Does anyone know a supplier for the springs under the planer blades for
a delta planer?? Hello , You may want to try to locate a Spring Supplier in your area. Or try a
hardware store, most of them have assortments of springs. They may be able to match up the
Delta part number Question: Delta Type 2 Planer scottnrtn. Hello scottnrtn, Even though the
manufacture is not supplying the bushings for the the gear box. They are still supplying the
complete gear box assembly. It is part number, It is a little bit more money than just the
bushings though. Question: Delta Planer I bought a used Delta planer and can't locate a knife
setting gauge. They're on back order at Delta. Any ideas on how I can set the knife height
without one? Hello, A company by the name of Woodstock International offers a knife setting jig
sold under the name of " Mini Planer Pal ". Google that and you should be able to locate one in
your area. Good luck, WJA. I need to replace the blades. I followed the directions but one screw
is stuck on each blade. Can't get it to turn. Any suggestions? Using a pointed punch and a
hammer, drive the head of the bolt clockwise. Be gentle at first, using only as much force as you
have to. Periodically use the wrench. It will give up after enough time. Randy I tried to use this
method but the screw is stuck fast. Any other ideas? Hello mano, There is a company the
manufactures a screw extractor kit. The name of the company is Grabit. The have a three piece
kit. Search for a retailer in your area that supplies them. I have a set of them at home and the
work great. Sign up. Thank you! Your email, , has been added to our mailing list. We were
unable to add your email to our mailing list. Millions of Parts From Top Brands. Need Help?
Customer Service. Skip to main content of results for "delta planer parts". Skip to main search
results. Eligible for Free Shipping. Customer Review. From Our Brands. Packaging Option. New
Arrivals. International Shipping. Amazon's Choice for delta planer parts. Lowest price in 30
days. Get it as soon as Sat, Feb In stock on February 28, FREE Shipping. Only 4 left in stock order soon. Only 2 left in stock - order soon. Only 19 left in stock - order soon. Only 10 left in
stock - order soon. N
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eed help? Visit the help section or contact us. Go back to filtering menu. There's a problem
loading this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon
Prime. Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

