Fantastic fan parts diagram

Almost a century of combined experience in the recreational and commercial vehicle industry,
along with aviation and automotive technology, led to the development of a volt, high
performance air exchange system for recreational and commercial vehicles. The core of the
system is a powerful 12", blade rotary fan that works with a slightly open window to create a
balanced airflow. It is designed for maximum air exchange, minimum sound levels and power
consumption. Fresh, clean, natural air is pulled in. Hot, stale, stuffy air is pushed out. Fan-Tastic
Vent will exchange the air in your vehicle in minutes. Cooking smoke and unpleasant aromas
are whisked away in seconds. Fan-Tastic Vent can reduce the use of air conditioning allowing
you to breath natural, fresh ambient outside air. Fan-Tastic Vent is light weight, compact, bug
resistant, durable and seals tight when not in use. The sealed motor operates at variable or
3-speeds depending on the model for selected performance levels. Installs in minutes and fits
the standard existing opening provided by most recreational vehicle manufacturers. Plug in
Endless Breeze and the large volume of air movement will surprise and delight you! Three fan
blade speeds low, medium, high , and a manual dome lifting knob. Three fan blade speeds low,
medium, high , a reverse switch sets the fan blade direction OUT-exhaust or IN-intake and a
manual dome lifting knob. Model R moves the same volume of air as fans with more options. It's
simple yet effective. Three fan blade speeds low, medium, high , a reverse switch sets the fan
blade direction OUT-exhaust or IN-intake , a manual dome lifting knob and a built-in thermostat.
Set the thermostat to your desired comfort level and let the fan do the work. Model RBT is
designed to maintain a consistent temperature setting. It's perfect for use at bedtime or
whenever you leave pets behind. Model RBTA automatically opens and closes your dome at a
flip of a switch. A built-in thermostat maintains your desired comfort level. When the rain sensor
becomes wet the dome automatically closes and reopens once sensor dries. The built-in
manual knob allows for closing the dome in a emergency. Automation at its finest. Raise the
dome and activate the fan from your "easy" chair. Our radio frequency handheld remote has
you activating the fan and raising the dome by pressing the mode pad. With the automatic
speed mode, you select your comfort setting and the blades will automatically turn on, off,
increase or decrease speed to maintain your temperature choice. The manual speed mode
allows you to select off or one of 14 fan blade speeds. Our custom wall cradle is made for your
convenience. Select an easily accessible location, install the lightweight cradle and operate
your fan from cradled remote or remove and operate the fan from anywhere inside or outside
your coach. Installing a fantastic RV vent on the roof of your RV is a pretty simple job when
replacing an existing vent with 12 volt wiring nearby. First, you will need to remove the inside
vent garnish. This is normally fastened to the ceiling with 4 screws. Remove the screws and
remove the garnish. Next, you will need to disconnect any wiring to the existing vent if it has a
fan in it already. Now you will have to get up on the roof and scrape the caulk away from the
screws that are around the perimeter of the vent flange. Once the screws are removed, carefully
insert a putty knife in between the vent flange and the roof material and gently pry up on the
vent. While prying the vent, be careful not to pull to hard on the vent as you risk tearing the roof
material. Once the vent is removed clean the existing caulk and putty or butyl tape material from
around the perimeter of the 14 x 14 opening in the roof. Once the area is cleaned you are ready
to install your Fantastic vent. You will need to apply new putty or butyl tape around the flange of
the vent then insert the vent into the center of the opening in the roof. Next, fasten it to the roof
by installing screws into the existing holes in the Fantastic Vent. Once the vent has been
fastened to the roof, caulk all screw heads and around the perimeter of the vent with rubber roof
caulk for rubber roofs or latex caulk for others. Now its time to finish the interior. If the previous
vent was wired, simply use the existing 2 wires and connect them to the new Fantastic vent. If
not, you will have to find a 12 volt DC source. In most cases, there is usually a ceiling light
nearby that you can tap into making sure that the light is not operated by a wall switch.
Remember to not reverse the polarity. You can connect these to the corresponding wires on
your new vent. Once that is connected it is time to install the garnish by raising to the ceiling
and fastening it with the 4 screws previously removed from the old vent. That's it your done and
can sit back and enjoy the fantastic air circulation your new vent provides! All rights reserved.
Fantastic Vents. Fantastic Vent Create-a-Breeze Three fan blade speeds low, medium, high , and
a manual dome lifting knob. Fantastic Vent R Three fan blade speeds low, medium, high , a
reverse switch sets the fan blade direction OUT-exhaust or IN-intake and a manual dome lifting
knob. Fantastic Vent RBT Three fan blade speeds low, medium, high , a reverse switch sets the
fan blade direction OUT-exhaust or IN-intake , a manual dome lifting knob and a built-in
thermostat. View Products by Fantastic Vent. RV Parts. Fantastic Vent Wiring Diagram â€”
fantastic vent wiring diagram, Every electrical structure consists of various distinct parts. Each
component ought to be set and connected with different parts in particular manner. In order to
be certain the electrical circuit is constructed correctly, Fantastic Vent Wiring Diagram is

required. How can this diagram assist with circuit building? The diagram provides visual
representation of a electric arrangement. However, this diagram is a simplified version of the
structure. This makes the procedure for assembling circuit simpler. This diagram provides
information of circuit components as well as their placements. There are two things which are
going to be present in almost any Fantastic Vent Wiring Diagram. The first component is
emblem that indicate electrical element from the circuit. A circuit is generally composed by
several components. Another thing you will find a circuit diagram could be lines. Lines in the
diagram show how every component connects to a another. The rankings of circuit components
are relative, not accurate. The order is also not logical, unlike wiring schematics. Diagram only
reveals where to place component at a spot relative to other components inside the circuit.
Even though it is simplified, diagram is a fantastic foundation for anyone to construct their own
circuit. One thing you have to learn before studying a circuit diagram is your symbols. Every
symbol that is exhibited on the diagram shows specific circuit element. The most common
components are capacitor, resistor, and battery. There are also other elements like floor, switch,
engine, and inductor. As stated previous, the traces at a Fantastic Vent Wiring Diagram signifies
wires. At times, the cables will cross. Injunction of 2 wires is generally indicated by black dot in
the junction of 2 lines. Colors can also be utilized to differentiate wires. Commonly, there are
two main sorts of circuit links. The primary one is called series link. Because of the electrical
current in each and every component is similar while voltage of this circuit is total of voltage in
every component. Parallel relationship is more complex than the show one. Unlike in series
connection, the voltage of each component is comparable. This circuit contains branches that
are passed by distinct electrical current levels. The current joins together when the branches
meet. There are lots of things that an engineer should look closely at when drawing wirings
diagram. First of all, the symbols utilized in the diagram ought to be accurate. It should
represent the exact component needed to build a planned circuit. It is also highly advised that
engineer draws positive supply and negative supply symbols for clearer interpretation.
Meanwhile, the negative source symbol is place under it. The current flows from the left to right.
Along with that, diagram drawer is advised to limit the amount of line crossing. The line and
component placement should be made to decrease it. As you can see drawing and translating
Fantastic Vent Wiring Diagram may be complicated endeavor on itself. The advice and
suggestions which were elaborated above should be a great kick start, though. Fantastic Vent
Wiring Diagram. True Freezer T 49F Wiring Diagram â€” true freezer model t 49f wiring diagram,
true freezer tf wiring diagram, true t 49 freezer wiring diagram, Every electrical arrangement is
composed of various distinct parts. Each part should be placed and linked to different parts
inâ€¦. Pool Pump Wiring Diagram â€” v pool pump wiring diagram, century pool pump wiring
diagram, hayward pool pump wiring diagram, Every electrical arrangement consists of various
different parts. Each part ought to be placed and linked to other parts in particular manner. If
not, theâ€¦. Each component ought to be set and linked to other parts in particular way. If not,
the arrangement will notâ€¦. Gallery of Fantastic Vent Wiring Diagram. Ip Camera Wiring
Diagram. Solar Wiring Diagram. Quick Links. Table of Contents. Fan-Tastic Vent. Safety
Symbols alerting you to potential personal safety hazards. Obey all safety messages following
these symbols. Disconnect power supply prior to installation. A minimum of gauge stranded
copper. Insulated connectors must. Clamp fans; use a double. For rubber roofs use EPDM
compatible roof. All 16 holes must be used for proper. After ceiling fan has been mounted and
wired, install interior garnish with screws. Garnish may be trimmed for thinner roofs. For deeper
than standard garnish. OEM Clamp fans require mounting screws and correct height. Torque all
screws equally. Locate the round black cap of the fuse holder about the size of a dime on the
face of. Push up and quarter turn counter clockwise and pull down to e
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xpose the fuse. Replace the old fuse with a new one and push in the fuse holder. Secure with
clockwise. Units equipped with a reverse switch in the fan motor and fan blade must be
completely. Summary of Contents for Fan-Tastic Vent Page 1 After ceiling fan has been
mounted and wired, install interior garnish with screws provided. Doing so may damage Use 12
Volt power only! Warm tem- the fan blade. With the fan blade screw removed, grab the fan blade
with two hands on peratures cause the seal to dry out but it can easily be fixed. If it gets wet,
wipe it dry immediately. Page 5 Operation Guide Note: Remote and wall control operate the
same. Each press increases the fan speed one level. This activates the fan. Select UP to raise
the dome lid or Down to close the lid from remote mounted wall switch. This manual is also
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