Ford explorer fuse diagram

Fuse box diagram fuse layout , location and assignment of fuses and relays Ford Explorer U; , ,
If electrical parts in your vehicle are not working, the system may have been overloaded and
blown a fuse or tripped a circuit breaker. Before you replace or repair any electrical parts, check
the appropriate fuses or circuit breakers. To check a fuse, look at the silver-colored band inside
the fuse. If the band is broken or melted, replace the fuse. The fuse panel is located under the
instrument panel to the left of the steering column. It may be easier to access the fuse panel if
you remove the finish trim piece. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Always disconnect the battery before servicing high current
fuses. Always replace a fuse with one that has the specified amperage rating. Using a fuse with
a higher amperage rating can cause severe wire damage and could start a fire. Never replace a
broken fuse with anything other than a new fuse. Use always an intact fuse of the same color. If
a fuse blows again contact a qualified service center. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Blind spot Information system, Adaptive cruise control, Front
view camera, Rear camera. Ad vertisements. In this article, we consider the fifth-generation Ford
Explorer U after a facelift, produced from to Here you will find fuse box diagrams of Ford
Explorer , , and , get information about the location of the fuse panels inside the car, and learn
about the assignment of each fuse fuse layout and relay. The fuse panel is located below and to
the left of the steering wheel by the brake pedal. The power distribution box is located in the
engine compartment. How to check the fuses? How to replace a blown fuse? Why do car fuses
blow? Types of automotive fuses. Table of Contents. Fuse box location. Fuse box diagrams.
Learn more: How to check the fuses? We use cookies to ensure that we give you the best
experience on our website. If you continue to use this site we will assume that you are happy
with it. Ok Privacy policy. Delayed accessory power. Power windows. Folding mirror relay. DC
inverter. Blind spot information system. Adaptive cruise control. Front view camera. Rear
camera. Rear climate control module. Power liftgate module. Variable Air Conditioning
Compressor. Active grille shutters. If electrical parts in your vehicle are not working, the system
may have been overloaded and blown a fuse or tripped a circuit breaker. Before you replace or
repair any electrical parts, check the appropriate fuses or circuit breakers. To check a fuse, look
at the silver-colored band inside the fuse. If the band is broken or melted, replace the fuse.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Always disconnect the
battery before servicing high current fuses. Always replace a fuse with one that has the
specified amperage rating. Using a fuse with a higher amperage rating can cause severe wire
damage and could start a fire. Never replace a broken fuse with anything other than a new fuse.
Use always an intact fuse of the same color. If a fuse blows again contact a qualified service
center. Main Page. This website uses cookies to improve your experience. We'll assume you're
ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses cookies
to improve your experience while you navigate through the website. Out of these cookies, the
cookies that are categorized as necessary are stored on your browser as they are essential for
the working of basic functionalities of the website. We also use third-party cookies that help us
analyze and understand how you use this website. These cookies will be stored in your browser
only with your consent. You also have the option to opt-out of these cookies. But opting out of
some of these cookies may have an effect on your browsing experience. Necessary Always
Enabled. Non-necessary Non-necessary. Maxi fuses Yellow on the diagram. Maxi Fuses Yellow
on the diagram. Fuse box diagram fuse layout , location and assignment of fuses and relays

Ford Explorer U; , , , , , If electrical parts in your vehicle are not working, the system may have
been overloaded and blown a fuse or tripped a circuit breaker. Before you replace or repair any
electrical parts, check the appropriate fuses or circuit breakers. To check a fuse, look at the
silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. The fuse
panel is located below and to the left of the steering wheel by the brake pedal. Remove the
panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the fuse
panel cover. Necessary cookies are absolutely essential for the website to function properly.
This category only includes cookies that ensures basic functionalities and security features of
the website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Always disconnect the battery before servicing high current fuses. Always replace a
fuse with one that has the specified amperage rating. Using a fuse with a higher amperage
rating can cause severe wire damage and could start a fire. Never replace a broken fuse with
anything other than a new fuse. Use always an intact fuse of the same color. If a fuse blows
again contact a qualified service center. Main Page. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these cookies, the cookies that are categorized as necessary are stored on your
browser as they are essential for the working of basic functionalities of the website. We also
use third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may have an effect on your
browsing experience. Necessary Always Enabled. Non-necessary Non-necessary. Interior
demand lamps overhead console, second row, cargo , Glove box lamp, Second and third row
seat release, Visor lamps. Keypad illumination, Brake shift interlock, Start button run indicator,
Passive anti-theft system, Powertrain control module wake-up, Rear seat power enable. Blind
spot monitor, Rearview camera, Reverse sensing system, Lane departure warning module,
Second row heated seats module. Heads-up display, Climate control humidity sensor, Terrain
management system, Hill descent switch, Headlamp switch ignition sensor. Vehicle power 3 coil
, All-wheel drive module, Air conditioning variable compressor control. Powertrain control
module keep-alive power, Powertrain control module relay, Canister vent solenoid. Powertrain
control module, Transmission control module, Engine control module 2. If electrical parts in
your vehicle are not working, the system may have been overloaded and blown a fuse or tripped
a circuit breaker. Before you replace or repair any electrical parts, check the appropriate fuses
or circuit breakers. To check a fuse, look at the silver-colored band inside the fuse. If the band
is broken or melted, replace the fuse. These relays are located on the reverse side of the
passenger compartment fuse panel. The relay box is located on the rear passenger side quarter
trim panel. The relay box is located on the front right fender well underneath the speed control
module Canadian vehicles equipped with AdvanceTrac. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Always disconnect the battery before
servicing high current fuses. Always replace a fuse with one that has the specified amperage
rating. Using a fuse with a higher amperage rating can cause severe wire damage and could
start a fire. Never replace a broken fuse with anything other than a new fuse. Use always an
intact fuse of the same color. If a fuse blows again contact a qualified service center. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Delayed acc. Headlamp switch , Foglamp switch , Park lamps ,
Autolamp parklamps , Front foglamps relay coil Ad vertisements. In this article, we consider the
third-generation Ford Explorer U , produced from to Here you will find fuse box diagrams of

Ford Explorer , and , get information about the location of the fuse pan
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els inside the car, and learn about the assignment of each fuse fuse layout and relay. These
relays are located on the reverse side of the passenger compartment fuse panel. Pull the panel
cover outward to access the fuses. Engine compartment The power distribution box is located
in the engine compartment. The relay box is located on the front right fender well. The relay box
is located on the rear passenger side quarter trim panel. How to check the fuses? How to
replace a blown fuse? Why do car fuses blow? Types of automotive fuses. Table of Contents.
Fuse box location. Fuse box diagrams. Learn more: How to check the fuses? We use cookies to
ensure that we give you the best experience on our website. If you continue to use this site we
will assume that you are happy with it. Ok Privacy policy. Delayed acc. Brake pedal position
switch, Driver brake applied relay, Redundant cruise deactivate switch. Mode-Temperature
actuator for auxiliary climate control, Trailer tow battery charge coil.

