Ford focus 2012 battery

Autos helped make these videos. The video above shows you how to replace the battery in your
Ford Focus. We recommend changing the battery in Fords every 4 years. Although some
batteries last much longer, most batteries begin breaking down chemically after four years, so
you could experience dimmer headlights and other negative effects before you have a dead
battery in your Focus that you need to replace. Replacing the battery in your Focus involves
removing the terminals. When you reconnect the terminals, your radio presets are likely to be
cleared out. In some Focuss, you may need to re-enter a security code to get your radio to work
again. Check for this code in your owners manual - it will usually be either a sticker or small
card in the booklet. If you can't find it, call Ford and they will give you the code for free. In many
Fords, the transmission "learns" how you drive over time and makes adjustments, so you may
experience altered driving dynamics as your car re-learns your driving style after changing the
battery. Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. He has broad expertise on basic repair procedures covering the majority of cars on the
road. A check engine light can be cleared with a simple fix or it could be a major problem - find
out now! Don't send mixed signals - if your turn signal doesn't blink, or blinks rapidly, you likely
have a burnt out bulb. Car companies often use the same engines in different cars. They also
slightly alter the styling and sell the same car by two different names amongst other tricks to
help offset development costs. Our system selects the most applicable video for your car
based, in part, on these characteristics. The video displayed may not look exactly like your car,
but may be relevant enough for you to get a good idea how to do it. Getting Started - Prepare for
the repair. Share on. Full list of part and tools. Author Hans Angermeier has produced over ,
videos showing drivers how to fix things on their cars. Change a flat tire. Learn where your
spare tire and jack are located before you need it on the side of the road. Do not ignore this!
Change the parking light. Small bulbs that burn out regularly - did you know you can replace
these with LED lights? Change a rear blinker. See all videos for the Ford Focus. We have a
massive and growing video library, but we don't have everything Not sure what battery to get
for your Ford Focus? Check the chart to find the right car battery size and cold cranking amps
for your Focus. You can pretty much drive your Ford Focus until you don't want to anymore.
But your Focus's battery? Don't count on it to last forever. On average, auto batteries last
anywhere from three to five years. Replace it regularly instead! Look out for symptoms of a
faulty car battery. A lagging starter, a blinking battery or check engine light, bloated battery
case, corroded battery posts, or faded headlights can all be signs that your battery needs
attention. Our equipment can see how much charge is left in your battery. Drop in for a free
battery check and, if needed, get your Ford Focus a replacement battery. Car batteries are one
of our many specialties! Our expert technicians understand Ford service recommendations for
Focus battery cold cranking amps and reserve capacity. Get help figuring out the battery size
that fits your car perfectly, and schedule a fast car battery replacement at your earliest
convenience. Your Ford Focus deserves the best, which is why we carry just that. Interstate has
been an battery-industry leader for durability, charge capacity, and innovation. Pop the hood of
any Ford Focus and you may find a trusty Interstate Battery. Their tried and true products are
commonly used in boom lifts, freightliners, UTVs, and boats! To run optimally, your Ford Focus
requires a dependable battery. Have you recently had a fresh battery installed in your Ford
Focus? Good thinking! Now, help it last longer and stay charged by caring for it from the get-go.
You can take care of your battery by limiting short trips, cleaning your battery posts, and not
playing the radio or using other electronics when the engine is turned off. Firestone Complete
Auto Care has answers to your top car battery questions. If you have battery questions that are
Ford Focus-specific, visit your nearest store. Our technicians are happy to help. The middle of
nowhere is the wrong place to have a weak battery. Shop replacement batteries for Ford Focus
today and schedule a quick installation at Firestone Complete Auto Care. Schedule an
Appointment. Why won't my Focus battery stay charged? A car battery that needs to be
jump-started every time is as good as dead. The battery may be too old. Or, you may have a
habit of leaving your car doors open and the lights on overnight. Stop by for a free battery test
at your nearest Firestone Complete Auto Care and learn more about your battery's charge. What
do you do with my old Focus battery? We recycle it! You can find affordable Focus batteries by
using one of our car battery coupons, when available. And, all Interstate Batteries have a
limited-time free replacement and performance warranty. Shop Batteries. David Hobbs helped
make these videos. This video shows you how to jump start a dead battery in your Ford Focus.
If you get into your Focus, turn the key, and your car doesn't start you may hear nothing or a
clicking sound from the engine bay , you have a dead battery and need a jump-start. Check to
see if you left your headlights or an interior light on and turn the switch off. Assuming that you
have a pair of jumper cables, a pair of safety glasses and a friend to give you a jumpstart, the
video above will show you where to connect the cables and in what order! Once you are

finished reviving a dead car battery in your Focus, make sure you drive it for at least 5 minutes
before turning it off so your battery isn't dead the next time. So what's up with the safety
glasses? There is a small possibility of a battery exploding during the charging process if you
don't connect the cables properly causing a spark and there is a bunch of hydrogen gas around
the battery car batteries emit hydrogen gas when they discharge - this is much more of an issue
with cars that haven't been driven for a long time than if you drive your Focus regularly and
simply forgot to turn your lights off. Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. He has broad expertise on basic repair procedures
covering the majority of cars on the road. Don't send mixed signals - if your turn signal doesn't
blink, or blinks rapidly, you likely have a burnt out bulb. Leaking coolant is usually a sign that
your water pump needs to be replaced. This video shows you how to quickly plug it. Car
companies often use the same engines in different cars. They also slightly alter the styling and
sell the same car by two different names amongst other tricks to help offset development costs.
Our system selects the most applicable video for your car based, in part, on these
characteristics. The video displayed may not look exactly like your car, but may be relevant
enough for you to get a good idea how to do it. Getting Started - Prepare for the repair. Share
on. Full list of part and tools. Author Hans Angermeier has produced over , videos showing
drivers how to fix things on their cars. Change a rear blinker. Plug minor coolant leaks. Change
a burnt out headlight. Avoid tickets and accidents with both working headlights! New bulbs are
much brighter too. Replace fog lights. Don't be caught in the fog with burnt out fog light bulbs.
See all videos for the Ford Focus. We have a massive and growing video library, but we don't
have everything When you open the hood on your through Ford Focus, you'll find three black
plastic covers on the driver side of the engine compartment. The one against the fender is the
power distribution box. Don't touch that one. The cover closest to the front of the car is the air
cleaner box and the cover behind that is the battery cover. Note the orientation of the battery
when you take it out so you put the new one in the same way. If you have one-touch up and
down front windows, perform the power window initialization after reconnecting the battery.
Turn off all accessories and turn off the ignition before you open the hood. Install the
memory-saver. Find the end of the negative battery cable connected with a nut to the side of the
driver-side strut tower. Remove the nut and wrap the metal terminal on the cable with electrical
tape so no metal is exposed. Disconnect the mass air flow wiring connector at the air cleaner
box. Loosen the hose clamp for the clean air duct. Lift and disengage the tab on the fresh air
intake duct. Grasp and lift the rear of the air cleaner box to disengage the retainer tabs, then
slide the box rearward and up to remove it from the front locating pin. Remove the air cleaner
box. Lift up the front edge of the battery cover and slide it forward to disengage the locating tab
on the rear of the cover. Remove the cover. Press in two tabs -- one on each side -- on the top of
the front panel on the battery box and slide the panel up. Remove the panel from the battery
box. Remove two nuts on the battery hold-down bar across the top of the battery and remove
the hold-down bar. Loosen the pinch nut on the positive battery terminal and remove the
terminal. Slide the battery forward until the bottom lip on the battery case clears the battery box,
then remove the battery from the engine compartment. Loosen the negative terminal pinch nut
and remove the negative battery cable. Clean the positive and negative cable terminals, using
the post and terminal brush. Install the negative terminal on the negative battery post and
tighten it to 44 inch-pounds. Lower the battery into the engine compartment and engage the lip
on the bottom of the battery case with the groove in the bottom of the battery box. Slide the
battery into the battery box. Install the battery hold-down bar and tighten the nuts to 71
inch-pounds. Install the positive terminal on the positive battery post and tighten it to 44
inch-pounds. Engage the notch on the front of the air cleaner box with the locating pin and then
press down on the box to engage the rear retainer tabs. Connect the MAF connector. Engage
the retainer tab on the fresh air intake duct. Tighten the hose clamp on the clean air duct and
tighten it to 27 inch-pounds. Fit the locating tab on the rear of the battery cover into the slot,
then press down on the cover to snap it in place. Remove the tape from the terminal on the
negative battery cable. Install the cable end and tighten the nut to 16 foot-pounds. Remove the
memory-saver. Step 1 Turn off all accessories and turn off the ignition before you open the
hood. Step 2 Find the end of the negative battery cable connected with a nut to the side of the
driver-side strut tower. Step 3 Disconnect the mass air flow wiring connector at the air cleaner
box. Step 4 Lift up the front edge of the battery cover and slide it forward to disengage the
locating tab on the rear of the cover. Step 5 Remove two nuts on the battery hold-down bar
across the top of the battery and remove the hold-down bar. Step 6 Clean the positive and
negative cable terminals, using the post and terminal brush. Step 7 Lower the battery into the
engine compartment and engage the lip on the bottom of the battery case with the groove in the
bottom of the battery box. Step 8 Engage the notch on the front of the air cleaner box with the

locating pin and then press down on the box to engage the rear retainer tabs. Tips To perform
the power window initialization, start the engine. Lift the window control switch and hold it until
the window is fully closed. Release the switch, then lift and hold it again for at least one second.
Press the switch and hold it until the window is fully open, then release the switch. Lift the
switch and hold it until the window is fully closed. If you don't use the memory-saver, you'll lose
your radio presets and your powertrain control module will lose its adaptive strategy. Drive your
Focus so the PCM relearns its adaptive strategy. You may experience abnormal shifting, idle
and driving performance until the process is complete. Memory-saver Socket set Ratchet
Electrical tape Battery post and terminal cleaner Inch-pound torque wrench. Made of durable
materials using reliable equipment, it is highly impact-resistant. The product complies with
strict industry standards and features a high level of quality. It is backed by value and
guaranteed to serve reliably for long. When you want to get OEM quality without the high dealer
price, Dorman is the right choice for you. Today you can fix your vehicle properly and have
money left in your pocket with a Dorman product. It will look, function, and fit just like the part
from the dealer, so your vehicle will operate as it should or even better. The Dorman product is
designed using state-of-the-art technologies to exactly replicate the OEM unit, then it is
manufactured with modern tooling so that the end product looks and fits exactly as designed.
The unit is made to the same dimensions as the OEM part with the same gauge material.
Dorman is confident in the quality of their products, which is why the company covers them
with a limited lifetime warranty against any defects in materials and workmanship. Easily
restore the appearance and function of your vehicle with Dorman products. No matter whether
you're doing basic repairs and maintenance, modifying your car's street appeal and
performance, or adding high-tech lighting and electronics, our great selection of brand name
products and knowledgeable associates will ensure success with all your automotive projects.
We offer the finest and widest variety of automotive parts and accessories using state-of-the-art
technologies, and employ the most dedicated and creative team members. These individuals
focus on exceeding expectations of customers who want the exact component at the best price
in the quickest time. Our goal is to provide a WOW experience during every customer
interaction. Whatever you need, whether it's a replacement part to fix a broken down vehicle, a
crash part to repair a vehicle from an accident, perhaps a new set of custom wheels and tires, or
something to make it flashy or faster, lifted or lowered, we will be your one-stop shop. We fulfill
our mission daily with enthusiasm and optimism, learning from our ongoing opportunities and
successes. We enjoy a modern yet tricked out work atmosphere while ensuring a true learning
environment to develop our people. All rights reserved. Authorized Dealer:. Lowest Prices. On
the go Daily Deals. Guaranteed Fitment. Always the correct part. In-House Experts. We know our
products. Our Newsletter:. Product Details. All manufacturer names, symbols, and descriptions,
used in our images and text are used solely for identification purposes only. It is neither
inferred nor implied that any item sold by CARiD is a product authorized by or in any way
connected with any vehicle manufacturers displayed on this page. Quick Links. See also:
Owner's Manual , User Manual. Page 2 No part of this publication may be reproduced,
transmitted, stored in a retrieval system or translated into any language in any form by any
means without our written permission. Errors and omissions excepted. Page 4 Table of
Contents Removing a Headlamp Page 7 Table of Contents Tyre Care We See Owner's Manual
recommend that you take some time to get to know your vehicle by reading this manual. The
more that you know about it, the greater the safety and pleasure you Anti-lock braking system
will get from driving it. For additional information, refer to the terms Your vehicle has been built
to the highest and conditions of the Ford Warranty. See Keyless Entry page See Automatic Main
Beam Control page See Driver Alert page See Lane Departure Warning page See Lane Keeping
Aid page See Traffic Sign Recognition page Tyre pressures. See Technical Specifications page
See Changing a Road Wheel page Vehicle interior overview E See Transmission page See
Locking and Unlocking page See Power Windows page See Electric exterior mirrors page See
Fastening the seat belts page See Rear Seats page See Manual Seats page See Power Seats
page See Parking Brake page See Opening and Closing the Bonnet page See Air Vents page
Direction indicators. See Direction Indicators page Main beam. See Lighting Control page
Left-hand drive vehicles with voice control - Information display control. See Information
Displays page Left-hand drive vehicles without voice control - Information display control. Page
16 At a Glance Left-hand drive vehicles without voice control - Audio control. See Audio Control
page Right-hand drive vehicles with voice control - Information display control. Right-hand
drive vehicles without voice control - Audio control. See Changing a Bulb page See Fuel filler
flap page See First Aid Kit page See Warning Triangle page See Temporary Mobility Kit page
Spare wheel. Wheel brace. If your vehicle has been involved in an accident, have the child
restraints checked by properly trained technicians. Note: Mandatory use of child restraints E

varies from country to country. Only child restraints certified to ECE-R See Seats recommended
child seats. Please consult your Dealer for the latest details relating to Ford recommended child
seats. Do not install a booster seat or a booster cushion with a seat belt that is slack or twisted.
We recommend the use of a top tether or support leg. E 3. Tighten the tether strap in line with
the child seat manufacturer's instructions. Page 26 Child Safety E This could adversely affect
deployment of the airbags. Extreme Hazard! Do not use a rearward facing child restraint on a
seat protected by an airbag in front of it! Use the correct buckle for each seat belt. Do not use a
seat belt that is slack or twisted. Do not wear thick clothing. The seat belt must fit tightly around
your body to achieve its optimum effect. To raise or lower, press the locking button on the
adjuster and move as necessary. Do not use only the lap strap within a few seconds of each
other, or the shoulder strap. Page Occupant Protection Occupant protection Note: The key
switch is located in the glove compartment with an airbag deactivation lamp in the overhead
console. If the airbag warning lamp illuminates or flashes when you are driving, this indicates a
malfunction. See Warning Lamps and Indicators page The radio frequency used by your remote
control can also be used by Reprogramming the unlocking other short distance radio Page 33
Keys and Remote Controls Remote control without a folding Insert a screwdriver in the position
key blade shown and gently push the clip. Press the clip down to release the battery cover. E
Press and hold the pushbuttons on the E edges to release the cover. Page 34 Keys and Remote
Controls 4. Carefully insert the screwdriver in the position shown to open the remote control.
Carefully prise out the battery with the screwdriver. Check your vehicle is locked before Double
locking with the remote control leaving it unattended. Press the button twice within three
seconds. Page 36 Locks Locking and unlocking Locking the doors individually with
confirmation the key Note: If your vehicle has double locking, the Note: If the central locking
function fails to direction indicators will flash once after you operate, the doors can be
individually locked have activated central locking, followed by using the key in the position
shown. If the locking function is not activated, the vehicle will The keyless entry system may not
remain unlocked. Page 38 Locks Two short flashes of the direction Open any door. One long
flash of the direction indicators Luggage compartment lid confirms that all the doors and the
luggage E 2. Remove the key blade and insert it into To open all the windows, press and hold
the lock. Page 40 Locks To close all the windows, press and hold the remote control lock button
for at least three seconds. Press the lock or unlock button to stop the closing function. The
anti-trap function is also active during global closing. Note: The protective flap may be moved
gently out of position when the door is open 2. If possible, provide them with the key number
from the tag provided with the original keys. You can also obtain additional keys from your Ford
Dealer. It is armed Your vehicle may be equipped with one of directly when you lock the vehicle.
If you are using the auxiliary To arm the alarm, lock the vehicle. See heater, direct the air flow
towards the Locks page Select the required source on the audio Note: Make sure that you are
sitting in the unit. See Voice control page When the vehicle is slowed to walking speed or is
brought to a standstill, the wiper speed will automatically switch to the next lower wiper speed
setting. Whilst the lever is pulled towards the steering wheel the washer will work in conjunction
with the wipers. After releasing the lever, the wipers operate for a short time. Rear window
washer E Run the tip of your fingers over the edge of E the blade to check for roughness. E E 2.
Position the wiper blade at right angles to the wiper arm. Disengage the wiper blade from the E
wiper arm. Switch off the ignition and move the wiper 4. Switch off the ignition. E Both sides
Push the lever forward to switch between Page Autolamps If the lights of oncoming vehicles are
hidden by obstacles for example guard rails the system may not deactivate the main beam.
Always fit Ford Original Parts when replacing headlamp bulbs. Other bulbs may reduce system
performance. See Information has a clear view through the Displays page See Autolamps
windscreen. Replacement wiper blades page Page Interior Lamps Lighting The cornering lamps
illuminate the inside If you press switch B all lamps remain off of a corner when you are turning.
Press the switch again to reverse. Centre mounted lamp Interior lighting Note: Individual lamps
may be switched on Ambient lighting illuminates several areas, for example footwells, cup
holders and doors with a single colour and can be switched on and off using the information
display menu. Page Changing A Bulb Lighting Note: When fitting the headlamp, make sure that
you reconnect the electrical connector properly. Note: When fitting the headlamp, make sure
that you fully engage the headlamp in the lower fixing point. Note: When fitting the headlamp,
make sure that the screw is located in the headlamp moulding before you install it. Remove the
headlamp. See Removing a Headlamp page Remove the cover. Disconnect the electrical
connector. Release the clip and remove the bulb. E Side Lamp 2. E 4. Remove the bulb holder.
Remove the bulb. Note: Position the mirror glass as far inwards as possible. Page Rear Lamps 5 Door Lighting Insert your fingers into the gap between the mirror housing and the mirror glass
and pull gently to remove the mirror glass. Remove the lamp. E Note: You cannot separate the

fog lamp E bulb from the bulb holder. Page 63 Lighting E E 5. Remove the wing nuts and detach
the clip. Gently press the bulb into the bulb 3. Brake lamp B. Reversing lamp C. Page 64
Lighting 6. Gently press the bulb into the bulb holder, turn it anti-clockwise and remove it. Tail
and fog lamp B. Direction indicator Brake and reversing lamp Open the luggage compartment
lid. Page 65 Lighting Number plate lamp 3. Remove the wing nut and detach the 2 clips. Note:
These are not serviceable items, 4. Press or Do not operate the electric windows lift it again to
stop the windows. Lift the switch again for one more automatically while closing and reverse
second. Push and hold the switch until the way. The mirrors will unfold when you unlock the
vehicle with the key, the remote control, a keyless entry system request, the driver's interior
door handle or starting the engine. It will not work when you have The system displays a yellow
indicator selected reverse gear. The system consists of two radar sensors There may be certain
instances when the each located behind the rear wheels system will alert with no vehicle
present in Note: Keep the rear bumper area surrounding the sensors free from dirt, ice and
snow. Speedometer Engine coolant temperature gauge Tripmeter reset button Fuel gauge
Tachometer Speedometer Engine coolant temperature gauge Fuel gauge Tachometer 2. At
normal operating temperature, the needle will remain in the centre section. Page Warning
Lamps And Indicators Instrument Cluster If the needle enters the red section, the If the engine
oil pressure drops below the engine is overheating. Stop the engine, normal range, the oil
pressure gauge switch the ignition off and determine the pointer will drop into the red section of
the cause once the engine has cooled down. Page 76 Instrument Cluster Airbag warning lamp
Engine warning lamp If it illuminates when you are If it illuminates with the engine driving, this
indicates a running, this indicates a malfunction. Have the system malfunction. If it flashes
when checked by a properly trained technician. See Information Messages page Highlight
Information or Warning and press the OK button to switch the While driving, it flashes during
chime on and off. After 5. Press the left arrow button to exit the switching on the ignition, if it
menu. Page 79 Instrument Cluster Low fuel A warning chime will sound when the remaining fuel
is less than approximately 6 litres 1. Seat belt reminder See Seat belt reminder page Various
systems on your vehicle can be controlled using the information display Controls controls on
the steering column. Corresponding information is displayed in Press the up and down arrow
buttons to the information display. Page 83 Information Displays Menu structure - information
and You can access the menu using the entertainment display buttons on the audio or
navigation unit. Page 84 Information Displays Menu structure - information and You can access
the menu using the entertainment display Information and entertainment display control. For
item location: See At a Glance page Page Information Messages Information Displays Measure
units To toggle between metric and imperial units, scroll to this display and press the OK
button. Page 90 Information Displays Battery and charging system Message Message Action
indicator Stop your vehicle as soon as it is safe to do so and Electrical system over switch off
the ignition. Have the system checked voltage stop safely by a properly trained technician as
soon as possible. Page 94 Information Displays Maintenance Message Message Action
indicator Stop your vehicle as soon as it is safe to do so and High engine temper- switch off the
ignition. Have the system checked ature stop safely by a properly trained technician as soon as
possible. Park brake applied amber See Parking Brake page Power steering Message Message
Action indicator Stop your vehicle as soon as it is safe to do so and Steering lock malfuncswitch off the ignition. See Using ignition off start-stop page Auto StartStop Have the system
checked by a properly trained malfunction service amber technician. Page Transmission
Information Displays Transmission Message Message Action indicator Under certain driving
conditions it is possible that the clutches in the transmission can overheat. In these
circumstances it is necessary to press the brake pedal and stop the vehicle to prevent further
Transmission too hot overheating. See Automatic Transmission page See To start press brake
Starting and Stopping the Engine page Press brake pedal See Automatic Transmission page In
cold or Outside air humid weather conditions, direct some of the air towards the windscreen
and the Keep the air intakes forward of the door windows. Page Climate Control Blower
Ventilation E Set the air distribution control, blower and air vents to suit your requirements. Air
conditioning Switching the air conditioning on and E Note: If you switch the blower off, the
windscreen may mist up. If you turn the blower off, the air conditioning will turn off. You can
switch the air conditioning and You can switch the air conditioning and recirculated air on and
off. Select a temperature for the passenger s The automatic climate control adjusts to side with
the rotary control on the the current circumstances automatically. Page Climate Control Air
distribution The blower speed and the temperature control operate automatically and cannot To
adjust air distribution, press the desired be adjusted manually. The blower is set to button. Any
combination of settings can high speed and the temperature to HI. Page Climate Control
Opening and closing the sunroof To open or close the sunroof automatically press either side

of the switch to the second action point and release it completely. Press again to stop. When
the closed position is reached, the sunroof stops automatically. Make sure that there are no
obstacles in the way of The parking heater must not be the closing sunroof. Page Climate
Control Fuel operated heater depending Use the arrow buttons on the steering on country wheel
to enter the main menu. Select the first programme time list. Highlight the day on which the
heater The fuel operated heater must not should warm up the vehicle. Do not remove the front
head restraints when the front seats are in use. Page Removing The Head Restraints Seats
Removing the head restraints Rear outer head restraints Front head restraints E Press the
locking button and remove the head restraint. Rear inner head restraint E Press locking button 1
and at the same time release the retaining clip 2 using a suitable implement. Push the seatback
forwards. E Press the locking handle underneath the cushion extension and slide the extension
forward or backward. Lower the head restraints. See Head Restraints page When inserting your
fingers between the seat cushion and seatback, take care not to get your fingers caught E Page
Seats E The maximum temperature is reached after five or six minutes. It is regulated
thermostatically. The seat heating will operate only when the ignition is on. Use only Ford See
Information Displays page Adjust the holder to the desired position. Note: Make sure that the
navigation unit holder is locked in position. Warning lamps and indicators illuminate. This is the
key General points on starting position when driving. You must also select If the battery has
been disconnected the it when being towed. The number of start attempts is 2. Page Starting A
Diesel Engine Starting and Stopping the Engine Starting at low ambient If the battery has been
disconnected or temperatures after the fuel type has been changed, the idle speed may be
irregular. Always check that the steering wheel 3. Briefly press the button. Starting a diesel
engine See Steering Wheel Lock page The steering will not be locked, but higher effort will be
required. For vehicles with Start-stop the Note: The Start-stop indicator will battery requirement
is different. It illuminate green when the engine shuts must be replaced by one of exactly down.
To re-start the engine Note: The gear lever must be in the neutral position. Stop refuelling after
the fuel nozzle They could damage the emission system. Additional fuel will fill the expansion
space in Do not use methanol instead of E Page Catalytic Converter Note: We recommend that
you use only Do not switch the ignition off when high quality fuel. Additional fuel will fill the
expansion space in the fuel tank which could lead to fuel overflowing. Fuel spillage could be
hazardous to other road users. E Press the flap to open it. Page Refuelling 5. Slightly raise the
fuel nozzle to remove driving, air conditioning usage, the accessories fitted and towing etc.
Refuelling with a fuel can Your Ford dealer can give you advice on improving your fuel
consumption. Use the funnel which is located in the glove box. This can cause damage to the
transmission. E Park E Reverse On some vehicles it is necessary to raise Neutral the collar
whilst selecting reverse gear. Page Transmission The transmission will select the WARNINGS
appropriate gear for optimum performance Apply the parking brake and based on ambient
temperature, road select park before leaving your gradient, vehicle load and driver input. Make
sure that the selector lever is latched in position. Sport mode and manual shifting Sport Mode
Note: An audible warning will sound if you Page Transmission Moving off Release the parking
brake. Release the brake pedal and press the accelerator pedal. Stopping Release the
accelerator pedal and press the brake pedal. Apply the parking brake. Select neutral or park. E
Note: The lever is white. Kickdown 4. Page Using Stability Control - 2. Note: The system will be
switched on automatically every time you switch the ignition on. Note: You can also turn the
system off and on using the information display. If the distance between the outer sensor and
the side wall WARNING remains constant for three seconds, the The system does not relieve
you of tone will switch off. Distance Indicator. Page Parking Aids Parking Aids Manoeuvring
with the parking aid You will hear an alternating tone from the front and rear if obstacles are
closer than 30 centimetres 11 inches to the front and rear bumpers. E Distance Indicator. E As
the distance decreases the indicator Reverse gear selected moves towards the vehicle. Page
Parking Aids E A trailer symbol indicates there is a trailer attached and the rear sensors are
disabled. Inspect the area behind your vehicle if necessary. Marks are for general guidance
only, and are calculated for vehicles in maximum load conditions on an even road surface.
Note: When reversing with a trailer, the lines on the screen are not shown. Press the active park
assist direction indicator lever the system will switch. See At a Glance page Use default to the
passenger side of the vehicle. Page Active Park Assist You can take control of the manoeuvre
by holding the steering wheel. A message may appear that the system can be resumed. To
accept this message press the active park assist switch. The cruise control indicator will
illuminate. The system does not relieve you of See Warning Lamps and Indicators your
responsibility to drive with due page The cruise control indicator will not illuminate but the
system will retain the speed that you previously set. Resuming the set speed Pull the RES
switch. The cruise control indicator will illuminate and the system will attempt to resume the

speed that you previously set. In some cases there may be no warning or the warning may be
delayed. The system is operated by adjustment Note: If the system does not react to these
controls mounted on the steering wheel. Page Adaptive cruise control ACC The distance
between you and the vehicle Press the brake pedal or pull switch F to detected in front is
maintained by a cancel the system. The system will return variable setting. There are five steps
which to standby mode allowing you full manual are represented by horizontal bars control of
the vehicle. When you are going downhill, your Setting the speed limit speed may increase
above the set speed. WARNINGS Note: The system may not operate during The system does
not relieve you of hard braking or acceleration and, when you your responsibility to drive with
due are intentionally steering the vehicle. Page Lane Departure Warning Lane Departure
Warning Activate and deactivate the system using The lane markings are colour coded as the
button on the indicator stalk. A warning is given in the form of a vibration felt through the
steering wheel. Take immediate safe action to reposition the vehicle. Page Traffic Sign
Recognition System display If your vehicle is fitted with a suspension kit not approved by us,
the system may not function correctly. Note: Keep the windscreen free from After a
predetermined distance they will be shown greyed out. After another predetermined distance
they will be deleted. If a supplementary traffic sign is detected, for example a reduced speed
limit in wet road conditions sign, it will not be shown but will appear as an empty box
underneath the respective sign. The system does not relieve you of your responsibility to drive
with due The system may not function when care and attention. Page Using Active City Stop - 2.
Note: In certain situations, it may be advisable to disable the system, for example driving off
road when objects may cover the windscreen. Activate and deactivate the system using the
information display. Make sure that you secure all loose items properly. Place luggage and
other loads as low and as far forward as possible within the luggage or loadspace. Do not drive
with the tailgate or rear E door open. Push the sliders on the cassette towards each other and
insert the telescopic bar into the holes on the sidewall behind the rear seatbacks. Ensure that
the end caps with the anti-rotation pin are correctly fitted in the side trim. Remove in the reverse
order. Cargo net E Push the ends of the bar on the grille towards each other and insert them
into the retainers on the roof. Push the bar forwards into the narrow section of the retainers.
Page Load Carrying Push the ends of the bar on the grille towards each other and insert them
into the retainers on the roof. Attach the grille to the lower bar with the handwheels. Insert the
key. Turn the key anti-clockwise. Loosen the screws. Note: Make sure there is no gap between
crossbar and rail A. Install the crossbars. Tighten the screws until you hear a distinct click.
Note: If the release process is interrupted, for example an obstacle in the way or loss of power
supply, the system will need to be reset. Page Towing Swivelling the tow ball arm in Fault
conditions If the tow ball arm release button is CAUTION illuminated or you hear a warning tone
Before swivelling the tow ball arm in, when the ignition switch is in position II, always unhitch
the trailer or dismantle repeat the release process. Take special care when fitting the tow ball
arm as the safety of the vehicle and the trailer depends on this. Before starting your journey,
make sure E that the tow ball arm is properly locked. Insert the plug into its seat 1. Never unlock
the tow ball arm with 2. Remove the protecting cap. Press the the trailer attached. Passenger
compartment fuse box E 5-door E E E Pinch the retaining clips to release the cover. Have
repairs to the electrical system and the replacement of relays and high current fuses carried out
by a properly trained technician. Switch the ignition and all electrical equipment off before
touching or attempting to change a fuse. Page Fuses Ampere Fuse Circuits protected rating
Powertrain control module Not used Powertrain control module, transmission control module
Headlamp control module halogen levelling Electric power assisted steering Body control
module Rear window wiper Headlamp control module high intensity discharge levelling ,
adaptive front lighting unit Adaptive cruise control Heated washer jets Electric windows front
Page Fuses Passenger compartment fuse box E Page Fuses Ampere Fuse Circuits protected
rating Fuel pump supply Not used Not used Passive anti-theft system supply Interior lamps,
driver's door switch pack, glove box, ambient lighting, electric sunroof Cigar lighter, rear power
outlet Rain sensor module, humidity sensor, auto-dimming mirror Adaptive cruise control Not
used Luggage compartment lid release Page Fuses Ampere Fuse Circuits protected rating
Electric sunroof Interior motion sensor, radio frequency receiver Washer pump ground Central
locking ground Driver's door unlock and double locking ground Climate control heater,
passenger airbag deactivation switch, heated seats switch, auxiliary heater, manual air
conditioning heater module Restraint system, passenger airbag deactivation system Not used
Page Fuses Ampere Fuse Circuits protected rating Door module left-hand front electric
windows, central locking, electric folding mirrors, heated exterior mirrors Door module
right-hand front electric windows, central locking, electric folding mirrors, heated exterior
mirrors Door module left-hand rear electric windows Door module right-hand rear electric

windows Alarm system Power driver's seat Page Fuses Ampere Fuse Circuits protected rating
Not used Blind spot monitor, lane keeping aid, active city stop, rear view camera without
start-stop module Parking aid module Not used Not used Not used Heated driver's seat Heated
front passenger's seat Not used Electric sunroof Not used Not used The towing eye must
always be carried in the vehicle. Select neutral when your vehicle is being towed. In the event of
a breakdown or mechanical failure do not use individual axle carriers. Page Maintenance page
See Brake and value. There is a large network of Ford Clutch Fluid Check page Open the bonnet
and support it with the strut. Lower the bonnet and allow it to drop from under its own weight
for the last 20 â€” Page Under Bonnet Overview - 1. See Brake and Clutch Fluid Check page
Engine oil filler cap. See Engine Oil Check page Brake and clutch fluid reservoir left-hand drive.
Engine oil filler cap : See Engine Oil Check page Screen washer fluid reservoir : See Washer
Fluid Check page For easy identification, filler caps and the engine oil dipstick are marked in
colour. Page Under Bonnet Overview - 2. See Vehicle battery page Engine compartment fuse
box. See Fuses page Air cleaner. No maintenance necessary. Engine oil dipstick. Screen washer
fluid reservoir. See Fuse Specification Chart page See Washer Fluid Check page Engine coolant
reservoir. Page Engine Oil Dipstick - 1. Engine compartment fuse box: See Fuses page Air
cleaner: No maintenance necessary. Page Engine Oil Dipstick - 2. Under certain conditions, they
could damage the engine. Page Engine Coolant Check In an emergency, you can add just
absorbent cloth immediately. Have the specification. See Technical system checked by a
properly trained Specifications page Use of any fluid other than the Make sure that you read
chamois leather to clean the inside of the and follow the manufacturer s instructions. A choice
of products is available from your Ford Seat belts Dealer. Read and follow the manufacturer s
instructions. Always use booster cables with insulated clamps and adequate size cable. Using
other sizes could damage the vehicle and will make the National Do not fit more than one spare
wheel Type Approval invalid. Jacking and lifting points Note: Vehicles with a tyre repair kit are
not equipped with a vehicle jack or a wheel Turn it anti-clockwise to install it. Make sure that the
towing eye is fully tightened. E Small arrow-shaped marks on the sills A show the location of
the jacking points. E Insert the screw-in towing eye into the wheel brace. Page Wheels and
Tyres Note: Make sure that you pull the wheel Note: The spare wheel is located under the trim
remover at right angles to the trim. Install the locking wheel nut key. Do not unscrew the bottle
from the holder as the sealant will escape. Bottle lid Sealant bottle Open the lid of the tyre repair
kit. If the pressure of the sealant-filled tyre cigar lighter socket or auxiliary power is 1. Return
remains of sealant to your dealer CAUTION or dispose of it in compliance with local Make sure
that you use the correct waste disposal regulations. Page Using Snow Chains - 2. This may
cause the tyres to overheat and fail. Page Technical Specifications Wheels and Tyres Note: The
system will still function Note: You should reset the system correctly, but there may be an
increased following any adjustment to the tyre detection time. Note: Turn the ignition on.
System reset Using the information display control, Note: Do not reset the system when the E
Model Variant Engine designation Emission level Vehicle identification number Gross vehicle
weight Gross train weight Maximum front axle weight It is also shown on the left-hand side of
the instrument panel. Page Capacities and Specifications 4-door Item Dimension description
Dimension in mm inches Bumper â€” centre of tow ball 77 - 80 3 - 3. This shows important
information regarding control of your audio unit. Additionally, there are various icons placed
around the display screen which light up when a function is active for example CD, Radio or
Aux. Type 1 E Page Audio unit overview Seek up. CD track selection. See Station tuning control
page See Track selection page Seek down. Menu select. Sound button. Page Audio unit
overview E CD eject. See Compact Disc Player page Navigation arrows. CD aperture. Traffic
announcement. See Traffic information control page See Sound button page Telephone keypad
and station presets. See Using the telephone page See Station preset buttons page Function 2.
Function 1. Phone menu. See Telephone page Auxiliary, USB and iPod select. Display select.
DSP select. See Digital signal processing DSP page CD eject. Page Audio unit overview Traffic
announcement. Function 4. Function 3. Auxiliary select. The system will automatically check
that the audio unit and vehicle match before allowing operation. If a security code message
appears, please see your dealer. This will operate the audio unit for up to one hour. Traffic
announcement volume Traffic announcements interrupt normal broadcasts at a preset minimum
level that is usually louder than normal listening volumes. Page Regional Mode Reg Audio unit
menus It will restore radio reception when it finds one or, if one is not found, the unit will return
to the original stored frequency. Press the MENU button. Repeat presses structure is read in.
CD text display options When an audio disc with CD text is playing, limited information encoded
in each track can be displayed. This will reduce audio interference when charging the device via
the vehicle power supply socket. Ensure disc is loaded correct way up. Clean and re-try, or
replace disc with known music disc. If error persists contact your dealer. Page General

Information Compatibility of phones 2. As no common agreement exists, 3. Enter the code
number shown on the mobile phone manufacturers are able vehicle display using the phone
keypad. Page Telephone Controls Telephone Bond another Bluetooth phone After start up
access to the phonebook list can be delayed for several minutes, Bond a new Bluetooth phone
as described depending upon the size. Phonebook categories Phones stored in the system are
accessible The category is indicated as an icon: by using the phone list on the audio unit. Note:
When referred to, the use of the 2. Page Telephone Receiving an incoming call Muting the
microphone Note: During a call, it is possible to mute Accepting an incoming call the
microphone. Whilst muted, confirmation Incoming calls can be accepted by pressing will appear
in the display. Tune frequency This function allows you to tune your radio by voice commands.
Delete name This function allows you to delete a stored radio station. Page Voice control Delete
directory This function allows you to delete all stored radio stations at once. See General
Information page Phone functions Dial number Phone numbers can be dialled after giving the
name tag voice command. Page Voice control Dial name Phone numbers can be dialled after
giving the name tag voice command. Redial This function allows you to redial the last dialled
phone number. For example, to make a Can only be used with vehicles installed with remote
enquiry to your home answering a dedicated VOICE button. Steps User says System answer
The following lists will give further information about the Climate complete command menu in
selected On vehicles fitted with an English language module the "FAN" shortcut is not available.
Page General Information Cover the socket connection when not in use. Always switch your
audio unit to a different source for example the The system is USB 2. Page Connecting An
External Device Plug in the device, and if necessary secure below: it to prevent movement
within the vehicle. Press the up and down arrow buttons Track title to select the desired
function. Press the OK button. Information not available Tracks can be accessed by skipping
forwards and backwards using the steering E wheel controls, or directly from the audio unit
controls. E iPod generic media file Audio control E Press the seek up and down keys to skip
backwards and forwards through tracks. Page Connectivity Note: If you wish to jump to the top
level of the iPod contents, press and hold the left arrow key. Audio control Press the seek up
and down keys to skip backwards and forwards through tracks. This will adaptor. Do not
attempt to open the unit. Page Read and follow all stated safety precautions. Failure to do so
may increase your risk of collision and personal injury. Ford Motor Company shall not be liable
for any damages of any type arising from failure to follow these guidelines. Page Navigation
Unit Overview Navigation unit overview Descriptions for function buttons Function buttons 1 to
4 are context dependent, and change according to the current unit mode. Descriptions for the
functions are shown at the bottom of the screen display. Map select. See Route displays page
See System settings page See Audio unit operation page See Audio unit menus page Page
Navigation unit overview Function 3. Seek up. Navigation select. See Traffic Message Channel
page Sound select. Phone select. To avoid this Note: The Ford Mobile Navigation must be
situation, only recommended phones installed and activated on your mobile should be used.
Page E and down arrow buttons to view the 2. Switch your mobile phone on and start remainder
of the selection list. Press the OK button to confirm your 3. Choose "Select Destination".
Choose "Enter Address". The following history of previous destinations entered in section
describes the various options and the system. Page System settings Special functions Nav
audio mixing This feature allows you to select GPS and This feature allows you to adjust the
system information or a demonstration of volume mix between the navigation voice the system
functionality. Map display DSP settings This feature allows you to change the way Page System
settings Clock settings Set time This feature allows you to manually adjust the time. Set date
This feature allows you to manually adjust the date, month and year. GPS time This feature
allows you to, if in a suitable coverage area, automatically adjust the date and time using GPS.
Use this feature to change the economy settings of your journey relating to whether Using the
up, down, left and right arrow or not you are towing a trailer and if so the buttons, you can
select from the list which size of trailer being towed. Page Route Displays Navigation system
Seasonal roads Junction zoom When switched on the system will look for This feature will
automatically increase seasonal roads on your route and the zoom on the map display at times
automatically update your route distance when you are required to make a turn, or and timings.
Press function button 1 to change are broadcast on the FM waveband. TMC the view. Page Map
Updates Map updates The road network is constantly changing due to new roads, changes in
road classification, etc. Therefore, it is not always possible to exactly match the map data in the
system to the current road network. Map information is regularly updated, but all areas are not
necessarily covered to the same level of detail. Other trademarks and FCC Rules. Class 1M laser
product. Item Specification Max average power Keep antenna and power cables at least 10
centimetres 4 inches from any electronic modules and airbags. Page Appendices Note: After the

installation of RF transmitters, check for disturbances from and to all electrical equipment in the
vehicle, both in the standby and transmit modes. Page Index Audible Warnings and Indicators
Page Index Automatic Transmission Page Index Child Safety Locks Page Index Engine Block
Heater Page Index Heated Seats Page Index Loading the navigation data Page Index MP3
display options Page Index Remote control battery See: Changing the remote control battery
Page Index Station tuning control Page Index Type approvals Page Index Using Stability Control
- 2. Page Index Windscreen Washers Page CGen. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Went to start the car today and nada. Dash came on for a second and the
radio screen was dim but car wouldn't start. Got the battery charged up and started the car. Car
started ok but dash didn't work and also indicators. Went for a drive before realising the
indicators didn't work - good job I know my hand signals! And nothing. Found a post
somewhere that said check fuses 67 and 69 I think. Both fuses ok but replugging 67 made the
radio come on brighter and replugging 69 sorted the dash. All good. But why is my battery flat?
Been fine for months. Recently fitted dash cam and been having trouble with DRLs staying on
so unplugged the dash cam to start with and measured the battery. A software update sorted it.
Is it likely to need a new battery after 4 years? Does anyone know how to tell if this is the case
as the thread I read didn't say. Also, does anyone know what the latest update for sync 1. Edit:
Batt was 12v when checked but realised DRL dimming wire was still connected my DRLs are
lighting up with the car off at the moment which may be related Will disconnect in morning and
hope car will still start after uni tomorrow! So either there's something keeping a module awake
or the battery is just tired and the winter weather isn't helping. I've only had the car since May,
so first winter together. Thinking about it, the start stop has always been a little finicky so
maybe the battery isn't ideal. Also I notice that the battery doesn't mention silver calcium on
what I can see of it but I think 'premium flooded'? Can't remember now so will have to check. So
I guess I need to wait for some less snowy weather, leave the bonnet open for a bit then put a
multimeter between the neg terminal and the grounding point to see if there's any current being
drawn when the car is supposed to be asleep? Decided to pull the battery to charge externally
and test over time to see if it loses power. Man was that a sod to get out. Would have been
easier if I could have removed the airbox but it didnt want to budge Turns out it has a great big
Pb sticker on the side - is this still a Silver Calcium battery? It does say enhanced flooded
though which suggests its suitable..? Left the battery disconnected and rechecked voltage at
intervals. This would suggest to me that the battery might be ok. Unfortunately this means that
there is indeed a parasitic drain on the car somewhere Anyone have any thoughts or input - it
would be welcome! I can put a meter in series with the neg side of the battery and measure the
current. However if I accidentally break the circuit, when I make it again, the draw jumps to 3A
for about 20 secs, then drops to 1. Apart from clipping my terminals on and leaving it, is there
any other way of checking for drain? Also, how long is it before the car should 'sleep' and what
current is likely to be drawn when it is? Tbh I have read this and no clue how to test it but
thought I would reply and not be rude. Is it dying whilst just sitting? Yeah if the car isnt used for
24hrs battery will be at 8v the next morning The reason I think the car is still 'awake' is because
my chinese DRL's, which have always stayed on really dim for a couple of minutes after
switching the engine off, were no longer turning off. When I turned the headlight switch from
auto to off, they went off. Discovered they were getting a feed from the dimming signal wire
scotchlocked onto the dipped beam wire. When I discovered the battery was dying, I thought
this might be the cause as above but it turns out it is only a symptom. Hang on, does anyone
know which module allows power to the headlights? I wonder if that could be the cause. Before
my last post, I pulled al of the engine bay mini fuses one by one to see if the current dropped
but it didnt. I couldnt pull the relays or box fuses while holding the test leads on so didn;t go
any further I had to do that when using a drl auto control module that connects to the battery
and you also have the option for indicator options like the audi light drl. I wonder if you have
that module and it's went faulty? As mines turned off after a minute when the power dropped
and worked great until my drl broke :. A fairly inexpensive replacement module will fix that when
the weather warms up! My main worry at the moment is this battery drain and what is causing it.
The DRLs being on are only a symptom I think. Something is allowing power to the headlights
though not enough to light them when the car is off. Make sure your probes are set to Current
and COM and connect the multimeter between the battery and the Live now disconnected
terminal connector. Now the plan here is to let the car go to sleep, this can take up to half an
hour or so but you will need to leave the door open and if you have keyless entry leave the key
well away from the car. Once asleep you will get the current rating, it should be in the tens of
mA, the lower the better. Now the fun part. I would say closed but unlocked as u don't want the
interior lights on. Before hunting for the leak, lets find out if you have one. Ground will work ok

and is safer, its not perfect though, the ground could be interfered with where as the positive is
a true reflection of whats going on but you run the risk of zapping yourself or shorting things
out. Ground should be fine for you. After 40mins, draw read between 0. Back to monitoring
battery voltage in the mornings I guess Could it be that taking the battery out and charging it up
overnight has reset whatever module may have been causing the problem? Or is it just a duff
battery after all? Test the alternator first. You cant determine the state of the battery itself
without putting a load on it so take the battery to Halfords or a garage, most will do a free load
test to see how good it is. Checking the voltage on the battery will do nothing if there is minimal
current capacity inside it which is why volts will drop off the face of the earth when a load is
applied to a dud battery. You cant determine the state of the battery itself without putting a load
on it so take the battery to halfords or a garage, most will do a free load test to see how good it
is. Thanks for the reply. Yeah, I understand the scopes of multimeters, but mine a cheapy jumps
from 10A which still displays 2dp , to ma but through the alternate positive port for the probe
which is not protected for currents higher than about 1A. I was satisfied that the car is not
drawing a huge amount in any case. I accept that my battery 'test' was not perhaps very
scientific but something very odd to note is that I have had no problems since disconnecting
the battery overnight. Further than that, my drl problem no longer exists, which is extremely
weird. When fully connected, the drls dim as they should with the dipped beam on. Previously, if
the car was switched off with the headlight switch at either dipped or auto, the drls would stay
very dimly lit for a while. At first, I thought it was the capacitors in the dimming circuit slowly
discharging as they would go off. More recently, the drls have not gone off at all in fact I've had
neighbours let me know they were still on. Today, I can leave the switch at auto and there is not
drl light at all when the car is off As I was thinking that the light being on was a symptom of my
battery drain, perhaps disconnecting the battery has done something beneficial. If it has, its the
first time ever that I've had a car 'fix itself' It could still be a dead batt, you think? To be honest,
I'd almost rather it were a duff battery. Anyway, I'll be keeping a very close eye. I suppose the
working data, such as learnt values, can get corrupted and can be reset by removing the power.
Re-applying power will then re-boot the executable code which will load default values into the
RAM and the learning process re-starts. That's a guess based on working with other
microprocessor-based systems, I know nothing about the actual architecture of the processors
in modern cars. Just to add my two cents on batteries. Ford uses silver-calcium batteries for
few simple reasons: higher charging voltage, low discharge rate and ability to sustain high
under-bonnet temperatures. I assume you have Ca-Ca or silver calcium battery and a standard
battery charger stop charge at 13,8V. From my experience and some research, if you have
Ca-Ca or silver calcium battery than external charger must charge the battery up to 15,5 or 16V.
Ca-Ca battery is excellent when car need winter CCA, but can't withstand high under-bonnet
temperatures. So if your battery is quickly charged up to 13,8V matter of up to few hours and
after charge voltage is over 12,9V than you need a battery charger with higher voltage output.
With usual caution on electrolyte level in all cells, gassing etc.. Our Focus has shown similar
issues with the battery draining and needing a jump start. I have noticed that every now and
then the car clock remains on even hours after locking the car. The Ford dealership upgraded
the software which didn't fix it and then replaced the Alternator which seemed to for several
years. I am going to keep an eye on the clock. It could well be something to door with the Radio
and ICE system as when the issue occurs this freezes and won't turn on although the car will
start. It may be now we are in Winter and the battery older the car is more susceptible with this
'intermittent parasitic drain' to draining to the point where it won't start. We bought the car at 2
years old, it ran fine for a further 2 years, but then the issues started and I noticed the battery
has already been replaced by an RAC one. So suspect there were issues from new. The interior
light has never worked with the door open so suspect something was done there. I'm trying to
find he source of my battery drain at the moment. Thread :. Try removing fuse 67 third down and
second from the left in the fuse board under the glove box and see if that stops your battery
draining. It does mean you'll have no radio, bluetooth , or working display. This works for me to
stop the battery drain. I'm suspecting my bluetooth module isn't shutting down. I'll update once
I get to the bottom of it. You can post now and register later. If you have an account, sign in now
to post with your account. Paste as plain text instead. Only 75 emoji are allowed. Display as a
link instead. Clear editor. Upload or insert images from URL. Battery Drain Reply to this topic
Start new topic. Prev 1 2 Next Page 1 of 2. Recommended Posts. Phil Posted February 25,
Posted February 25, Hey all. It had a good motorway run on Friday but not used yesterday.
Checked the battery: 8. A few things spring to mind. Unless it's 1 , I've got a couple of
questions. Or if 3 Does anyone know how to tell if this is the case as the thread I read didn't say.
Will edit with voltage in a bit. Many thanks Edit: Batt was 12v when checked but realised DRL
dimming wire was still connected my DRLs are lighting up with the car off at the moment which

may be related Link to post Share on other sites. Phil Posted February 27, Posted February 27,
Seem reasonable to anyone? Phil Posted March 1, Posted March 1, Surprised noone has any
ideas Phil Posted March 2, Posted March 2, Well this is turning out to be a very one sided thread
lol. Left the battery disconnected and rechecked voltage at intervals Checked at 9am - Does
having the key nearby wake i
ford ranger 4x4 manual transmission for sale
pt cruiser 2001 problems
lucas starter solenoid wiring diagram
t up, or only when a request to unlock it happens? Lol thanks Ian! I assume you got a multi
meter? Thanks for that. I did this with the negative terminal, does it matter? And by 'leave the
door open' do you just mean unlocked? I'll give this another go tomorrow. Phil Posted March 3,
Posted March 3, Thanks for the replies. The same argument should apply to the boot as well
then? Posted March 4, Phil Posted March 4, Posted March 5, Posted March 6, Kit Reynolds 0
Posted August 10, Posted August 10, Now the issue has returned and have had to jump start
twice. Did anyone get any further into the root cause of the issues above? KT focus 0 Posted
January 19, Posted January 19, Hello there, I have same issue with my Ford Focus petrol
titanium. Posted January 22, Mondymk4 0 Posted January 28, Posted January 28, Join the
conversation You can post now and register later. Reply to this topic Insert image from URL.
Followers 4. Go to topic listing. Sign In Sign Up. Insurance Sell your Ford Support.

