Ford focus engine diagram

The cars shown were a 4-door sedan and 5-door hatchback , also debuting a new 2. A 5-door
estate wagon was previewed at the Geneva auto show a month later. This generation of Focus
would be the first Ford vehicle designed under the tenure of CEO Alan Mulally and his "One
Ford" plan, which aimed to leverage Ford's global resources into creating more competitive
vehicles that could be sold globally in each segment with minimal changes. The previous North
American version was thus discontinued, and the new model was launched simultaneously in
North America and Europe on March 2, , both having started production near the end of The
Ford Focus was the best-selling car in the world for The design was built on Ford's Kinetic
Design. The lights at the front have a different shape. The trapezoidal grille has triangular
features. At the rear, the hatchback tail lights are positioned lower, similar to the Ford Fiesta.
The interior has been changed from the second generation in the NA and International versions.
Ford wanted to make the Focus more upmarket so it offers two types of central consoles: the
basic is associated with smaller engines and the premium is available to more powerful
engines. This generation of Focus incorporated a redesigned cabin, changed materials, and a
new "infotainment" system. Following the industry trend towards contending, and in keeping
with the sedan's downmarket "economy car" image vs. The Focus also has Ford's patented
capless fuel tank, which doesn't require a cap to prevent siphoning. The Focus is being
promoted as a global car, [8] built in several different factories around the world, with changes
to engine line-ups and trim levels to suit regional markets and regulations. Production locations
include:. Along with the Ford Fiesta, the Focus equipped with the Ford DPS6 PowerShift
transmission has received much criticism due to transmission shuddering, including several
lemon law, claims. There have been at least 6 revisions of clutch packs and transmission
control modules since inception. Newer clutch packs and transmissions are more resistant to
wear and fluid contamination, as the source of many shudder issues involved an improperly
installed seal which was leaking transmission fluid onto the dry clutches. Like in most other
non-European markets, only the 4-door sedan and 5-door hatchback are offered in the United
States and Canada. The Focus was launched with only one engine option, a 2. Mid, Flex Fuel
capability was added. The engine is a derivative of the port fuel-injected 2. For the refresh, the
EcoBoost 1. The model added 2. When black and dark blue returned they were replaced by
different shades, although the phaseout of Kona Blue in favor of Sonic Blue had been planned.
In , the formerly automatic-only Titanium model was offered with a manual transmission. In
March , Ford revised the ordering guide for the Titanium models to also have a MyFord Touch
delete option, replacing it with the non-touch version of MyFord. All now come standard with
the 5-speed manual leaving the SFE pack as the last remaining automatic-only Focus apart from
the direct-drive electric , and color choices are rearranged. Along with the Ford Fiesta, the
Focus equipped with the Ford PowerShift transmission has received much criticism due to
transmission shuddering, including several lemon law claims. Ford claims that the
transmission, a dual-clutch automatic transmission, is designed to improve fuel economy and
has issued several software upgrades for the transmission. Focus models equipped with the
conventional manual transmission have not been affected by the reliability issues. The UK
range is available in hatchback and estate wagon in a large number of trim variants including.
Most other European countries, including the Republic of Ireland, also include the four-door
saloon, unlike Britain, as previous generation sales did not sell as well in comparison with the
hatchback and estate. In , Ford recalled Ford Focus with 1. There were 29 fires related to the
engine in the U. Announced in , the Australian Focus was set for arrival in August Going on sale
would be a hatch and a sedan, in 4 trim levels and 3 powertrains. Powering the Ford Focus are 2
petrol, a 1. Ambiente coming with the 1. Power was sent through a 5 speed manual on all
models except the Titanium, and a 6-speed dual-clutch PowerShift automatic transmission is
standard on the Titanium and optional on all others standard with diesel. In Taiwan, Assembly
started by the end of In the Korean market, 2. In Japan, the 2. The Ford Focus mid-cycle facelift
Mk 3. Revisions made to the body were thinner and sharper headlights, a new trapezoidal grille,
giving the front more sporting intent than the previous model. The new front end is similar to
that of the Mondeo as well as the facelifted Fiesta , while also inspired by the Ford Evos concept
as well as various Aston Martin vehicles. On Titanium and Titanium X the grille is chrome, and
on other versions, it is black mesh. The ST features a Black honeycomb grille. The front
fog-lights were also changed. At the rear on the hatchback, the rear lights were changed, so that
they appear sharper, and less clumsy. The estate and saloon, saloon is not available in Britain ,
also had subtle revisions to their rears too. Inside, the multitude of buttons on the dashboard
was removed and replaced by an all-new eight-inch touchscreen. The quality of plastics
improved, and the steering wheel was changed to a three-spoke. The new 1. The 2. It was
revealed in the production variant at the Geneva Motor Show and featured at the Goodwood
Festival of Speed. Mechanical improvements to the facelifted Ford Focus are chassis revisions

to all versions, to make the car more planted on the road, and the steering is also sharper than
the pre-facelift model, while also offering greater feedback for greater driving pleasure and fun,
which has been the trademark of the Focus since it launched back in This engine - an updated
version of the same engine from the previous model, allowing it to breathe better with improved
intake and exhaust manifolds. The improvements also mean that the engine has been updated
to EU5 norms from - EU6 norms. From , the 1. It was discontinued in This all-new engine
replaces the 1. The engine comes equipped with either Ford-Getrag's Durashift B6 manual
gearbox or with a new Torque Converter automatic 6F35 available on the Focus for the first
time. Just like the petrol Duratec, this diesel engine was upgraded for emissions and economy
for the third-generation Focus. The engine as of has been replaced by the 1. An all-new engine
as of , replaces the older 1. The top of the range diesel engine is highly revised and updated and
available with Ford PowerShift transmission, and the 6-speed manual. The ST features a new,
more aggressive exterior design, including a redesigned front bumper with larger air intakes
and grille, larger rear wing, wider side sills, center-exit exhaust, and alloy wheels. Inside, the car
receives a trio of additional gauges mounted in the dashboard, faux-carbon fiber trim, and sport
seats with body-colored inserts and stitching. Differences between the US and European
models besides the lack of the wagon model outside Europe and Federally-required amber side
reflectors are limited to paint and trim: Euro ST1s get all-cloth Recaro seats while U. Ford gave
six ST-badged Focuses to the production team. Updates were made to the front and rear fascias
to coincide with the changes implemented in the standard Focus, including the lights, grille, and
rear diffuser. The availability of 5-door hatchback and estate wagon body styles remained
unchanged. For the European markets, a 2. Pricing and badging is the same for petrol and
diesel models. The new RS was expected to arrive towards the end of in Europe and the rest of
the world; in North America it will arrive after As well as that, the new Focus RS will be fitted
with Drive Modes â€” including an industry-first Drift Mode that allows controlled oversteer
drifts â€” and Launch Control. The RS will boast a model-specific aerodynamic package that
helps to differentiate it from other Focus models. Ford Performance released Final Edition
vehicles with a new Quaife mechanical limited-slip differential. However, there were no
upgrades to the power and torque figures from previous model years. Gloss black roof, spoiler,
and mirror caps were added to differentiate the Final Edition. S drivers and for Canada. The
Ford Focus was promoted in The Amazing Race , a reality show featuring 11 teams racing
around the world. The Focus was used in a few seasons as the mode of transportation for the
racers. In the 18th installment, the Ford Focus was also used as a prize for the first team that
completes a leg of the race. It was driven by Richard Hammond , who modified the car by
removing the wheels and putting on caterpillar tracks. He also repainted the car from blue to
black. A crossover named the Ford Focus Active was planned to be imported from China. It was
planned to be sold in North America for the model year. Only models sold in Continental Europe
and the British Isles are shown, overseas territories often have different offerings. From
Wikipedia, the free encyclopedia. For a complete overview of all Focus models, see Ford Focus.
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Front-engine, front-wheel-drive or four-wheel-drive Focus RS only. Ford global C-car platform
[1]. Ford Focus fourth generation. LTD Crown Victoria. Crown Victoria. Country Squire. Personal
luxury. Sport compact. Escort ZX2. Fiesta ST. Focus ST. Focus RS. Sports car. City car. Fiesta I.
Fiesta II. Fiesta IV. Fiesta V. Fiesta III. Fiesta VI. Fiesta VII. Small family car. Escort Vb. Escort VI.
Focus I. Focus II. Focus IV. Large family car. Sierra I. Sierra II. Mondeo I. Mondeo II. Mondeo III.
Mondeo IV. Executive car. Granada II. Scorpio II. Mustang VI. Small SUV. Medium SUV. Maverick
I. Maverick II. Kuga I. Kuga II. Kuga III. Large SUV. Explorer Hybrid. Compact MPV. C-MAX I.
Large MPV. S-MAX I. Galaxy I. Galaxy II. Galaxy III. Courier III. Courier IV. Transit Courier. Transit
Connect I. Transit Connect II. Transit Custom. Transit II. Transit III. Transit IV. Transit V. Transit
VI. Ranger I. Ranger II. Ranger III. Falcon Ute. Falcon Van. Subcompact SUV. Compact SUV.
Mid-size SUV. Ford's EcoBoost engines are a series of turbocharged engines the company
makes that rely on direct injection fuel and are made to offer power and torque that is on par
with a larger displacement engine but giving you superior fuel efficiency at the same time.
EcoBoost is supposed to be a more cost-effective engine for the company and for drivers as
well because of that fuel he called me that they offer. Still, many drivers want to know if Ford
EcoBoost engines are reliable. Ford makes a wide variety of EcoBoost engines these days
including they're popular 3. As you can see, Ford is really committed to spreading these
engines across their entire product line-up. And for the most part this has worked out really
well. Ford EcoBoost engines are very popular, and they do live up to the promises made by
Ford. They offer decent power and torque while reducing those greenhouse gas emissions. So,
if you want to know if the Ford EcoBoost engine is any good, the answer is typically yes. The 2.
The 3. In the Ford GT the engine produces horsepower and lb-ft of torque. So, these engines
definitely do get the job done. The problem is, as with any engine, there are going to be
problems. Remember that Ford sells over 1 million Fs a year. Not to mention all the other
vehicles in their lineup. That means they have a lot of engines on the road and a lot of chances
for something to go wrong. So as reliable as the Ford EcoBoost has been since it was first
introduced back in the year , there have been some problems that you should be aware of
before you commit to any vehicle that may have a Ford EcoBoost engine. A clear sign that any
engine has a problem is when the manufacturer is forced to issue a recall for it. This is exactly
what happened back in Ford had to issue a recall for 1. The BBC in the UK investigated this and
determined that hundreds of owners had complained about the same problem. There were even
reports that some 1. The problem with the 1. According to Ford about 45, 3-cylinder 1. The 1.
That said, now that the EcoBoost engine has been in cars for over a decade, many of them are
out of warranty and are starting to wear down over years of use. That means these engines are
subject to more stress than your average engine and as such they are susceptible to a certain
number of problems. If a driver doesn't maintain scheduled maintenance with their Ford, in
particular regular oil changes, then the timing chain is going to be susceptible to some
excessive wear and tear. Timing chains are made of metal, and they will last a lot longer than a
timing belt, but if the oil change recommendation is ignored for too long then the timing chain
could become misaligned throwing off the camshaft and crankshaft alignment, prompting a
check engine light and causing potential engine misfires and more. Excessive carbon build-up
is a problem many engines face when it comes to spark plugs , and the EcoBoost has been no
different. Carbon build-up can be caused by the engines burning hot, leaks in fuel or exhaust
from the manifold, and so on. The solution is generally just to replace the plugs but sometimes
even the boots need to be replaced if the build-up is bad enough. Between and there were a
number of Ford's produced that had the 3. This manifested in a very obvious way with the
production of white or blue smoke coming from the exhaust. The problem related to a positive
crankcase ventilation hose valve cover adapter that could fail. Whenever this valve cover
adapter was removed to do any kind of repairs or maintenance, the locking mechanism was
prone to breaking and pieces would fall into the open valve port cover. They ended up burning,
leading to the noticeable smoke that would come out from the exhaust. Ford's made in the or
model year sometimes had a problem with humidity and moisture building up in the form of
condensation in the intercooler. This would lead to things like misfires, hard acceleration,
jerking and lurching of the engine and so on. This would only happen on particularly humid or
damp days, letting you know that this was the cause of the problem. This was not a significant

issue for most drivers and in fact wouldn't pop up at all if you're not the kind of person who
does any extra, unusual work on their vehicle be on the bare minimum, normal sort of stuff. In
this instance the problem was that some drivers would use aftermarket cleaners that are meant
to improve engine performance. The kind of stuff that you add to your fuel tank to sort of clean
out the fuel line in the engine while you're driving. The EcoBoost engines weren't designed to
be used with some of these products so as it circulated through the engine it would damage the
intake valves. This could also cause havoc with gaskets, turbines, and seals in the engine as
well. This wasn't a Ford design flaw necessarily, so much as just a bad reaction to certain
compounds used in cleaners that were definitely not designed for use in an EcoBoost engine.
There were nine different calibration updates issued by Ford for the 3. These covered
everything ranging for the vacuum system to ignition problems to issues with shifting. If the
calibration updates weren't in place, that means there would continue to be problems. The
second generation 2. Because they're relatively new engines there is not a ton of information
about problems with them because nothing much has popped up yet. There are obviously some
rare reports of drivers having problems with blown head gaskets and so on, but these are
consistent with the rare problems that can pop up in any engine regardless of who
manufactured it. This one is used in vehicles like the Ford Explore r and some Ford Focus
models. There have been some problems, especially in Ford Focus RS models with the cylinder
head gaskets failing. There have also been reported issues with the smell of coolant in the
exhaust, loss of heat in the cabin, and overheating engines. This is all caused by the wrong
cylinder head gasket being used. There was also a problem in the 2. This could end up
restricting airflow and preventing the valve from completely closing the way it's supposed to.
The first 2. This is a widely used engine that you'll find in the Fusion, the Focus ST, the Escape,
the Taurus, and other vehicles internationally. The second generation of 2. One of the main
problems with the 2. There were also problems with a turbocharger control valve failing. This
could cause the engine to lose power and your check engine light to go off. Problems with a
low-pressure fuel pump also cropped up in the 2. As we mentioned earlier, the 1. This issue was
also a significant problem in the United States as well. In fact, 29 vehicles are known to have
caught on fire as a result of issues with the Ford 1. The engine compartment in the 1. This oil
would overheat and catch on fire. Additionally, there were problems with coolant leaking from
the cylinders that could end up costing the driver several thousand dollars to repair if the
engine damage was bad enough. After , Vehicles were recalled from the to the model years,
Ford ended up retiring the 1. Ford introduced the 1. There's really been no significant problems
reported in relation to the 1. This is the smallest EcoBoost engine that Ford makes, and it did
have a number of problems that we've already mentioned relating to that UK recall. Because the
engine only has direct fuel injection that means they're susceptible to a lot of carbon build-up.
When the intake valves get too clogged, that leads to loss of engine power and damage to the
valves and valve seats. The pre 1. Since that time however the 1. Ford EcoBoost engines did
have some issues early in their life but as Ford continues to develop and refine these engines
most of the kinks definitely get worked out. Many of these engines have proven to be reliable
and can last a very long time. With proper maintenance and care, most Ford EcoBoost engines
proved to be extremely reliable and dependable. If you are looking to get an older Ford model
however, especially one that might have a 1. Why Us? How it works What we do Blog. All Rights
Reserved. The Ford 1. The 1. Currently, this power unit has a wide range of applications in
deferent power versions. The engine fits very well in many types of vehicle - from the small
hatchback Ford Fiesta to a mid-size car like Ford Mondeo D segment. Ford also introduced
naturally aspirated versions - the 1. That has a positive effect on emissions. The crankshaft also
made of cast iron, has 6 counterweights and 4 main bearings. The unique unbalanced flywheel
and front pulley allowed refusing use of a balance shaft. The engine operates smoothly without
spending energy on the balance shaft rotation. Inside the engine block, there is cast aluminum,
low-friction coated pistons and forged connecting rods. Ford engineers also improve the
lubrication system to increase the efficiency of the engine. On top of the block, there is an
aluminum alloy valve cylinder head. The exhaust manifold is integrated into the cylinder head
which lowers the temperature of the exhaust gases and warms up the engine more quickly at
cold starts. There are 4 valves per cylinder: two on the exhaust side and two on the intake side.
The engine has belt driven intake and exhaust camshafts DOHC engine. The timing belt
warranty is 10 years or , miles , km. The engine has a Bosch high-pressure direct fuel injection
system. Each cylinder has a 6-hole solenoid injector which injects the fuel directly in the
combustion chamber supplied by a high-pressure fuel pump. The max fuel pressure is bar. The
one thing, which makes Ecoboost engine so powerful, is a turbocharger. The charged air goes
in a composite intake manifold through the air-to-air intercooler with an additional electric fan.
The engine itself is cooled by a split cooling system with two thermostats and two circuits, one

for the top end and turbocharger and one for the engine block. That system also includes an
electric water pump used for cooling the turbocharger even when the hot engine is turned off.
For emission reduction, there is a close coupled three-way catalyst system with a heated
universal oxygen sensor and catalyst monitor sensor post catalyst. The engine complies the
Euro-5 and Euro-6 European emission levels. It combines an ultra-low friction, high-efficient,
and durable design which delivers power and performance allowed to rival a traditional 1. The
Ford experience gained in engine downsizing technology formed the basis of the new
three-cylinder EcoBoost engine - 1. First of all, the engine has only direct fuel injection and no
fuel in the intake ports. The fuel in the ports acts as a natural cleaner. Without it, soot and
carbon layer covers the intake valve stems and restricts the airflow through the ports. Dirty
intake valves have problems with a tight closing, which leads to loose of engine power and
serious damage of valves and valve seats. As a rule, it will inevitably be detected in engines
with big mileage. The engines produced before had a problem with a bottom hose of the coolant
system that would split and dump the coolant off, while the temperature sensor shows a normal
temperature. A lot of engines were browned up until Ford changed that hose by redesigned one.
That coolant issue is the biggest one. There is a pipe that runs from the expansion bottle to the
engine that can also crack and lose its coolant. So keep an eye on coolant level. High-mileage
engines can suffer from issues with fuel pressure. The low fuel pressure produced by fuel pump
doesn't allow the engine to achieve its full performance numbers. Replacing the worn cam
bucket with a new one can increase fuel pressure and performance. But many issues were fixed
and reliability was improved. Blown head gaskets and coolant leakages happen rarely. Many car
owners report mileage of k miles without any engine problems. Together with its strong sides
such as extremely low fuel consumption, high torque, and low emissions tax, the engine is a
good choice in modern reality for a compact city hatchback or even bigger car. Home Ford 1.
Engine Specs Manufacturer. Production years. Cylinder block material. Cylinder head material.
Fuel type. Number of cylinders. Valves per cylinder. Valvetrain layout. Bore, mm. Displacement,
cc. Type of internal combustion engine. Compression Ratio. Torque, lb ft. Firing order. Engine
oil weight. Engine oil capacity, liter. Oil change interval, mile. Quick Links. See also: Owner's
Manual , User Manual. Page 2 No part of this publication may be reproduced, transmitted, stored
in a retrieval system or translated into any language in any form by any means without our
written permission. Errors and omissions excepted. Page 4 Table of Contents Removing a
Headlamp Page 7 Table of Contents Tyre Care We See Owner's Manual recommend that you
take some time to get to know your vehicle by reading this manual. The more that you know
about it, the greater the safety and pleasure you Anti-lock braking system will get from driving
it. For additional information, refer to the terms Your vehicle has been built to the highest and
conditions of the Ford Warranty. See Keyless Entry page See Automatic Main Beam Control
page See Driver Alert page See Lane Departure Warning page See Lane Keeping Aid page See
Traffic Sign Recognition page Tyre pressures. See Technical Specifications page See Changing
a Road Wheel page Vehicle interior overview E See Transmission page See Locking and
Unlocking page See Power Windows page See Electric exterior mirrors page See Fastening the
seat belts page See Rear Seats page See Manual Seats page See Power Seats page See Parking
Brake page See Opening and Closing the Bonnet page See Air Vents page Direction indicators.
See Direction Indicators page Main beam. See Lighting Control page Left-hand drive vehicles
with voice control - Information display control. See Information Displays page Left-hand drive
vehicles without voice control - Information display control. Page 16 At a Glance Left-hand drive
vehicles without voice control - Audio control. See Audio Control page Right-hand drive
vehicles with voice control - Information display control. Right-hand drive vehicles without
voice control - Audio control. See Changing a Bulb page See Fuel filler flap page See First Aid
Kit page See Warning Triangle page See Temporary Mobility Kit page Spare wheel. Wheel brace.
If your vehicle has been involved in an accident, have the child restraints checked by properly
trained technicians. Note: Mandatory use of child restraints E varies from country to country.
Only child restraints certified to ECE-R See Seats recommended child seats. Please consult
your Dealer for the latest details relating to Ford recommended child seats. Do not install a
booster seat or a booster cushion with a seat belt that is slack or twisted. We recommend the
use of a top tether or support leg. E 3. Tighten the tether strap in line with the child seat
manufacturer's instructions. Page 26 Child Safety E This could adversely affect deployment of
the airbags. Extreme Hazard! Do not use a rearward facing child restraint on a seat protected by
an airbag in front of it! Use the correct buckle for each seat belt. Do not use a seat belt that is
slack or twisted. Do not wear thick clothing. The seat belt must fit tightly around your body to
achieve its optimum effect. To raise or lower, press the locking button on the adjuster and move
as necessary. Do not use only the lap strap within a few seconds of each other, or the shoulder
strap. Page Occupant Protection Occupant protection Note: The key switch is located in the

glove compartment with an airbag deactivation lamp in the overhead console. If the airbag
warning lamp illuminates or flashes when you are driving, this indicates a malfunction. See
Warning Lamps and Indicators page The radio frequency used by your remote control can also
be used by Reprogramming the unlocking other short distance radio Page 33 Keys and Remote
Controls Remote control without a folding Insert a screwdriver in the position key blade shown
and gently push the clip. Press the clip down to release the battery cover. E Press and hold the
pushbuttons on the E edges to release the cover. Page 34 Keys and Remote Controls 4.
Carefully insert the screwdriver in the position shown to open the remote control. Carefully
prise out the battery with the screwdriver. Check your vehicle is locked before Double locking
with the remote control leaving it unattended. Press the button twice within three seconds. Page
36 Locks Locking and unlocking Locking the doors individually with confirmation the key Note:
If your vehicle has double locking, the Note: If the central locking function fails to direction
indicators will flash once after you operate, the doors can be individually locked have activated
central locking, followed by using the key in the position shown. If the locking function is not
activated, the vehicle will The keyless entry system may not remain unlocked. Page 38 Locks
Two short flashes of the direction Open any door. One long flash of the direction indicators
Luggage compartment lid confirms that all the doors and the luggage E 2. Remove the key
blade and insert it into To open all the windows, press and hold the lock. Page 40 Locks To
close all the windows, press and hold the remote control lock button for at least three seconds.
Press the lock or unlock button to stop the closing function. The anti-trap function is also active
during global closing. Note: The protective flap may be moved gently out of position when the
door is open 2. If possible, provide them with the key number from the tag provided with the
original keys. You can also obtain additional keys from your Ford Dealer. It is armed Your
vehicle may be equipped with one of directly when you lock the vehicle. If you are using the
auxiliary To arm the alarm, lock the vehicle. See heater, direct the air flow towards the Locks
page Select the required source on the audio Note: Make sure that you are sitting in the unit.
See Voice control page When the vehicle is slowed to walking speed or is brought to a
standstill, the wiper speed will automatically switch to the next lower wiper speed setting.
Whilst the lever is pulled towards the steering wheel the washer will work in conjunction with
the wipers. After releasing the lever, the wipers operate for a short time. Rear window washer E
Run the tip of your fingers over the edge of E the blade to check for roughness. E E 2. Position
the wiper blade at right angles to the wiper arm. Disengage the wiper blade from the E wiper
arm. Switch off the ignition and move the wiper 4. Switch off the ignition. E Both sides Push the
lever forward to switch between Page Autolamps If the lights of oncoming vehicles are hidden
by obstacles for example guard rails the system may not deactivate the main beam. Always fit
Ford Original Parts when replacing headlamp bulbs. Other bulbs may reduce system
performance. See Information has a clear view through the Displays page See Autolamps
windscreen. Replacement wiper blades page Page Interior Lamps Lighting The cornering lamps
illuminate the inside If you press switch B all lamps remain off of a corner when you are turning.
Press the switch again to reverse. Centre mounted lamp Interior lighting Note: Individual lamps
may be switched on Ambient lighting illuminates several areas, for example footwells, cup
holders and doors with a single colour and can be switched on and off using the information
display menu. Page Changing A Bulb Lighting Note: When fitting the headlamp, make sure that
you reconnect the electrical connector properly. Note: When fitting the headlamp, make sure
that you fully engage the headlamp in the lower fixing point. Note: When fitting the headlamp,
make sure that the screw is located in the headlamp moulding before you install it. Remove the
headlamp. See Removing a Headlamp page Remove the cover. Disconnect the electrical
connector. Release the clip and remove the bulb. E Side Lamp 2. E 4. Remove the bulb holder.
Remove the bulb. Note: Position the mirror glass as far inwards as possible. Page Rear Lamps 5 Door Lighting Insert your fingers into the gap between the mirror housing and the mirror glass
and pull gently to remove the mirror glass. Remove the lamp. E Note: You cannot separate the
fog lamp E bulb from the bulb holder. Page 63 Lighting E E 5. Remove the wing nuts and detach
the clip. Gently press the bulb into the bulb 3. Brake lamp B. Reversing lamp C. Page 64
Lighting 6. Gently press the bulb into the bulb holder, turn it anti-clockwise and remove it. Tail
and fog lamp B. Direction indicator Brake and reversing lamp Open the luggage compartment
lid. Page 65 Lighting Number plate lamp 3. Remove the wing nut and detach the 2 clips. Note:
These are not serviceable items, 4. Press or Do not operate the electric windows lift it again to
stop the windows. Lift the switch again for one more automatically while closing and reverse
second. Push and hold the switch until the way. The mirrors will unfold when you unlock the
vehicle with the key, the remote control, a keyless entry system request, the driver's interior
door handle or starting the engine. It will not work when you have The system displays a yellow
indicator selected reverse gear. The system consists of two radar sensors There may be certain

instances when the each located behind the rear wheels system will alert with no vehicle
present in Note: Keep the rear bumper area surrounding the sensors free from dirt, ice and
snow. Speedometer Engine coolant temperature gauge Tripmeter reset button Fuel gauge
Tachometer Speedometer Engine coolant temperature gauge Fuel gauge Tachometer 2. At
normal operating temperature, the needle will remain in the centre section. Page Warning
Lamps And Indicators Instrument Cluster If the needle enters the red section, the If the engine
oil pressure drops below the engine is overheating. Stop the engine, normal range, the oil
pressure gauge switch the ignition off and determine the pointer will drop into the red section of
the cause once the engine has cooled down. Page 76 Instrument Cluster Airbag warning lamp
Engine warning lamp If it illuminates when you are If it illuminates with the engine driving, this
indicates a running, this indicates a malfunction. Have the system malfunction. If it flashes
when checked by a properly trained technician. See Information Messages page Highlight
Information or Warning and press the OK button to switch the While driving, it flashes during
chime on and off. After 5. Press the left arrow button to exit the switching on the ignition, if it
menu. Page 79 Instrument Cluster Low fuel A warning chime will sound when the remaining fuel
is less than approximately 6 litres 1. Seat belt reminder See Seat belt reminder page Various
systems on your vehicle can be controlled using the information display Controls controls on
the steering column. Corresponding information is displayed in Press the up and down arrow
buttons to the information display. Page 83 Information Displays Menu structure - information
and You can access the menu using the entertainment display buttons on the audio or
navigation unit. Page 84 Information Displays Menu structure - information and You can access
the menu using the entertainment display Information and entertainment display control. For
item location: See At a Glance page Page Information Messages Information Displays Measure
units To toggle between metric and imperial units, scroll to this display and press the OK
button. Page 90 Information Displays Battery and charging system Message Message Action
indicator Stop your vehicle as soon as it is safe to do so and Electrical system over switch off
the ignition. Have the system checked voltage stop safely by a properly trained technician as
soon as possible. Page 94 Information Displays Maintenance Message Message Action
indicator Stop your vehicle as soon as it is safe to do so and High engine temper- switch off the
ignition. Have the system checked ature stop safely by a properly trained technician as soon as
possible. Park brake applied amber See Parking Brake page Power steering Message Message
Action indicator Stop your vehicle as soon as it is safe to do so and Steering lock malfuncswitch off the ignition. See Using ignition off start-stop page Auto StartStop Have the system
checked by a properly trained malfunction service amber technician. Page Transmission
Information Displays Transmission Message Message Action indicator Under certain driving
conditions it is possible that the clutches in the transmission can overheat. In these
circumstances it is necessary to press the brake pedal and stop the vehicle to prevent further
Transmission too hot overheating. See Automatic Transmission page See To start press brake
Starting and Stopping the Engine page Press brake pedal See Automatic Transmission page In
cold or Outside air humid weather conditions, direct some of the air towards the windscreen
and the Keep the air intakes forward of the door windows. Page Climate Control Blower
Ventilation E Set the air distribution control, blower and air vents to suit your requirements. Air
conditioning Switching the air conditioning on and E Note: If you switch the blower off, the
windscreen may mist up. If you turn the blower off, the air conditioning will turn off. You can
switch the air conditioning and You can switch the air conditioning and recirculated air on and
off. Select a temperature for the passenger s The automatic climate control adjusts to side with
the rotary control on the the current circumstances automatically. Page Climate Control Air
distribution The blower speed and the temperature control operate automatically and cannot To
adjust air distribution, press the desired be adjusted manually. The blower is set to button. Any
combination of settings can high speed and the temperature to HI. Page Climate Control
Opening and closing the sunroof To open or close the sunroof automatically press either side
of the switch to the second action point and release it completely. Press again to stop. When
the closed position is reached, the sunroof stops automatically. Make sure that there are no
obstacles in the way of The parking heater must not be the closing sunroof. Page Climate
Control Fuel operated heater depending Use the arrow buttons on the steering on country wheel
to enter the main menu. Select the first programme time list. Highlight the day on which the
heater The fuel operated heater must not should warm up the vehicle. Do not remove the front
head restraints when the front seats are in use. Page Removing The Head Restraints Seats
Removing the head restraints Rear outer head restraints Front head restraints E Press the
locking button and remove the head restraint. Rear inner head restraint E Press locking button 1
and at the same time release the retaining clip 2 using a suitable implement. Push the seatback
forwards. E Press the locking handle underneath the cushion extension and slide the extension

forward or backward. Lower the head restraints. See Head Restraints page When inserting your
fingers between the seat cushion and seatback, take care not to get your fingers caught E Page
Seats E The maximum temperature is reached after five or six minutes. It is regulated
thermostatically. The seat heating will operate only when the ignition is on. Use only Ford See
Information Displays page Adjust the holder to the desired position. Note: Make sure that the
navigation unit holder is locked in position. Warning lamps and indicators illuminate. This is the
key General points on starting position when driving. You must also select If the battery has
been disconnected the it when being towed. The number of start attempts is 2. Page Starting A
Diesel Engine Starting and Stopping the Engine Starting at low ambient If the battery has been
disconnected or temperatures after the fuel type has been changed, the idle speed may be
irregular. Always check that the steering wheel 3. Briefly press the button. Starting a diesel
engine See Steering Wheel Lock page The steering will not be locked, but higher effort will be
required. For vehicles with Start-stop the Note: The Start-stop indicator will battery requirement
is different. It illuminate green when the engine shuts must be replaced by one of exactly down.
To re-start the engine Note: The gear lever must be in the neutral position. Stop refuelling after
the fuel nozzle They could damage the emission system. Additional fuel will fill the expansion
space in Do not use methanol instead of E Page Catalytic Converter Note: We recommend that
you use only Do not switch the ignition off when high quality fuel. Additional fuel will fill the
expansion space in the fuel tank which could lead to fuel overflowing. Fuel spillage could be
hazardous to other road users. E Press the flap to open it. Page Refuelling 5. Slightly raise the
fuel nozzle to remove driving, air conditioning usage, the accessories fitted and towing etc.
Refuelling with a fuel can Your Ford dealer can give you advice on improving your fuel
consumption. Use the funnel which is located in the glove box. This can cause damage to the
transmission. E Park E Reverse On some vehicles it is necessary to raise Neutral the collar
whilst selecting reverse gear. Page Transmission The transmission will select the WARNINGS
appropriate gear for optimum performance Apply the parking brake and based on ambient
temperature, road select park before leaving your gradient, vehicle load and driver input. Make
sure that the selector lever is latched in position. Sport mode and manual shifting Sport Mode
Note: An audible warning will sound if you Page Transmission Moving off Release the parking
brake. Release the brake pedal and press the accelerator pedal. Stopping Release the
accelerator pedal and press the brake pedal. Apply the parking brake. Select neutral or park. E
Note: The lever is white. Kickdown 4. Page Using Stability Control - 2. Note: The system will be
switched on automatically every time you switch the ignition on. Note: You can also turn the
system off and on using the information display. If the distance between the outer sensor and
the side wall WARNING remains constant for three seconds, the The system does not relieve
you of tone will switch off. Distance Indicator. Page Parking Aids Parking Aids Manoeuvring
with the parking aid You will hear an alternating tone from the front and rear if obstacles are
closer than 30 centimetres 11 inches to the front and rear bumpers. E Distance Indicator. E As
the distance decreases the indicator Reverse gear selected moves towards the vehicle. Page
Parking Aids E A trailer symbol indicates there is a trailer attached and the rear sensors are
disabled. Inspect the area behind your vehicle if necessary. Marks are for general guidance
only, and are calculated for vehicles in maximum load conditions on an even road surface.
Note: When reversing with a trailer, the lines on the screen are not shown. Press the active park
assist direction indicator lever the system will switch. See At a Glance page Use default to the
passenger side of the vehicle. Page Active Park Assist You can take control of the manoeuvre
by holding the steering wheel. A message may appear that the system can be resumed. To
accept this message press the active park assist switch. The cruise control indicator will
illuminate. The system does not relieve you of See Warning Lamps and Indicators your
responsibility to drive with due page The cruise control indicator will not illuminate but the
system will retain the speed that you previously set. Resuming the set speed Pull the RES
switch. The cruise control indicator will illuminate and the system will attempt to resume the
speed that you previously set. In some cases there may be no warning or the warning may be
delayed. The system is operated by adjustment Note: If the system does not react to these
controls mounted on the steering wheel. Page Adaptive cruise control ACC The distance
between you and the vehicle Press the brake pedal or pull switch F to detected in front is
maintained by a cancel the system. The system will return variable setting. There are five steps
which to standby mode allowing you full manual are represented by horizontal bars control of
the vehicle. When you are going downhill, your Setting the speed limit speed may increase
above the set speed. WARNINGS Note: The system may not operate during The system does
not relieve you of hard braking or acceleration and, when you your responsibility to drive with
due are intentionally steering the vehicle. Page Lane Departure Warning Lane Departure
Warning Activate and deactivate the system using The lane markings are colour coded as the

button on the indicator stalk. A warning is given in the form of a vibration felt through the
steering wheel. Take immediate safe action to reposition the vehicle. Page Traffic Sign
Recognition System display If your vehicle is fitted with a suspension kit not approved by us,
the system may not function correctly. Note: Keep the windscreen free from After a
predetermined distance they will be shown greyed out. After another predetermined distance
they will be deleted. If a supplementary traffic sign is detected, for example a reduced speed
limit in wet road conditions sign, it will not be shown but will appear as an empty box
underneath the respective sign. The system does not relieve you of your responsibility to drive
with due The system may not function when care and attention. Page Using Active City Stop - 2.
Note: In certain situations, it may be advisable to disable the system, for example driving off
road when objects may cover the windscreen. Activate and deactivate the system using the
information display. Make sure that you secure all loose items properly. Place luggage and
other loads as low and as far forward as possible within the luggage or loadspace. Do not drive
with the tailgate or rear E door open. Push the sliders on the cassette towards each other and
insert the telescopic bar into the holes on the sidewall behind the rear seatbacks. Ensure that
the end caps with the anti-rotation pin are correctly fitted in the side trim. Remove in the reverse
order. Cargo net E Push the ends of the bar on the grille towards each other and insert them
into the retainers on the roof. Push the bar forwards into the narrow section of the retainers.
Page Load Carrying Push the ends of the bar on the grille towards each other and insert them
into the retainers on the roof. Attach the grille to the lower bar with the handwheels. Insert the
key. Turn the key anti-clockwise. Loosen the screws. Note: Make sure there is no gap between
crossbar and rail A. Install the crossbars. Tighten the screws until you hear a distinct click.
Note: If the release process is interrupted, for example an obstacle in the way or loss of power
supply, the system will need to be reset. Page Towing Swivelling the tow ball arm in Fault
conditions If the tow ball arm release button is CAUTION illuminated or you hear a warning tone
Before swivelling the tow ball arm in, when the ignition switch is in position II, always unhitch
the trailer or dismantle repeat the release process. Take special care when fitting the tow ball
arm as the safety of the vehicle and the trailer depends on this. Before starting your journey,
make sure E that the tow ball arm is properly locked. Insert the plug into its seat 1. Never unlock
the tow ball arm with 2. Remove the protecting cap. Press the the trailer attached. Passenger
compartment fuse box E 5-door E E E Pinch the retaining clips to release the cover. Have
repairs to the electrical system and the replacement of relays and high current fuses carried out
by a properly trained technician. Switch the ignition and all electrical equipment off before
touching or attempting to change a fuse. Page Fuses Ampere Fuse Circuits protected rating
Powertrain control module Not used Powertrain control module, transmission control module
Headlamp control module halogen levelling Electric power assisted steering Body control
module Rear window wiper Headlamp control module high intensity discharge levelling ,
adaptive front lighting unit Adaptive cruise control Heated washer jets Electric windows front
Page Fuses Passenger compartment fuse box E Page Fuses Ampere Fuse Circuits protected
rating Fuel pump supply Not used Not used Passive anti-theft system supply Interior lamps,
driver's door switch pack, glove box, ambient lighting, electric sunroof Cigar lighter, rear power
outlet Rain sensor module, humidity sensor, auto-dimming mirror Adaptive cruise control Not
used Luggage compartment lid release Page Fuses Ampere Fuse Circuits protected rating
Electric sunroof Interior motion sensor, radio frequency receiver Washer pump ground Central
locking ground Driver's door unlock and double locking ground Climate control heater,
passenger airbag deactivation switch, heated seats switch, auxiliary heater, manual air
conditioning heater module Restraint system, passenger airbag deactivation system Not used
Page Fuses Ampere Fuse Circuits protected rating Door module left-hand front electric
windows, central locking, electric folding mirrors, heated exterior mirrors Door module
right-hand front electric windows, central locking, electric folding mirrors, heated exterior
mirrors Door module left-hand rear electric windows Door module right-hand rear electric
windows Alarm system Power driver's seat Page Fuses Ampere Fuse Circuits protected rating
Not used Blind spot monitor, lane keeping aid, active city stop, rear view camera without
start-stop module Parking aid module Not used Not used Not used Heated driver's seat Heated
front passenger's seat Not used Electric sunroof Not used Not used The towing eye must
always be carried in the vehicle. Select neutral when your vehicle is being towed. In the event of
a breakdown or mechanical failure do not use individual axle carriers. Page Maintenance page
See Brake and value. There is a large network of Ford Clutch Fluid Check page Open the bonnet
and support it with the strut. Lower the bonnet and allow it to drop from under its own weight
for the last 20 â€” Page Under Bonnet Overview - 1. See Brake and Clutch Fluid Check page
Engine oil filler cap. See Engine Oil Check page Brake and clutch fluid reservoir left-hand drive.
Engine oil filler cap : See Engine Oil Check page Screen washer fluid reservoir : See Washer

Fluid Check page For easy identification, filler caps and the engine oil dipstick are marked in
colour. Page Under Bonnet Overview - 2. See Vehicle battery page Engine compartment fuse
box. See Fuses page Air cleaner. No maintenance necessary. Engine oil dipstick. Screen washer
fluid reservoir. See Fuse Specification Chart page See Washer Fluid Check page Engine coolant
reservoir. Page Engine Oil Dipstick - 1. Engine compartment fuse box: See Fuses page Air
cleaner: No maintenance necessary. Page Engine Oil Dipstick - 2. Under certain conditions, they
could damage the engine. Page Engine Coolant Check In an emergency, you can add just
absorbent cloth immediately. Have the specification. See Technical system checked by a
properly trained Specifications page Use of any fluid other than the Make sure that you read
chamois leather to clean the inside of the and follow the manufacturer s instructions. A choice
of products is available from your Ford Seat belts Dealer. Read and follow the manufacturer s
instructions. Always use booster cables with insulated clamps and adequate size cable. Using
other sizes could damage the vehicle and will make the National Do not fit more than one spare
wheel Type Approval invalid. Jacking and lifting points Note: Vehicles with a tyre repair kit are
not equipped with a vehicle jack or a wheel Turn it anti-clockwise to install it. Make sure that the
towing eye is fully tightened. E Small arrow-shaped marks on the sills A show the location of
the jacking points. E Insert the screw-in towing eye into the wheel brace. Page Wheels and
Tyres Note: Make sure that you pull the wheel Note: The spare wheel is located under the trim
remover at right angles to the trim. Install the locking wheel nut key. Do not unscrew the bottle
from the holder as the sealant will escape. Bottle lid Sealant bottle Open the lid of the tyre repair
kit. If the pressure of the sealant-filled tyre cigar lighter socket or auxiliary power is 1. Return
remains of sealant to your dealer CAUTION or dispose of it in compliance with local Make sure
that you use the correct waste disposal regulations. Page Using Snow Chains - 2. This may
cause the tyres to overheat and fail. Page Technical Specifications Wheels and Tyres Note: The
system will still function Note: You should reset the system correctly, but there may be an
increased following any adjustment to the tyre detection time. Note: Turn the ignition on.
System reset Using the information display control, Note: Do not reset the system when the E
Model Variant Engine designation Emission level Vehicle identification number Gross vehicle
weight Gross train weight Maximum front axle weight It is also shown on the left-hand side of
the instrument panel. Page Capacities and Specifications 4-door Item Dimension description
Dimension in mm inches Bumper â€” centre of tow ball 77 - 80 3 - 3. This shows important
information regarding control of your audio unit. Additionally, there are various icons placed
around the display screen which light up when a function is active for example CD, Radio or
Aux. Type 1 E Page Audio unit overview Seek up. CD track selection. See Station tuning control
page See Track selection page Seek down. Menu select. Sound button. Page Audio unit
overview E CD eject. See Compact Disc Player page Navigation arrows. CD aperture. Traffic
announcement. See Traffic information control page See Sound button page Telephone keypad
and station presets. See Using the telephone page See Station preset buttons page Function 2.
Function 1. Phone menu. See Telephone page Auxiliary, USB and iPod select. Display select.
DSP select. See Digital signal processing DSP page CD eject. Page Audio unit overview Traffic
announcement. Function 4. Function 3. Auxiliary select. The system will automatically check
that the audio unit and vehicle match before allowing operation. If a security code message
appears, please see your dealer. This will operate the audio unit for up to one hour. Traffic
announcement volume Traffic announcements interrupt normal broadcasts at a preset minimum
level that is usually louder than normal listening volumes. Page Regional Mode Reg Audio unit
menus It will restore radio reception when it finds one or, if one is not found, the unit will return
to the original stored frequency. Press the MENU button. Repeat presses structure is read in.
CD text display options When an audio disc with CD text is playing, limited information encoded
in each track can be displayed. This will reduce audio interference when charging the device via
the vehicle power supply socket. Ensure disc is loaded correct way up. Clean and re-try, or
replace disc with known music disc. If error persists contact your dealer. Page General
Information Compatibility of phones 2. As no common agreement exists, 3. Enter the code
number shown on the mobile phone manufacturers are able vehicle display using the phone
keypad. Page Telephone Controls Telephone Bond another Bluetooth phone After start up
access to the phonebook list can be delayed for several minutes, Bond a new Bluetooth phone
as described depending upon the size. Phonebook categories Phones stored in the system are
accessible The category is indicated as an icon: by using the phone list on the audio unit. Note:
When referred to, the use of the 2. Page Telephone Receiving an incoming call Muting the
microphone Note: During a call, it is possible to mute Accepting an incoming call the
microphone. Whilst muted, confirmation Incoming calls can be accepted by pressing will appear
in the display. Tune frequency This function allows you to tune your radio by voice commands.
Delete name This function allows you to delete a stored radio station. Page Voice control Delete

directory This function allows you to delete all stored radio stations at once. See General
Information page Phone functions Dial number Phone numbers can be dialled after giving the
name tag voice command. Page Voice control Dial name Phone numbers can be dialled after
giving the name tag voice command. Redial This function allows you to redial the last dialled
phone number. For example, to make a Can only be used with vehicles installed with remote
enquiry to your home answering a dedicated VOICE button. Steps User says System answer
The following lists will give further information about the Climate complete command menu in
selected On vehicles fitted with an English language module the "FAN" shortcut is not available.
Page General Information Cover the socket connection when not in use. Always switch your
audio unit to a different source for example the The system is USB 2. Page Connecting An
External Device Plug in the device, and if necessary secure below: it to prevent movement
within the vehicle. Press the up and down arrow buttons Track title to select the desired
function. Press the OK button. Information not available Tracks can be accessed by skipping
forwards and backwards using the steering E wheel controls, or directly from the audio unit
controls. E iPod generic media file Audio control E Press the seek up and down keys to skip
backwards and forwards through tracks. Page Connectivity Note: If you wish to jump to the top
level of the iPod contents, press and hold the left arrow key. Audio control Press the seek up
and down keys to skip backwards and forwards through tracks. This will adaptor. Do not
attempt to open the unit. Page Read and follow all stated safety precautions. Failure to do so
may increase your risk of collision and personal injury. Ford Motor Company shall not be liable
for any damages of any type arising from failure to follow these guidelines. Page Navigation
Unit Overview Navigation unit overview Descriptions for function buttons Function buttons 1 to
4 are context dependent, and change according to the current unit mode. Descriptions for the
functions are shown at the bottom of the screen display. Map select. See Route displays page
See System settings page See Audio unit operation page See Audio unit menus page Page
Navigation unit overview Function 3. Seek up. Navigation select. See Traffic Message Channel
page Sound select. Phone select. To avoid this Note: The Ford Mobile Navigation must be
situation, only recommended phones installed and activated on your mobile should be used.
Page E and down arrow buttons to view the 2. Switch your mobile phone on and start remainder
of the selection list. Press the OK button to confirm your 3. Choose "Select Destination".
Choose "Enter Address". The following history of previous destinations entered in section
describes the various options and the system. Page System settings Special functions Nav
audio mixing This feature allows you to select GPS and This feature allows you to adjust the
system information or a demonstration of volume mix between the navigation voice the system
functionality. Map display DSP settings This feature allows you to change the way Page System
settings Clock settings Set time This feature allows you to manually adjust the time. Set date
This feature allows you to manually adjust the date, month and year. GPS time This feature
allows you to, if in a suitable coverage area, automatically adjust the date and time using GPS.
Use this feature to change the economy settings of your journey relating to whether Using the
up, down, left and right arrow or not you are towing a trailer and if so the buttons, you can
select from the list which size of trailer being towed. Page Route Displays Navigation system
Seasonal roads Junction zoom When switched on the system will look for This feature will
automatically increase seasonal roads on your route and the zoom on the map display at times
automatically update your route distance when you are required to make a turn, or and timings.
Press function button 1 to change are broadcast on the FM waveband. TMC the view. Page Map
Updates Map updates The road network is constantly changing due to new roads, changes in
road classification, etc. Therefore, it is not always possible to exactly match the map data in the
system to the current road network. Map information is regularly updated, but all areas are not
necessarily covered to the same level of detail. Other trademarks and FCC Rules. Class 1M laser
product. Item Specification Max average power Keep antenna and power cables at least 10
centimetres 4 inches from any electronic modules and airbags. Page Appendices Note: After the
installation of RF transmitters, check for disturbances from and to all electrical equipment in the
vehicle, both in the standby and transmit modes. Page Index Audible Warnings and Indicators
Page Index Automatic Transmission Page Index Child Safety Locks Page Index Engine Block
Heater Page Index Heated Seats Page Index Loading the navigation data Page Index MP3
display options Page Index Remote control battery See: Changing the remote control battery
Page Index Station tuning control Page Index Type approvals Page Index Using Stability Control
- 2. Page Index Windscreen Washers Page CGen. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Quick Links. Table of Contents. Instrument Cluster. Warning And Control
Lights. Entertainment Systems. Climate Controls. Rear Window Defroster. Turn Signal Control.
Driver Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Locks And

Security. Anti-Theft System. Owners Guide postfmt. USA English fus. Automobile Ford Focus
Owner's Manual pages. Ford may change the contents without notice and without incurring
obligation. Page 4: Introduction State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. To access this information, special equipment must be
directly connected to the recording modules. If the light illuminates while driving, have your
vehicle serviced. If the indicators stay on or flash faster, check for a burned out bulb. If it enters
the red section, the engine is overheating. Stop the vehicle as soon as safely possible, switch
off the engine and let the engine cool. The fuel gauge may vary slightly when the vehicle is in
motion or on a grade. Refer to Filling the tank in the Maintenance and Specifications chapter for
more information. AST will flash in the display. When the six strongest stations are filled, the
sound will be restored. Anti-theft protection panel: To deter would-be thieves, Ford audio units
have a removable front panel without which the unit will not work. Shuffle plays the songs on
the current CD in random order. CD: Press to engage CD mode. CDs and tracks are selected
and played chronologically. Disc one will follow disc six. The display will indicate the level
selected. Page 26 Automatic volume control AVC if equipped :With this feature, radio volume
changes automatically with vehicle speed to compensate for road and wind noise. Press again
to stop. MP3: Press once for a brief sampling of the tracks on the currently selected MP3
directory. Program type PTY : When selected, this function allows you to view the radio
broadcast information if any or search for stations Focus foc Owners Guide postfmt USA
English fus Page 29 If yes is selected, the audio unit will return to all of its default settings.
Traffic Announcements: When activated, the audio unit will automatically switch from the
current playing media to a traffic announcement when received. When the announcement is
over, the Focus foc Owners Guide postfmt USA English fus Page 30 To store a station, press
and hold the soft key next to the desired frequency until you hear a beep. This indicates the
station has been stored. The directory number also appears in the left hand corner of the
display. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. May help reduce
undesirable odors from entering the vehicle. Recirculated air will not function in or any position
in between Focus foc Owners Guide postfmt USA English fus Page 36 To increase airflow to the
outer instrument panel vents, close the vents located in the middle of the instrument panel. Do
not place objects on top of the instrument panel as these objects may become projectiles in a
collision or sudden stop. Failure to activate your headlamps under these conditions may result
in a collision. VOL is marked on the top of the lens between the rubber seal and black plastic
housing. Please check the lens markings prior to adjusting the vehicle aim. A piece of masking
tape works well. Open the hood. Remove the battery cover. Attach the headlamp bulb covers.
Attach the battery cover and close the hood. To replace any of the interior bulbs, see a dealer or
qualified technician. These lamps operate at a high voltage. When the bulb is burned out, the
bulb and starter capsule assembly must be replaced by your dealer or a qualified technician.
Pull the bulb straight out of the bulb socket. Gently pull the light housing to the outside. Turn
the bulb socket counterclockwise and pull it out. Pull the bulb straight out of the socket. Install
in reverse order. Reach under the front fender and grasp the bulb socket, turn the light housing
counterclockwise. Pull the bulb straight out. Make sure the headlamp control is in the OFF
position. Insert a flathead screwdriver in the recess and pry out the complete light assembly.
Open the reading lamp assembly. Pull the bulb straight out and replace it. After the bulb has
been replaced, close the lamp assembly. Washer Pull the lever further to operate the washer.
Never adjust the steering wheel when the vehicle is moving. Move the control in the direction
you wish to tilt the mirror. Return to the center position to lock mirrors in place. Press the ON
control and release 2. Accelerate to the desired speed. Do not let children play with the moon
roof. They may seriously hurt themselves. Press the switch again and again until the moon roof
is closed. Have the system checked by your Ford Dealer immediately. Page 59 Detach the lifting
straps on the liftgate. Release the cover at the sides and pull it out horizontally without tilting it.
Make sure the cover is properly aligned when inserting it. Extra precautions, such as slower
speeds and increased stopping distance, should be taken when driving a heavily loaded
vehicle. If the procedure needs to be repeated, you must wait 30 seconds. Turn the ignition key
to ON. Small children are particularly at risk. If there is any potential remote keyless entry
problem with your vehicle, ensure ALL remote entry transmitters are brought to the dealership,
to aid in troubleshooting. Replacing the battery The remote entry transmitter uses one coin type
three-volt lithium battery CR or equivalent. Use of these systems may result in vehicle starting
problems and a loss of security protection. Note: Large metallic objects, electronic devices that
are used to To program additional new unprogrammed key s , repeat this procedure from step 1

for each additional key. The rear head restraints can be removed altogether if the left-hand
locking button is pressed. Turn the handle to adjust the height of the seat. Lift the control to
adjust the angle of the seatback. The seatback will return to its original position. Rock the seat
to ensure that the catch is securely engaged. When returning the seats back to their original
positions, make sure they are fully locked and that the safety restraints are positioned in front
of the seatback. Note that the center rear seat belt cannot be pulled out until the seatback has
latched completely. Refer to Safety Belt section in this chapter. Unless serviced, the system
may not function properly in the event of a collision. Always transport children 12 years old and
under in the back seat and always properly use appropriate child restraints. In addition, all seat
belts should be checked for proper function. Children 12 years old and under should be
properly restrained in the rear seat whenever possible. Refer to Safety restraints for children or
Safety seats for children later in this chapter. How to disengage the automatic locking mode
Ford Motor Company recommends that all passenger safety belt assemblies and attaching
hardware should be inspected by a qualified technician after any collision to verify that the
automatic locking retractor feature for child seats is still working properly. Page 83 Pull the
safety belt backwards to park for easier access or exit from the rear seats. If you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; this can improve comfort. Sitting on the safety belt will
increase the risk of injury in an accident. To disable one-time or deactivate the Belt Minder
feature please follow the directions stated below. Buckle then unbuckle the safety belt three
times, ending with the safety belt unbuckled. This can be done before or during BeltMinder
warning activation. All safety belt assemblies, including retractors, buckles, front seat belt
buckle assemblies, buckle support assemblies slide bar-if equipped , shoulder belt height
adjusters if equipped , shoulder belt guide on seatback if Focus foc Owners Guide postfmt USA
English fus Page Air Bags Seating and Safety Restraints equipped , child safety seat LATCH
and tether anchors, and attaching hardware, should be inspected after a collision. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. However, if the collision was minor and a qualified technician finds that the belts
do not show damage and continue to operate properly, they do not need to be replaced. Page 90
Do not put anything on or over the air bag module. Placing objects on or over the air bag
inflation area may cause those objects to be propelled by the air bag into your face and torso
causing serious injury. See your Ford or Lincoln Mercury dealer. Children and air bags Children
must always be properly restrained. Accident statistics Refer to Side air bag system later in this
chapter. The use of accessory seat covers may prevent the deployment of the side air bags and
increase the risk of injury in an accident. All occupants of the vehicle should always wear their
safety belts even when an air bag SRS is provided. Page Child Restraints Always transport
children 12 years old and under in the back seat and always use appropriate child restraints.
Accident statistics indicate that children are safer when properly restrained in the rear seats.
Booster seats position a child so that safety belts fit better. They lift the child up so that the lap
belt rests low across the hips and the knees bend comfortably. Refer to Automatic locking
mode passenger side front and outboard rear seating positions if equipped section in this
chapter. Ford recommends the use of a child safety seat having a top tether strap. Page 3. Be
sure the belt webbing is not twisted. Pull the lap belt portion across the child seat toward the
buckle and pull up on the shoulder belt while pushing down with your knee on the child seat.
The tether strap may not work properly if attached somewhere other than the correct tether
anchor. On a sedan, open the tether anchor cover. For information on using tether straps with
the child safety seats, refer to Attaching safety seats with tether straps in this chapter. If the
safety seat in not anchored properly, the risk of a child being injured in a collision greatly
increases. Exhaust fumes can be toxic. Always open the garage door before you start the
engine. See Guarding against exhaust fumes in this chapter for more instructions. Make sure
the headlamps and electrical accessories are off. Make sure the parking brake is set. Push the
clutch pedal to the floor. To reduce the risk of electrical shock, do not use your heater with
ungrounded electrical systems or two-pronged cheater adapters. If the parking brake is fully
released, but the brake warning lamp remains illuminated, the brakes may not be working
properly. See your dealer or a qualified service technician. Using a screwdriver or similar tool ,
remove the protective cover to the interlock access hole on the console. Insert the key to
release the interlock. Apply the parking brake, then shift to N Neutral. Make sure the parking
brake is fully set. Press the clutch pedal to the floor, then put the gearshift lever in the neutral
position. Parking your vehicle 1. Apply the brake and shift into the neutral position. Fully apply
the parking brake, then shift into 1 First. Vehicle Curb Weight â€” is the weight of your new
vehicle when you picked it up from your dealer plus any aftermarket equipment. The speed
control may shut off automatically when you are towing on long, steep grades. It is

recommended to tow your vehicle with the drive wheels on a dolly or two wheel car hauling
trailer. This program is separate from the New Vehicle Limited Warranty. If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle
customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. To remove a
fuse use the fuse puller tool provided on the fuse panel cover. Loosen each wheel lug nut
one-half turn counterclockwise but do not remove them until the wheel is raised off the ground.
An explosion could result in injury or vehicle damage. Batteries contain sulfuric acid which can
burn skin, eyes and clothing, if contacted. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. Connect the negative - cable to the negative - terminal
of the assisting battery. Remove the jumper cable from the ground metal surface. Do not tow
with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If your
vehicle is to be towed from the rear using wheel lift equipment, the front wheels drive wheels
must be placed on a dolly to prevent damage to the transmission. Page Customer Assistance
Center at the number below. Away from home If you own a Ford or Mercury vehicle and are
away from home when your vehicle needs service, or if you need more help than the dealership
could provide, after following the steps described above, contact the Ford Customer
Relationship Center to find an authorized dealership to help you. Page If you still have a
complaint involving a warranty dispute, you may wish to contact the Dispute Settlement Board
U. In some states in the U. Ford is also allowed a final repair attempt in some states. If you did
not take advantage of the Ford Extended Service Plan at the time of purchasing your vehicle,
you may still be eligible. Since this information is subject to change, please ask your dealer for
complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at The decisions of the Board are binding on Ford and, in some cases, on the dealer but
not on consumers who are free to pursue other remedies available to them under state or
federal law. Page If your vehicle must be serviced while you are traveling or living in Central or
South America, the Caribbean, or the Middle East, contact the nearest Ford dealership. Page
Reporting Safety Defects U. Page Cleaning low-gloss black colored trim, such as grained door
handles, roof racks, bumpers, side moldings, mirror housings or the windshield cowl area. The
high-pressure fluid could penetrate the sealed parts and cause damage. Keep body and door
drain holes free from packed dirt. These quality products have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine and
remove the key. Block the wheels. Set the parking brake and shift to P Park. Do not start
maintenance work until the fan has stopped operating. Engine oil filler cap 4. Power distribution
box 6. Air filter assembly 7. Windshield washer fluid reservoir 8. Battery 9. Automatic transaxle
fluid dipstick if equipped Power distribution box 5. Air filter assembly 6. Windshield washer fluid
reservoir 7. Battery 8. Automatic transaxle fluid dipstick if equipped 9. Engine oil dipstick
Battery 6. Air filter service minder 8. Set the parking brake and ensure the gearshift is securely
latched in P automatic transaxle or 1st manual transaxle. Protect yourself from engine heat. If
the engine oil level is not within the normal range, add only certified engine oil of the
recommended viscosity. Remove the engine oil filler cap and use a funnel to pour the engine oil
into the opening. Page Battery Therefore, do not allow flames, sparks or lighted substances to
come near the battery. When working near the battery, always shield your face and protect your
eyes. Always provide proper ventilation. This operation is considered normal and will fully
update transmission operation to its optimum shift feel. Do not put engine coolant in the
windshield washer fluid container. If sprayed on the windshield, engine coolant could make it
difficult to see through the windshield. Page Recycled engine coolant Ford Motor Company
does NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. If the engine reaches a preset over-temperature condition, the engine will
automatically switch to alternating cylinder operation. Each disabled cylinder acts as an air
pump and cools the engine. The pressure in an overfilled tank may cause leakage and lead to
fuel spray and fire. Pull to remove the cap from the fuel filler pipe. To install the cap, align the
tabs on the cap with the notches on the filler pipe. Turn the filler cap clockwise until four clicks
are heard. The fuel system may be under pressure. If the fuel filler cap is venting vapor or if you
hear a hissing sound, wait until it stops before completely removing the fuel filler cap. Page Ask
your fuel supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Your results will be most accurate if your filling method is consistent.

Calculating fuel economy 1. Fill the fuel tank completely and record the initial odometer reading
in kilometers or miles. Unnecessary shifting of this type could result in reduced fuel economy.
Contact your dealer if the window sticker is not supplied with your vehicle. The EPA window
sticker should be your guide for the fuel economy comparisons with other vehicles. Page
Instrument Cluster chapter. To obtain an accurate fluid check, drive the vehicle until it is
warmed up approximately 30 km [20 miles]. The normal operating temperature can be reached
after approximately 30 km 20 miles of driving. The use of these materials may affect
transmission operation and result in damage to internal transmission components. Install and
tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to Lubricant
Specifications in this chapter. Page The temperature grade for this tire is established for a tire
that is properly inflated and not overloaded. Excessive speed, underinflation, or excessive
loading, either separately or in combination, can cause heat buildup and possible tire failure.
These ratings are listed in the following chart. The tire suppliers may have additional markings,
notes or warnings such as standard load, radial tubeless, etc. Maximum Load Single kg lbs.
Ford recommends the use of a digital or dial type tire pressure gauge rather that a stick type tire
pressure gauge. Page 5. Repeat this procedure for each tire, including the spare. Note: Some
spare tires require higher inflation pressure than the other tires. Page However, in some
climates, you may need to use snow tires and chains. If you need to use chains, it is
recommended that steel wheels of the same size and specifications be used, as chains may
chip aluminum wheels. It is one of the items listed in the scheduled maintenance guide and is
pontiac grand prix 1993
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essential to the life and performance of your vehicle and to its emissions system. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. Page Owner Guide. Check the
container to verify the fluid being added is of the correct type. Refer to your scheduled
maintenance guide to determine the correct service interval. Page High Temp. Model year 7.
Assembly plant 8. Production sequence number Engine number The engine number the last
eight numbers of the vehicle identification number is stamped on the engine block, transaxle,
and frame. Ford Motor Company will repair or Page Lights, warning and indicator.. This manual
is also suitable for: focus. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

