Jeep zj transmission cooler

You must use this tool or you will wreck the cooler line coupling! See my cautions. If you run
these parts without lubrication for any time, you will severely damage the transmission. This
Lisle set comes in handy and is inexpensive. In "N" not Park this will pump fluid from the
transmission and converter and increase the amount of fluid you get out. This is not a flush,
though , and if you want to actually flush the transmission and converter , you need a
continuous supply of incoming oil while pumping the oil out of the transmission. This can only
be done with an automatic transmission flushing machine. You cannot flush the torque
converter fluid properly without using a commercial transmission flushing machine. Some fluid
exchange machines simply pump fluid in and out of the dipstick tube. If you do not have access
to this kind of machine, the common approach is to drain what you can from the transmission
pan. Make sure the transmission fluid is not hot. Drop the transmission pan to change the filter,
clean the pan thoroughly, install a new filter and pan gasket, and install the pan. On level
ground, start the engine with the transmission in neutral N , wheels chocked and parking brake
set. Place the shifter back in neutral N and again check the fluid level. If necessary, add fluid to
reach the "Maximum" level on the dipstick with the transmission hot and running. Never overfill
the transmission. You cannot get an accurate fluid level reading in Park P position. Make sure
that you use extreme care and do not get dirt inside the transmission, the dipstick tube or on
the new filter. I added specifications and also the details on the factory transmission band
adjustment. If you attempt a band adjustment, make sure you use an inch-pound torque wrench
for tightening the bands. Note the references to inch-pounds, not foot-pounds! Here's the PDF:.
You're welcome, Pats73fan Glad our exchanges are of value. You can post now and register
later. If you have an account, sign in now to post with your account. Paste as plain text instead.
Only 75 emoji are allowed. Display as a link instead. Clear editor. Upload or insert images from
URL. Forums Open to Member Posting. Reply to this topic Start new topic. Recommended
Posts. Posted February 6, How many quarts do i need to change? Thank you Mario Bedayo.
Link to post Share on other sites. Moses Ludel Posted February 6, Pats73fan Posted November
10, Posted November 10, Awesome write up! Moses Ludel Posted November 10, Thanks for the
feedback Join the conversation You can post now and register later. Reply to this topic Insert
image from URL. Followers 1. Go to topic listing. Sign In Sign Up. Export models produced at
the plant in Graz, Austria, were given the vehicle designation of "ZG". The Limited model offered
a digital climate control system. All models offered a digital Electronic Vehicle Information
Center EVIC that monitored critical vehicle systems and provided audible and visual feedback
when a fault was detected doors, hood, tailgate, engine coolant level, engine oil level, and front
and rear lighting systems were some of the systems monitored by the EVIC. In addition to
monitoring vehicle status, the EVIC could also display current date and time information and
vehicle service interval reminders, and could be set via buttons on the EVIC screen. An
overhead console provided a mini trip computer with current direction of travel and exterior
temperature information in Celsius or Fahrenheit , as well as elapsed time, mileage remaining
until the fuel tank is empty, and trip mileage for two trips Trip A and Trip B. Keyless entry
allowed for easy access to the vehicle without having to insert the vehicle's key into the door
lock cylinder, and could also arm or disarm the class-exclusive vehicle security system. The
interior lights illuminated whenever a door was opened, and could shut off automatically along
with the automatic headlamps. The ignition cylinder was located on the right side of the steering
column, and was lighted so that it could be easily located during nighttime driving conditions.
Finally, a premium AccuSound factory audio system by Jensen or Infinity Gold on and newer
models and watt amplifier located underneath of the rear bench seat could be paired with an
in-dash CD player and five-band graphical equalizer for a high-fidelity audio experience. A fully
mechanical full-time four wheel drive system could split torque when a wheel was losing
traction, and send all available traction to that wheel in order to keep moving. In addition, the
system, called Quadra-Trac , could automatically detect when four wheel drive was needed, and
automatically switch from rear wheel drive without input from the driver. The newly available
Jeep Memory System utilized a button panel located on the inside of the front driver's door
panel to recall driver's seat adjustment, mirror adjustments, and radio preset settings when the
corresponding key was inserted into the ignition cylinder each keyless entry remote was
engraved with either a '1' or a '2' to designate which key would automatically recall these
settings. Heated seats also became available for the front driver and passenger with slide
switches located near the lighting controls on the driver's side. A power tilt-and-sliding sunroof
was added to the options list, and remote controls for the audio system were added to the back
of the steering wheel on some Grand Cherokee models. For the first time on the Grand
Cherokee, buyers could choose a combination cassette and single-disc CD player instead of
just either a cassette or a single-disc CD player. Dual front SRS airbags now came standard on
all models, and the 5. Finally, in , the 5. The base model included features such as full

instrumentation, cloth interior, a standard five-speed manual transmission , and was given the
"SE" name for the model year. Power windows and locks were not standard equipment on the
base and SE for and The minimal difference in price resulted in low consumer demand, so the
low-line model was discontinued after Standard features on all models included a driver-side air
bag and four-wheel anti-lock braking system ABS. The Laredo was the mid-scale model with
standard features that included power windows , power door locks , and cruise control. Exterior
features included medium-grey plastic paneling on the lower body and five-spoke aluminum
wheels. The Limited was the premium model, featuring lower body paneling that was the same
color as the rest of the vehicle. The Limited also had standard features such as leather seating,
power sunroof , heated mirrors, heated power seats , and a remote keyless system. The
"Up-Country" version was also offered between and Package groups included: convenience,
fog lamps, skid plate, lighting, luxury, power, security, and trailer towing. When it was first
introduced in April as an early model year vehicle, the Grand Cherokee had one powertrain, the
AMC -derived 4. Low sales demand for the manual transmission resulted in its discontinuation
after the model year for North America, but it remained on the option list for European ZJs. The
drivetrain choices included rear-wheel drive or four-wheel-drive. At launch all Grand Cherokees
were powered by the 4. Starting in early , the Grand Cherokee became available with the 5. The
5. It also had a low range that still utilized the viscous coupler in the model years. In and
beyond, the low range provided a true lock between the front and rear axles. However, the
system required little to no driver input, as it was automatically determined by the viscous
coupler when more front bias was required. The standard part-time four-wheel drive system in
the Grand Cherokee was known as Command-Trac, a part-time only four-wheel drive, modes
were 2 wheel drive, 4 HI and 4 LO. All three four-wheel drive systems featured a selector lever
that was located next to the transmission gear selector or shifter. Two Wheel Drive Grand
Cherokees featured a small storage area in place of the four-wheel drive selector lever. The
crimson-colored interior option for the vinyl and cloth seats was no longer available, and the
Limited model now had the option of quilted Highland-grain leather seats. The only
transmission choice was a 46RH, four-speed automatic transmission. The top-of-the-line Grand
Wagoneer Limited trim was also shown in the brochure, and became available in early The radio
also introduced Dolby noise reduction technology for the cassette player. For , the upgraded
Jensen Electronics AccuSound premium amplified audio system was rebranded Infinity Gold,
with upgraded components. Mid-level Laredo models gained standard fifteen-inch sport
aluminum-alloy wheels. The model featured cosmetic changes to the body including the grille ,
bumpers, and foglights, while interior additions included dual airbags. The AMC 4. The Limited
model also included more luxury items such as driver placement memory, radio controls on the
steering wheel, and variable-assist power steering. A flip out rear glass hatch was a new option
for the Orvis, along with font lettering which was similar to other Chrysler products which was
phased in the following model year. The five-speed Aisin AX15 manual transmission was also
no longer available for For , the Grand Cherokee received a mid-cycle restyling, with new front
and rear bumpers and side cladding, a larger front grille, new aluminum-alloy wheel options,
and an entirely new interior, now featuring a front passenger side airbag and revised interior
fabrics. The base SE trim level was dropped for , leaving the Laredo as the new base model. The
five-speed manual transmission option was also dropped for At this time, the part-time
Command-Trac four-wheel drive system was dropped, leaving the full-time Selec-Trac and
computerized Quadra-Trac four-wheel drive systems as options. A new steering wheel which
featured three-spokes with integrated cruise control buttons, a new dual-note horn, and the
horn buttons were deleted in favor of a single horn pad. The front seats were new as well as an
upgraded interior with new door panels and interior trim panels, a glove box with more storage
space, new tires and wheels, revised headlamps , fog lamps that were directly integrated into
the vehicle's front bumper on some models, a new remote keyless system , as well as faux
wood interior trim standard on all models. An optional rear lift glass first introduced with the
Orvis edition where production tailgates manufactured after January 3, have both provisions for
both fixed and lift glass for the Laredo and Limited were added to the options list the fixed glass
came standard. The base SE model was dropped for , in favor of new features being added to
the Laredo now base model. The manual transmission was no longer offered after the model
year Grand Cherokee sold in North America, but remained as the base transmission for
European ZJs ZG sold in Europe with the diesel motor. New front door designs got new side
body cladding strips, and the 'Laredo' subtext on the Laredo model was moved down to the
cladding. The 'Grand Cherokee' badge was relocated to the front lower doors, and was now
larger using a font style similar to other Chrysler products and initially used with the Orvis
package , replacing the era American Motors font style used on Jeep vehicles. On V8-equipped
Grand Cherokees, there was a new V8 badge on the rear liftgate. The 4X4 badge, on

four-wheel-drive -equipped Grand Cherokees, was also changed to raised metal letters instead
of the 4X4 decals offered before. A combination cassette player and CD player was available for
the first time as an option, and the vehicle featured an OBD II diagnostics port under the
dashboard on the driver's side, required for all model year and newer vehicles, a digital
odometer and trip odometer , a miles per hour speedometer rating on some models, and the
vehicle now included some user-programmable features such as if the headlamps and tail
lamps flashed when a button was pressed on the remote keyless system , how many miles until
service intervals, whether the horn sounded when a button was pressed on the remote, and
more. The overhead console was somewhat redesigned for the model year to improve storage
space and feature availability. In addition to the cigarette lighter port, a volt power port was
added for cellular telephones , coolers , computers , and other devices. The ashtray was also
removed from the rear doors, replaced by a solid area. The Limited model and Orvis Edition
model both got chrome interior door handles. The 4. The Orvis Edition was in its last production
year for , available in Moss Green and a Birch Silver exterior color. The Laredo and other
models were carried over, and the new 5. In , a 5. This engine and model was only available for
the model year. This Limited model featured the 5. In the mid-late s as they passed the 15 year
mark , Japanese Domestic Market JDM Jeep Grand Cherokees that came in right hand drive
became a popular vehicle choice for Canadian Mail Carriers since it shared the same chassis,
body, suspension, and engine as the North American left hand drive version. The Base and SE
were the most basic trim levels of the Grand Cherokee between and The Base was given a
name, the SE, in Standard features included the 4. The SE was dropped after , and in , the
Laredo became the base trim level of the Grand Cherokee. The Laredo served as the midrange
trim level of the Grand Cherokee between and , and the base trim level of the Grand Cherokee
between and In , the Laredo became the base trim level of the Grand Cherokee, and remains the
base trim level to this day. In , the Laredo gained a standard 4-speed automatic transmission, as
the 5-speed manual transmission was dropped after Many of the features available on the
luxurious Limited model could also be had on the midrange or base Laredo model. The Special
Edition was slotted just above the base Laredo trim Grand Cherokee between and The TSi
served as the "sporty" trim level of the Grand Cherokee between and The Limited served as the
"luxury" trim level of the Grand Cherokee between and It added these features to the midrange
Laredo Grand Cherokee: premium leather-trimmed seating surfaces, premium low-back front
bucket seats, power front seats, a premium watt Infinity Gold sound system with 6 speakers,
fifteen-inch 15" or sixteen-inch 16" luxury alloy wheels, a security system, 4-speed automatic
transmission, an Electronic Vehicle Information Center EVIC or VIC , carpeted floor mats,
body-colored front grille, front and rear bumpers, gold-plated badging, and body-side cladding
and trim, and more. The Orvis Edition was a partnership between the Orvis catalog and Jeep.
Jeep ended their partnership with Orvis in , and thus, the Orvis Edition Grand Cherokee was
discontinued after Chrysler manufactured nearly a quarter million Grand Cherokees in Of those,
fewer than fifteen thousand were 5. It housed a Magnum 5. The performance of the 5. European
version named 5. This included, in addition to the premium motor, all the options found on the
limited edition, in addition to:[7]. The Grand Wagoneer Limited served as the most luxurious
Grand Cherokee trim level for , offering features in addition to the luxurious Limited features:
quilted leather seating surfaces, faux vinyl wood side paneling, 'Grand Wagoneer' emblems on
both upper front fenders, more wood interior trim, the deletion of the body-side cladding panels,
the 5. Four-wheel drive systems included Command-Trac , a part-time unit offering temporary
4-wheel assistance; Command-Trac was dropped from lineup in conjunction with the SE trim in
Selec-Trac had the option of either full-time or part-time operation; both shift-on-the-fly
Command-Trac and Selec-Trac were already available for the Cherokee, and they were adapted
to the Grand Cherokee. Exclusive to the Grand Cherokee was the introduction of Quadra-Trac
system with permanent all-time four-wheel assistance. This was optional on all models.
Low-range required using a manual shift lever for all three systems. The Quadra-Link
suspension design was used on both the front and rear axles. This design uses four control
arms, two above the axle and two below it, to control longitudinal movement and rotation about
the lateral axis drive and braking reaction. A panhard rod , also referred to as a track bar, is
used to locate the axle laterally. Two coil springs are seated on top of the axle housing as well
as two gas-charged shock absorbers. The optional "Up Country" package included heavier duty
German made gas charged shocks installed upside down, taller coil springs and longer bump
stops; thereby increasing ride height by one inch. Additional features on top of the Limited
included exclusive faux woodgrain vinyl decals on the front fenders, doors, and rear tailgate,
chrome Grand Wagoneer emblems on both front fenders, deletion of the lower textured body
side cladding, unique pinstripes on the front and rear bumpers and above the woodgrain decals
on both sides of the vehicle, color-keyed heated power-adjustable side mirrors, a chrome front

grille, front bumper-mounted driving fog lamps, a color-keyed leather-wrapped tilt steering
wheel with cruise control, ultra-luxury quilted leather-trimmed seating surfaces, a security
system, and a full-size, matching cargo area-mounted spare tire and wheel with vinyl cover. The
Grand Wagoneer Limited was available in several different exterior color options, although all
interiors were beige in color, regardless of exterior color. As there was not a large market for
the Grand Cherokee ZJ-based Grand Wagoneer Limited, it was discontinued after the model
year , once again leaving the Limited as the top-of-the-line Grand Cherokee trim level. The Orvis
â€” [9] was a Grand Cherokee Limited package that featured an exterior color scheme of Moss
Green, or in the less common Light Driftwood, with roan red and maize side strip accents Moss
Green paint accents on the road wheels matching the moss green body color and the special
"Orvis" brand badging were the only significant exterior visual differences. In performance, the
5. Also, some Orvis editions came with a rear liftglass which in became a mainstream option ,
tow hooks, and the Up-Country suspension group. However, the interior was special. Two-tone
green and tan leather seats were complemented with roan red accent piping and Orvis insignia.
There was a slight difference between the and years' interior compared to each other. The had a
black dash where the had a tan dash, The Orvis Edition luxury trim package was optional on the
Limited version, and when equipped with all the other options was the most expensive of all the
Grand Cherokee versions until when the 5. Jeep ended their relationship with Orvis Catalog in ,
and the Orvis Edition was discontinued. Boasting all the Orvis extras, plus features such as
Bonnet Hood vents from the 5. Boasting of 8. A sporty TSi model â€” was briefly offered, with
exterior features that included single color body paneling with lower indigo blue striping, a body
colored grille, and TSi accents. The TSi trim level was first used on the turbocharged,
intercooled version of the Chrysler Conquest before it transferred to Eagle and was applied to
performance-oriented Talons and Visions from Jeep's sister brand. The TSi trim was applied to
the Grand Cherokee to create a stronger connection between Jeep and Eagle, as Eagle sales
had been in the doldrums by Both the 4. Both engine options could also be special ordered in 2
wheel drive configurations. The TSi was priced between the Laredo and the Limited and was
discontinued after a two-year run. Standard was a Magnum 5. These included all the options
from the Limited and the following: [10]. Jeep introduced several concept vehicles for its annual
Easter Safari in Moab, Utah. One such vehicle was the Jeep Grand One , which was created to
celebrate the 25th anniversary of the Jeep Grand Cherokee. The Grand One was repainted a
robin's-egg blue with a light woodgrain-style treatment underneath of the paint, paying homage
to the Jeep Grand Wagoneer ZJ, and the wheelbase was stretched to accommodate new front
and rear axles however, this is only noticeable if one looks at the slightly modified rear doors
that had to be modified to accommodate the longer wheelbase. Large front and rear fender
flares conceal the extended wheelbase. Pinstripes on the side and rear of the body were
removed, as was the textured side cladding, and the 'Jeep' emblem on the hood. Underneath the
Grand One's hood, all components are stock Jeep except for a Mopar air filter and intake.
Inside, the interior of the Grand One is mostly stock, except for new upholstery the stock seats
of the Grand One were re-wrapped in a modern gray leather-and-microfiber-suede with bright
blue accent stitching , and a plaid headliner. From Wikipedia, the free encyclopedia. American
car model. This article is about the first generation Jeep Grand Cherokee. For an overview of all
models, see Jeep Grand Cherokee. Motor vehicle. Engine specs. Engine specs [2]. Wards Auto.
Retrieved 22 February Jeep Service Manual Jeep Cherokee. The New Jeep. Chrysler
Corporation. The Jeep Book: Retrieved February 6, Retrieved Car and Driver. Categories : Jeep
vehicles Rear-wheel-drive vehicles All-wheel-drive vehicles Cars introduced in Full-size sport
utility vehicles Motor vehicles manufactured in the United States. Hidden categories: Articles
with short description Short description is different from Wikidata All articles with unsourced
statements Articles with unsourced statements from February Commons category link is on
Wikidata Commons category link is locally defined. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Wikimedia Commons. Chrysler Corporation DaimlerChrysler Larry
Shinoda [1]. Front-engine , rear-wheel drive or four-wheel drive. Grand Cherokee WJ. AMC I6.
Wrangler YJ. Wrangler TJ. Wrangler JK. Wrangler JL. Wrangler Unlimited LJ. Wrangler
Unlimited JKU. Wrangler Unlimited JLU. Subcompact crossover. Renegade BU. Compact
crossover. Compass MK Compass MP. Patriot MK Cherokee KL. Compact SUV. Cherokee XJ.
Mid-size crossover. Grand Cherokee WK2. Grand Cherokee L WL. Mid-size SUV. Wagoneer
Limited XJ. Grand Cherokee WK. Commander XK. Full-size SUV. Cherokee SJ. Grand Wagoneer
SJ. Wagoneer SJ. Compact pickup. CJ-8 Scrambler. Comanche MJ. Midsize pickup. Gladiator
JT. Full-size pickup. Vehicle availablity limited to China. Concept Cars. You must use this tool or
you will wreck the cooler line coupling! See my cautions. If you run these parts without
lubrication for any time, you will severely damage the transmission. This Lisle set comes in

handy and is inexpensive. In "N" not Park this will pump fluid from the transmission and
converter and increase the amount of fluid you get out. This is not a flush, though , and if you
want to actually flush the transmission and converter , you need a continuous supply of
incoming oil while pumping the oil out of the transmission. This can only be done with an
automatic transmission flushing machine. You cannot flush the torque converter fluid properly
without using a commercial transmission flushing machine. Some fluid exchange machines
simply pump fluid in and out of the dipstick tube. If you do not have access to this kind of
machine, the common approach is to drain what you can from the transmission pan. Make sure
the transmission fluid is not hot. Drop the transmission pan to change the filter, clean the pan
thoroughly, install a new filter and pan gasket, and install the pan. On level ground, start the
engine with the transmission in neutral N , wheels chocked and parking brake set. Place the
shifter back in neutral N and again check the fluid level. If necessary, add fluid to reach the
"Maximum" level on the dipstick with the transmission hot and running. Never overfill the
transmission. You cannot get an accurate fluid level reading in Park P position. Make sure that
you use extreme care and do not get dirt inside the transmission, the dipstick tube or on the
new filter. I added specifications and also the details on the factory transmission band
adjustment. If you attempt a band adjustment, make sure you use an inch-pound torque wrench
for tightening the bands. Note the references to inch-pounds, not foot-pounds! Here's the PDF:.
You're welcome, Pats73fan Glad our exchanges are of value. You can post now and register
later. If you have an account, sign in now to post with your account. Paste as plain text instead.
Only 75 emoji are allowed. Display as a link instead. Clear editor. Upload or insert images from
URL. Forums Open to Member Posting. Reply to this topic Start new topic. Recommended
Posts. Posted February 6, How many quarts do i need to change? Thank you Mario Bedayo.
Link to post Share on other sites. Moses Ludel Posted February 6, Pats73fan Posted November
10, Posted November 10, Awesome write up! Moses Ludel Posted November 10, Thanks for the
feedback Join the conversation You can post now and register later. Reply to this topic Insert
image from URL. Followers 1. Go to topic listing. Sign In Sign Up. All V8 Grand Cherokees built
from '93 through '97 included two transmission coolers. The primary cooler is built in to the RH
passenger side radiator tank, and an auxiliary cooler was mounted in front of the radiator on the
RH side, attached to one of the grille supports. They were run in series, with the fluid first
running into the bottom of the radiator tank, then out the top and into the external cooler, and
then back to the transmission. Strangely, for '98 Jeep eliminated the auxiliary cooler from all V8
Grand Cherokees, even on the 5. Since I purchased the 5. The picture ZJtrans-cool. The power
steering cooler is something that I added and have described in a separate article. The only real
problem with installing the factory cooler used on all the '97 and earlier models is that Chrysler
parts doesn't stock or sell a complete kit with all of the small parts you'll need, such as the
clips, bolts, clamps, etc. This means you'll have to procure them separately, a minor hassle.
Here is the list of the factory parts needed to install the factory auxiliary trans oil cooler on a '98
GC with either the 5. Optionally you can use a third hose elbow to mate the existing line from
the top of the radiator cooler to the line going to the external cooler. In that case you should
purchase a 3rd elbow. You will also need the following misc. These latter items can be obtained
at most hardware or marine supply stores. I used all stainless steel P-clips, bolts, and hose
clamps which I obtained at a local Marine supply store. Since they are somewhat visible behind
the grille, I wanted stainless steel parts which would never rust or corrode. This is an
improvement over the non-stainless parts that Jeep used on the '97 and earlier models from the
factory. It has detailed instructions on removing and installing some of the components. The
basic instructions are as follows:. Remove the grille, fascia bumper , and grille opening
reinforcement GOR , to gain access. Mount the cooler behind the RH triangular radiator support,
with the inlet and outlet towards the center of the vehicle. The existing upper support screw is
used, and then the two P-clips and additional screws you obtained will attach the cooler to the
sides of the radiator support. Disconnect the stock trans cooler return hose from the radiator
and remove from the line at the base of the engine. Some fluid will dribble out have a catch pan
ready. You can't bolt the new line directly to the radiator because the fitting type changed in '
Optionally you can cut the hard line coming from the top of the radiator a few inches below the
bend, and similarly cut the hard line routed to the external cooler, and use a hose elbow to join
the ends. The picture ZJtrans-cool-connect. This was a simple trick and has proven fluid tight
for several years now. Install the rubber elbows and new lines on the cooler using worm-gear
clamps, you'll see that the pre-bent lines snake nicely around the RH radiator side tank. Attach
the aux. Make sure all connections are tight and run the engine to check for leaks. Then
re-install the GOR, fascia and grille. That's it! Your transmission will now live longer with this
upgrade, especially in severe service use such as towing. Cart 0. The picture above shows both
the transmission and power steering coolers mounted. The basic instructions are as follows: 1.

Leave a comment Name Email. Unfortunately, it was 1, miles away and plagued by a bad clutch,
a worn-out steering system, and , miles of wear. Naturally, I bought it. Sight unseen. But then I
read the description. OH GOD, my heart began pumping huge slugs of blood through my body
as excitement brewed and my eyes widened. Having been disappointed so many times before, I
tried calming myself, and used my now-shaking hand to click on the photos to see if I could get
a glimpse of a third pedal or a shifter. Before I continue, allow me to explain once again why this
is such a big deal. The first-generation Jeep Grand Cherokee, which launched for the model
year, was essentially a larger, more comfortable version of the Jeep Cherokee XJ. At least,
compared to the XJ. The Grand Cherokee, then, could easily have gone down in history as an
improved version of its smaller, boxier sibling, which I consider the best Jeep of all time thanks
to its incredible versatility. But instead, the ZJ Grand Cherokee has gained a reputation as a
less-reliable, less capable Cherokee, in part because of electrical issues and especially due to
transmission failures. By contrast, finding a stock XJ with a failed Aisin-Warner-designed unit is
a rarity. Production numbers were, as you might imagine, rather low, with some predicting that
only 1, or fewer manual ZJs ever made it to market. A manual ZJ with the inline-six is essentially
just a more comfortable XJ with a few more electrical gremlins to worry about, and in many
ways, that makes itâ€”at least in my eyesâ€”the holy grail. I immediately contacted the seller,
who told me the Jeep was still available. I then went through all of my emails to see if I could
find anyone who lived near Grand Junction, Coloradoâ€”an extremely remote city roughly an
hour from where the Jeep was located. One of them was Anthony. The day after Thanksgiving,
Anthony drove about an hour out of Grand Junction to peek at the Grand Cherokee and take it
for a test drive. But the Jeep looked rust-free, its heater worked, the tires appeared to be in
decent shape, and though Anthony said it was hard to tell how much power the engine made
thanks to the slipping clutch, the , mile 4. I was sold. Also part of the agreement was that the
seller would hold the vehicle at his place until I could come by and pick it up, sometime before
the end of the year. Anthony sent me a photo of the title, and I had a friend at Chrysler look into
what features it came with from the factory. Apparently the vehicle was sold from Chrysler to a
dealer right there in Grand Junction, CO, so this machine has remained local its whole life. A
manual transmission ZJ is rare enough, but to find out this well-equipped, and especially with
the factory off-road setup, is basically impossible. Am I looking forward to swapping a clutch
and fixing a steering system in a parking lot? Now I have to do essentially the same drive, but
with only days of preparation, and all on the road and in parking lots. This is going to be rough.
Tech Editor, Jalopnik. Owner of far too many Jeeps. Follow my instagram davidntracy. Always
interested in hearing from engineersâ€”email me. The A. Car Culture. David Tracy. David Tracy
Posts Email Twitter. Share This Story. Get our newsletter Subscribe. MV Majors. January 21st, ,
Stuck trying to remove lower transmission cooler line from radiator. It looks like there is a quick
release coupler about 2" off the back of the radiator driver's side. I have quick release tools and
have been tapping on it with a small hammer but cannot get it to budge. I just sprayed some PB
blaster and will try again in a little bit. There is also a spinner nut that attached to the radiator
itself with the line I'm talking about. The FSM I have goes into little detail on this area. It's the
last thing I have to take off to get the radiator and condenser out pulling the motor. Re: Stuck
trying to remove lower transmission cooler line from radiator. Just pinch both sides of the
plastic coupler thing you see sticking out at the end of the trans line and the line is supposed to
pull off.. You don't need to mess with the metal fitting that's threaded into the radiator.
Originally Posted by thanasi So just did do searching on the internet and it looks like yours
probably has a different fitting than mine. Sounds like you have the fitting which is a metal
spring clip that is inserted all the way and and here is a link to a good right up I just found on
how to get it disconnected. Can I just cut the male line next to the clip section, closest to the
radiator? Is this part of the radiator I plan on replacing the radiator. I'm going to cut the lower
pipe that sticks off the radiator part of the radiator and deal with it later. I've got the right idea,
just need better access and maybe some penetrate soaking to make it less stubborn. I just
replaced the radiator on a 99 that had the metal clip. I used the fuel line tool to remove it. I had
to replace the O rings in that fitting and that was not fun at all. January 22nd, , That fitting has
four 4 small metal prongs that all need to be retracted at the same time, while pushing the hoses
together - and then pull them apart. Of course, you need to use the proper sized fitting release
tool. Even if you have the tool, it still is no picnic to get the fitting to let go. Thread Tools.
Northwest Mass. All times are GMT The time now is User Name. Remember Me? Mark Forums
Read. Member FAQ. Sponsor Info. Stuck trying to remove lower transmission cooler line from
radiator Jeep Cherokee 4dr 4. Find all posts by Jonner. Re: Stuck trying to remove lower
transmission cooler line from radiator Just pinch both sides of the plastic coupler thing you see
sticking out at the end of the trans line and the line is supposed to pull off.. Find all posts by
thanasi Re: Stuck trying to remove lower transmission cooler line from radiator Don't force it,

get a bigger hammer. Re: Stuck trying to remove lower transmission cooler line from radiator
Quote: Originally Posted by thanasi85 Just pinch both sides of the plastic coupler thing you see
sticking out at the end of the trans line and the line is supposed to pull off.. Re: Stuck trying to
remove lower transmission cooler line from radiator So just did do searching on the internet
and it looks like yours probably has a different
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fitting than mine. Re: Stuck trying to remove lower transmission cooler line from radiator
Quote: Originally Posted by thanasi85 So just did do searching on the internet and it looks like
yours probably has a different fitting than mine. Find all posts by Talyn. Re: Stuck trying to
remove lower transmission cooler line from radiator Can I just cut the male line next to the clip
section, closest to the radiator? Re: Stuck trying to remove lower transmission cooler line from
radiator I just replaced the radiator on a 99 that had the metal clip. Find all posts by xjtrailrider.
Re: Stuck trying to remove lower transmission cooler line from radiator That fitting has four 4
small metal prongs that all need to be retracted at the same time, while pushing the hoses
together - and then pull them apart. Find all posts by Dragonslayer. Posting Rules. Similar
Threads. Need lower transmission cooler line. September 5th, March 20th, August 19th, Trany
cooler line to radiator??? June 1st, July 10th,

