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It Still Runs is the go-to destination for all things cars. From motors to radiators and everything
in between, we've got you covered. Many vehicles come standard with at least a three-year,
36,mile bumper-to-bumper warranty, whichever How to Check Tickets by a License Plate.
Paying a parking ticket has become easier because you can now pay them over the Internet.
You can also check Even if you have changed the engine oil in your car multiple times, there is
always the chance that you The Ford Explorer dash board is designed to protect the
instrumentation and provide convenient location for the passenger air bag. Models up to An
engine's coolant system passes coolant fluid through a series of pipes to collect heat and
radiate it from the radiator. Regularly maintenance Wearing your seat belt when driving or riding
in a vehicle can save your life, but only if you wear it properly. The shoulder belt should go over
Most Popular Articles. Trending Now. More Reads. Ford Explorer Dash Removal The Ford
Explorer dash board is designed to protect the instrumentation and provide convenient location
for the passenger air bag. How to Backflush a Radiator An engine's coolant system passes
coolant fluid through a series of pipes to collect heat and radiate it from the radiator. The fifth
generation Honda Civic debuted in Japan on September 9, The wagon was also dropped for
overseas markets, while the previous generation station wagon "Shuttle" continued in Japan
and Europe. At its introduction, it won the Car of the Year Japan Award for the second time.
This generation of Civic used lightweight materials to create a fuel efficient economy car.
Compared to the previous generation, the cowl was raised, which allowed for more suspension
travel. Along with that change, the ride became softer than that of the previous generation,
which provided a more compliant ride at expense of crisper handling. In addition, vehicles with
the 1. Automatic: S24A. Introduced in late , trims available in the hatchback body style in the U.
With a total interior room passenger and luggage of 90 cu. CX : The economical CX was the
base model equipped with all-manual features, and power brakes. In the U. VX : During the late
s, and the early s, as a result of high gasoline prices, and the consumer demand for relief,
automobile companies, particularly Toyota, and Honda competed to see who could field the
most fuel efficient production automobile. The Civic VX was Honda's entry for The oxygen
sensor is mounted on the cast iron exhaust manifold, to be as close to the cylinders as
possible, so the sensor will be as hot as possible for more accurate readings. It has two O2
measurement electrochemical cells, rather than the single cell that at the time was universal.
This same model sensor has been adopted by racing teams to monitor the combustion in each
cylinder of racing engines during the tuning process, one per cylinder, because of its
sensitivity. The opening of only one intake valve below 2, RPM results in much more of the
pressure drop between atmospheric pressure, and the inside of the cylinder to be across the
valve than would otherwise be the case. This results in an exceptionally turbulent flow, very
good mixing of the charge, very high speed flame propagation at ignition, high resistance to
predetonation knock , and very low amounts of unburned hydrocarbons, and carbon monoxide,
and increased engine torque, and power in both lean burn mode, and at more normal fuel-air
mixtures, below 2, rpm. As a result of, the increased torque, and power at low rpm, the engine's
torque, and power curves are between those of normally aspirated gasoline, and diesel engines.
Since the VX has what was for the time an ultra low [ citation needed ] coefficient of
aerodynamic drag of 0. The D15Z1 engine was considered revolutionary for its day. One of the
few rocks Honda left unturned in search of better fuel economy was increasing the final drive
ratio of the VX, usually expressed as the number of engine revolutions per mile in the
transmission's top gear. Since the ratio of the VX is identical to the CX, despite the engine's
greater power, low end torque, and the car's lower coefficient of drag the use of a higher final
drive ratio would have resulted in a drivable car, with even higher fuel economy. The lower than
necessary final drive ratio results in a vehicle that is remarkably quick off the line, for one that
can get 50 MPG on the highway. A higher ratio could have been accomplished by transmission
modifications, such as an overdrive top gear, a dual range transmission, or simply by using
larger diameter wheels, in conjunction with a wide ratio transmission, so there would be
sufficient torque on the driving wheels in first gear. In addition, the instrument cluster of the CX
and VX featured a shift indicator light that would notify the driver when to shift upwards in order
to achieve optimum fuel economy. In , rear speakers and optional ABS were also added.
Automatic Canada only : S24A. In Japan, the standard four-door Civic sedan was introduced
called Japanese : Civic Ferio , sold at Honda Primo dealerships, while a more upscale version
was called the Honda Domani and sold at Honda Clio dealers. In Japan, the "Ferio" name was
used from until on all sedans, regardless of trim packages installed. The five-door wagon was
not updated for this generation platform, and continued to use the previous generation
internationally until February 21, , when it was replaced by the Honda Orthia and Honda Partner
which were only available in Japan. The D15B shared the same head as the D16Z6 found in
other markets but featured a unique block, crank, and rods. The engine shared the 1. Despite

this, the crank and bearing sizes were not the same. In Indonesia, the fifth generation Civic had
two body styles, sedan nicknamed "Genio" and 3-door hatch "Estilo". In the Philippines, the
fifth generation Civic was launched in late with 2 body types: a 3-door hatchback and a 4-door
sedan. The hatchback was powered by a 1. The DX was powered by a 1. All engines were of the
non-VTEC type. In Pakistan, the fifth generation Civic was launched and manufactured from May
, only in the sedan bodystyle. The single engine option was a 1. The fifth generation Civic was
the first to be manufactured in Pakistan and was manufactured until December The total number
of fifth generation Civic's manufactured in Pakistan was 6, vehicles. The first example to come
of the production line is on display at the Honda Heritage Center in Lahore Pakistan. From
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Van. Civic Pro. Partner Van. Weitere Verwirrung entsteht, wenn die Begriffe Zeitzone und
Zonenzeit synonym verwendet werden. Manche Staaten verwenden nicht eine der 24 Uhrzeiten
aus dem auf den Greenwicher Meridian bezogenen Raster. Sie unterteilen ihr Gebiet mehr oder
weniger in Anlehnung an Kugelzweiecke. Die Zonenzeiten wurden relativ zur Greenwich Mean
Time gebildet. In moderner, u. Reisende richteten sich nach der Ortszeit des jeweils erreichten
Ortes. In der Mitte des Die Gebiete wurden in vier Zeitzonen mit sich um ganze Stunden
unterscheidenden Standardzeiten unterteilt. Vorreiter einer einheitlichen Zeit waren auch in
Deutschland die Eisenbahnen. Ab dem 1. April Seit dem 1. Ab erfolgte die Ermittlung in der
neuen Sternwarte Neuenburg , wurde aber weiterhin in Berner Ortszeit umgerechnet verbreitet.
Der Wechsel der Berner wurde von den anderen Kantonen zum selben Datum mitgemacht. Zu
Lande obliegt es den jeweiligen Staaten, ihre Zeitrechnung gesetzlich zu regeln. In der Regel
wird an einem Tag maximal eine Stunde umgestellt. Der Tag, an dem das geschieht, muss nicht
zwingend mit dem Queren der geographischen Grenze zwischen zwei Zeitzonen
zusammenfallen. Die Volksrepublik China hat dagegen heute nur noch eine s. Zum 9. Diese
passt gut zur Hauptstadt Peking und zu Shanghai. In Kuba wurde aufgrund einer massiven
Energiekrise beschlossen, in der Sommerzeit zu verbleiben. In der Vergangenheit wurde oft
einem besetzten Land die Zonenzeit der Besatzer aufgezwungen. In der Nacht zum Die
Sommerzeit wurde in einigen Gebieten der Welt wieder abgeschafft. Zeitangaben aktualisieren.
Kategorie : Zeitzone. Ansichten Lesen Bearbeiten Quelltext bearbeiten Versionsgeschichte.
Commons Wikinews Wikivoyage. Bakerinsel Howlandinsel. Amerikanisch-Samoa Midwayinseln
Niue. Kitts und Nevis St. Zulu-Zeit auch: UTC. Indien Sri Lanka. Australien : Norfolkinsel seit 4.
Kiribati teilweise: Line Islands , Kiritimati. You'll first need to get familiar with this information
before attempting to code as discussed in PART 2. First a basic beginners guide introduction
into world of car tuning and what you need to know:. The ECU of your car is like its brain. This
is the only way to ensure that you get the best in both driving as well as handling. Modern day
cars do not have manual controls. Nowadays sophisticated technology is being incorporated in
the form of computerized controls that guide and ensure Engine performance. The computer
uses the mapped data to work out the optimum control conditions in which the engine should
function. The ECU shuffles through the tons of data that come to it in the form of readings to
decide the course of action that should be taken by the engine to ensure an ideal drive. The

ECU tells your engine not only what to do but also how to do it. Thus the ECU in order to make
accurate diagnosis on engine control utilizes stored data. This old data no longer is credible as
it pertains to conditions that existed before the modification. The input data to the ECU should
pertain to the post modification situation of the components and parts introduced, while making
the modification. This means that you have to erase the old data from memory and new data
pertaining to post modification should be logged into the ECU memory by mapping in new
readings. This is the reason why ECU resetting is essential for optimum performance after any
modification has been carried out in your car. You should then feed in fresh data pertaining to
the conditions that have come into existence post modification. The ECU has to operate on the
newly acquired data as this new data reflects the true conditions post modification. You should
be well versed with the vital art of resetting the ECU of your car. You have to let your ECU adapt
itself to the new situation arising out of the modification. Allow your ECU to relearn and
perform. Now therefore the step to be performed is to purge the old data and reset your ECU.
Doing this allows it to adapt itself to new parts and efficiently perform post modification also. To
reset the ECU you simply have to unplug the negative battery cable connection. Theoretically it
is best to leave it in this disconnected condition for as long as you can. Practically leaving it
disconnected overnight is more than enough. After having left the cable disconnected for
sufficient time you have to connect back the cable. Start the car and keep it running so that it
warms up. This would not take more than 10 minutes at the most in summers. Once you have
done this you have accomplished the ECU resetting. Shut off the engine. You should remember
a few points when doing the ECU setting. One important point that you should remember is not
to reset ECU when using fuel additives or different octane fuel than you normally use. You
should prepare the ECU to get adapted only to the conditions that it would normally encounter.
This would also reduce the number of resets you will have to do to the ECU. However if you are
going to change the operating conditions on medium or long-term basis then you should reset
your ECU. One such instance could be when you think of boosting octane. This means that if
you've been using lower octane, the response of ECU will correspond to lower octane with the
booster matching lower octane performance. The ECU response will continue to correspond to
lower octane even though you have started using higher-octane fuel. This is because the ECU
has not been reset for higher octane. Thus even though higher octane is in actual use, the data
in ECU memory still corresponds to that of lower octane. This mismatch affects performance, as
you are unable to derive the benefits of boosting the octane. Therefore you should reset your
ECU periodically after filling up full tank in order to ensure that ECU adjustments for its octane
memory are made afresh corresponding to the octane actually in use. You can even customize
resetting of your ECU so as to enable it to adapt itself to seasonal changes. Since humidity, air
density, oxygen levels etc in air affect performance you could reset the ECU to adapt to these
variables too. The advantage of such resetting made to your ECU is that your car performs the
best in every climatic condition. This lends versatility to your car- and all this at no cost. Now
let's dive more into the technical detail of tuning - but still keeping it simple Back in the good
old days, the task of timing the ignition spark was performed by the mechanical distributor. The
greater the RPM, the more the timing would advance. It was clunky and mechanical but seemed
to work reasonably well. This did a sufficiently good job, but for the most effective power you
would need to vary the timing to a greater degree than a fixed ratio advance curve. The
electronic ignition system was born giving much finer control over fuel delivery and spark
timing. You ended up with a perfect spark timing only in a limited RPM band. A complete map of
variables was entered into the ignition program and the preset timing would be read from a
table. Electronic ignition allows the manufacturer to fine tune economy at popular road speeds
such as 30mph, 56mph and 70mph where most cars spend a large proportion of their time.
Some manufacturers in the cheat software scandal have even created code to detect test
conditions and run super lean to pass emissions limits. It is now possible to advance the timing
if the throttle is wide open to give greater power or back off the timing when cruising at
constant speed for improved economy. Manufacturers do not want people breaking down,
suffering premature parts failure or to get a reputation for uneconomical cars so they build in a
wide margin of tolerance. Different countries use different grades of fuel and have varying
degrees of extreme weather conditions, all these factors add to the fudge that has to be done to
keep all the cars working well across the globe. Each car that leaves the production line is also
unique, some achieve 20bhp less and others can be 20bhp up on standard specs, depending on
how well the components are machined and put together. So rather than put each car through a
unique assessment and get a bespoke timing map, they adopt a standard one map fits all
philosophy. It is also a fact that manufacturers use the remap to produce different power
versions of the same engine and get lower insurance cover ratings and better fuel consumption.
You start to see the fantastic scope for improvement, when you add into the mix the fact that

the average TorqueCars reader will be adding better performing components to the car, you
have a really strong case for a remap. Other things that the manufacturer builds in to their map
equation is the possibility of user neglect i. The list goes on. Anyone who has added
performance parts to their engine should consider a remap. What are the hidden costs or
drawbacks? You will need to be prepared to keep the car serviced more frequently, and,
sometimes decreasing the service interval by half. When you fill up you are also restricting
yourself to high quality fuel and even high octane fuel if this was what the map was optimized
for, and you must be prepared to replace components that fail due to the extra work they are
doing. When an engine is tuned to produce more power, you are also creating more stress and
strain, so things will start to fail such as air flow sensors. Any weak spots in an engine usually
show up a couple of months after a remap has been done. Also turbos can wear out, other
major components like pistons and bearings will need care and attention and you will find that
the clutch lasts a shorter time. If you do not have a turbo there's very little to be gained by a
remap alone - perhaps only a few BHP so TorqueCars' recommendation for non turbo cars is to
modify everything else first cams, pistons, increase compression, engine balance, air intake,
exhaust, head work, bigger valves etc On the subject of turbos, briefly though as we have a
comprehensive article on turbos in the forced induction section , a remap will often introduce
boost from lower down the rev range and because of this the turbo is running faster and hotter.
In this situation you must let the turbo cool down a little before shutting off the engine,
otherwise the oil will degrade and you will have an expensive turbo repair on your hands. Fitting
a turbo timer will also help with this problem and keeps the engine ticking over. Of course the
amount of power you choose has a bearing on the reliability and cost of running the car. This is
better than the manufacturers map in that it uses tighter parameters but it is still a one size fits
all job. If you are after big power gains and have changed major components like the turbo,
waste gate and have done extensive engine work then a custom remap is the best option.
Things have moved on and it is now possible to have a few maps stored which you can select
from. It is typical to have a valet mode to stop the boy racers at the garage thrashing your pride
and joy on the "test run" to bed in the new wiper blades they have fitted. Then there is often an
economy option to give very frugal fuel consumption, particularly useful when cruising on long
journeys. Then you have the 'sport' or 'power' modes which give lots of power and often require
high octane fuel. TorqueCars strongly recommend that you get a switchable remap - it may cost
a little more at the outset but you will avoid many of the pitfalls of running a high power remap
all of the time by doing this and get the best of both worlds. Some maps use the cruise control
to choose a map, other companies offer handheld flash devices which allow you to choose a
range of maps and upload these. It typically takes about 3 minutes to flash a car through the
OBD port so is not an on the fly option. Most people will run an economy map through the
weekly commute and then go for a performance map at the weekend or a race map for track
days. If it was really this easy to get more power from a car then the manufacturers would have
already done that themselves. Some ECU's are simply not reprogrammable. So what can you
do? Is there an option? All work slightly differently and apply some or all of the following
combinations. Some will adjust the sensor readings such as air temp, engine speed, crank
position and effectively lie to the standard ECU forcing a more aggressive timing. Some will
actually perform their own calculations and take over control of some aspects of engine
management like turbo waste gate control and ignition timing. Some will take the standard ECU
output and modify the signals sent to change timing and learn to guess the next output a split
second before it is needed using the base ECU map and just enhancing it a little. Tuning boxes
are relatively new and these alter readings going to and from the ECU giving extra power or
economy. Aftermarket ECUs are often direct replacements for the car's ECU and will take over
all the functions associated with it. If this is the case then set your timing conservatively and
use high octane fuel. It's supposed to be one of your last modifications and not one of your
first, to prevent the need for multiple chip reprogrammings after each addition of a new
modification. The reason you see so many chips for resale on eBay? Other enthusiasts made
the mistake of buying a chip too early that was not programmed correctly for the unique way
their engine package breathes. It made very little power for them , or likely made their engine
run too rich, or both. They are now trying to recover the money lost from an obsolete or
incompatible chip. Then there are the programmers who take advantage of import enthusiasts
who do not understand the performance difference between a pre-programmed, mail-order chip
versus a chip tuned and programmed on your car at a dyno. They are selling them based on the
attractiveness of convenience for unsuspecting people who don't have a local programmer and
dyno, the hyped hp gains from the magazine articles or ads, and a lower cost compared to other
significant hp gain modifications, like cams or an intake manifold IM. When you get a new chip,
the programmer has changed the program's commands of the ignition map and fuel map in

response to a change in air flow and rpm ie. The amount of ignition timing and fuel delivery is
changed for a given air flow and rpm compared to the stock program. The programmer can also
remove or inactivate the sensor CEL warning codes and move the VTEC point, redline, and
speed limiter points to anywhere you like. What do these ECU program's commands look like?
An "off the shelf" or mail order ECU is a programmer's best guess at trying to make a program
that will fit as many different engine combination of mods as possible You will not get major
gains with these "best guess" chips. Save your money. So you want to make major power gains
ie. If you got your chip by mail then, please understand that you did not get the most out of it
The only correct way is to do the reprogramming on the dyno. And this leads us to who do you
go to? If you are lucky like me and have a couple of local programmers with Honda experience
near your town, then your local programmer will go with you to the dyno and work his
experience in tuning on the laptop and EPROM or EEPROM burner. If you do not have a local
programmer or race shop that does programming, then I strongly recommend getting together
with some friends and investing in a Hondata Stage 4 or P system. This takes the guess and
disappointment out of ECU upgrading. If you want to go at this alone, then an AEM EMS is
worth looking into, since it has base programs and laptop emulation. This is a serious
investment for serious people. If neither of these appeal to you and you insist on getting a mail
order chip knowing that it won't be the best program, then stick to the known programmers PM
me if you want recommendations from people I've known who do a decent "best guess" chip.
Chip reprogramming at the dyno requires a wideband universal exhaust gas oxygen sensors
called an UEGO that you can get from dyno shop or race shop to measure air:fuel ratio at each
rpm. Expect at least hr dyno time minimum to tune these even if you are experienced at partial
and wide open throttle fuel tuning. Why an 'off the shelf' mail order ECU will disappoint:. Chips
cannot do this. Therefore they cannot make much difference in power output. Chip
reprogrammers can richen the mixture slightly at full throttle and advance the ignition timing
slightly perhaps but this would be at the expense of lowering the factory safety factors for
detonation and emissions. Most independent tests that I have seen on performance chips for
naturally aspirated engines have indeed shown minimal or no gains in acceleration. Chips for
use in factory stock turbocharged applications can increase power substantially in some cases
by raising the boost pressure. This again reduces the factory detonation limits and you risk
engine damage. Without increasing fuel octane, you are asking for trouble especially if your
engine does not have a knock sensor. Finally, we have chip companies doing "custom" chips
for modified engines. What does this involve? This is a technically sound modification only if
your engine has the same mechanical mods as the motor on their dyno that the chip is being
developed for. If your cams, heads, turbo, exhaust, intercooler, injectors, throttle body or fuel
are different, the chip will not be correct for your engine. A chip made for an engine slightly
different from yours will be slightly wrong under some conditions. In some cases, poor
driveability and performance are the result. SDS and Hondata agrees with me that the best way
to rechip your computer is to program your ECU instead on the dyno on your car rather than
buying a previously programmed "best guess" chip made to fit as many different engine
packages as possible. The only way to get good results on a modified engine with different
mods from the base engine is to take your vehicle to the tuners facility and get a true custom
chip burnt for YOUR engine. This must be done on a chassis dyno then tested on the road also
for driveabilty faults which often don't show up on the dyno. This will cost more. Here is some
very good advice when buying a pre-programmed , "mail order" performance chip from SDS'
website that I have found to be true:. Before buying, do acceleration testing with a stopwatch,
Vericom or a GTech Pro or at the strip. Have an objective measure of performance as your
baseline before programming so that you have something unbiased and not subjective like a
butt dyno impression to compare to afterwards. Stick to reputable companies. Some people in
the chip industry really don't know what they are doing. Talk to some people first who have
used a certain chip and see if they are satisfied. Test your car to be sure that you got what you
paid for. This is all good advice when buying any aftermarket devices such as ignition wires,
ignition products, oil or fuel additives etc. This is something that you should not put up with. Be
careful. Some unscrupulous programmers will promise to sell you a "Mugen" like chip but in
reality, all they have done is moved the redline higher and removed the CEL warnings. The
advice to stick to known reputable programmers is wise, if you plan on mail orders. If all of this
doesn't sound too good to you in terms of chips , the alternative is a standalone programmable
engine management system. These allow you to tune your engine yourself. This can be good
and bad. The same things apply as above for the mail order chips. If you don't have a fairly
thorough understanding of the system, engines and tuning plus a dose of patience, DON'T buy
one of these. Understand that you will have to program all of the values to make the engine
start, warm up, cruise, accelerate and run at full power. This can entail entering hundreds of

points in most cases and you will require either a dyno or a long deserted road plus some
indication of mixture strength to properly tune such a system. These systems are great for the
knowledgeable person and a nightmare for the lay person. Remember, both the chip that you
buy or the chip in your standalone programmable ECU must have the proper values entered for
your engine to run properly. The main advantage of user programmable standalone systems is
that they can be quickly changed, if a new mod is done or if not quite right whereas the factory
type mail order chip must be changed or sent back to be redone, sometimes, several times at
great cost. If you are contemplating a strictly race situation, don't bother with the factory ECU or
chips at all. These were not designed for performance use and you will usually not get the kind
of power required with factory hardware. This is when a programmable system is a must. Make
sure that the system will do what you require it to do. Don't expect the impossible - you can't
expect a hp, 4 cylinder street car to have factory driveability, fuel economy, emission
compliance, a smooth idle or long life on pump fuel. If you do, you are a nut and no one will talk
to you. There is a reason why there are no factory cars like this driving around your
neighborhood. Removing the factory system and installing a stand alone system can be a lot of
work. What hardware, skill and tools will you require to install the system? Can you handle it or
do you know someone who can? If emission legality is a concern, find out if their system is
legal and if it will likely pass in your area when properly programmed. Many systems are not
legal for street use and many manufacturers will not guarantee emission compliance because
they cannot control the programming. Find out how easy the unit is to program and if you can
handle it. If it is difficult to use, either don't buy it or find a place where you can go to have it
properly tuned. You are responsible, if you program the system too lean and melt your engine,
don't blame the system maker. If the engine runs like crap, you are probably asking the system
to do something that it was not designed for or have not programmed it correctly. This is your
problem now. Read, understand and follow the manufacturers instructions. It will save you a lot
of time. Remember, that the people who design and build this stuff likely know a hell of a lot
more than you do about it. If all of this discourages you, sell the present car and simply buy a
faster one, you will probably be happier in the end. These are 28pin chips 1. If we want to
change either the program information how the ECU behaves or the data usually the fuel and
ignition tables , we need to replace the factory ROMs with our own. There are several different
types of chip which can be used to replace the factory ROM. ROMs are read only memory,
which cannot be re-used once programmed e. ROMs are most suitable for the final tune for an
engine, which is not going to be altered. Atmel AT29C Different generation ECUs may use the
same characters. This is usually a two or three digit number stamped on the 28 pin ROM, or
main processor. Accord and Prelude ECUs can use a letter and number code. The ECU can be
re-calibrated to suit any sized injector make sure you match injector impedance if you are
replacing you injectors. However, injectors take a finite amount of time to open and close, so
the bigger injectors tend to be less accurate with their fueling at low durations, such as idle.
Much depends on the mechanics of the injector, and how quickly it can open and close. With
disk type injectors such as RC cc injectors you cannot tell the difference between stock
injectors and injectors which flow twice as much as stock injectors, once the ECU has been
reprogrammed for the larger injectors and there is no difference on the dyno either. With race
engines we have run injectors up to 4 times the size of the stock injectors. This assumes that
you are not re-calibrating the ECU to the new injector size. If you don't, the bigger injector will
over-fuel. If this happens then the ECU will compensate to some degree using closed loopo
peration to reduce the injector duration. Disadvantages of Running High Fuel Pressure:. Other
disadvantages of extra high FP:. NOTE: This is only a very brief introduction to tuning. There
are many forums online on how to edit map files. It controls how the car runs. Above the code
area you will find the Constants and Maps, among other things. Take a look at the figure below
The values and are not RPM based on the magnitudes RPM would not normally be lower than ,
the values thru are most likely RPM values used in a lookup table or map. The numbers in red
represent RPM values, the green numbers represent Mass Air Flow and the numbers in the
yellow matrix represent fuel injector pulse width. This is a purely hypothetical MAP for
illustration only. Going back to the ECU hex dump, the ascending RPM numbers could be the
start of a fuel map, or it could be a timing map, or possibly a map to control oil injection, at this
time we don't know the definition of that map. An RPM limit would be a 32bit float at for a
standard transmission car or for a automatic. Not all values are stored as floats, there are also
single byte values of , unknown if 16 bit integers are used. Once you take a look at the MAP area
in memory, you will see it's nearly all floats or byte values. Even though chip tuning is possible
with any ordinary HEX editor as described above â€” the fact is it can be very time consuming,
tedious and error-prone. This means you can tune a map in minutes vs. Check out the software
here. Home Contact Support Knowledgebase Downloads. Remember me. Details here are

emailed when you submit a NEW support ticket. Lost password. First a basic beginners guide
introduction into world of car tuning and what you need to know: The ECU of your car is like its
brain. You can now use your car whenever you feel like. ECU resetting is over. What does ECU
remapping do? In some countries emissions targets vary as measured by CO2, HC, NOx and
these usually require a fudging of the one setup for all approach. Most but not all plug in chip
replacements claim to be a 'Mugen' program. The chips are popular with engine swaps because
they eliminate most error codes caused by poor wiring The stock knock sensor is designed to
compensate for different qualities of fuel, and has a limited scope of adjustment. It is not
designed to co for detonation under boost and may be fooled by forged pistons rattling into
retarding the ignition when knock is not present. Mugen recognizes this and does not have a
knock sensor input on their ECU. Some were slower than the factory chip. Follow all of the
instructions provided by the chip maker when installing it. When considering buying a
programmable system, here are a few tips: Discuss your goals and needs with the tech people
selling the system. What factory options will you lose when removing the factory ECU? Make
sure that the company has good, accessible tech support, you may need it. A01 The middle
three characters are the most useful to identify what the ECU is. Other disadvantages of extra
high FP: Fuel injectors require more current to open meaning they run hotter and are less
reliable as a result. Fuel injectors can take longer to open. There is a greater tendency for the
fuel to leak past the injector seals. There is a greater chance of rupturing the diaphram of the
FPR usually rated to psi dumping fuel into the intake. Utilisez l'option de recherche par distance
pour trouver des annonces en fonction de votre emplacement. Alertes Kijiji. Auto a vendre.
Automatique km. Pas de rouille sur l' auto Prix abordable A qui la chance. Drummondville Il y a
moins de 24 heures. Toyota Camry bon moteur V6. Hyundai accent bleu 4 portes, roule bien,
propre, bien entretenu! Parfait pour petite famille. Foyer au propane. Terrain intime. Le panneau
BMW Z3 A vendre Auto marque:BMW. Cylindre: 1. Moteur 2. Golf mk4 Je donne avec l'auto
shocks neuf bilstein , 4 new OEM springs. Il ya juste un o2 sensor a change pre-cat code P A
vendre passat wagon 2. Passat wagon 2. Fog lights. Voir nos annonces pour d'autres terrains
Photo a titre indicatif. Sur demande. Nissan Murano automatique pour exportation seulement.
Kia Sorento Fauteuil auto-souleveur. Dodge Subaru Outback Premium 3. Dernier Prix!! Subaru
Outback Premium 3,6R 6 cylindres de seulement 20 km. Full equip avec toutes les options
disponibles et toit ouvrant. Set de pneus et mags Honda Accord, bonne condition. Factures
d'entretien disponibles. Your question might be answered by sellers, manufacturers, or
customers who bought this product. Please make sure that you are posting in the form of a
question. Please enter a question. View Stream Data and Freeze Frame , see the live data by
graph or chart. Mode 6 functions are related to live data readouts, but these are the specific
internal tests that your car is doing to decide whether things are okay or if it should notify you
via the check engine light. Troubleshooter functions: These give you a set of recommended
fixes for problems detected by the scanner. This feature is tricky to score, since the advice
given is only valuable if the diagnosis is precise enough to pinpoint a specific problem. This
way you can verify your fix right away, without waiting a few days or longer for your car to run it
automatically. Quickly monitor emissions readiness check and drive cycle verification. Let you
know the comprehensive status of your car's engine system. Help you pass the Smog Check
easily. This engine diagnostic tool can also help catch intermittent problems or confirm repairs
during a drive cycle. Storing diagnostic data report for review, bulit in a lookup library to search
for the definitions of DTCs stored in the DTC library and for code breaker information. The car
diagnostic scanner lets you view "real-time" Live Data. This information includes values volts,
rpm, temperature, speed etc. It supports detailed text display, and you can view all data stream
items or select a certain item of live data with a graph. If you have this check engine light OBD2
scanner, you can immediately run a check and interpret the codes to see if it is something that
requires immediate attention. Not only can it save you time and money, but it also gives you
peace of mind while you are on the road. Skip to main content. Lightning Deal has ended. See
more deals. You can return the item for any reason in new and unused condition: no shipping
charges Learn more about free returns. How to return the item? Go to your orders and start the
return Select the return method Ship it! Fastest delivery: Thursday, Feb 25 Order within 7 hrs
and 57 mins Details. In Stock. Add to Cart. Secure transaction. Your transaction is secure. We
work hard to protect your security and privacy. Our payment security system encrypts your
information during transmission. Learn more. Ships from. Sold by. Include Add a Protection
Plan:. Plan starts on the date of purchase. Product breakdowns and malfunctions are covered
after manufacturer's warranty. No additional costs for repairs - parts, labor, and shipping are all
included. Cancel anytime, full refund in the first 30 days. Allstate Protection Plans serviced by
SquareTrade, an Allstate company are only valid for new or Amazon certified refurbished
products purchased at Amazon in the last 30 days. Add No Thanks. Coverage for mechanical

breakdowns begins after the manufacturer's warranty expires. Fully transferable if bought as a
gift. Not valid on auto parts purchased for commercial use. Visit assurantclaims. To cancel, visit
"Your Orders" on Amazon. Add a gift receipt for easy returns. Loading recommendations for
you. Adding to Cart Added to Cart. Not Added. Item is in your Cart. View Cart Proceed to
checkout. We do not have any recommendations at this time. Image Unavailable Image not
available for Color:. Extra Savings Promotion Available. Here's how restrictions apply Add both
to Cart. This fits your. Make it a bundle. We found 12 bundles with this item:. Page 1 of 1 Start
over Page 1 of 1. Previous page. This bundle contains 2 items. Next page. Frequently bought
together. Add all three to Cart Add all three to List. FREE Shipping. More items to explore.
Customers who viewed this item also viewed. Have a question? There was a problem
completing your request. Please try your search again later. Product information Technical
Details. Would you like to tell us about a lower price? User Guide [PDF ]. User Manual [PDF ].
Unzip the file, follow instructions on computer screen to install the tool and driver. Double click
the desktop icon to launch the application. Please click "Update Online"to download and install
the latest software to the device. When NT enters the Update Mode, the application would detect
it automatically. How to Turn off the Beep if you feel too noisy? Product Description. On-Board
Monitor Test Troubleshooter functions: These give you a set of recommended fixes for
problems detected by the scanner. Featured items you may like. See questions and answers.
Customer reviews. How are ratings calculated? Instead, our system considers things like how
recent a review is and if the reviewer bought the item on Amazon. It also analyzes reviews to
verify trustworthiness. Customer images. See all customer images. Top reviews Most recent
Top reviews. Top reviews from the United States. There was a problem filtering reviews right
now. Please try again later. Verified Purchase. Your browser does not support HTML5 video.
The scanner does not work. I inserted it into my car and all I saw was a blank screen. I tried it on
a second vehicle and I got the same blank screen. I am returning ASAP. Update: Customer
service is awesome and sent me a new scanner that works perfectly! If you want to avoid
expensive trips to the mechanic, get this. Easy to use and good value compared to how much
money you'll save. After having all my dash lights blinking and the dealership not fixing it, I got
this highly recommended scanner. It was easy to use and gave me two codes that I could take a
picture of and send to the dealership for the next time I brought it in it was a fix that was under
an extended warranty. It gave me the assurance that I was part of the process and that I could
follow up in an intelligent manner. Great scanner! This is a cool little car gadget. I owned the
more expensive foxwell unit and it lasted a few years so I know the name brand is trustworthy. I
did not have the 90 dollars to spend on the more expensive unit this time so since it was a
foxwell I went ahead and gave this smaller unit a shot. Almost the same functions as its sister
unit, and it does clear codes. ATM my cats are clogging so it is setting off the o2 sensors which
does not cause a issue other than wasting more gas. So until I can purchase the dollar cat set
up I will have to clear codes to save on gas. This unit works as well as its sister unit. Finding out
what is going on with ones car with out having to spend an arm and leg going to a mechanic is
awesome. I do my own mechanics on car and having a foxwell code reader unit is a must to
own. My older van needed some very expensive parts that were not essential but nonetheless
caused the dash engine light to stay on. Now I at least can monitor other engine functions while
the check engine light continues to be on. Engine light reset only possible after proper repair is
made of the offending function Therefore problem solved. This device is easy to use and has a
clear and pleasant display, which makes it more likely I will check the engine on a regular basis.
Great product at a very reasonable price. Exactly as described. If you want to update the
reader's software, go to Foxwell's website, find the NT product page, then click on Download
tab. I had some connection issues when trying to update the software, but after I unplugged and
plugged the unit back into the computer a few times, everything installed and updated just like it
should. See all reviews. Top reviews from other countries. After 1 hour of recieving this before
due date, it was plugged in and the problem had been identified! So easy to use, I no nothing
about cars and this was simple! No problems! Ive been told most diagnostic kits give you a
code, you then have to look up and identify the problem, but this not only gives you the code but ALSO displays the problem so no need to google! Reviewed in the United Kingdom on
February 28, Images in this review. So easy to use ,saves time and money. I bought this scanner
to check on an error which kept popping us as the dreaded yellow dashboard light on my Honda
Civic. It did the job great by communicating with the vehicle without any problems and
recognised the error, identified the error code and outlined the problem. I was able to quickly
rectifu the fault and eben cancel the dashboard light. I would totally recommend this product as
I have successfully tried it with a Jag and a Vauxhall. With better functions than the base
models easy to use. The item was well packaged it seems like it's a tough bit of kit and the
screen is nice and bright ,and has its been mentioned the writing on the instructions is a bit

small but still easily readable. Theres YouTube videos showing how it's done too. Plugged it
straight into my car and it picked up the code straightaway and told me what the code was ,so
now im not scratching my head wondering what the light was on for it was that easy. Pages with
related products. See and discover other items: car service reset , gm tool , bmw iphone , freeze
plugs cars , mini cooper trim , fathers day gifts for the car. There's a problem loading this menu
right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top.
Get to Know Us. Amazon Payment Products. English Choose a language for shopping. NT Plus.
NT Elite.
ford fusion europe manual
audiovox car alarm manual
jeep wrangler speaker bar
BT Pro. Overall Health Diagnostics for all cars. Check all 12v batteries condition such as volts,
measured value, soc, soh and res. Check battery condition. Read and clear engine fault codes,
help you pass the annual Emission Inspection. Full Systems. Check battery status, cranking
voltage, cranking time, charging test, alternator decision. ABS Bleeding. Amazon Music Stream
millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon Drive
Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon Start a
Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories for
kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography. East
Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and Shenanigans.
Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon Renewed Like-new
products you can trust. Amazon Second Chance Pass it on, trade it in, give it a second life.

