Tahoe door lock actuator replacement

Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. This part will only
fit a vehicle with these options. If your vehicle isn't listed, close the window to return to search.
Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle. Year Make Model
Search. What year is your Year. Shop by Make. Free Same Day Shipping. View: 15 5 10 Filter by
Vehicle. Year Part Type. Door Latch Assembly. Door Lock Actuator. Door Lock Actuator with
Cover. Latch Rod Retainer. Liftgate Lock Actuator. DIY Solutions. General Motors OEM. Filter
Results. Part : 1ADLA Add to Cart. Out of Stock Notify Me. Operation: Power Quantity: Pair view
more. Part : 1ADRK Operation: Power view more. Includes: Bracket Includes: Cover view more.
Quantity: 2 Piece Set view more. Part : 1ABMK Liftgate Lock Actuator Dorman Includes: Bracket
view more. Door Lock Actuator Dorman Chevrolet is a registered trademark of General Motors
Company. See all trademarks. Guaranteed To Fit Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. USA Customer Support
Exceeding customers' expectations every day, our team of passionate auto enthusiasts are here
to help. Instructional Video Library Thousands of how-to auto repair videos specific to year,
make and model guide you step-by-step through your repair. Terms of Use Privacy Policy.
Narrow Your Results: Select your year, make, model to find parts that fit Before proceeding,
select your Vehicle, to verify this Part will fit. Created on: Watch this video to learn how to fix a
door that won't lock or unlock. This video is brought to you by How are you doing? I'm Mike
Green. What happens to a lot on these things is the power door locks go out. On this particular
truck, this door, the actuator is not working anymore. When you lock and unlock the doors with
the switch, they all lock of unlock except for this one. I'm going to show you how to fix that. It's
pretty simple job. First thing I got to do is remove the door panel. First, we remove these two
Phillips head screws from the door pole. A little tip, if you get one that's a little tough, use a
hammer and just tap the screwdriver a little bit and that will loosen it up and also drive the
screwdriver down into the screw head. Move this door handle surround by using a screwdriver
and just going around the four corners and it comes out. Here's the backside of your door panel
and you see here the pins, they go on to these grunts. You could you want to pry and make sure
you don't break. What you'll do is you'll break the plastic on the door panel; you want to be very
careful. When you push your knife in, you want to push your knife in under here and pry like
that. Really, you want to try and get it all the way right under there. What you want to do is get
your tool under there, slide it until you feel something then pull it out. Put it back in and force it
underneath and then put your screwdriver underneath and then pop the clip. Repeat this
procedure for all the clips around the outside edge of the door panel. Now all the pins are all
loose. That goes up like that. Now you got to unplug your light, unplug your speaker and power
window switch. You have a close up on exactly how this switch works and press on this little
tab here and work it out. That tabs what hold it in and then on this, you'd be pressing down on a
tab there and this light, you could just pull right out. This plastic here is the water shield and
you want to pull it out carefully. To remove our original, we've got to drill out these two rivets
here. Let's have the door, it's positioned like this. There's a rod you have to pull down through
here, goes up through there and it connects on to there. There's a connector that's connects
unto there and you can take it out. Here's our original, here's our new. We're going to have to
transfer this bracket unto the backside of that and I can also swap these dust cover unto here
because this is a more complete dust cover. I've switched my bracket over and just going to
mount them like this. I've put my dust cover on. I'm going to put it up in there, I'm going to clack
this and I'm going to clack the electrical connection. Now I've got it in, I've got the rod back up
and you can see it's here and I'm going to use a couple of coarse threaded bolts rather than
rivets. You had to really push and hold the bracket on the other side. It's in somewhat, I'm just
going to test it now just to make sure. I'm going to move you over here. You can see our door
lock right here, down the close position and it is working. Put the other bolts in and then put the
door pin back on. We've got our door lock actuator back in, we put the water shield up, we're
ready to reinstall the door panel. First, we want to connect the speaker and the light and then
push the window up through. The speaker first, pretty simply clipped on and the light, the same.
There's our power window. We hook this on top, make sure that that's coming through and then
we wind up a pin over the first one on top here and make sure this one over here is wind up and
it is. Start pushing them in. Make sure all these are lined up. Make sure the bottom ones are
lined up. Pull our switch up, install it, hold it back down in with one of our door handle around it.
We install our two screws, tighten them up and we're done. We've replaced door lock actuator,
we got the door panel back on and the screws all done. Now, lock, unlock. That's it. Requires

basic tools, the drill then you can do it. We hope this has helped you out. Thank you very much.
Be sure to visit You can call us toll free at We're the company here for you on the internet and in
person. Orders ship same day when ordered by 2pm ET. Need your part faster? Choose
expedited shipping at checkout. Providing you the highest quality, direct fit replacement auto
parts enforced to the strictest product standards. Exceeding customers' expectations every
day, our team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair
videos specific to year, make and model guide you step-by-step through your repair. Our how-to
videos have helped repair over million vehicles. Track Order. Free Shipping My Cart. Proceed To
Checkout. Video Library. Share on:. Copy URL. Use a putty knife to carefully pry off the door
panel and unclip the clips securing it. Pull off the panel and unplug all the wiring. Carefully pull
aside the plastic water shield Drill out the rivets securing the door lock actuator. Unclip the lock
rods and unplug the wiring harness Transfer the mounting bracket and dust cover to the new
lock actuator. Use a couple coarse threaded bolts rather than rivets to re-install the door lock
actuator Plug in the wiring harness and lock rods. Test your connections to make sure the
doors lock and unlock properly. Put the water shield back into place. Reconnect the speaker
and light. Thread the wiring harness back into place. Clip the door panel back on. Re-install the
door handle bezel. Plug in the control panel. Bolt back in the door handle pull using your
Phillips screwdriver. Watch video. General Tools Putty Knife. Materials, Fluids, and Supplies
Cloth Rags. Sockets - Metric 4mm Socket. Shop Products. Search 1A Auto videos for your car
repair. Year Save this video to my 1A Auto Account. Guaranteed To Fit Providing you the
highest quality, direct fit replacement auto parts enforced to the strictest product standards.
USA Customer Support Exceeding customers' expectations every day, our team of passionate
auto enthusiasts are here to help. Instructional Video Library Thousands of how-to auto repair
videos specific to year, make and model guide you step-by-step through your repair. Terms of
Use Privacy Policy. Our back driver side door lock wouldn't unlock so I bought this replacement
door lock actuator and it fit perfect and works great. If your mechanically inclined in any way
you can remove the old one and install the new one in 20 mins. It will save you a couple
hundred dollars if you do it yourself rather than going to a mechanic or dealership. Just make
sure you buy the right actuator for the right door. Skip to main content Menu. Close X. Call To
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Seat Switch. Power Seat Switch Connector. Power Supply Module. Power Tailgate Window
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Heater Connector. Windshield Washer Pump Grommet. Windshield Washer Relay. Windshield
Washer Tank. Windshield Wiper Arm. Windshield Wiper Arm and Blade Kit. Windshield Wiper
Moisture Sensor. Windshield Wiper Motor. Windshield Wiper Motor Connector. Windshield
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Wireless Communication Interface Antenna. Wiring Relay. Air Intake. Chemicals and Fluids.
Climate Control. Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. AC Delco. DIY Solutions. Standard Motor
Products. Shop By Vehicle. Click to Enlarge. Shipping Options: Free Ground Shipping.
Replacement Door Lock Actuator Motor. Built in Mexico; Latch and Actuator Assembly.
Features: OE Style for easy replacement and fitment Built with high-quality materials to ensure
durability Tested to ensure proper fit and trouble-free performance. Features: OEM Part.
Dorman Door Lock Actuator Motor. Features: Has undergone extensive quality and safety
performance testing Engineered to provide the same fit and function of the original actuator
Part has undergone simulated crash testing under government guidelines Long-lasting repair cycle testing in an actual vehicle door verifies effective usage for years. Package Contents 1
Integrated Latch Actuator. Features: Convenient pack - this value pack includes the left and
right door lock actuator motors for certain popular vehicle applications Perfect fit - engineered
to provide the same fit and function of the original equipment actuator motors Safety compliant
- parts have undergone simulated crash testing under government guidelines Long-lasting
repair - cycle testing in an actual vehicle door verifies effective usage for years Has undergone
extensive quality and safety performance testing Engineered to provide the same fit and
function of the original actuator Part has undergone simulated crash testing under government
guidelines. Dorman June 27th, Posted by Mike. September 14th, Posted by David Catalog: E.
Vehicle Notes Chevrolet Tahoe. Vehicle Chevrolet Tahoe. Catalog: S. Catalog: Q. Catalog: B.
Built in Mexico; Latch and Actuator Assembly Features: Has undergone extensive quality and
safety performance testing Engineered to provide the same fit and function of the original
actuator Part has undergone simulated crash testing under government guidelines Long-lasting
repair - cycle testing in an actual vehicle door verifies effective usage for years Position: Front
Right Condition: New Package Contents Actuator Shipping Options: Ground This Part Fits:. Our
mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified
mobile mechanics can come to your home or office 7 days a week between 7 AM and 9 PM.
When a button is pressed to lock or unlock a door, the door lock switch triggers the actuator. A
small motor in the actuator then triggers a series of gears. The final gear is connected to a rack

and pinion set of gears, which converts the rotational motion of the motor into the vertical
motion necessary to lock or unlock the door. These vehicles will need the entire assembly
replaced, rather than just the actuator. As soon as you notice your vehicle behave oddly when
you lock or unlock the doors, schedule an inspection. A door lock actuator is responsible for
locking and unlocking your doors. Estimate price near me. Service Location. YourMechanic
Benefits Online Booking. Mechanic comes to you. Free 50 point safety inspection. See
availability. What common symptoms indicate you may need to replace the Door Lock
Actuator? Doors will only lock or unlock sporadically. Doors make an unusual noise while
locking or unlocking. Car alarm goes off randomly. How important is this service? Number of
Chevrolet Tahoe services completed. Yourmechanic was featured in. Popular Chevrolet Jobs.
Auto service in Your City. Meet some of our expert Chevrolet mechanics Real customer reviews
from Chevrolet owners like you. Excellent Rating. Rating Summary. Jonathan 25 years of
experience. Request Jonathan. He took his time and made sure everything with my truck was in
working order. Will definitely use him again. Chris 10 years of experience. Request Chris. Very
friendly, and knew what he was doing. If I ever have anymore car trouble I will be coming back!
Jesus 6 years of experience. Request Jesus. Did really replacing my door handle on my Chevy.
Adrian 11 years of experience. Request Adrian. Adrian arrived early and got right to work. How
can we help? Read FAQ. Car door lock actuators are designed to lock and unlock a door
without the effort of pulling on a cable and rod. In some cars, the door lock actuator is
positioned below the latch. A rod connects the actuator to the latch, and another rod connects
the latch to the knob that sticks up out of the top of the door. When the actuator moves the latch
up, it connects the outside door handle to the opening mechanism. When the latch is down, the
outside door handle is disconnected from the mechanism so that it cannot be opened. This
makes the outside handle move without moving the latch, preventing the door from opening.
The power door lock actuator is a simple mechanical device. This system is quite small in size.
A small electric motor turns a series of spur gears that serve as a gear reduction. The last gear
drives a rack and pinion gear set that is connected to the actuator rod. The rack converts the
rotational motion of the motor into the linear motion needed to move the lock. There are a
number of ways that you can unlock car doors that have door lock actuators, including:. There
are two ways to determine if the actuator has failed :. There are several reasons why a door lock
actuator may need to be replaced. Sometimes a door lock actuator stops working completely. In
some cars, a door lock actuator becomes noisy and produces a squeaking or buzzing noise
when the power door locks are locked or unlocked. If the electric motor or the mechanism
inside the door lock actuator wears out, the door lock may lock or unlock slowly or work
sometimes but not all the time. In most cases, the problem with a door lock actuator is limited to
only one door. In some vehicles, the cable that connects the door lock actuator to the inner
door handle may be built into the actuator assembly. Step 1: Inspect the affected door and lock.
Locate the door with the damaged or broken door lock actuator. Visually look at the door lock
for any exterior damage. Gently lift up on the door handle to see if there is any binding of the
mechanism within the door. This checks to see if the actuator has frozen in a position that
makes the handle seem as if it is jammed. Step 2: Open the affected door. Get into the vehicle
from another door if the door you are working on will not let you enter the vehicle. Open the
door with the broken or damaged actuator from the inside of the vehicle. Step 3: Rule out the
door lock. Try operating the door lock switch to rule out the idea that the door lock is not
working. Then try to open the door from the inside of the vehicle. Whether the door is locked or
not, the door should open from the inside when operating the inside door handle. Having all of
the necessary tools and materials and preparing the vehicle prior to starting the work will allow
you to get the job done more efficiently. Step 2: Secure the vehicle. Place wheel chocks around
the tires. Engage the parking brake to the lock the tires and keep them from moving. Step 3:
Install a nine-volt battery saver. Plug the battery saver into your cigarette lighter. This will keep
your computer live and keep your vehicle settings current. Step 4: Disconnect the battery. Step
1: Remove the door panel. Start with removing the door panel from the affected door. Gently pry
the panel away from the door all the way around. Once all the clips are loose, grab the panel top
and bottom and bend it slightly away from the door. Lift the whole panel straight up to clear it of
the catch behind the door handle. Step 2: Remove the plastic sheeting behind the panel. Peel
back the plastic cover that sits behind the door panel. Step 3: Locate and remove the clips and
cables. Pry off the clips. The top one pries up and out away from the door handle, and the
bottom one pries up and toward yourself. Then pull the cables out of the sockets. Step 4:
Remove the door lock actuator bolts and the lock screws. Find the two 10mm bolts above and
below the actuator and remove them. Then remove the three screws from the door lock. Step 5:
Disconnect the door lock actuator. Allow the actuator to drop down, then disconnect the black
electrical connector. Step 6: Remove the lock and actuator assembly and take off the plastic

cover. Pull out the lock and actuator assembly along with its cables. At this point, you will begin
working on the door lock actuator. The idea here is to pry the actuator open without damaging
it. This is where you will need your razor blade, a small hammer, and some patience. Step 1: Use
a razor blade to open up the actuator. Start on the corner by slicing your razor through the
seam. Position the actuator on a solid surface and tap the blade with the hammer until it gets in
pretty deep. Keep going around the actuator to get as much of it separated by the razor as you
can. Step 2: Remove the electric motor from the actuator. Pry up on the gear and pull it out.
Then pry the motor up from its plastic portion and pull it out. The motor is not soldered in, so
there are no wires to worry about. Step 3: Take apart the motor. Using a sharp pry tool, pry out
the metal tabs that hold the plastic backing in place. Then very carefully pull the plastic portion
out of the metal housing, taking caution not to damage the brushes. Step 4: Clean and
reassemble the motor. Use electrical parts cleaner to spray off old grease that has built up on
the brushes. Use grit sandpaper to clean up the copper drum on the coil shaft. Put a small
amount of white lithium on the copper parts and reassemble the motor. This cleans up the
electrical contacts for a proper connection. Step 5: Test the motor. Place your test leads on the
motor contact points and connect the leads to a nine-volt battery to check the motor operation.
Step 6: Reinstall the motor and gears. Place the parts in reverse order from that in which you
took them out. Apply super glue to the cover and join the cover and housing back together.
Hold them together until the glue bonds. Step 1: Reinstall the plastic cover and replace the
assembly. Attach the plastic door lock actuator back onto the assembly with two screws. Install
the white plastic cover back onto the lock and actuator assembly by securing it with the two
other screws you removed previously. Step 2: Clean and reconnect the actuator. Spray
electrical cleaner onto the black electrical connector. After it dries, reconnect the black
electrical connector to the door lock actuator. Step 3: Replace the door lock actuator bolts and
screws. Reinstall the three screws into the door lock to secure it in the door. Then reinstall the
two 10mm bolts above and below the location of the door lock actuator to secure the actuator.
Step 4: Reattach the clips and cables. Reconnect the metal cables near the door handle by
connecting the yellow clips back onto the sockets. Step 5: Reinstall the clear plastic sheeting.
Put the plastic cover that goes behind the door panel back into place and reseal it. Step 6:
Replace the door panel. Put the door panel back onto the door and reattach all of the tabs by
lightly snapping them into place. Step 1: Replace the battery cable and remove the battery
saver. Tighten the battery clamp up tight to ensure that the connection is good. Step 2: Test the
repaired door lock actuator. Pull on the outside door handle and ensure that the door opens
from the latched position. Shut the door and get inside the vehicle through another door. Pull
on the inside door handle and ensure that the door opens from the latched position. This
ensures that the door will open with the door unlocked. Sitting in the car with the doors shut,
press on the locking switch of the affected door lock actuator. Then operate the inside door
handle and open the door. If the door lock actuator is operating correctly, opening the interior
door handle will override the door lock actuator. While standing outside of the vehicle, shut the
door and lock it with your electronic device only. Operate the outside door handle and to ensure
that the door is locked. Unlock the door with the electronic device and operate the outside door
handle again. This time, the door should open. If your car door lock still does not function
properly after repairing the door lock actuator, then there may be further diagnosis of the door
lock and actuator assembly or a possible electronic component failure. You can always Ask a
Mechanic to get quick, detailed advice from one of the certified technicians here at
YourMechanic. You may need to fully replace the actuator. If you would rather a professional
perform this job, you can have one of our qualified mechanics come and replace your door lock
actuator for you. Our certified mobile mechanics perform over services, including diagnostics,
brakes, oil changes, scheduled mileage maintenances, and will come to you with all necessary
parts and tools. Our certified mobile mechanics make house calls in over 2, U. Fast, free online
quotes for your car repair. Service Location. There are a number of ways that you can unlock
car doors that have door lock actuators, including: Using a key Pressing the unlock button
inside the car Using the combination lock on the outside of the door Pulling up the knob on the
inside of the door Using a keyless entry remote control Signaling from a control center There
are two ways to determine if the actuator has failed : By operating a remote device or keypad to
unlock the door By pressing on the unlock button on the door panel cluster If the door remains
locked in either or both of these cases, the problem is the actuator. Part 1 of 6: Verifying the
condition of the door lock actuator Step 1: Inspect the affected door and lock. Note : If you are
working on the rear doors of a four-door sedan, keep the child safety locks in mind. If the child
safety lock is on, the door will not open when operating the inside handle. Part 2 of 6: Preparing
to replace the door lock actuator Having all of the necessary tools and materials and preparing
the vehicle prior to starting the work will allow you to get the job done more efficiently. Materials

Needed grit sandpaper Boxed end wrenches Cross tip, or phillips head, screwdriver Electrical
cleaner Flathead screwdriver Mineral spirits cleaner Needle nose plyers New door lock actuator
Nine-volt battery Nine-volt battery saver Ratchet with metric and standard sockets Razor blade
Removal tool or pry tool Small hammer Super glue Test leads Torques bit set Wheel chocks
White lithium Step 1: Position the vehicle. Park your vehicle on a flat, hard surface. Part 3 of 6:
Removing the door lock actuator Step 1: Remove the door panel. Note : If your vehicle has
electronic door locks, you will need to remove the door lock cluster panel from the door panel.
Before removing the door panel, remove the screws attaching the cluster to the panel. If the
cluster cannot be detached, you may be able to disconnect the harness connectors under the
door panel as you pull it off. If the vehicle has custom speakers that are externally mounted on
the door panel, these would need to be removed prior to removing the door panel as well. Tip :
This plastic is essential to forming a water barrier inside the door panel as some water always
gets into the inside of the door during rainy days or a car wash. While you are at it, check that
the two drain holes in the bottom of the door are clear and there is no buildup of debris there.
Tip : Keep in mind how the white plastic cover is mounted onto the lock and actuator assembly
so that you will be able to properly reassemble it later. Part 4 of 6: Repairing the door lock
actuator At this point, you will begin working on the door lock actuator. Warning : Be very
careful not to injure yourself with the sharp razor blade. Carefully pry through the bottom
portion next to the pin housing. Remove the worm gear and its bearing from the plastic
housing. Note : Take notes on how the bearing is installed into the housing. The bearing must
go back in the same way. Warning : Do not connect the motor to the battery for longer than a
few seconds as these motors are not designed for that. Part 5 of 6: Reinstalling the door lock
actuator Step 1: Reinstall the plastic cover and replace the assembly. Place the lock and
actuator assembly, with the cables attached, back into the door. Note : If your vehicle has
electronic door locks, you will need to reinstall the door lock cluster panel back into the door
panel. After replacing the door panel, reinstall the cluster into the panel with screws. Make sure
the cluster is connected to the wiring harness. You may have to attach the connectors under the
door panel before you fully reinstall the panel into the door. If the vehicle has custom speakers
that are externally mounted on the door panel, these would need to be reinstalled back onto it
after replacing the panel as well. Part 6 of 6: Reconnecting the battery and testing the door lock
actuator Step 1: Replace the battery cable and remove the battery saver. Then unplug the
nine-volt battery saver from the cigarette lighter. Note : If you did not have a nine-volt battery
saver, you will have to reset all of the settings in your vehicle, like your radio, electric seats,
electric mirrors, and so on. Note : If you are working on the rear doors of a four-door sedan,
make sure that you turn off the child safety lock to test the repaired door lock actuator correctly.
Home Articles. The statements expressed above are only for informational purposes and should
be independently verified. Please see our terms of service for more details. Excellent Auto
Repair Ratings. YourMechanic Auto Repair. Related Articles. Excellent Rating. Rating Summary.
Kenneth 20 years of experience. Request Kenneth. Kenneth was quick and efficient. The repair
was completed in an hour right where it was parked - super convenient! He was friendly and
very professional. It would be a pleasure to work with him again. A fantastic experience.
Kenneth is a consummate professional. He arrived on time, explained everything that he did,
and expertly performed each service. He finished the work in less time than was quoted and
noticed another issue with the vehicle but told me that only the gasket would need to be
replaced, and that people might try to up-sell the entire assembly, which would be unnecessary.
Needless to say, I am going to have Kenneth do the job and hopefully work with him on all
future automobile repairs. Thanks again, Kenneth! Andrew 11 years of experience. Request
Andrew. Although we had a slight delay due to rainy weather this past Saturday, and Andrew
and I coordinated to reschedule in order for him to have the right conditions in order to
complete the work. He arrived on time Monday and quickly fixed the issue with my door
actuator on my Hyundai Sonata. I would definitely recommend Andrew to anyone and for future
repairs! Jason 11 years of experience. Request Jason. Jason was terrific. He arrived on time,
explained the work, and completed perfectly. He was helpful and a joy to speak to as well.
Nathan 17 years of experience. Request Nathan. Nathan was very professional and his service
was quick and thorough. Will ask for his services again should the need arise. Need Help With
Your Car? Related articles. Symptoms of a Bad or Failing Door Latch If a car door will not stay
closed, must be slammed hard to close, or gets stuck and will not open, you may need to
replace the door latch. Read more. How to Open Your Car Hood To open your car hood, find the
lever inside the passenger cabin and pull it. Find the hood release latch in the grille to open it all
the way. Every so often you need to lubricate your car door locks and hinges. Use silicone
spray, white lithium grease, or graphite to lubricate door hinges. Related questions Actuator not
opening trunk Since the trunk lid solenoid is working, it sounds like the latch or actuator needs

to be replaced. There are also two ways to open the trunk if the key fob or dash button don't
work. Pull the "T" shaped Electrical malfunctioning Hello there. It sounds like you have a few
different things going on. The most likely cause of the erratic faults would be a short in the
wiring harness or an ECU fault. The power steering being shown is most Permanent fix to
steering wheel lock issue Hello. You can indeed disable the steering lock system by removing
the fuse, however you would need to get the vehicle started before doing so. The steering wheel
lock system uses an actuator that moves back and forth to lock Browse other content. How can
we help? Read FAQ. Designed utilizing the latest technology, this product by ACDelco features
premium quality and will perform better than advertised. Perfect for your vehicle and lifestyle, it
is manufactured to meet or Designed to deliver trouble-free, consistent performance Right for
your vehicle and lifestyle. This product is made of high-quality materials to serve you for years
to come. Designed using state-of-the-art technology and with customers in mind. It will meet
High quality at an affordable price Expertly made from premium materials. The kit Innovative
technology ensures ultimate efficiency Made to provide unequaled quality and reliability.
Perfect for your vehicle and lifestyle, When you need a headlight bulb or a stop light switch, you
may be tempted to just run down to the local auto parts chain store. But before you waste your
time and gas only to find high prices and poor Premium parts you can rely on Designed to
restore functionality. Perfect for your vehicle and lifestyle, it is manufactured to Looking to
maintain the top condition of your electrical system? We are ready to help you! Just choose
from their immense selection of premium replacement electrical parts manufactured to strict
quality Restore the ease and convenience of remotely locking or unlocking any one of your
vehicle's doors with Dorman's Door Lock Actuator Motor. The actuator returns the power door
lock to proper Direct replacement for a proper fit every time High quality electric motor. SMP's
vision is to be the leading independent supplier to the automotive aftermarket, providing the
highest quality products, competitive prices and the highest reputation for integrity to all
channels Each Door Jamb Switch is a direct-fit OE replacement that ensures ease of installation
High-quality materials withstand extreme conditions. Bring back the ease and convenience of
power-locking and unlocking your doors with Dorman's Door Lock Switch. Their meticulous
attention to mechanical and electrical details ensures long-lasting Durably built to endure the
wear and tear of constant, repetitive use Direct replacement for a proper fit every time. Replace
your worn-out or faulty component with this quality replacement from WVE. This product is
designed and tested to ensure the ultimate in durability and functionality. Made to meet or
exceed the OEM Excellent replacement for your worn-out factory part Designed to keep your
vehicle running reliably mile after mile. This top-grade product is expertly made in compliance
with stringent industry standards to offer a fusion of a well-balanced design and high level of
craftsmanship. Manufactured from Expertly crafted from premium materials Designed to match
rigorous quality standards. Designed using state-of-the-art technology and with customers in
mind, this product by Dorman will last a lifetime. It will Engineered to match original equipment
switch Expertly crafted from the highest grade materials. Designed using state-of-the-art
technology and with customers in mind, this product by Dorman will last a lifetime Direct
replacement for a proper fit Replacement restores drivability. Door lock actuators are the
motors that lock the doors to your vehicle upon the control of the door switch. Usually you can
hear a broken actuator because it will sound like strange gear noises Designed to provide
long-lasting service life Made utilizing state-of-the-art equipment. Built to meet or exceed
original equipment performance Designed to fit original equipment components. Perfect for
your vehicle and lifestyle, it is manufactured to meet But before you waste your time and gas
only to find high OE-Equivalent direct fit application OE connections and fittings. SMP's vision
is to be the leading independent supplier to the automotive aftermarket, providing the highest
quality products, competitive prices and the highest reputation for integrity to all Next Install
Bay. Painless Performance. SPAL Automotive. World Source One. No need to take your Chevy
Tahoe to the dealer ship. Replace the door lock actuator yourself. It works great and can be
installed in 30 to 40 min with the proper tools. I didn't remove the driver or passenger door
panels as both front door lock actuators were replaced. I just bungee cord them to the side.
Chevy Tahoe Models. Useful articles fast to read and guides easy to understand written by
mechanics and car enthusiasts to turn your shopping experience with CARiD into a pleasure.
Package Quantity: 1. Material: Metal and Plastic. Without Installation Hardware. Mouting Type:
Bolt-On. Gear Material: Plastic. Without Installation Engineered improvements enhance
performance Quality tested to ensure trouble free installation, performance, and durability. With
a full line of regulator and motor Each part is designed for a specific vehicle application,
providing the exact fit and look as the Original Equipment Cable life is extended by using rollers
instead of slides. Without Mounting Hardware. Gear Material: Hardened Steel. With Circuit
Breaker. This product is made from high-grade materials to meet the ACI power window motors

are manufactured to meet or exceed OE performance. The quality, durability, and reliability of all
products are backed by nearly 40 years of excellence in door system components. ACI window
motors include OE style connectors. Engineered to match original equipment regulators
mounting. A window regulator is the mechanism inside the door that raises and lowers the
window. A power regulator has an electric motor that actuates the regulator. Same quality as OE
for less money Designed with the latest software and manufactured with modern tooling.
Without Motor. Without Installation Instructions. This replacement Without Hardware. With
Cable Regulator. You know you have problems with the window regulator when the Offered as a
full assembly providing unsurpassed interchangeability and convenience in repairs.
OE-comparable in fitment, structural configuration, strength, and torque. Cardone New Window
Regulators are designed to maximize the value of your window lift motor. Replacing the window
regulator will help to ensure the motor wear Every motor is assembled with the precise amount
of lubricant to ensure quiet operation and long life. If your vehicle's window regulator wore out,
WAI has you covered with the right part for your replacement needs. Precisely designed, this
premium product Precisely designed, this premium product provides the same Includes: Motor
Included. Window regulators and motors are engineered for premium performance and easy
installation Each product With Installation Instructions. Cardone New Window Regulators are
designed to maximize the value of your window lift Expertly crafted from premium materials
Designed to match rigorous quality standards. Plastic Roller or Slide. ACI power window
regulators are manufactured to meet or exceed original equipment performance. This product is
made Built to meet or exceed original equipment performance Designed to fit original
equipment motors. This product is made from high-grade materials to meet the strictest
standards of high quality. Designed with the utmost care and attention to detail, this VDO's
Premium parts you can rely on Designed to keep your system in top shape. OE-Equivalent
direct fit application OE connections and fittings. Perfect to enhance your comfort and safety
Proven to provide reliable service for many years. Designed with the utmost care and attention
to detail, this VDO's product ensures This product is made of high-quality materials to serve
you for years to come. Designed using state-of-the-art technology and with customers in mind.
It will meet Premium parts you can rely on Designed to restore functionality. A power regulator
has an electric motor that actuates the regulator High quality at an affordable price Expertly
made from premium materials. The kit Innovative technology ensures ultimate efficiency Made
to provide unequaled quality and reliability. When you need a headlight bulb or a stop light
switch, you may be tempted to just run down to the local auto parts chain store. But before you
waste your time and gas only to find high prices and poor Designed using state-of-the-art
technology and with customers in mind, this product by Dorman Material: Plastic. Designed
using state-of-the-art technology and with customers in mind, this product by Designed utilizing
the latest technology, this product by ACDelco features premium quality and will perform better
than advertised. Designed to deliver trouble-free, consistent performance Right for your vehicle
and lifestyle. A broken door handle can cause considerable inconvenience, but you can easily
overcome it with Sherman. Get a premium replacement door handle by Sherman that provides a
direct fit and Direct fit replacement Factory original quality at an affordable price. This exterior
door handles is made of high-quality materials to serve you for years to come. Designed using
state-of-the-art technology and with customers in mind, this product by Needa Direct fit
replacement Installation is identical to factory unit. Packaging Type: Box. With this product,
there is no need to replace the entire door opening mechanism and pay extra money.
Constructed to fit the exact Repair Kit. Quantity: 1 Piece. Finish: Textured Black. With this
product, there is no need to replace the entire door opening mechanism and pay Perfect for
your vehicle and Finish: Black. Direct "Bolt On" Hinge Kit. Mounts to Factory Bolt Pattern. This
is the highest quality kit you can find on the market. It includes everything you need Patented
mechanism in the USA Made from hardened, domestic steel. This interior door handles is made
of high-quality materials to serve you for years to come. Finish: Zinc and Clear Chromate.
Material: Carbon Steel. Designed utilizing the latest technology, this product by ACDelco
features premium Mounting hardware not included. ACI door handles are manufactured to meet
or exceed original equipment performance. The quality, durability, and reliability of all products
are backed by Packaging Type: Card. Perfect for your Restore the ease and convenience of
remotely locking or unlocking any one of your vehicle's doors with Dorman's Door Lock
Actuator Motor. The actuator returns the Direct replacement for a proper fit every time High
quality electric motor. Designed using state-of-the-art technology Size: 2. Constructed to fit the
exact design of your Door handles can rust, pit, and wear from age and use, the return spring
can break and cause the handle to flop around, and if Reproduction window crank handle.
Designed as an authentic quality restoration Virtually indistinguishable from OE. This premium
product is the best way to go for those looking for the highest quality replacement that offers

supreme levels of quality, performance and reliability Precise engineering ensures second to
none quality and lasting value Stringently tested with the highest quality standards. Material:
Stainless Steel. Includes: Pins And Rollers. This product is made of high-quality materials to
serve you for years to come Material: Steel. Finish: Bright Zinc. This top-grade product is
expertly made in compliance with stringent industry standards to offer a fusion of a
well-balanced design and high level of This top-grade product by Alzare is manufactured with
the finest craftsmanship to meet or even exceed high industry standards. Made utilizing the
best available Made from the finest grade materials for a long service life Offers original
equipment quality at a reasonable price. This top-grade product is expertly made in compliance
with stringent industry standards to offer a fusion of a well-balanced design and high level of
craftsmanship Designed with precision and functionality in mind, this accessory ensures
outstanding performance and easy us
oil for 2000 vw beetle
1999 saturn sc2 fuse diagram
2006 chevy trailblazer fuel filter location
e which makes it the perfect deal for your This premium product is the best way to go for those
looking for the highest quality replacement that offers supreme levels of quality, performance
and reliability. Designed to provide a Designed utilizing the latest technology, this product by
One of the most extraordinary modifications available for your vehicle. The gull wing door kit
allows to open your original doors in Lamborghini style. Perfect fit - Base plate and pivot arm
are laser-cut for perfect fit Fully pre-assembled kit - All LSD solutions come completely
pre-assembled with all the necessary installation hardware. Chevy Tahoe , 2. Accentuate your
vehicle's styling and protect it from damage at the same time. These painted bodyside moldings
will provide a subtle improvement to your vehicle's appearance and Put your vehicle back in top
shape and replace your chipped, Factory original quality at a reasonable price OE-style look and
function. Next 7. Prev 1 2 Next. Popular Searches.

