Toyota camry window regulator repair

One day i decided to lay across the back seat of my Toyota to use my computer, i wound the
window down and Further attempts was destroying the plastic inside But i started getting some
inspiration before sleep, and decided to persist. I didn't get it right the first time - If you have to
do it different, be sure to test a few times before reassembling the door. I kept notes because i
have four doors. You need to do this to remove the window regulator and to repair and to keep
the weather out. You will have to fight it to get the window up to the point that you can pull the
regulator out. Part B: Please do the next step before this part: After pulling on the Up cable to
pull it up properly, you will need something to keep it up otherwise it creeps down. Then pull
both cables hard to make sure there is no hidden slack i forgot for my final repair! Leaving slack
will not be detrimental, just means the slack will move before the window moves when you turn
the handle. Remove the regulator and disassemble: hit the bolts out, pull out the tangled mess
of cable, please note the orientation of the spool with the marker before lifting it up from the
disc If the disc is highly polished, it may be better to scratch, then mark the scratch. The wire
will be all bent, straighten. The wire that is still mounted on the spool which didn't fall off has a
last bend, this need not be straightened. The most dangerous part is the spring, despite holding
no tension it still holds alot of energy while it sits confined. You will have to pull the disc out of
the shell. The safest way to remove the disc is to rotate it in the "wrong" UP direction, the end of
the spring should slip out of the slot in the center tube not sure how good it will do this with the
factory's bend I suggest to do it with the aluminium spline-thing down the middle to prevent the
end going into the middle. If done without and it slips into the middle, push it out and try again,
or use the pliers to pull the disc up by the end. Just pulling the disc up may release the spring,
but if it doesn't, try not to force it out because that will bend the end and you will have to reform
it, and you will not be able to do as good job my fix made the last bend a bit longer and it
rubbed on the part that goes down the middle. Once the disc is out, use the pliers to pull the
middle out and let it shoot out - hold it away and pull it away from you. One hole, i chose like
mm from the where the barrel head end of wire is pushed in, in the direction the cable will go
towards the spool. My hole is 1. Then cut a trench in the disc from the hole to where the barrel
gets pushed in, this is for the wire to sit in to prevent contact with the spring Second image
shows the thicker wire weighing down the thin wire, showing that the thin wire will recess into
the plastic. Pull the thin wire from its plastic, bend in half. These bag ties are good, they have
worked well to hold my glasses frames together. Push the barrel end of UP cable into where it
should go, then push the two ends of the wire through hole but on either side of cable, pull
through to spring side, fold them over your track and then thread both ends to the top side right
beside the barrel have the ends come through either side of the cable , and then twist. Make
sure the wire runs inside track and pull the cable up this will pull out the slack in the wire and
you can tighten some more you can use the long nose pliers to get the turns closer, but don't
overdo it by making the turns too tight together or you will need another wire , cut
appropriately, push the end beside the cable. Ensure the wire is properly in the track or you will
be back for a re-repair some time later. Push and hold the end in, guide the rest around once or
twice, then shift to the pictured position. You could have the disc in your palm and use your
fingers to hold it in but you may require longer fingers. To do it the most safe way, don't bother
tensioning the spring, i needed 5 rotations but it was both dangerous and hard to get to i
decided i needed cable ties and holes drilled in the shell, but i lost my grip and never got to use
them , plus when the spring pulls itself loose, it also attempts to pull off the cable i tied down.
And I couldn't tension it with the window lever due to the direction of the teeth on the disc. That
is why i said to keep the window UP - much easier! You can do it without pretensioning the
spring but i have a feeling one rotation might have been still acceptable - so optionally rotate in
this case on the left-hand side, anticlockwise once going the wrong way will pull the spring out ,
then place the spool on lining up the marks made with the pen , lay all of the Up cable onto the
spool don't wind the spool and then lay it into its entry slot with a pull on the spool - this will
always mean there is at least some tension on the spring. The Down cable is then laid into its
entry slot, apply pressure to the spool so the Up wire is tight and then start winding at the first
unused cable guide, continue around until you reach the bend in the cable which should go
hopefully in and push the barrel into the top of the spool. If you had no idea that the spool had
so many orientations and didn't mark it you will have to keep trying until you get it tight - Note
how far in whichever direction, disassemble and try again. Push the center pin the spline-thing
in, rotate so it is not against the plastic - one of the ends of the spring in the shell needs to go
under it. I located the problem OK, but couldn't figure out how to get the cable end to stay put
before finding your article Introduction: Repair Manual Window Regulator. By charlieb Follow.
More by the author:. Parts list: appropriate tools to dismantle the door and remove the regulator
cloth to remove winding handle, phillips screwdriver, 10mm You will also need a grasping tool
long nose pliers Hammer, gardener's gloves optional , permanent marker Cheapo bag tie that

has a fine wire within. Sold with food bags. Some options: Wedge the window up the window
was not flat underneath, this allowed me to slip a tool's hand grip into the top of the door, and
wedged it in using the regulator handle against the glass. Sticky tape from the outside while the
window held up by other means, ie, vice grips on the metal cable : Stretch a long length of tape
from the bottom of the window to the top and go over the top of the window frame. Otherwise
try to get a prop in there to hold it up, maybe your car will give you other options. The vice-grips
on the wire against its sleeve will be fine while you have to drive the car but tie them to the door
and is the only real burgle-proof way, but this wont work while fixing. It is also capable of slicing
remember that while inserting, you may need gardeng or leather gloves. Ensure all the bits the
spring that need to be on the UP cable are on it. If you know it should go in but you cannot
manage it in this orientation, try doing it left handed. If you don't want to bother making it tight
or you never actually pulled all the cable through before tightening , the window will still go up
and stay up, but if the user wants to wind up or down, the slack is moved first before the
window moves. If the window begins to whistle after you wind it up, it may be because the
material the glass pushes against or rubs past is old or worn off i will have to think of a way to
fix. Perhaps the thicker spring in the front metal shell has slipped back. Try increasing its
friction wipe some of its grease out? These other things will not improve it so much: Having
that extra turn on the spring, or orienting the regulator handle so that coming down also means
lifting the handle up when reinstalling the handle, it should be up and away from you so you
dont bump it. Reinstall into door, Test 5 times for good measure , reassemble the door and you
are done. Did you make this project? Share it with us! I Made It! Reply Upvote. Bryan 4 years
ago. Hi Charlie, Thank you so much for your advice: I despaired when my window let go last
week! Being able to work out of the car was heaps easier than trying to do it in-situ. Again,
you're a hero! One day i decided to lay across the back seat of my Toyota to use my computer, i
wound the window down and Further attempts was destroying the plastic inside But i started
getting some inspiration before sleep, and decided to persist. I didn't get it right the first time - If
you have to do it different, be sure to test a few times before reassembling the door. I kept notes
because i have four doors. You need to do this to remove the window regulator and to repair
and to keep the weather out. You will have to fight it to get the window up to the point that you
can pull the regulator out. Part B: Please do the next step before this part: After pulling on the
Up cable to pull it up properly, you will need something to keep it up otherwise it creeps down.
Then pull both cables hard to make sure there is no hidden slack i forgot for my final repair!
Leaving slack will not be detrimental, just means the slack will move before the window moves
when you turn the handle. Remove the regulator and disassemble: hit the bolts out, pull out the
tangled mess of cable, please note the orientation of the spool with the marker before lifting it
up from the disc If the disc is highly polished, it may be better to scratch, then mark the scratch.
The wire will be all bent, straighten. The wire that is still mounted on the spool which didn't fall
off has a last bend, this need not be straightened. The most dangerous part is the spring,
despite holding no tension it still holds alot of energy while it sits confined. You will have to pull
the disc out of the shell. The safest way to remove the disc is to rotate it in the "wrong" UP
direction, the end of the spring should slip out of the slot in the center tube not sure how good
it will do this with the factory's bend I suggest to do it with the aluminium spline-thing down the
middle to prevent the end going into the middle. If done without and it slips into the middle,
push it out and try again, or use the pliers to pull the disc up by the end. Just pulling the disc up
may release the spring, but if it doesn't, try not to force it out because that will bend the end and
you will have to reform it, and you will not be able to do as good job my fix made the last bend a
bit longer and it rubbed on the part that goes down the middle. Once the disc is out, use the
pliers to pull the middle out and let it shoot out - hold it away and pull it away from you. One
hole, i chose like mm from the where the barrel head end of wire is pushed in, in the direction
the cable will go towards the spool. My hole is 1. Then cut a trench in the disc from the hole to
where the barrel gets pushed in, this is for the wire to sit in to prevent contact with the spring
Second image shows the thicker wire weighing down the thin wire, showing that the thin wire
will recess into the plastic. Pull the thin wire from its plastic, bend in half. These bag ties are
good, they have worked well to hold my glasses frames together. Push the barrel end of UP
cable into where it should go, then push the two ends of the wire through hole but on either side
of cable, pull through to spring side, fold them over your track and then thread both ends to the
top side right beside the barrel have the ends come through either side of the cable , and then
twist. Make sure the wire runs inside track and pull the cable up this will pull out the slack in the
wire and you can tighten some more you can use the long nose pliers to get the turns closer,
but don't overdo it by making the turns too tight together or you will need another wire , cut
appropriately, push the end beside the cable. Ensure the wire is properly in the track or you will
be back for a re-repair some time later. Push and hold the end in, guide the rest around once or

twice, then shift to the pictured position. You could have the disc in your palm and use your
fingers to hold it in but you may require longer fingers. To do it the most safe way, don't bother
tensioning the spring, i needed 5 rotations but it was both dangerous and hard to get to i
decided i needed cable ties and holes drilled in the shell, but i lost my grip and never got to use
them , plus when the spring pulls itself loose, it also attempts to pull off the cable i tied down.
And I couldn't tension it with the window lever due to the direction of the teeth on the disc. That
is why i said to keep the window UP - much easier! You can do it without pretensioning the
spring but i have a feeling one rotation might have been still acceptable - so optionally rotate in
this case on the left-hand side, anticlockwise once going the wrong way will pull the spring out ,
then place the spool on lining up the marks made with the pen , lay all of the Up cable onto the
spool don't wind the spool and then lay it into its entry slot with a pull on the spool - this will
always mean there is at least some tension on the spring. The Down cable is then laid into its
entry slot, apply pressure to the spool so the Up wire is tight and then start winding at the first
unused cable guide, continue around until you reach the bend in the cable which should go
hopefully in and push the barrel into the top of the spool. If you had no idea that the spool had
so many orientations and didn't mark it you will have to keep trying until you get it tight - Note
how far in whichever direction, disassemble and try again. Push the center pin the spline-thing
in, rotate so it is not against the plastic - one of the ends of the spring in the shell needs to go
under it. I located the problem OK, but couldn't figure out how to get the cable end to stay put
before finding your article Introduction: Repair Manual Window Regulator. By charlieb Follow.
More by the author:. Parts list: appropriate tools to dismantle the door and remove the regulator
cloth to remove winding handle, phillips screwdriver, 10mm You will also need a grasping tool
long nose pliers Hammer, gardener's gloves optional , permanent marker Cheapo bag tie that
has a fine wire within. Sold with food bags. Some options: Wedge the window up the window
was not flat underneath, this allowed me to slip a tool's hand grip into the top of the door, and
wedged it in using the regulator handle against the glass. Sticky tape from the outside while the
window held up by other means, ie, vice grips on the metal cable : Stretch a long length of tape
from the bottom of the window to the top and go over the top of the window frame. Otherwise
try to get a prop in there to hold it up, maybe your car will give you other options. The vice-grips
on the wire against its sleeve will be fine while you have to drive the car but tie them to the door
and is the only real burgle-proof way, but this wont work while fixing. It is also capable of slicing
remember that while inserting, you may need gardeng or leather gloves. Ensure all the bits the
spring that need to be on the UP cable are on it. If you know it should go in but you cannot
manage it in this orientation, try doing it left handed. If you don't want to bother making it tight
or you never actually pulled all the cable through before tightening , the window will still go up
and stay up, but if the user wants to wind up or down, the slack is moved first before the
window moves. If the window begins to whistle after you wind it up, it may be because the
material the glass pushes against or rubs past is old or worn off i will have to think of a way to
fix. Perhaps the thicker spring in the front metal shell has slipped back. Try increasing its
friction wipe some of its grease out? These other things will not improve it so much: Having
that extra turn on the spring, or orienting the regulator handle so that coming down also means
lifting the handle up when reinstalling the handle, it should be up and away from you so you
dont bump it. Reinstall into door, Test 5 times for good measure , reassemble the door and you
are done. Did you make this project? Share it with us! I Made It! Reply Upvote. Bryan 4 years
ago. Hi Charlie, Thank you so much for your advice: I despaired when my window let go last
week! Being able to work out of the car was heaps easier than trying to do it in-situ. Again,
you're a hero! The car window regulator, also known as the door window regulator, is the
mechanical part that moves your window up and down when the power is supplied to an electric
motor, or a steering crank with a manual widow, that moves the window when the crank is
turned. Window regulators are generally mounted inside of the door panel, where they are not in
the way of the driver or the passenger, and kept out of mind until they are no longer working â€”
and you need to determine the overall price of the car window regulator repair cost. In order to
figure out the total car window regulator repair cost that you might have to pay, it is key to know
the steps required to repair this part of your car, how much time it will take, and the parts
needed. First, you need to pry out the switch panel and disconnect the connectors in order to
sever the electrical connection and begin the window repair. After this, remove the door trim
panel. You can do this by first checking the fuse. If the fuse does not show any signs of wear
and tear or damage, then the problem is generally either a bad switch or a motor damaged or a
broken regulator. As we know, the car window regulator is the piece that moves the window up
and down. The shop that you take your car to will charge you at least a few hundred dollars for
the total price of the car window regulator repair cost. However, you can do the window
regulator repair and power window repair on your own if you have the proper tools and

knowledge â€” and you can do it in just a couple of hours! Regulators are easy parts to find and
can be found in many shops, available both online and at your local auto body shops and
mechanic garages. This way, you can use the instructions pertaining to your specific vehicle
and follow a rough guide to give you an idea of what steps to take. Start the repair by removing
all of the trim panel fasteners so that you access the switch and test the regulators and the
faulty parts. Remove the trim panel and remove the vapor barrier, which can be easily done with
a trim panel removal tool. After this, get into the door panel and disconnect the power
connector to the window motor, connecting the leads of your voltmeter to the terminals on the
connector. A voltmeter can measure the electric potential difference between two points within
an electrical circuit. If you have determined that the mechanical switch is good and the part is
working, then you will see the voltage reading change, meaning the issue is the car window
regulator, which can increase the price of the car window regulator repair cost. If your meter
does not display any readings or how the voltage from the voltmeter, then the issue is the
electrical system, showing a problem with the bad switch or broken power or ground wire. After
these steps have been taken, you can remove the glass by tilting it away and lifting it out. Then,
remove the regulator bolts or the rivets to then prepare the space for the new car window
regulator. Bolt the car window regulator in place and reinstall the motor and window switch
electrical connectors and window glass, testing the bolts and tightening everything. In order to
find out how much you might pay for this service, it is important to see how much each place
you might bring your vehicle will cost. There are some main places that you will bring your car
to for work â€” usually your mechanic, Midas, Mr. In addition, Mr. The next option is to bring
your vehicle to Walmart, but this is different since you can only pay for parts here. If the window
regulator has broken or you can tell the parts are faulty, or if the window has come loose from
the car window regulator, then you can still drive the car, but you should get it fixed by your
mechanic or if you can do it yourself. This means that the window regulator needs to be
prepared and fixed so that the window can be put back in its place and the window can be held
securely. Keep in mind that your car in this precarious state can be susceptible to both
vandalism and getting broken into since your window will not be securely held onto. If the
window is not secure , then you might not be able to experience a safe and secure car. Also,
you can get wet weather, rain, and other materials stuck inside of your car if the seal with your
window is not tight enough and the window regulator is not working properly. Your regulator
will not be functioning properly when the window cannot raise or lower as it should. Although
you already have an idea of how much your car price will run you for some of the local shops in
your area or the automotive chains that can provide car window regulator repair, we also have
some sample window regulator repair costs for the most popular cars on the market today. To
figure out how much the car window regulator repair cost will run you, you need to determine
how much it will cost to repair an electric window. In order to do this, there are a few steps that
you can take to determine the overall cost of the repair. First, you will need to identify the fault,
which you can do by seeing that the electric windows are failing to operate. If you notice that
every window in your car is not working , this probably has to do with the electric circuit, since
it is a widespread issue. If this problem only occurs on just one window or two windows, then
this could be due to the motor problem. If you hear the motor operating but the window is not
moving, then the issue was with the linkage in the mechanical system. Slow and jerky operating
of the windows is also a problem with the mechanical components. Next you need to check the
fuse. Most windows are protected by a fuse or a cutout in the supply wline, which can be the
first place that you will check to see what the problem is if the windows are not operating
correctly. In some cars, the fuse is the main fuse box, but many makers use in-line fuses so you
have to check with your manual to check the ufuse and determine the car window regulator
repair cost. Next, test the power supply check. The power that is given to your window circuits
is usually give a large battery through a relay actuated by turning the ignition on. You can find
the location of the relay position from your car handbook or your local mechanic. With the
ignition turned on, check for a current to see if there are any issues. Furthermore, check the
electrical circuits to ensure all is working well. To continue checking, you can remove the door
trim so you can get at the motor. You might need to remove the plastic condensation sheet from
the opening in the inner door which will need to be pulled off. Once you have access to the
motor, make sure you analyze both the power supply wires that are leading from the switch, and
the control switch itself. If you see that the current is in both wires and the motro, make sure
you check to see where the issue is originating from. To check the switches and the wiring, use
the test lamp to see each connection. If you have found that you do not want to pay the price of
the car window regulator repair cost, then you can figure out the best way to sell your car for
the most money in your town near you. You can often do this by checking out local dealerships,
auto body shops, mechanics, local buyers, or reputable junk car buyers â€” like us! Sometimes,

fixing the car window regulator and doing the car window regulator repair will not fix all of the
issues in your car. If you have other issues that have been affected by the car window regulator
repair, then it might not be worth it to pay for the fix. You will want to see if it is worth it to sell
your vehicle based on the condition, and how you can sell your car to Cash Cars Buyer for the
most money. Why Us? How it works What we do Blog. All Rights Reserved. Created on: Learn
how to replace the window regulator and motor in your Toyota Camry. Brought to you by
1AAuto. Hi, I'm Mike Green. I'm one of the owners of 1A Auto. I want to help you save time and
money repairing and maintaining your vehicle. The right parts, installed correctly. That's going
to save you time and money. Thank you and enjoy the video. In this video, we're going to show
you how to replace the front window regulator on this '94 Camry, same as any '92 to '96, and
also very similar for the passenger side. Tools you'll need are a regular screwdriver, a Phillips
screwdriver, 10 millimeter wrench or a socket with ratchet and extension, and some painter's
tape. Okay, we're going to start out by removing this trim panel up here. Just kind of put your
fingers in behind. If you want, you can use a little screwdriver, and this just pops out. See it has
a little pin to go in the grommets there. Now you need to remove this bezel around your door
handle, and you do that by inserting a screwdriver at the top, prying up some, and pulling it out.
Okay, now you do the same thing at the bottom. I'm prying up with my screwdriver and pulling
out with my fingers here, and that comes out. Close up of where you place your screwdriver in
order to pry that bezel. Now you need to remove four covers that show screws, so basically, you
just kind of pry these right off. Now I just keep my hand over them because sometimes they'll
go flying a little bit. There's another one right under here. Just going to pry it out and pull it out
by hand. And then there's another one right down in here. Same thing. Now remove five screws:
One, two, three, four, and then there's one in there, five. Okay, and then on the end of the door,
there's two pins. You actually push the center of the pin in and then you can actually pull it out.
Okay, now here's a close up. Push in the pin and then use a screwdriver or your fingernail to
pry those two pins out of the end of the door. And now there's four pins along the bottom of the
door. I just recommend getting your hand underneath and giving a good quick tug. My screws
came out of the armrest there. Okay and now you just lift the panel up and off. Okay, then the
last step is to disconnect this harness, and there's a little button right here underneath. Press
and work the connection out. And if you have the up-level stereo with the tweeter in the door
pull, you'll need to disconnect those. Now here, you're going to carefully peel back your water
shield. You want to just take care not to tear it, and if that sticky stuff doesn't work when you
put it back together, you can use some tape and you'll notice I have the inside door handle off.
That's just to clear out the water shield out of the way a little more to film. You don't actually
have to take your inside door handle off in order to get to this part. Okay, so here you can see is
my regulator and now you can see mine actually works just fine. I'm just showing you how to do
it on this car. But there's two bolts that hold the regulator to the window, and those are 10
millimeters. So what you'll do is undo those bolts and lift your window up. Use some painter's
tape to tape it up, and then there's bolts that hold the regulator in: one, two and three. The
connector here you're going to undo and then one, two, three bolts that hold the window on
there. What usually happens on these regulators is the cable breaks, and when the cable's
broken or your window will fall down to the bottom, so you can usually grab onto the top of it
and slide it up, and then you'll want to remove these two 10 millimeter bolts. Okay, then take
your window and slide it right up to the top. I have some painted tape waiting here. And here I'm
attaching some painter's tape to hold the window up in the frame while I work on the regulator.
And now, you'll want to unplug your window motor by pressing down on a tab right here,
pointing that from there and let's see here. Change the screwdriver. Pry that out. Now you can
undo these three: one, two, three. Now remove these three for the window motor. Okay the
window motor and the regulator comes back, down and out. So here's my original regulator and
new regulator from 1A Auto. You can see some slight differences actually. Some piece is a little
stronger on the 1A Auto motor, but everything's going to install the same. Plug is exactly the
same. It's going to plug in fine. Pull up slightly here. So now you put the regulator back up in
just like you did, and one thing you want to make sure is once you get the bar straight up and
down, you get it inside the window and then pull those studs through. Start your three nuts that
hold the rail, and then get the motor up into place and start those three nuts to hold the motor
on. Once you have to bolts started that hold the regulator and motors. Then you can take your
tape off, and let your window down onto the regulator. And then what you'll do is line up and
start those two bolts, and then once you have those bolts in. Then you can take your 10
millimeter socket with your ratchet and extension, and tighten all of them up. So there's eight
bolts in all that you need to tighten and they need to be firm. They don't have to be super tight
or anything like that, just nice and firm. Now that everything's tightened up, just want to route
your harness right through here. Hook it together. My switch must have been down. So key's

on. Everything's working correctly. Okay, and now you can put your plastic water shield back
on and again, if that sticky stuff wore out or whatever, use some masking tape. If you ripped it,
use a little duct tape to mend it up. Okay, we're just going to fast forward through putting the
door panel back on. If you took it off, you'll probably be able to get it back on without too much
trouble. If you do want to see this in real time for some help to get the door panel back on, just
check out our other window for the Camry door panel installation and you can see that in
regular motion. We hope this helps you out. Brought to you by Please feel free to call us toll
free. We're the company that's here for you on the internet and in person. Orders ship same day
when ordered by 2pm ET. Need your part faster? Choose expedited shipping at checkout.
Providing you the highest quality, direct fit replacement auto parts enforced to the strictest
product standards. Exceeding customers' expectations every day, our team of passionate auto
enthusiasts are here to help. Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. Our how-to videos have helped repair over
million vehicles. Track Order. Free Shipping My Cart. Proceed To Checkout. Video Library.
Share on:. Copy URL. Use a Phillips screwdriver to remove the five screws Press the push pins
in on the edges and bottom of the door panel and pry it out On the edges of the door panel,
remove the push clips by depressing the center and pulling the body of the clip out. Pry up the
window switch panel Unplug the switch panel from the wiring harness Pull the door panel off,
lifting it up over the lock and door latch. Peel back the water shield Disconnect the window
motor lead Loosen the two 10mm bolts that hold the window to the regulator Raise the window
by hand Hold the window in place with painter's tape Remove the three 10mm bolts from the
regulator Remove the three 10mm bolts from the window motor Pull the window regulator out
through the door. Insert one of the bolts into the window regulator Push the regulator into the
door Hang the regulator by its bolt Insert the two 10mm bolts into the regulator Insert the three
10mm bolts into the window motor Remove the painter's tape from the window Lower the
window onto the regulator Insert the two 10mm bolts that hold the window to the regulator.
Thread the wiring harness through the switch panel hole Clip the door panel on, securing with
the push clips Depress the body of the clip and push in the center to anchor them on the sides
and bottom Screw in the five Phillips screws in the door pull Reconnect the wiring harness to
the switch panel Clip the switch panel and the door latch bezel back on Press the sail panel on.
Watch video. Sockets - Metric 10mm Socket. Wrenches - Metric 10mm Wrench. Shop Products.
Search 1A Auto videos for your car repair. Year Save this video to my 1A Auto Account.
Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts enforced
to the strictest product standards. USA Customer Support Exceeding customers' expectations
every day, our team of passionate auto enthusiasts are here to help. Instructional Video Library
Thousands of how-to auto repair videos specific to year, make and model guide you
step-by-step through your repair. Terms of Use Privacy Policy. Your question might be
answered by sellers, manufacturers, or customers who bought this product. Please make sure
that you are posting in the form of a question. Please enter a question. Designed to OE
specifications down to the mounting hooks, studs, and cable ties to ensure hassle-free drop-in
fit. Each TYC window regulator motor is designed to have the same torque output as the
original equipment for matching performance. TYC window regulators also feature exact
OE-style connectors so no wire splicing is required. Skip to main content. Buy new:. Ships
from: Amazon. Sold by: Amazon. You can return the item for any reason in new and unused
condition: no shipping charges Learn more about free returns. How to return the item? Go to
your orders and start the return Select the return method Ship it! Fastest delivery: Wednesday,
March 3. Only 6 left in stock more on the way. Add to Cart. Secure transaction. Your transaction
is secure. We work hard to protect your security and privacy. Our payment security system
encrypts your information during transmission. Learn more. Ships from Amazon. To hide it,
choose Ship in Amazon Packaging at Checkout. Ships from. Sold by. Include Add a Protection
Plan:. Plan starts on the date of purchase. Product breakdowns and malfunctions are covered
after manufacturer's warranty. No additional costs for repairs - parts, labor, and shipping are all
included. Cancel anytime, full refund in the first 30 days. Allstate Protection Plans serviced by
SquareTrade, an Allstate company are only valid for new or Amazon certified refurbished
products purchased at Amazon in the last 30 days. Add No Thanks. Coverage for mechanical
breakdowns begins after the manufacturer's warranty expires. Fully transferable if bought as a
gift. Not valid on auto parts purchased for commercial use. Visit assurantclaims. To cancel, visit
"Your Orders" on Amazon. Add a gift receipt for easy returns. Save with Used - Very Good. Sold
by: Amazon Warehouse. Small cosmetic imperfection on top, front or sides of item. Item will
come in original packaging. Packaging will be damaged. See more. Fastest delivery: Saturday,
Feb 27 Order within 5 hrs and 9 mins Details. Only 1 left in stock - order soon. Sold by Amazon
Warehouse and Fulfilled by Amazon. Brand: TYC. Style: Front Driver Side. Front Driver Side.

Front Passenger Side. This fits your. Frequently bought together. Add all three to Cart Add all
three to List. These items are shipped from and sold by different sellers. Show details. Ships
from and sold by Amazon. FREE Shipping. Sold by PartsSquare and ships from Amazon
Fulfillment. Customers who viewed this item also viewed. Page 1 of 1 Start over Page 1 of 1.
Previous page. Next page. What other items do customers buy after viewing this item? Compare
with similar items. Register a free business account. Have a question? There was a problem
completing your request. Please try your search again later. Would you like to tell us about a
lower price? Customers who bought this item also bought. See questions and answers.
Customer reviews. How are ratings calculated? Instead, our system considers things like how
recent a review is and if the reviewer bought the item on Amazon. It also analyzes reviews to
verify trustworthiness. Customer images. See all customer images. Top reviews Most recent
Top reviews. Top reviews from the United States. There was a problem filtering reviews right
now. Please try again later. I bought this whole assembly and installed it myself by watching a
youtube video. I have never even replaced a car tire before. I was able to figure it out using a
youtube video that showed how to replace a power window assembly for toyota cmary It fit
perfectly well. It works better and faster than my other old factory power windows. Just make
sure you have 10mm socket wrench, a long Philips screw driver and painter's tape to hold the
glass in place when you are replacing the assembly. And one last thing it only took me an hour
and half to get it done and like I said I have never done a single car repair in my life. If you want
to save money like me you cannot go wrong with this product. Was not a bad installation. You
Tube video and go. However, the video I saw instructed to take parts off that did not need to
come off: leave the top half of the water shield and just tape it up. Also the lock latch
mechanism did not need to be removed. I used duct tape to keep the window up and in the track
while installing the mechanism. A little wiggling to get all of the holes lined up, and away you
go. The hardest part was getting the bezel off the door. Cracked that. Otherwise a pretty straight
forward job. Misalignment problems! I then removed the unit, and after closer inspection I
realized that one of the window mounting tabs was bent! Did not happen during installation. I
was able to use the motor from this unit, and install it on the old actuator. Window now works. I
sure hope the motor is better quality than the actuator!! Get a different brand. Works for Toyota
Camery. I have a Toyota Camery. My friend installed this for me in June And it works! I'm very
happy with this purchase. Um no thanks! Good thing the window didn't break down in the rainy
season. I had my friend wear gloves after reading that the regulator metal is sharp. We didn't
have any trouble, besides putting it in the wrong direction at first. I held the window up while he
did the actual installing, so you might need two people for that part. The part fit like an OEM
part. The hooks were there and everything lined up perfectly. As other posters have stated,
watch a youtube video and wear gloves. The only issue was my window was stuck on the down
position and I couldn't move it up. As a result I couldn't reach one of the window screws. If you
have this problem, take out the speaker on the bottom and disconnect the speaker wire. You
can reach around and work the bolt a little easier. Use a 10mm and break it loose and slowly
turn it. I also found a magnet stick was helpful. Car is a toyota camry LE 2. Ordered July of
Installed and window worked great. Until it didn't. Started failing March of Original window
regulator lasted 19 years. This one lasted 8 months. Now I'll re-install the same part from the
same manufacturer. I hope it lasts longer than 8 months. Will update if it doesn't. Perfect fitted
my Camry 2. It's on for a few years and 50k miles without problem. See all reviews. Top reviews
from other countries. Exact fit and works great. Report abuse. Works great, window now goes
up and down very smoothly. Pages with related products. There's a problem loading this menu
right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top.
Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Million
Parts. This item can be shipped to select countries outside of the U. Learn More. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography.
East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and
Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life. Please see the Part Fitment information below for proper vehicle fit and the part
details section for additional information. We are an essential business serving the auto repair
industry. Rest assured all eBay orders are being processed and shipped on time. This part has
a 90 day warranty and will ship via ground. Tracking numbers will be uploaded to eBay once the
package has left our facility with the carrier which is usually by 7PM eastern time. Please note
all vehicle image s shown are of the donor vehicle at the time we received it and before it was

dismantled. The photos may not represent its current state or available parts. Only the single
part described and noted for sale in our description is guaranteed to be included when shipped.
Other parts shown in the image s are not guaranteed to be included but may be available for
sale. Please contact us for more information. If you have any questions or issues with the part
you receive please contact us through eBay messaging and we will be happy to help. We have
been in the recycled auto parts business for over 30 years and stand behind every part we sell.
We accept immediate payment by credit card, debit card or Paypal processed through eBay
checkout. Some of our listings use the Best Offer feature. If Best Offer is available on the item it
will be noted on the listing. If you make a Best Offer and your offer is accepted payment is due
within 5 business days. If payment is not received after 5 business days the item will be relisted
and an unpaid item case will be opened. Tracking information will automatically be uploaded to
eBay once your order has left our facility. Large items such as engines, transmissions, doors,
hatches and axle assemblies will ship via freight carrier. Parts shipped by freight are pallet
strapped and wrapped. Most orders will be shipped within one business day however for freight
shipments we will need more information from you to provide to the carrier before your item will
ship. Please provide a valid phone number with your payment. Once payment for a freight item
is received a representative will contact you to schedule a freight shipment, verify your vehicle
fitment and answer any questions you may have regarding the freight shipment. Please inspect
all freight shipments prior to signing for the delivery! If any transit damage has occurred please
refuse the shipment and contact us through eBay messaging for assistance. We will take care
of it from there and file a claim with the carrier and arrange a replacement or refund for you. It is
very important to not sign for a damaged freight shipment! You have the right to examine the
shipment for obvious signs of damage prior to signing and accepting the delivery. If a delivery
driver refuses to allow you to inspect the shipment until you sign for it please do not sign,
refuse the shipment and contact us through eBay messaging. Your signature on the delivering
carrier's freight Bill Of Lading BOL constitutes acceptance of the merchandise as is and in good
order so please inspect it before signing for it. However, if you inspect the shipment, sign for it,
but later you find damage that you could not see during the initial delivery, please don't worry!
This is called concealed damage and we can still work with the carrier on your behalf and file a
claim so all you need to do is let us know. We will need you to send us some photos of the
damage so we can file that claim with the carrier. If you have any questions regarding freight
shipments please contact us through eBay messaging prior to purchasing. If a UPS delivered
item arrives damaged, please retain all packaging and contact us through eBay messaging for
immediate assistance. We will open a damage claim with UPS and arrange for the return and
replacement of the item at our expense. Be sure to provide us with all necessary contact
information with your order. We are unable ship freight items until we have all information
required by the freight carrier. No International shipping is available outside of the eBay Global
Shipping program. Territories outside of the continental U. We offer a standard warranty on all
mechanical parts. This covers the part only, no labor charges to install the part. We are not
responsible for any improper installation or misdiagnosis. Need to Return? No Problem! Thank
you for shopping with us! While we hope you are satisfied with your order, we understand there
are times when a return may need to take place. All parts come with a 60 day return policy. If
your return is for a defective, damaged or an incorrect item we ask that you please contact us
through eBay messaging before opening a return request. We can process most returns
through eBay messaging and provide you with a replacement part or a return label to send the
damaged item back for full refund. We also ask that you take care in repackaging our item in
order to receive a full refund upon return! Helping us keep our returns low will help keep our
prices low! In the event a part sold fails to operate within the warranty period we will replace the
part s with a functionally equiva
generac gts transfer switch wiring diagram
1999 eddie bauer ford explorer manual
toyota solara coupe
lent part or refund the part purchase price, at our option. Warranty period begins on the day the
part is delivered. Warranty is for replacement of the part only and does not include any towing,
labor, fluids, seals or gaskets. All parts must be installed to manufacturer's specifications.
Failure to install parts properly will void all warranties. You may be required to submit
documentation regarding the installation to support a warranty claim. Fenix Parts owns full
service recycling yards across the United States. Our growing network proudly services
collision shops body shops , mechanical repair shops and individual retail customers. Thank
you very much for shopping with Fenix Parts! We are not responsible for any delays incurred by
the shipping carrier. We cannot ship to P. Please provide a UPS shippable street address. Our

shipping department is closed on weekends. A refund for the purchase amount will be issued
within 48 hours of receipt of the returned item. All Rights Reserved.

