Volvo penta 3.0 water pump
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as soon as possible. Volvo Penta has a long history of successful marine engine design. Their
multiple cylinder engines can be found on many of today's pleasure craft and fishing boats. The
water pump on the Volvo Penta has an external mounting at the front of the engine, easily
accessible for the average repair person. Replacing the water pump impeller constitutes one of
the major repair and maintenance procedures on a Volvo Penta engine. With no external
housings that must be removed, the water pump can be replaced within an hour with a few
steps and basic tools. Unclasp the clamps on the engine cover and pull it off the engine. Locate

the tensioner pulley, identified by a large nut in the center of it, to relieve pressure on the
serpentine belt. Place a socket and a breaker bar on the pulley nut. Turn the breaker bar
downward against the spring pressure and slip off the serpentine belt. Note the routing
configuration of the belt before pulling it off. Place a drain pan directly under the the water
pump -- the water pump mounts to the outside of the crankshaft pulley, low on the front of the
engine. Use a screwdriver to loosen the inlet and outlet hoses on the water pump. Remember
which hose goes to which neck fitting. Let the coolant drain into the pan. Push the hoses aside.
Use a socket to remove the two bolts that hold the bracket to the water pump housing then set
the bracket aside. Use a large slotted screwdriver to loosen and remove the four screws that
hold the water pump to the pulley. If they are frozen in place, spray penetrating oil on the
screws and let them soak. After removing the water pump, turn it upside down. Remove the
circular ring gasket from its groove. Clean the housing surface with carburetor cleaner and a
gasket scraper, along with the mating surface on the pulley. Look at the impeller inside the
water pump and notice which way the rubber blades point. You need to install the new impeller
in the same configuration. Pull the impeller out of the water pump housing. Gently sand the
inside of the impeller chamber with grit sandpaper. Remove all scale, burrs and debris. Clean it
with carburetor cleaner and a rag. Place the new impeller inside the chamber, orienting the
blades in the proper direction. Place a new gasket ring in the groove on the housing. Push the
gasket ring firmly in place to seat it. Align the water pump up to the pulley and start the screws
in by hand. Finish tightening the screws with the slotted screwdriver. Push the inlet and outlet
houses back onto the the water pump nozzle necks. Tighten the hose clamps with the
screwdriver. Place the water pump bracket back into position. Insert the two bracket bolts and
tighten them with the socket. Run the serpentine belt back through the pulley system. Place the
breaker bar and socket onto the tensioner pulley and push the breaker bar down. Slip the
serpentine belt back onto the tensioner pulley and release pressure on the breaker bar. Remove
the drain pan. Fill the coolant system. Replace the engine cover and snap the clips back into
place. Chris Stevenson has been writing since His automotive vocation has spanned more than
35 years and he authored the auto repair manual "Auto Repair Shams and Scams" in Stevenson
holds a P. Step 1 Unclasp the clamps on the engine cover and pull it off the engine. Step 2 Place
a drain pan directly under the the water pump -- the water pump mounts to the outside of the
crankshaft pulley, low on the front of the engine. Step 3 Use a socket to remove the two bolts
that hold the bracket to the water pump housing then set the bracket aside. Step 4 Look at the
impeller inside the water pump and notice which way the rubber blades point. Step 5 Place a
new gasket ring in the groove on the housing. Socket set and wrench Breaker bar Screwdrivers
Drain pan Penetrating oil grit sandpaper Gasket scraper Carburetor cleaner Shop rags Water
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an out of date browser. It may not display this or other websites correctly. You should upgrade
or use an alternative browser. Volvo Penta 3. RMS58 Cadet. Joined Aug 18, Messages I
remember reading on this forum somewhere about locating parts for this pump with out
replacing the entire pump and buying it from Volvo. I have the part numbers for the impeller and
the "O" ring seal for the pump housing, but I can't seem to locate a part number for the lip seal
that goes between the impeller and the bearing. The diagram at Volvo Penta does not show that
seal. It does indicate a part called a guide washer, but the diagram appears to show that going
between the pully and the crankshaft. I tried to upload an image showing what I had found but
was unable to do so. I get an Unknown error pop up when I try. Has any one rebuilt this type of
pump successfully? Of course my dealer refuses to rebuild the pump, will only sell a new pump.
Thank you in advance Joined Jun 20, Messages 1, Post a picture of the pump. I will try from a
different computer to see if I can get it to post. Thanks for the response -Bob. Contact Marine
Power in Pontchoula, La. Yegboats Chief Petty Officer. Joined Feb 20, Messages Yegboats,
might I ask what is the URL for that page you posted? Thank you -Bob. RMS58 said:. Last
edited: Aug 4, Sparkinator Chief Petty Officer. Joined Aug 15, Messages Very in expensive. No
more leaks. My seals were melted. Bearings were ok
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early bronco heater hose routing
though. Thank you both Sparky and Yegboats, I was able to use the part numbers from
Yegboats to find a local parts supplier. I will be ordering them tomorrow. Hopefully this will

make the boat happy again! Chers Bob. The parts arrived from a Volvo Penta dealer in the NY
area, the local Maine dealers did not want to sell me parts. They were mare than happy to sell
me an entire pump. Not happening I cleaned up the pump shaft with a little scotch brite pad and
some warm water to clean out the rust and pad residue. Use some seal lube to allow the inner
pump to bearing seal to slide into the bore and seated it with a deep socket and a flat brass drift
punch. Lubed the devil out of the pump vanes, slid it in and reassembled the pump. Put it back
on the engine, put the belt back on, hooked up the water and fired up the engine. I let the engine
run and it came up to temp, circulated water nicely and no more leak. Than you all for your kind
assistance. You must log in or register to reply here.

