Water pump 04 silverado

The Chevrolet Tahoe has a water and antifreeze-based coolant system. The water pump is an
integral part of the truck's coolant system. The purpose of the water pump is to push coolant
through the radiator and through the engine. The first sign of a faulty water pump is coolant
gathering under the engine when the truck has been sitting overnight. The smell of coolant also
will dominate the interior of the truck when operating. If you notice these symptoms, watch the
temperature gauge to ensure the truck does not overheat. Allow the truck to run for five
minutes. The coolant system needs to build pressure. Turn the truck off once it is warmed up.
Open the hood for access to the engine compartment. Locate the water pump in the middle of
the front of the engine. Inspect under the water pump for any coolant leaking out. Signs of a
faulty water pump will occur when coolant is leaking out of the vent hole or weep hole. Notice
the dripping coming out of the water pump. The leak will be a solid stream of coolant. Purchase
or rent a pressure tester from an automotive parts store. The pressure tester is designed to
apply pressure to the coolant system and push coolant where it is leaking. Unscrew the
pressure cap from the radiator by hand. Apply the end of the pressure tester to where the
pressure cap came off, at the top of the radiator. Look at the top of the radiator pressure cap
and remember the number imprinted. The number will indicate the pounds of pressure needed
to test the radiator. Pump the pressure tester to the number indicated on the cap. Observe the
pressure to see if it drops. If the pressure is dropping, attempt to locate where the coolant is
being pushed out. If the pressure is pushing coolant out of the water pump, this indicates the
water pump is starting to break down and needs to be replaced. Slowly twist the tester off the
radiator to break the pressure built by the tester. Gregory Crews has been in the film industry
for three years and has appeared in more than 38 major motion pictures and 16 television
shows. He also writes detailed automotive tutorials. His expertise in the automotive industry
has given him the skills to write detailed technical instructional articles. Step 1 Allow the truck
to run for five minutes. Step 2 Open the hood for access to the engine compartment. Step 3
Inspect under the water pump for any coolant leaking out. Step 1 Purchase or rent a pressure
tester from an automotive parts store. Step 2 Unscrew the pressure cap from the radiator by
hand. Step 3 Pump the pressure tester to the number indicated on the cap. Some automotive
parts store have a rental program that allow you to rent instead of purchase the pressure tester.
Use caution when working around the coolant system. The coolant will be hot and under
pressure; it needs to managed with great care to prevent injury. The Chevrolet Tahoe has a
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care to prevent injury. This item is backed by our limited lifetime warranty. In the event this item

should fail due to manufacturing defects during intended use, we will replace the part free of
charge. This warranty covers the cost of the part only. Created on: Watch this video to learn
how to fix a leaking or broken water pump. This item may be interchangeable with parts from
other brands with the above part numbers. This information is provided only for reference and
does not guarantee that the item you are purchasing is identical to parts with part numbers from
the brands listed above. To confirm that this item fits your vehicle, use the above "Check
Vehicle Fit" option. Not all parts are the perfect fit. Enter your Vehicle and we'll confirm fit, or
help get you to one that will. Orders ship same day when ordered by 2pm ET. Need your part
faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. This part will only fit a vehicle with these options. Clear vehicle X. Year Make Model.
Search by Vehicle. Select your vehicle. Year Make Model Search. Add to Cart. Loading Delivery
Options. Delivery options for:. Estimated Arrival Cost Finalize your delivery options in checkout.
Brand : WPA Frequently bought together. Vehicle Fit. Lifetime Warranty This item is backed by
our limited lifetime warranty. Shipping is not available to a P. Loosen the two clamps by the
throttle body and air box. Use a small flathead screwdriver to break the seal. Lift the intake tube
out. Remove the two 10 millimeter bolts with your socket wrench. Unclip the small hose from
the shroud. Remove pins around fan shroud and gently work hose back and forth to pull fan
shroud out. Use a large adjustable wrench on the center nut. Apply force on the wrench to break
it loose. Carefully pull fan out and set aside. Start by double checking that your routing diagram
is legible. Draw out your own if it isn't to save time and confusion later. Use your socket ratchet
to loosen the 15 millimeter bolt located on the tensioner. Turn your ratchet clockwise to release
the tension and remove the belt. Release lower radiator hose and drain fluid into your drain pan.
Use your pliers to slowly squeeze the clamp and pull it back to drain the fluid into your catch
pan. Disconnect radiator hose by loosening and pulling back the clamp. Use your small flathead
screwdriver to gently pry up the hose and wiggle it off. Make sure any water has drained out of
it and set aside. Finally disconnect heater hoses. Ensure that your catch pan is underneath to
catch any water. Use your wrench to remove the tension arm from the water pump. Set aside.
Use your 10 millimeter socket wrench to remove the two bolts. Use your torque wrench to
remove the six bolts on the water pump. Then using a sharp razor blade, scrape off any residual
gasket material that could create a bad seal. Put the new gasket plates on your 1A Auto water
pump using the two bolts. Seat the new pump and place bolts and use your torque wrench to
gently snug them up. Go back and torque them between 22 and 24 foot pounds. Take the new
O-ring that came with your 1A Auto and put it on your thermostat housing. Reconnect all your
hoses. Put your belt tensioner back on and put your serpentine belt back on using your
diagram. Reassemble your fan, fan shroud, and intake pipe. Listen for the sound of any leaks to
make sure everything is connected properly. Finally, reconnect the battery and start up the
engine and run it for 30 seconds or so to circulate the coolant. Double check your level of
coolant to make sure it is at the right spot, and you are good to go. Watch video. Check Vehicle
Fit. Product Reviews. GMC Waterpump. Part was received before expected day. And secured in
bubble wrap in box within a box. How to video was good eat. Had part on in no time.. Just what I
needed This is exactly what I needed! It was exactly as described on the website and the
delivery was very quick. I will be ordering more parts from here for sure. So very easy to shop
for the parts you need. Prompt shipping and affordable prices. The water pump is easy to install
approx 3. You will need to reuse old thermostat housing and buy a new thermostat before
reinstall. Torque thermostat housing bolts also 11 foot pounds. This is an easy installation it's
up to you. Almost perfect transaction. The entire transaction was super fast and easy. Easiest
return ever! Thing is after buffing where the gaskets are on the old and inserting new. Water
leak fixed! Very professional help. And service. The online service. Was always helpful. Never
once had a issue with wrong parts. I'd highly recommend these guys for online shopping. On
time that was given. Very Professional. I was really happy with the placement of the order. I
received my order a few days later. I would recommend 1A to everybody. Works great, fit right.
Installed just fine, works well. It was for my Silverado 5. What is included? Sara F. The water
pump and gaskets. Owen M. Winston S. The water pump and gaskets will be included as shown
on our image. You must re use the mounting hardware however or purchase elsewhere. Alex P.
All that's in picture. Water pump, pulley, gaskets. I changed my thermostat since it was apart, I
had to get that separate. Brian C. Does the pulley come with this water pump? Brent S. Don't
remember but I remember it being a lot easier than I thought it was going to be. Martin R. This is
the water pump but the pulley is not attached to it. Emma F. Yes it did for me when I ordered it
awhile ago. Christopher W. Yes it does. Does thermostat come with the pump? Antonio T. No,

this does not include the thermostat. Christa R. Does the water pump have the fan clutch for the
ac on it? Ben M. No, it does not. Thank you for your inquiry, Ben! Tim K. Call Now Customer
service. Guaranteed To Fit Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. USA Customer Support Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Instructional
Video Library Thousands of how-to auto repair videos specific to year, make and model guide
you step-by-step through your repair. Terms of Use Privacy Policy. Narrow Your Results: Select
your year, make, model to find parts that fit Before proceeding, select your Vehicle, to verify this
Part will fit. Year Partsgeek awesome i ordered my pump 2 days later it was at my front door.
Thank you very much. Skip to main content Menu. Close X. Call To Order: Accessory Belt Idler
Pulley. Accessory Belt Tension Pulley. Accessory Belt Tensioner. Accessory Belt Tensioner
Assembly. Auxiliary Fan Control Unit. Auxiliary Water Pump. Bypass Hose. Coolant Breather
Pipe. Coolant Hose. Coolant Pipe. Coolant Recovery Tank Hose. Coolant Thermostat Kit.
Cooling Hose. Cooling System Adapter. Cooling System Flush Gun Kit. Cooling System Tester
Adapter. Engine Coolant Crossover Pipe. Engine Coolant System Pressure Tester. Engine
Coolant Thermostat Housing Assembly. Engine Coolant Thermostat Shim. Engine Coolant
Water Inlet Seal. Engine Cooling Fan. Engine Cooling Fan Motor Connector. Engine Cooling Fan
Shroud Clip. Engine Water Pump Cover Gasket. Engine Water Pump Hardware Kit. Engine Water
Pump Stud Kit. Engine Water Pump with Fan Clutch. Expansion Tank. Expansion Tank Cap. Fan
Blade. Fan Clutch. Fan Shroud. Fan Shroud Set. Radiator Cap. Radiator Cap Adapter. Radiator
Cap Tester Adapter. Radiator Drain Petcock. Radiator Fan Assembly. Radiator Fan Shroud.
Radiator Hose. Radiator Mount. Radiator Mount Bracket. Radiator Support Baffle. Radiator
Support Mount Kit. Radiator Support Tie Bar. Thermostat Assembly. Thermostat Gasket.
Thermostat Housing. Thermostat Housing Seal. Thermostat O-Ring. Water Bypass Gasket.
Water Crossover Mounting Set. Water Distribution Pipe. Water Outlet O-Ring. Water Pump
Backing Plate Gasket. Water Pump Flange. Water Pump Flange Bolt. Water Pump Gasket. Water
Pump Gasket Set. Water Pump Housing Gasket. Water Pump Inlet Bolt. Water Pump Mounting
Gasket. Water Pump O-Ring. Water Pump Pulley. Air Intake. Body Electrical. Chemicals and
Fluids. Climate Control. Diesel Injection. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. A1 Cardone. AC Delco. Beck Arnley. DIY
Solutions. DNJ Rock. US Motor Works. Shop By Vehicle. Gates Water Pump. Click to Enlarge.
Gates W Water Pump. Product List Price:. Shipping Options: Ground Shipping. GMB Water
Pump. Image is not vehicle specific. Shipping Options: Ground, Overnight, 2 Day. Notes: Engine
Water Pump -- 2. Features: Manufactured to meet or exceed OEM specifications. Shipping
Options: Free Ground Shipping. Airtex Water Pump. Airtex AW Water Pump. API Water Pump.
Notes: Engine Water Pump -- Includes thermostat and thermostat housing. Genuine Water
Pump Pulley. Genuine W Water Pump Pulley. SKP Water Pump. Features: OE Style for easy
replacement and fitment Stringent quality control ensures part meets product standards. AC
Delco Water Pump. Features: Direct Fit Replacement - Guaranteed to fit and function for your
specific application Quality Tested - built to a strict level of product standards. A1 Cardone
Water Pump. Core Price [? Notes: Engine Water Pump -- 1. As a remanufactured Original
Equipment part, this unit guarantees a perfect vehicle fit. The proper O. This ensures longer
bearing life and reliable performance. Thermostat seal and mounting gasket are supplied for
ease of installation where applicable. Beck Arnley Water Pump. Melling Water Pump. Features:
Melling water pumps provide dependable performance every time in every application. Every
Melling water pump is engineered and assembled to the highest production standards from
high quality materials. All Melling water pumps use the latest technology to provide the highest
level of quality and performance. Gears are machined to close tolerances to ensure proper
pressure and correct, efficient pump operation. Every Melling water pump is individually tested
for pressure and flow under conditions designed to duplicate actual engine operating
conditions. WJB Water Pump. Dayco Water Pump. Driveworks Water Pump. Bosch Auxiliary
Water Pump. Torque testing is performed to verify the proper impeller- shaft mating. Torque
testing can detect loose impeller- shaft press fits. Bosch utilizes OE mating parts and
accessories to verify proper fitment in situations where the isolator grommet and bracket can
be re-used. Retain them when removing the previously installed pump. Water pumps are
vacuum leak tested to ensure proper sealing. This test can detect leaks throughout the housing,
seals, tube binding and plug leakage. GMB March 24th, Posted by T. A1 Cardone Order was
easy, shipped fast, and met all my expectations. Thanks, Parts Geek! December 29th, Posted by
Scott in KS. Catalog: A. Vehicle Engine Chevrolet Silverado Catalog: C. Catalog: B. Catalog: T.
Catalog: P. Catalog: S. Catalog: Q. Catalog: F. Catalog: H. Catalog: N. Partsgeek awesome i
ordered my pump 2 days later it was at my front door. Thank you very much. Skip to main
content Menu. Close X. Call To Order: Accessory Drive Belt Pulley. Balance Shaft Bearing.

Balance Shaft Gear. Cam Follower. Cam Follower Kit. Cam Housing Gasket. Cam Plug.
Camshaft Adjuster Gasket. Camshaft Bearing. Camshaft Bearing Set. Camshaft Bushing.
Camshaft Gasket. Camshaft Position Sensor. Camshaft Retainer Plate. Camshaft Thrust Plate.
Connecting Rod Bearing Set. Connecting Rod Nut. Conversion Gasket Set. Crank Position
Sensor. Crank Position Sensor Spacer. Crankshaft Gear. Crankshaft Pulley. Crankshaft Repair
Sleeve. Crankshaft Seal. Crankshaft Seal Cover. Crankshaft Seal Kit. Crankshaft Seal Retainer
Gasket. Cylinder Head. Cylinder Head Bolt. Cylinder Head Bolt Set. Cylinder Head Dowel Pin.
Drive Belt Idler Pulley Set. Drive Belt Tensioner Pulley. Engine Camshaft Bolt Lock Plate. Engine
Camshaft Retainer Bolt. Engine Connecting Rod Bearing Pair. Engine Cover Gasket. Engine
Crankshaft Pulley Bolt. Engine Crankshaft Repair Sleeve Tool. Engine Cylinder Head Gasket Kit.
Engine Cylinder Liner. Engine Gasket Set. Engine Harmonic Balancer. Engine Mount. Engine
Mount Bracket. Engine Mount Set. Engine Oil Filler Cap Seal. Engine Oil Filter Bypass Valve.
Engine Oil Filter Kit. Engine Oil Galley Plug. Engine Oil Pan Cover Gasket. Engine Timing Cover
Bolt Set. Engine Timing Cover Installation Tool. Exhaust Manifold Gasket. Exhaust Manifold
Gasket Set. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Freeze Plug. Harmonic
Balancer Bolt. Harmonic Balancer Pulley. Head Bolt. Head Bolt Set. Head Gasket. Head Gasket
Set. Intake Manifold Bolt Set. Intake Manifold Gasket. Intake Manifold Gasket Set. Intake Plenum
Gasket Set. Intake Valve. Main Bearing. Main Bearing Cap Bolt. Main Bearing Gasket Set. Main
Bearing Set. Oil Cooler. Oil Cooler Gasket. Oil Cooler Gasket Set. Oil Cooler Hose. Oil Cooler
Line Connector. Oil Cooler Mounting Kit. Oil Dipstick. Oil Dipstick Seal. Oil Dipstick Tube. Oil
Drain Plug. Oil Drain Plug Gasket. Oil Filler Cap. Oil Filler Cap Gasket. Oil Filler Tube. Oil Filter.
Oil Filter O-Ring. Oil Filter Remote Mounting Kit. Oil Filter Set. Oil Level Sender. Oil Pan. Oil Pan
Bolt Set. Oil Pan Gasket. Oil Pan Gasket Set. Oil Pick-up Tube O-Ring. Oil Pump. Oil Pump
Bushing. Oil Pump Cover Seal. Oil Pump Drive Gear. Oil Pump Intermediate Shaft. Oil Pump
Intermediate Shaft Guide. Oil Pump O-Ring. Oil Pump Pickup Tube Gasket. Oil Pump Pickup
Tube and Screen. Oil Pump Repair Kit. Oil Pump Screen. Oil Pump Shaft. Oil Pump Shaft Guide.
Oil Pump Shaft Retainer. Oil Strainer Gasket. Oil Strainer Gasket Set. PCV Valve Tubing. Piston
Pin Bushing. Piston Ring. Piston Ring Set. Piston Set. Push Rod. Rear Main Seal Cover. Rocker
Arm. Rocker Arm Set. Rod Bearing. T-Belt Tensioner Damper. Timing Camshaft Sprocket.
Timing Chain. Timing Chain Kit. Timing Chain Tensioner. Timing Chain Tensioner Guide. Timing
Cover. Timing Cover Gasket. Timing Cover Gasket Set. Timing Cover Harmonic Balancer
Sleeve. Timing Cover Repair Sleeve. Timing Crankshaft Sprocket. Timing Gear. Timing Gear Kit.
Timing Guide Rail. Timing Set. Valley Pan. Valley Pan Gasket. Valley Pan Gasket Set. Valve
Cover. Valve Cover Bolt Kit. Valve Cover Gasket. Valve Cover Gasket Set. Valve Cover Grommet
Set. Valve Cover O-Ring. Valve Cover O-Ring Set. Valve Guide. Valve Keeper. Valve Lifter. Valve
Lifter Guide. Valve Seat. Valve Spring. Valve Spring Retainer. Valve Spring Retainer Keeper.
Valve Stem Seal. Valve Stem Seal Kit. Air Intake. Body Electrical. Chemicals and Fluids. Climate
Control. Cooling System. Diesel Injection. Drive Belts. Engine Electrical. Fuel Delivery. Fuel
Injection. Tools and Hardware. A1 Cardone. AC Delco. Beck Arnley. DIY Solutions. DNJ Rock.
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quality control ensures part meets product standards. AC Delco Water Pump. Features: Direct
Fit Replacement - Guaranteed to fit and function for your specific application Quality Tested built to a strict level of product standards. A1 Cardone Water Pump. Core Price [? Notes: Engine
Water Pump -- 1. As a remanufactured Original Equipment part, this unit guarantees a perfect
vehicle fit. The proper O. This ensures longer bearing life and reliable performance. Thermostat
seal and mounting gasket are supplied for ease of installation where applicable. Beck Arnley
Water Pump. Melling Water Pump. Features: Melling water pumps provide dependable
performance every time in every application. Every Melling water pump is engineered and
assembled to the highest production standards from high quality materials. All Melling water
pumps use the latest technology to provide the highest level of quality and performance. Gears
are machined to close tolerances to ensure proper pressure and correct, efficient pump
operation. Every Melling water pump is individually tested for pressure and flow under
conditions designed to duplicate actual engine operating conditions. WJB Water Pump. Dayco
Water Pump. Driveworks Water Pump. Bosch Auxiliary Water Pump. Torque testing is
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situations where the isolator grommet and bracket can be re-used. Retain them when removing
the previously installed pump. Water pumps are vacuum leak tested to ensure proper sealing.
This test can detect leaks throughout the housing, seals, tube binding and plug leakage. GMB
March 24th, Posted by T. A1 Cardone Order was easy, shipped fast, and met all my
expectations. Thanks, Parts Geek! December 29th, Posted by Scott in KS. Catalog: A. Vehicle
Engine Chevrolet Silverado Catalog: C. Catalog: B. Catalog: T. Catalog: P. Catalog: S. Catalog:
Q. Catalog: F. Catalog: H. Catalog: N. Our mobile mechanics offer services 7 days a week.
Upfront and transparent pricing. Our certified mobile mechanics can come to your home or
office 7 days a week between 7 AM and 9 PM. The water pump is a belt or chain-driven engine
accessory bolted to the engine above the crankshaft pulley. The pump housing has an impeller
that circulates engine coolant through the cooling system passageways in the engine block and
cylinder head, on to the radiator, where the coolant temperature is reduced. The lower
temperature coolant then flows back to the water inlet on the engine and the water pump
continues the cycle. Should the water pump only leak a little bit, you can drive the car. However,
a small leak could suddenly enlarge or the pump bearing might unexpectedly seize. Either
circumstance would likely cause engine overheating. If a defective water pump causes the
overheating, it is not safe to drive because of the damage to the engine. Chevrolet Silverado
Water Pump Replacement at your home or office. Estimate price near me. Service Location.
YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. Water Pump Replacement Service What is a water pump and how
does it work? When to consider replacing the water pump: Coolant leaks or overheating. The
water pump impeller shaft is supported by a bearing. Eventually, the bearing or seal can wear
and leak or damage the impeller. Many water pumps have weep holes near the pump bearing. If
you see significant leakage from that weep hole, it is time to replace the pump. Bearing
roughness or noise. If the water pump shaft does not turn smoothly or the pump is noisy, the
bearing is excessively worn. Pump replacement will be necessary. Timing belt replacement. In
engines where the water pump is driven by the timing belt, it is a good idea to replace the water
pump at the same time the timing belt is replaced. The extensive work explains why it is always
recommended to replace the water pump whenever the mechanic already has these
components removed for regularly scheduled timing belt replacement. How do mechanics
replace the water pump? The water pump is usually bolted to the front of the engine. The
replacement procedure will vary depending on whether the pump is driven by the timing belt,
the serpentine belt, or chain. On a cold engine, the engine coolant is drained to a level below the
water pump. Components that require removing to access the water pump are removed,
including the belt or chain that directly drive the pump. The bolts holding the pump to the
engine are removed and the pump is pulled out. The gasket surface must be cleaned and the
pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant, as required, is
installed and then the new pump. The bolts are torqued in sequence using a calibrated inch
pound torque wrench. For applications where the water pump is driven by the timing belt, the
timing belt must be removed. Typically, this requires removal of the crankshaft pulley, timing
belt covers, and timing belt tensio
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ner. Once the new pump is installed, new coolant is added back while bleeding the cooling
system of any air. The engine is then run and brought to normal operating temperature to check
for leaks and ensure normal operating temperature. Is it safe to drive with a water pump
problem? When replacing the water pump keep in mind: It is best to install a new cooling
system thermostat when you install a new water pump, especially if the thermostat is old or
original. Completely flushing the cooling system is a good idea when you replace the water
pump. Flushing can be done before or after pump replacement. The rest of the cooling system
should be inspected too â€” particularly rubber hoses, which have a limited lifetime.
Yourmechanic was featured in. Popular Chevrolet Jobs. Auto service in Your City. Meet some of
our expert Chevrolet mechanics Real customer reviews from Chevrolet owners like you.
Excellent Rating. Rating Summary. How can we help? Read FAQ. Service type Water Pump
Replacement.

