Water pump 2001 pt cruiser

The water pump on a PT Cruiser needs to be changed when it leaks or if the pulley grinds or
squeals. When the pulley grinds or squeals, the bearings on the pulley are going bad, and they
are not serviceable. The bearings will eventually lock up, causing the pump to not turn, and this
could destroy the belt and overheat the vehicle. Since the water pump is in with the timing belt,
and the PT Cruiser has an interference engine, severe internal damage could occur should the
water pump lock up. Take the PT Cruiser to a certified air conditioning repair shop. Have them
evacuate the freon. Ask them up front how much it will be to remove the freon and refill the air
conditioning system. Slide the drain pan under the petcock on the radiator. Loosen the petcock
and allow the coolant to drain. Discard the coolant in an appropriate manner if it is dirty or more
than five years old. If the coolant is clean and is less than five years old, you can reuse the
coolant. Raise the front of the vehicle with a floor jack, and support it with jack stands. Remove
the right front wheel, using the lug wrench. Remove the right, inner splashguard. Loosen the
accessory drive belt tensioners and remove the accessory drive belts. Using a socket, remove
the crankshaft pulley bolt. Remove the crankshaft pulley using tools and A. Disconnect the
exhaust system from the manifold, using the appropriate sockets. Unplug the air compressor
pressure switch wiring harness. Disconnect the air compressor pipes from the connector block
on the back of the air compressor. Slide the floor jack under the engine and jack it up until it
touches the bottom of the engine. Remove the lower torque strut, right engine mount, right
engine mount bracket, upper torque strut and the upper torque strut bracket, using the
appropriate sockets. Unbolt and remove the power steering pump and its bracket, but do not
remove the lines on the back of the pump. Lay the pump out of the way. Unbolt and remove
both timing belt covers, using the appropriate sockets and wrenches. Remove the Allen wrench,
then lift the timing belt off the pulleys. Remove the camshaft sprockets using the appropriate
sockets. Remove the rear timing belt cover using the appropriate sockets. Unbolt and remove
the water pump. Pull the O-ring off the block, if it sticks to it. Clean the water pump mounting
surface of all gasket material. Coat the new O-ring with dielectric grease. Press the O-ring into
the water pump, making sure it is properly seated in its groove. Install the water pump and
tighten the bolts by hand. Turn the water pump pulley to ensure that there is no resistance.
Tighten the water pump bolts to in. Route the belt over the water pump, behind the idler pulley
and over the top of the camshafts, keeping the belt taut on that side. Route the belt down
behind the tensioner pulley. Remove the Allen wrench from the tensioner and allow the
tensioner to put tension on the belt. Turn the crankshaft slowly, two turns, until the timing
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at University of Tampa. References "Timing Belts"; AutoData; Click to see full answer Similarly,
you may ask, how much is a water pump for a PT Cruiser? Secondly, how do you change a
water pump on a PT Cruiser? To change the water pump on that pt cruiser , you have to remove
the engine bracket and timing belt on the left side of the engine. Remove the timing belt cover,
engine bracket and timing belt. Make sure to use a jack to support the engine when remove the
engine bracket. Here are the most common symptoms of a bad water pump in your PT Cruiser:
Noise. A noisy water pump can indicate that it has a bearing that is going out. Leaking Water
Pump. Low Coolant Level. Dry Rotation. Wrong Coolant. Bad Bearings. Under the bodywork it's
essentially a stretched Neon, and they're considered very reliable vehicles - there's plenty The
PT Cruiser isn't for everyone. But you could do a lot worse. Its styling is divisive - you either like
its 'modern street rod' aesthetic or hate it. While there are a variety of reasons your Chrysler PT
Cruiser is overheating , the most common 3 are a coolant leak water pump, radiator, hose etc.
Everything else pretty much falls into the category of preventive maintenance like air filter, oil
filter, changing the oil, and flushing the coolant periodically. Estimate does not include taxes
and fees. The PT Cruiser's engine is a non-interference type. This means that if the timing belt
breaks or slips, the valves will not hit the pistons. While the valves fail to hit the pistons, there is
a possibility that they will hit each other if the timing belt breaks or slips at high rpms. When
engine is cool, remove radiator cap and start the car. Watch the fluid in the radiator. After a
while you should see it circulate. If the car gets to operating temp and it doesn't circulate, the
water pump isn't working. According to the U. Department of Energy, a PT Cruiser gets 19 miles
per gallon for city driving and 24 miles per gallon for highway driving. Its combined fuel
economy is 21 miles per gallon. Water pumps don't "break" and start leaking; they have things
called "weep holes", so that when the bearings are starting to wear down, it will slowly start to
drip, that way you know its time to replace it. If that is all that is happening, you're fine to drive it
for a week or so. A more likely failure of your engine's water pump is a bearing failure. A worn
bearing in your water pump will usually manifest itself as pump noise as it will allow the pump
pulley to wobble as it rotates. In extreme cases, you may be able to see the pump pulley or belt

wobbling as your engine idles. One telltale sign of a soon-to- be - faulty water pump is a
noticeable coolant leak toward the front of the vehicle. If the car is left overnight and you notice
an orange or green depending on the coolant you use puddle on the ground, suspect the pump.
Steps Let your car sit overnight, parked in a garage with a clean concrete floor. Examine the
cardboard the next morning. Check the water pump pulley. Listen to your car. Look for leaks
around the water pump. Notice if your temperature warning light comes on. Observe if your low
coolant light is glowing. White smoke from the exhaust pipe. Bubbles in the radiator or coolant
overflow tank. Overheating engine. White milky oil. Fouled spark plugs. Low cooling system
integrity. If it looks like leaking from bottom hose then it is most likely the water pump leaking
down the hose. If cannot tell then have system pressure tested to see where the leak is coming
from. Do not drive it or you may overheat engine and do more damage. The heater will not work
correctly if low on coolant. An obvious sign of a faulty water pump is that your engine is
overheating. Bad Noises. You also might be able to hear the problem. Coolant Leak. Another
sign it's time to replace your water pump is one you might see beneath your car. How much is a
water pump for a PT Cruiser? Category: automotive hatchback. Cost of water pump replace on a
p t cruiser. Labor guide time to replace the water pump is 7. Are PT Cruiser a good car? What
causes PT Cruiser to overheat? How much does a tune up cost for a PT Cruiser? How much is a
timing belt for a PT Cruiser? What happens when a timing belt breaks on a PT Cruiser? How do
you test a water pump on a PT Cruiser? How much is a thermostat for a PT Cruiser? How many
miles does a PT Cruiser get per tank? Can I drive with a bad water pump? What does a failing
water pump sound like? What does a bad water pump look like? How do you test a car water
pump? Let your car sit overnight, parked in a garage with a clean concrete floor. How expensive
is it to replace a water pump? How do you know if your Headgasket is blown? Coolant leaking
externally from below the exhaust manifold. Will water pump leak if engine is off? How far can
you drive without a water pump? How do you know when your water pump needs to be
replaced? Similar Asks. Popular Asks. Typical signs of a bad water pump include overheating,
white smoke, a bad smell, rough idle, and more. A water pump works by pumping water through
the engine. It is possible for the water pump to last for the entire life of the vehicle. But it is a
simple machine with moving parts, which means that failure will inevitably strike. The only
question is how long will it take to happen. A noisy water pump can indicate that it has a
bearing that is going out. The problem with most engine noises is that they are difficult to hunt
down. If your water pump is easy to reach, you can gently place a really long screwdriver tip
against it. Then, place the handle end of the screwdriver against your ear. You should be able to
hear the noise clearly coming from the water pump. It could be the water pump or the water
pump gasket causing the leak. You have to pull the water pump to replace the gasket. Due to
the relative low price of a water pump in relation to how much work it takes to get off, we
recommend replacing the water pump even if the gasket is bad. The problem is that low coolant
can indicate a lot of different problems. It can indicate a bad radiator, radiator hose, or
thermostat housing as well. The signs of a bad water pump are the same as a lot of other
radiator components. A water pump that is struggling to function will cause your PT Cruiser to
run hot. If you have a temperature gauge and you see that your PT Cruiser is running hotter
than it should be, try parking and revving the engine a bit in neutral or park. If the gauge goes
down, that would be a very strong indicator that the water pump is bad. This helps create a
watertight seal that can withstand the pressure in the cooling system. Without water the fluid
cushion between the two rings shaft and stationary is lost. Over time, the seal can go bad
around the water pump. A big mistake that people make when they put a new water pump on is
to use a bunch of gasket sealer. Most manufacturers will only recommend a small amount in a
few key places or none at all. The wrong coolant can eat away at the gasket. Contaminants in
the cooling system can wear down the gasket and seals as well. Using the wrong coolant can
cause internal rust and corrosion. This corrosion will effectively water blast the water pump.
Your water has bearings in the rotating assembly. They can fail like any other bearing. Here are
some common signs that a serpentine belt is bad. A bad water pump has the potential to cause
a lot of engine damage. Getting ahead of it before your PT Cruiser overheats will save you a lot
of money. Thank you for reading. We really hope that this helps. Please feel free to leave a
comment below with any questions or concerns that you may have. Noise A noisy water pump
can indicate that it has a bearing that is going out. Be careful, there are a lot of moving parts
around the water pump. Steam will rise out of the hood if engine coolant is leaking onto the
exhaust. Bad Bearings Your water has bearings in the rotating assembly. Skip to main content.
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a week between 7 AM and 9 PM. The water pump is a belt or chain-driven engine accessory
bolted to the engine above the crankshaft pulley. The pump housing has an impeller that
circulates engine coolant through the cooling system passageways in the engine block and
cylinder head, on to the radiator, where the coolant temperature is reduced. The lower
temperature coolant then flows back to the water inlet on the engine and the water pump
continues the cycle. Should the water pump only leak a little bit, you can drive the car. However,
a small leak could suddenly enlarge or the pump bearing might unexpectedly seize. Either
circumstance would likely cause engine overheating. If a defective water pump causes the
overheating, it is not safe to drive because of the damage to the engine. Estimate price near me.
Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50
point safety inspection. See availability. Water Pump Replacement Service What is a water
pump and how does it work? When to consider replacing the water pump: Coolant leaks or
overheating. The water pump impeller shaft is supported by a bearing. Eventually, the bearing
or seal can wear and leak or damage the impeller. Many water pumps have weep holes near the
pump bearing. If you see significant leakage from that weep hole, it is time to replace the pump.
Bearing roughness or noise. If the water pump shaft does not turn smoothly or the pump is
noisy, the bearing is excessively worn. Pump replacement will be necessary. Timing belt
replacement. In engines where the water pump is driven by the timing belt, it is a good idea to
replace the water pump at the same time the timing belt is replaced. The extensive work
explains why it is always recommended to replace the water pump whenever the mechanic
already has these components removed for regularly scheduled timing belt replacement. How
do mechanics replace the water pump? The water pump is usually bolted to the front of the
engine. The replacement procedure will vary depending on whether the pump is driven by the
timing belt, the serpentine belt, or chain. On a cold engine, the engine coolant is drained to a
level below the water pump. Components that require removing to access the water pump are
removed, including the belt or chain that directly drive the pump. The bolts holding the pump to
the engine are removed and the pump is pulled out. The gasket surface must be cleaned and the
pump mounting surface inspected. A new gasket, rubber seal, or RTV sealant, as required, is
installed and then the new pump. The bolts are torqued in sequence using a calibrated inch
pound torque wrench. For applications where the water pump is driven by the timing belt, the
timing belt must be removed. Typically, this requires removal of the crankshaft pulley, timing
belt covers, and timing belt tensioner. Once the new pump is installed, new coolant is added
back while bleeding the cooling system of any air. The engine is then run and brought to normal

operating temperature to check for leaks and ensure normal operating temperature. Is it safe to
drive with a water pump problem? When replacing the water pump keep in mind: It is best to
install a new cooling system thermostat when you install a new water pump, especially if the
thermostat is old or original. Completely flushing the cooling system is a good idea when you
replace the water pump. Flushing can be done before or after pump replacement. The rest of the
cooling system should be inspected too â€” particularly rubber hoses, which have a limited
lifetime. Yourmechanic was featured in. Popular Chrysler Jobs. Auto service in Your City. Meet
some of our expert Chrysler mechanics Real customer reviews from Chrysler owners like you.
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recommend Greg for your car's maintenance or repairs. Nathan 13 years of experience. Request
Nathan. Nathan was very helpful and did a great job explaining what he found while working on
my car. He's been in the auto repair industry for ten years, so he has both sound judgement and
expertise. How can we help? Read FAQ. Service type Water Pump Replacement. For more
information go to Meticulously formed to exceptional standards, GMB's OE replacement water
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